A W QTR FRESOURCES
ENERGY COMPANY

'BALCRON OIL DIVISION

1601 Lewis Avenue ~
Billings, MT 59102

Office: (406) 259-7860
FAX: (406) 245-1365 []
FAX: (406) 245-1361

December 14, 1995

-~ VIA FEDERAL EXPRESS -~

Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Gentlemen:

RE: Monument Federal #33-6-9~16Y
NW SE Section 6, T9S, R16E

Duchesne County, Utah

Enclosed is our Application for Permit to Drill the referenced well.

As operator, we request that the status be held tight in accordance with Federal
regulations. '

If you have any questions or need additional information, please give me a call at (406)
259-7860, extension 240.

Sincerely,

Qﬁ){aéec@ Q/a[amm(

Bobbie Schuman
" Regulatory and
* Environmental Specialist

/hs.
Enclosure

cc: Utah Division of Oil, Gas and Mining




" I#m 31603
(November 1983) .
(formerly 9-331C)

»
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reverse side)
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Expires August 31, 1985

5. LXASE DEBIGNATION AND BERIAL NO.

U-74390

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK

la. TYPE OF WOERK
‘ DRILL [{ DEEPEN [ PLUG BACK [
b. TYPL OF WELL ' ]
oIL © oaAs SINGLE MULTIPLE
WELL WELL OTHER ZONE ZONE

6. IF INDIAN, ALLOTTEE OR TRIBE NAM
n/a '

¥

7. UNIT AGREEMENT NAMSE

n/a

2. NAME OF QPLRATOR

Equitable Resources Energy Company, Balcron 0il Division

8. FARM OB LEASE NAME

Monument Federal

3. ADDRESS OF OPERATOR

1601 Lewis Avenue; Billings, MT 59102

8. WELL NO. .

#33-6-9-16Y -

NW SE Section 6, T9S,

At proposed prod. zone

R16E

10. FIELD AND POOL, O WILDCAT

| sec. 6, T9s, RI6E

Monument Butte/Green River

:11. sEcC,, T., B., M., OR BLK.

i AND BURVEY OR AREA

14. DISTANCE IN MILES AND DIRECTION FROM NEAEEST TOWN OB POST OFFICE®:

From Myton, Utah, approximately 12 miles SH

13. BTATE

UTAH

12..COUNTY OR PARISH
Duchesne

15, DIBTANCE FEOM PROPUSED®
LOCATION TO NEAREST
PROPIRTY OR LEABE LINE, FT.
(Also to nearest drig. unit line, if any)

16. No. br A

CEEB 1N

- 477 NO.OF ACRES ASSIGNED .
1 ** * To THIS WELL T

1S. DISTANCE FROM PROPOSED LOCATION®
T0 NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE, FT.

-
19. PROPOSED DEPTH

6,150’

20. ROTARY OB CABLE TOOLS

Rotary-

21, ELEYATIONS (Show whether DF, RT, GR, etz.)

GL 5867

22. APPROX. DATE WORE WILL START®

March 1, 1996

23.

PROPOSED CASING AND CEMENTING PROGRAM

81zr OF HOLE BIZE OFr CABING

WELIGHT PEIR FOOT

BETTING DEPTH

QUANTITY OF CEMENT

See attached Drilling Prog

ram/Casing Design

Operator proposes to drill this well.-in accordance with the attached EXHIBITS.

of EXHIBITS is also attached. As operator, we hereby request that the status of this

A listing

well be held tight in accordance with Federal and State regulations.

SELF CERTIFICATION: I hereby certify that I am authorized, by proper lease interest owner, to conduct these
operations associated with the application. Bond coverage pursuant to 43 CFR 3104 for lease activities is
being provided by Equitable Resources Energy Company as principal and Safeco Insurance Conmpany of America as

surety under BLM Bond No. MI 0576 (Nationwide 011 &

Gas Bond #5547188) who will be responsible for campliance

with all of the terms and conditions of that portion of the lease associated with this application.

ORIGINAL: Bureau of Land Management (Vernal, UT)

COPY:

IN ABOYE SPACE DESCRISE PROPOSED PROGRAM : If proposal Is to deepen or plu,
zone. 1f proposel is to drill or deepen directlonally, give pertinent data on sul

preventer program, if any.

Utah Division of 0i1, Gas and Mining

g back, give data on present productive sone and proposed new productive
bsurface locations and measured and true vertieal depths. Give blowout
? g

Regulatory and

Environmental Specialist

ﬁﬂe‘m/w /9%

24 } ] ,
. J ¢ R

(This apace for Federal or State office use)

l/}- 0i3-3(589 »

PERMIT NO.

APPROYED BY
CONDITIONS OF APPROVAL, IF ANY

2/

*See Alnsh-ucﬁonr On Reverse Side

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the

falem firtitions or fraudulent statements or represen

tations as to any matter within its jurisdiction. |



EXHIBIT “K"

T9S, RIGE, S.L.B.&M.

S89°57'E — 77.68 (G.L.0.)

FQUITABLE RESOURCES ENERGY CO.

NORTH — 80.00 (G.L.0.)

Lot 4 Lot 3 Lot 2 Lot 1
WELL LOCATION:
Lot 5 FEDERAL #33-6-9-16Y
’ ELEV UNG/?T‘IDED GROUND = 5866.8’°
|566255 %
Lot 6 ~ 1850.0
i (Computed)
S
o2
S J
Lot 7 ® §
NI
|

SQ'04'E — 40.00 (G.L.O.)

S89'56'E — 77.76 (G.L.O.)

SECTION CORNERS LOCATED
BASIS OF BEARINGS; G.L.O. DATED 1910

BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (MYTON SW)

_ SO004F (G.L.O.) Basis of Bearings
2639.40° — Measured :

WELL LOCATION, FEDERAL #33-6-9-16Y,
LOCATED AS SHOWN IN THE NW 1/4 SE 1/4
OF SECTION 6, T9S, R16E, S.L.B.&M.
DUCHESNE COUNTY, UTAH.

THIS IS TO CERTIFY THAT‘ ABOVE PLAT WAS

{- ION AND THAT
THE BEST OF

e

(801) 781-2501 .

SCALE: 1" = 1000’ SURVEYED BY: G.S.
DATE: 10-19-95 WEATHER: COOL
NOTES: FILE #




Fotm 3160-3

’ . SUBMIT IN TR.IP.TE' Form approved.
Budget Bureau No. 1004—-0136

~(November 1983) . (Other instructions on
e B UNITED STATES everes side) Eanias Augnat 1, 1oa

(formerly 9--331C)

DEPARTMENT OF THE INTERIORH rln ; 58\’ 5. LEASK DEBIGNATION AND BEEIAL NO.
BUREAU OF LAND MANAGEMENT Lﬂf “gﬂ-ﬂgw B 1-74390

6. Ir* INDIAN, ALLOTTES OR TRIBE NAM

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK | "h/a ,

la. TYPE OF WORK 3 _
. . DR".L m ' DEEPEN D PLUG BACK D 7. UNIT AGEEEMENT Nn(’
b. TYPE OF WELL . n/ a : :
o gas orHER gg;cl“ ‘z‘g’;f“”" S. TAEM OB LIABE NAME
2. NAME OF OPLEATOR Monument Federal v
Equitable Resources Energy Company, Balcron 0i1 Division 9. WELL NO. -
3. ADDEESS OF OPLEATOR E ‘#33'5'9—16Y ;

10. FIELD AND POOL, OR WILDCAT

1601 Lewis Avenue; Billings, MT 59102

ir AND BURVEY OR AREKA
- ity : .

/'Sec. 6, T9S, RI6E

NW SE Section 6, T9S, R16E 1850" FS

. ﬁcnxgx OF WELL (Beport locatlon clearly and in accordance with any Staterﬂmm.m Monument BUtte/ Green R'IVEY‘
surince . SR MLtk ibol i kbl i
: / 1g:-§xC., T., R., M., OB BLK. )
J fgﬂ@}'& IRUNERT .

At proposed .prod. zone

} . n Tl a W L1
T3 TISTANCE IN MILES AND DIEECTION FROM NEAEEST TOWN OE PoST orFicE® JLILI DULU § m— /12 COUNTY OR PARISH] 13. BTATE

From Myton, Utah, approximately 12 miles SHW | ‘Duchesne UTAH
13. DISTANCE FEOM PROPUSED® 18. No. © erm Lgfs": ~T7.-NO:"OF ACEES A8SIGNED -~ .
o Ta YEaap fon, T FOIL, GAp & Ao fRe ™o .

(Also to nearest drig. unit fine, {f any)

. DISTANCE FROM IROPOSED LOCATION®

19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS

T0 NEAREST WELL, DRILLING, COMPLETED,
OX APFLIED FOR, ON THIS LEASE, FT. 6,150' Rotary:

. ELEVATIONS (Sbow whether DF, RT, GR, etc.)

22. APPROX. DATE WORE WILL BTART®

GL__ 5867 March 1, 1996

PROPOSED CASIKG AND CEMENTING PROGRAM

81Z% OF HOLE BIZX OF CABING WLIGHT I'ER FOOT BETTING DEPTH QUANTITY OF CEMENT

See attached Drilling Program/Casing Design

IN

zone. If proposal is to drill or deepen directionally, give pertinent data on su

Operator proposes to drill this well.-in accordance with the attached EXHIBITS. A Tisting
of EXHIBITS is also attached. As operator, we hereby request that the status of this
well be held tight in accordance with Federal and State regulations.

SELF CERTIFICATION: I hereby certify that I am authorized, by proper lease interest owner, 10 conduct these
operations associated with the application. Bond coverage pursuant to 43 CFR 3104 for lease activities is
being provided by Equitable Resources Energy Company as principal and Safeco Insurance Company of America as
surety under BLM Bond No. MT 0576 (Natiomide 0i1 & Gas Bond #5547188) who will be responsible for campliance
with all of the terms and conditions of that portion of the lease associated with this application.

ORIGINAL: Bureau of Land Management (Vernal, UT)
COPY: Utah Division of 0il1, Gas and Mining

back, give data on present productive sone and proposed new productive

ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug
bsurface locations and x‘nenmred and true vertical depths. Glve blowout

preventer program, if any.

24

' WAy ) Regulatory and )@ -
B8IGNED M{Z Q/O%/(/(//}M”L TITLE Environmpnfa'l SQ.ECianS-t- DATE M7£/W //%/?ff

Title 18 U.S.C. Section 1001, makes it & crime for any person kno
Y 1, 3 e~

(This space for Federal or State office use)

PERMIT XO. :;45 ’0/ 3 /-3 / (/? ? : APPROVAL DA“X‘I

: . . .
- rxru%mw% nu-_iéé‘ 2é_£_ .

*See .lnshudionr On Reverse Side

wingly and willfully to make to any department or agency of the
e BectIam Ay e ridilont ctntements or representations as to any matter within its jurisdiction.

APPROVED
CONDITIONS OF APPROVAL, IF A



EXHIBIT "K"

NORTH — 80.00 (G.L.0.)

$

Ir9S, RIGE, S.L.B.&M.

S89'57'E — 77.68 (G.L.O.)

EQUITABLE RESOURCES ENERGY (O

Lot 4 Lot 3 Lot 2 Lot 1

WELL LOCATION:
Lot 5 FEDERAL #33-6—-9—-176Y

ELEV. UNG/?1|40£D GROUND = _5866.8"

6 —

00 ﬂ//
66555
S /2009-
Lot & ~ 7 1850.0'
i (Computed)
e
oS
S| 3
Q
Lot 7 ‘éa £
=S
L
|

SO'04'E — 40.00 (G.L.O.)

S89'56'E — 77.76 (G.L.O.)

= SECTION CORNERS LOCATED

BASIS OF BEARINGS; G.L.O. DATED 1910
BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (MYTON SW)

4 : S004°F (G.L.0.) Basis of Bearings

2639.40° — Measured

WELL LOCATION, FEDERAL #33—-6—9-16Y,
LOCATED AS SHOWN IN THE NW 1/4 SE 1/4
OF SECTION 6, T9S, R16E, S.L.B.&M.
DUCHESNE COUNTY, UTAH.

THIS IS TO CERTIFY THAT,, E ABOVE PLAT WAS

~(801) 781-2501

SCALE: 1" = 1000’ SURVEYED BY: G.S. .
DATE: 10-19-95 WEATHER: COOL

NOTES: FILE #




EXHIBITS

A  'PROPOSED,DRILLING PROGRAM

B . PROPOSED SURFACE USEAPROGRAM

¢ GEOLOGIC PROGNOSIS

D  DRILLING PROGRAM/CASING DESIGN/WELLBORE DIAGRAM
E ' HAZMAT DECLARATION
'F  EXISTING & PLANNED ACCESS ROADS (MAPS A & B)
G WELLSITE LAYOUT

§ BOPE SCHEMATIC

I  EXISTING ROADS (MAP C)

J PROPOSED'PRODUCTION FACILITY DIAGRAM

K  SURVEY PLAT

L. LAYOUT/CUT & FILL DIAGRAM

11/30/95
/rs



CONFIDENTIAL

AS OPERATOR, WE HEREBY REQUEST THAT THE STATUS OF THIS
WELL BE HELD TIGHT FOR THE MAXIMUM PERIOD ALLOWED BY
FEDERAL AND STATE REGULATIONS.

Equitable Resources Energy Company,
Balcron 0il Division
1601 Lewis Avenue
Billings, MT 59102
(406) 259-7860



EXHIBIT "A"
Proposed Drilling Program
Page 1

PROP D DRILLI PROGRAM

EQUITABLE RESOURCES ENERGY COMPANY
Balcron Oil Division
Monument Federal #33-6-9-16Y
NW SE Section 6, T9S, R16E
Duchesne County, Utah

In accordance with requirements outlined in 43 CFR 3162-3.1 (d):

1.

ESTIMATED IMPORTANT GEQLOGICAIL MARKERS :

See Geologic Prognogis (EXHIBIT "C")

D PATED OTIL ER:

See Geologic Prognosis (EXHIBIT "C")

OPERATOR'S MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

a. EXHIBIT "H" is a schematic of the BOP equipment and choke
manifold. A 2M system will be used. The BOPE will be
installed after setting 8-5/8" casing at 260'. The blind rams

and pipe rams will be tested to 1500 psi. Pipe rams will be
operationally checked each 24-hour period and blind rams each
time pipe is pulled out of the hole.

The BOPE will be tested to 1500 psi when initially installed,
whenever any seal subject to test pressure is broken, and
following related repairs. The pipe and blind rams will be
activated at least weekly and on every trip the pipe and blind
rams will be activated.

An  accumulator of sufficient capacity to open the
hydraulically-controlled choke valve lines (if so equipped),
close all rams, and retain a wminimum of 200 psi above
precharge on the closing manifold without the use of the
closing unit pumps will be installed during the drilling of
this well. ‘

An upper kelly cock will be used during the dfilling of this
well.



EXHIBIT "A" _
Proposed Drilling Program
Page 2

e. Visual mud monitoring equipment will be used to detect volume
changes indicating loss or gain in circulating fluid volume.

f. Sufficient quantities of mud materials will be maintained or
readily accessible for the purpose of assuring well control.

PROPOSED CASING AND CEMENTING PROGRAM:

a. Surface casing will be set in the Uinta formation to
approximately 260' and cemented to surface.

b. All potentially productive hydrocarbon zones will be isolated.

¢. Casing designs are based on factors of burst: 1.00, collapse:
1.125, and joint strength: 1.8.

d. All casing strings will be pressure tested to 0.22 psi/ft. of
casing string length or 1500 psi whichever is greater (not to
exceed 70% of yield).

E. For details of casing, cement program, drilling fluid program,
and proposed mud program, see the following attachment:

Drilling Program/Casing Design (EXHIBIT "D")
B ES, FLUID ASSE XPECTED :

a. Expected bottom hole temperature is 125 degrees F. Expected
bottom hole pressure is 1500 psi.

b. No abnormal pressures or temperatures have been noted or
reported in wells drilled to the Green River formation in this
area.

c. No dangerous levels of hydrogen sulfide, hazardous fluids, or

a.

gasses have been found, reported, or known to exist at the
depth to be drilled in this well, in this area.

The drilling operations for this well will begih as soon after
APD approval as possible.



EXHIBIT "A"
Proposed Drilling Program
Page 3

b. These drilling operations should be completed within 12 days

after spudding the well depending on weather and hole
conditions.

c. If the well is productive, a sundry notice and plat showing
exact installed facilities will be submitted.

d. If this well is non-productive, a sundry notice will be filed
with the BLM District Office within 30 days following
completion of the well for abandonment.

7. QTHER

a. Operator requests a variance to regulations requiring a
straight run blooie line.

b. Operator requests a variance to regulations requiring an
automatic ignitor or continuous pilot light on the blooie
line.



EXHIBIT "B"
Surface Use Program
Page 1

R E E PR

EQUITABLE RESOURCES ENERGY COMPANY
Balcron 0Oil Division
Monument Federal #33-6-9-16Y
NW SE Section 6, T9S, R16E
Duchesne County, Utah

In accordance with requirements outlined in 43 CFR 3162.3-1 (d):

1. EXISTING ROADS:

a. Proceed west from Myton, UT on Highway 40 for 1.6 miles to
the intersection of Highway 40 and the Sand Wash Road. Turn
left and proceed along the Sand Wash road 1.7 miles to the
intersection of Nine Mile Canyon Road. Stay right and
continue 8.0 miles to a road intersection. Turn right and
proceed 0.4 miles to proposed access road sign. Follow
flags 500’ to location. '

b. Existing roadway (2-track trail) will need to be upgraded for

these drilling operations.

c. All existing roads used by these drilling operations will be
maintained in the same or better condition as were existing
prior to entry.

d. See EXHIBIT "F" Maps A and B for access route.

2. PLANNED ACCESS ROADS: See EXHIBIT "F" Maps A & B
a. Approximately 500’ of new access is required.
b.. No gates, cattleguards, or fence cuts and/or modifications to
"~ existing facilities will be required.

c.. All travel will be confined to location and access routes.

d. Width: Maximum 30' overall right-of-way with an 18' running
surface.

e. Maximum grade: < 8%




EXHIBIT "B"

Surface Use Program
Page 2

f. Turnouts: None

g. Drainage design: Low water crossing if necessary.
h. No culverts or bridges are necessary.

i. Surface materials: Any surface materials which are required
will be native materials from the location and/or access site.

j. All access roads and surface disturbing activities will
conform to the standards outlined in the Bureau of Land
Management and Forest Service publication: ratin

r ' n Exploration and Dew nt, (1989).

The road shall be constructed/upgraded to meet the standards
of the anticipated traffic flow and all-weather road

" requirements. Thies shall include ditching, draining,
graveling, crowning, and capping the roadbed as necessary to
provide a well-constructed safe road. If necessary prior to
upgrading, the road shall be cleared of any -snow cover and
allowed to dry completely. Road drainage crossings will be of
the typical dry creek draining crossing type. Crossings, if
necessary, will be designed so they will not cause siltation
or accumulation of debris in the drainage crossing nor shall
the drainages be blocked by the roadbed. Erosion of drainage
ditches by runoff water shall be prevented by diverting water
off at frequent intervals by means of cutouts. Upgrading will
not be done during muddy conditions. Should mud holes
develop, they will be filled in and detours around them will
be avoided.

e. If a right-of-way is needed for access, please consider this
Application for Permit to Drill as the application for right-
of-way.

3. F E WELLS ;

See EXHIBIT "I" Map C.

4. D FACT RAM ;

a. Upon completion, a sundry notice and plat showing exact

production facilities will be submitted.



C.

EXHIBIT "B"
Surface Use Program
Page 3

All above-ground facilities will be painted earthtone color
Desert Brown #10Y/R in accordance with the Munsell Soil Color
chart within six months of the well completion unless prior
written approval to proceed with another alternative has been
granted via Sundry Notice.

See EXHIBIT "J" for the Proposed Production Facility layout.

LOCATION AND TYPE OF WATER SUPPLY:

a.

The drilling water source will be obtained from a private
source owned by Joe Shields, Application #57708, Appropriation

#47-1674, located in Section 15, T4S, R2W, Duchesne County UT.

The drilling water will be hauled by truck to the location
site.

T ROAD ATION MATERIALS:

Any construction materials which are required will be native
materials from the location and/or access site.

All construction materials for this location site and access
road shall be borrowed material accumulated during the
construction of the site and road. No additional construction
material from other sources is anticipated at this time. IEf
additional construction material is needed, it will be from an
approved source.

Reasonable precautions will be taken to protect all lands.
E DLIN ASTE MATERIALS AN ISPOSAL:

Garbage will be stored in a dumpster and disposed of according
to local and state regulations, at an approved facility. '
Disposal will not be allowed on location. No trash will be
disposed of in the reserve pit.

Fluide produced during the completion operation will be
collected in test tanks. Any spills of oil, gas, salt water
or other noxious fluids will be cleaned up and hauled to an
approved disposal site. Burning will not be allowed.



EXHIBIT "B"
Surface Use Program
Page 4

. . The reserve pit will be lined. If a plastic nylon reinforced

liner is wused, it will be torn and perforated before
backfilling of the reserve pit.

Saltwater or testing tanks will be located and/or dikéd so
that any spilled fluids will flow into the reserve pit.
Saltwater tanks will not be placed on topsoil stockpiles.

Any produced water will be contained on site for a period not
to exceed 90 days.

Sewage will be disposed of according to county and state
requirements. Sealed chemical portable toilets will be on
location during these drilling operations. Waste and
chemicals will not be disposed of on location.

Cuttings will be deposited in the reserve pit.

ITIE

None anticipated.

LOCATION SITE LAYOUT:

a.

The proposed location site and elevation plat is shown on
EXHIBIT "K".

The drill pad layout, showing elevations, orientation, and
access to the pad is shown on EXHIBIT "L".

The drilling rig facilities layout is shown on EXHIBIT "G". No
permanent living facilities are planned. There will be two or
three trailers on location during drilling operations.

The reserve pit and the blooie pit will be constructed as a
combination pit capable of holding 12,000 bbls of fluid. - The
size of the pit will be approximately equivalent to four times
the TD hole volume. The blooie pit might be used for testing,
but only after the drilling is completed and the drilling
equipment and personnel are off the location.

The reserve pit will be located on the North side of the
location.



EXHIBIT “B" .
Surface Use Program
Page b

f. If needed, flare pit will be located downwind of the
prevailing wind directions a minimum of 100' from the wellhead
and 30' from the reserve pit fence.

g. Stockpiled topsoil (first 6 inches) will be stored on the
East side at corners 6 and 7.

h. Access to the wellpad will be from the East between cérners 7
and 8.

i. All pits will be fenced according to the following minimum
standards:

a. 39-inch net wire will be used with at least one strand of
barbed wire on top of the net wire unless pipe or some
type of reinforcement rod is attached to the top of the
entire fence.

b. The net wire shall be no more than 2 inches above the

ground. If barbed wire it shall be 3 inches above the
net wire. Total height of fence will be at least 42
inches.

c. Corner posts will be cemented and/or braced in such a

manner to keep the fence tight at all times. Standard
steel, wood, or pipe .posts will be used between the
cornerbraces. Maximum distance between any two posts

will be no greater than 16'.

d. All wire will be stretched before it is attached to the
corner posts.

The reserve pit will be fenced on three gides during drilling
operations and on the fourth side when the rig moves off
locations. Pits will be fenced and maintained until clean-up.

10. F ATT IT

The BLM will be contacted prior to commencement of any reclamation
operations.



11.

12.

EXHIBIT "B"
Surface Use Program
Page 6

Producing location:

a.

Immediately upon well completion, the location and surrounding
areas will be cleared of all unused tubing, equipment, debris,
materials, trash, and junk not required for production.

Immediately upon well completion, any hydrocarbons in the 'pit
will be removed in accordance with 43 CFR 3162.7-1.

A plastic nylon reinforced liner will be used, and it will be
torn and perforated before backfilling of the reserve pit.

The reserve pit and that portion of the location not needed
for production facilities or operations will be recontoured to
the approximate natural contours. The reserve pit will be
reclaimed within 120 days from the date of well completion.
Before any dirt work takes place, the reserve pit will have
all fluids and hydrocarbons removed.

Dry hole/abandoned location:

At such time as the well is plugged and abandoned, operator will
submit a subsequent report of abandonment and BLM will attach the
appropriate surface rehabilitation conditions of approval.

a.

E E IP:

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

E T

An Archeology Survey has been ordered and will be provided as
soon as it is completed.

If unexpected <cultural resources are observed during
construction or reclamation operations, Equitable Resources
Energy Company's Balcron Oil Division will suspend operations
in the vicinity of the discovery and immediately report the
finding to the BLM District Office.

Operator will have on site a copy of the Surface Use Program
and a copy of the supplemental conditions.



13.

14.

EXHIBIT "B"
Surface Use Program
Page 7

d. Drilling operations will be conducted in accordance with the
Bureau of Land Management conditions of approval when
received.

e. If a silt catchment dam is necessary, it will be flagged by
the BIM and have the location noted in the Conditions of
Approval. ’

P R' ENTATIVES:

Equitable Resources Energy Company, Balcron Oil Division
1601 Lewis Avenue

Billings, Montana 59102

(8:00 a.m. to 5:00 p.m.)

(406) 259-7860

FAX: (406) 245-1361

Dave McCoskery, Operations Manager  Home: (406) 248-3864
Mobile: (406) 698-3732

Dale Griffin, Operations Supervisor Mobile: (801) 828-7291
Home: (801)- 781-1018

CERTIFICATION:

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drillsite and access route; that I am
familiar with the conditions which presently exist; that any
statements made in this plan are, to the best of my knowledge,
true and correct; and that the work associated with the operations
proposed herein will be performed by Equitable Resources Energy
Company's Balcron 0il Division and its contractors and
subcontractors in conformity with this plan and the terms and
conditions under which it is approved. This statement is subject
to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

y i
_ M%{e jﬁumﬁw

Lhoornibon 14,1995

Bobbie Schuman

Date
Regulatory and Environmental
Specialist
Equitable Resources Energy

Company, Balcron Oil Division



Prepared By: DAVE BICKERSTAFF

e
Ba’ron Oil Well Prognosi’ EXHIBIT 7
Well Name MONUMENT FEDERAL #33-6-9-16Y Exploratory Control Well __ FED. 32-6G
Location NW/SE SECTION 6-T9S-R16E  (1850' FSL, Development X " Operator PG & E
County DUCHESNE 1850' FEL) . Field MON. BUTTE KB 5898
~ State UTAH Section NW/SE 6 Section SW/NE 6
Total Depth 6150 _ Township 9 Township 95
GL (Ung) __ 5867 EST.KB___ 596 Range 16E Range 16E
Formation Tops Prognosis Sample Top Control Well High/Low
Formation ' Datum Prog Cntl Deviation
UINTA
GREEN RIVER
HORSE BENCH SS
2ND GARDEN GULCH
Y-2 (PAY)
Y-3 (PAY)
Y-5 (PAY)
YELLOW MARKER
DOUGLAS CREEK
R-5 (PAY)
2ND DOUGLAS CREEK
GREEN MARKER
G-3 (PAY)
G-6 (PAY)
CARBONATE MARKER
B-1 (PAY)
B-4 (PAY)
1D
Samples DST,s Wellsite Geologist
50"FROM 1750' TO 4150’ DST #1 Name:
20’ FROM 4150' TO TD DST #2 From: to:
5 THROUGH EXPECTED PAY DST #3 Address:
5' THROUGH DRILLING BREAKS DST #4
Phone # wk.
Logs , Cores hm.
DLL FROM SURF CSNG TO TD Core #1 Fax #
LDT/CNL FROM 3900' TO TD Core #2
Core #3 Mud Logger/Hot Wire
Core #4 Company:
Required: (Yes/No) YES
Type: 2MAN
Comments: Logger:
' Phone #
Fax#
Report To:  1st Name: DAVE BICKERSTAFF Phone # (406)259-7860 wk. (406)245-2261 hm.
2nd Name: KEVEN REINSCHMIDT Phone # (406)259-7860 wk. (406)248-7026 hm.
11/15/95 Phone # wk. hm,




EXHIBIT "D"
Page 1 of 2
EQUITABLE RESOURCES
ENERGY COMPANY
BALCRON OIL DIVISION
DRILLING PROGRAM
WELL NAME: Monument Federal #33-6-9-16Y DATE: 12-11-95
PROSPECT/FIELD: Monument Butte
LOCATION: NW/SE Section 16 Twn.9S Rge.l6E
COUNTY: Duchesne
STATE: Utah
TOTAL DEPTH: 6150
HOLE SIZE INTERVAL
12 1/4" Surface to 260
7 7/8" 260’ to 6150’
CASING INTERVAL CASING
STRING TYPE FROM TO SIZE WEIGHT GRADE
Surface Casing o’ 2607 8 5/8” 24 _ Jb55
Production Casing 0’ 6150 5 1/2" 15.50 K55

CEMENT PROGRAM

Surface Casing 150 sacks class”G” with 2% CaCl and 1/4
1lb/sack Flocele.
(Cement will be circulated to surface.)

Production Casing 250 sacks Thrifty Lite and 400 sacks 50-50
Poz.
(Actual cement volumes will be calculated from
caliper log with cement top at 2000')

PRELIMINARY DRILLING FLUID PROGRAM

PLAS. YIELD
TYPE FROM TO WEIGHT VIS POINT
Air and Air Mist 0 2607 N.A. N.A. N.A.
Air/Air Mist/KCl wtr 260’ T.D. 8.7-8.9 N.Aﬂ N.A.

COMMENTS
1.) No cores or tests are planned for this well.




EXHIBIT "D"
Page 2 of 2
BALCRON OIL CoO.
Operator: BALCRON OIL | Well Name: Federal 33-6-9-16Y
Project ID: | Location: Duchesne/Utah
Design Parameters: Design Factors:
Mud weight  { 9.00 ppg) : 0.468 psi/ft Collapse : 1.125
Shut in surface pressure : 2260 psi Burst : 1.00
Internal gradient (burst) : 0.100 psi/ft 8 Round : 1.80 (J)
Annular gradient (burst) : 0.000 psi/ft Buttress : 1,60 (ﬁ)
Tensile load is determined using air weight Body Yield : 1.50 (B)
Service rating is "Sweet" Overpull : 0 lbs.
Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (1lb/ft) (feet) (in.)
1 6,150 5-1/2" 15.50 K-55 ST&C 6,150 4.825
Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.
(psi) (psi) (pei) (psi) (kips) (kips)
1 2875 4040 1.405 2875 4810 1.67 95.33 222 2.33 0
Prepared by : McCoskery, Billings, MT
Date : 11-30-1995
Remarks :
Minimum segment length for the 6,150 foot well is 1,500 feet.
The mud gradient and bottom hole pressures (for burst) are 0.468 psi/ft and
2,875 psi, respectively.
NOTE: The design factors used in this casing string design are as shown above. As a general guide-

line, Lone Star Steel recommends using minimum design factors of 1.125 - Collapse (with
evacuated casing), 1.0 -~ Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body
Yield. Collapse strength under axial tension was calculated based on the Westcott, Dunlop and
Kemler curve. Engineering responsibility for use of this design will be that of the purchaser.

Cogtg for this design are based on a 1990 pricing model. (Version 1.0G)




EXHIBIT E

"A. Hazardous chemicals 10,000 pounds of which will most likely be
rused, ' produced, stored, transported, or disposed of in

§a55001at10n with the proposed action of drilling, completing
and produ01ng this well:

'We anticipate that none of the hazardous chemlcals in
' quantities of 10,000 pounds or more will be associated
with these operatlons.

i

B. "Extremely hazardous substances threshold quantities (per

: Howard Cleavinger 11/30/93) of which will be used, produced,

. 8tored, transported, or disposed of in association with the
“proposed action of drilling, completing and producing this
well:

We antlclpate that none of the extremely hazardous
substances in threshold quantities per 40 CFR 355 will be
assocxated with these operations.

12/1/93
Revised 12/7/93
/rs
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P'ROPOSED PRODUCTION FACILITY DIAGRAM

" EXHIBIT "3"

ENERGY COMPANY

_VALVE DESCRIPTION DIKE
| DURING | DURING r
% ] “PROD. | SALES

VALVE #1| CLOSED | OPEN 3 |
VALVE #2| /OPEN | CLOSED : i
VALVE #3| CLOSED | OPEN : E
VALVE #4| #“ OPEN - | CLOSED
VALVE #5| CLOSED | CLOSED ':
VALVE #6| CLOSED | CLOSED , z
VALVE #7| CLOSED | OPEN ) 100 \
g :
] "g' pas line. -l Bbl - :
g WATER g
load line 3 .:
| s 400 |
B £ Bbl #0 §
- [BT\ TANK g
% g Old
3 % Reserve
g Pit
WELL HEAD ( ?
| E DIAGRAM NOT TO SCALE
§ 19 -
& ~
. % g EY . . S
512 % EQUITABLE RESOURCES

BALCRON OIL DIVISION

1601 Lewis Avenue
Billings, MT 591062
(406)559 7860



BQUITABLE RESOURCES ENERGY €O

[=]
. 3 & e — e ,:1
FEDERAL #33—6-9~16Y | Xi A e
SECTION 6, T9S, RI6E, S LB &M \ - :
S : i % . " = 50 STA. 0+00
c/14 @ ' ® c/4.0
STA. 0+00
SCALE: 1" = 50°
g
‘ c/e.2 1
e B 3 :
__smosss 3 T OLIA ~ -
= - | 1" = 50° STA. 0+58 |
L reserve AT ) - |
w0 x 75 o EXISTING ‘
- & DEEP S Top of GRADE ~ . — . ].'”
- y Cut Slope - — - _LE
v - - . ) R g ==
. , C 0_5 ] - o~ WELL HO \ -
/3.7 wr 50 RERRERRRRERSY ! FINSHED, GRADE i
STA. 1+50 e Tt -
. R By 0/7'5
Toe of BR C/.j.g : - .
Fill Slope - : . 1" = 50 STA. 1+50
; WASTE
s ‘W.:-i 1 HEAD: MATERIAL
[l unerapED = 5866.8 -
‘| AN GRADE = 5866.3 ———
REFERENCE POINTS
] 150° SOUTHEAST = 5861.8' . ‘
] 200" SOUTHEAST = 5861.7' ~
) 200° SOUTHWEST = 5871.3' .
250" SOUTHWEST = 5873.0° - - ,
i "= 50 STA. 2+75 -
p—— @ APPROXIMATE - YARDAGES =
-7 T - =
F/Z.O [ “C/OB CUT = 3,110 Cu. Yds. j—
- . - . . _— w
+ weso . FILL = 2,190 Cu. Yds. pop—— —
Wiy, STOCKPILE J PIT = 1,940 Cu. Yds. . DRAWN BY: JRS ‘
§" TOPSOIL = 900 Cu. Yds. e Y =
——— Proposed Access . DATE: 10-16~85 . 777.2 Sfa fe :
Rood , — - Land Surveying. [nc
| SHE T \ (807) 781-2507
FLE: ’ 38 WEST 100 NORTH VERNAL, UTAH B407E




. WORKSHEET ‘

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 12/18/95 [ API NO. ASSIGNED: 43-013-31589

WELL NAME: MONUMENT FEDERAL 33-6-9-16Y
OPERATOR: EQUITABLE RESOURCES (N9890)

PROPOSED LOCATION: INSPECT LOCATION BY: / /
NWSE 06 - T09S - R16E
SURFACE: 1850-FSL-1850-FEL TECH REVIEW|Initials Date
BOTTOM: 1850-FSL-1850-FEL
DUCHESNE COUNTY Engineering
MONUMENT BUTTE FIELD (105)
Geology
LEASE TYPE: FED
LEASE NUMBER: U - 74390 Surface
PROPOSED PRODUCING FORMATION: GRRV
RECEIVED AND/OR REVIEWED: LOCATION AND SITING:
_Y Pplat ____ R649-2-3, Unit:
¥ Bond: Federal[yy State[] Fee[]
(Number 5647t 8% ) v’ R649-3-2. General.
_N_Potash (Y/N) .
__N 0il shale (Y/N) ____ R649-3-3. Exception.
_ ¢ Water permit
(Number Y7- 167¢ ) ____ Drilling Unit.
__l_ RDCC Review (Y/N) Board Cause ho:
(Date: ) Date:
COMMENTS:
STIPULATIONS:




STATE OF UTAH,

DIV OF OIL, GAS & MINERALS

Operator: EQUITABLE RESOURCES

| Well Name: MON FED 33-6-9-16Y

Project ID: 43~013-31589

| Location: SEC. 6 - T9S - R16E

Design Parameters:

Design Factors:

| Mud weight ( 8.90 ppg) : 0.462 psi/ft Collapse : 0 1.125
? shut in surface pressure 2422  psi Burst : 1.00
Internal gradient (burst) : 0.068 psi/ft 8 Round : 1.80 ()
Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (D)
Tensile load is determined using air weight Other : 1.50 (O
Service rating is "“Sweet! Body Yield : 1.50 (B)
Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (1lb/ft) (feet) (in.)
1 6,150 5.500 15.50 K-55 ST&C 6,150 4.825
Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.
(psi) (psi) (psi) (psi) (kips) (kips)
1 2843 4040 1.421 2843 4810 1.69 95.33 222 2.33 J
Prepared by : MATTHEWS, Salt Lake City, Utah
Date : 04-15-1996
Remarks :

Minimum segment

length for the 6,150 foot well is 1,500 feet.

SICP is based on the ideal gas law, a gas gravity of 0.75, and a mean gas
temperature of 117°F (Surface 74°F , BHT 160°F & temp. gradient 1.400°/100 ft.)

String type:

Production

The mud gradient and bottom hole pressures (for burst) are 0.462 psi/ft and
2,843 psi, respectively.

NOTE:

The design factors used in this casing string design are as shown above.
guideline, Lone Star Steel recommends using minimum design factors

As a general
of 1.125 - collapse (with

evacuated casing), 1.0 - (uniaxial) burst, 1.8 - API 8rd tension, 1.6 - buttress tension,

1.5 - body yield tension, and 1.6 - EUE 8rd tension.
was calculated based on the Westcott, Dunlop and Kemler curve.

Collapse strength under axial tension
Engineering responsibility

for use of this design will be that of the purchaser.

Costs for this design are based on a 1987 pricing model.

(Version 1.07)
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Q ITABLE - RESOURCES CO.
FEDERAL #33”6 9-16Y

Section 6, TQS R16E, SLB&M

Du chesne Countv. Utah

PALEONTOLOGY REPORT

WELLPAD LOCATION. AND ACCESS ROAD

Y

ALDEN H. HAMBLIN
PALEONTOLOGIST
235 ‘EAST MAIN

VERNAL,. UTAH 84078

Decem_ber‘ 9 ,-_ 1995

e



RESULTS OF -PALEONTOLOGY SURVEY AT EQUITABLE RESOURCES CO. FEDERAL #33 6-9-16Y,
Sectlon 6, T9S, R16E, S. L B.&M, Duchesne Co ) Utah.

Descrlptlon of Geology and Topography- RE

This well:location is 9 miles south and 5 miles west of Myton Utah on a bench

west of Wells Draw. Most of the surface is -composed of angular rocks

fragments and sand. Lower Uinta Formation®is exposed north of. the wellpad on

a hlll Wellpad appears to have a. thln layer of slope wash.

All rock outcrops in the area are of. the Upper Eocene Uinta Formatlon, known.
for its fossil vertebrate fauna of mammals, turtles, crocodilians, and .
occasional fish remains and plant 1mpress1ons

Paleontological material found -

B

No fossils were found on this location or proposed access road.

Recommendations-

No recommendations are being made for,paiedntology at this location.

Flle SV, T e . Date M 9 1995

Paleontologist
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B EQUTARLE RESOURCES
ENERGY COMPANY

BALCRON OIL DIVISION

1601 Lewis Avenue
Billings, MT 59102

[ —

- January 30, 1996

Bureau of Land Management
170 South 500 East
Vernal, UT 84078-2799

Gentlemen:

Office: (406) 259-7860
FAX: {406) 245-1365
FAX: (406) 245-1361

Enclosed are the Archeological Reports for the following Monument Federal wells:
#34-3-9-17Y, #31-9-10-17Y, #32-10-9-17Y, #11-11-9-17Y, #14-21-9-18Y, #43-
19-9-18Y, #32-20-9-18Y, #33-22-8-17Y, #33-17-9-17B, #23-17-9-17B, #44-31-

8-18Y, #33 -6-~9- 16Y,and#41 -35-9-18Y.
Smcelely, "

/%?,&/L ['LLC Qé/@ ﬂ.Lu;UU“’

Bobbie Schuman
Regulatory and
Environmental Specialist

/hs

cc: Utah Division of Oil, Gas and Mining

R L P N



CULTURAL RESOURCE EVALUATION - 906

OF THIRTEEN PROPOSED WELL LOCATIONS & ACCESS ROUTES
IN THE CASTLE PEAK DRAW LOCALITY OF

DUCHESNE & UINTAH COUNTIES, UTAH

Report Prepared for Balcron Oil Division
(Monument Federal Units 34-3-9-17Y, 31-9-10-17Y, 32-10-9-
17Y, 11-11-9-17Y, 14-21-9-18Y, 43-19-9-18Y, 32-20-9-18Y, 33-
22-8-17Y, 33-17-9-17B, 23-17-9-17B, 44-31-8-18Y, 33-6-9-16Y,

and 41-35-9-18Y)

Dept. of Interior Permit No.: UT-95-54937
AERC Project 1512 (BLCR-95-8B)
Utah State Project No.: UT-95-AF-773b

Principal Investigator
F. Richard Hauck, Ph.D.

Author of the Report
F. Richard Hauck

.
R

ARCHEOLOGICAL-ENVIRONMENTAL RESEARCH
CORPORATION (AERC)

181 North 200 West, Suite 5
Bountiful, Utah 84010

January 23, 1996




An intensive cultural resource evaluation has been conducted for Balcron Qil Division of
thirteen proposed well locations (Monument Federal Units 34-3-9-17Y, 31-9-10-17Y, 32-10-9-
17Y, 11-11-9-17Y, 14-21-9-18Y, 43-19-9-18Y, 32-20-9-18Y, 33-22-8-17Y, 33-17-9-17B, 23-
17-9-17B, 44-31-8-18Y, 33-6-9-16Y, and 41-35-9-18Y) and their 3.1 miles of associated access
routes situated on public lands administered by the Bureau of Land Management, Vernal District.
This project area is located in the Castle Peak Draw, Pariette Bench, Wells Draw, Pleasant
Valley, Eightmile Flat, and Desert Spring Wash localities of Uintah & Duchesne Counties, Utah.
This evaluation involved a total of 167.53 acres, of which 130 acres were associated with the
well pads and an additional 37.53 acres were associated with the various access routes. These
evaluations were conducted by Richard Beaty and Michael Hauck of AERC between November
28 and December 8, 1995.

No previously recorded significant or National Register eligible cultural resources will
be adversely affected by the proposed developments.

No newly identified prehistoric cultural resource activity loci were discovered and
recorded during the examinations.

No isolated diagnostic artifacts were noted during the investigations.
No paleontological loci of significance were identified during the surface examinations.

AERC recommends project clearance based on adherence to the stipulations noted in the
final section of this report.
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GENERAL INFORMATION

On November 28 through December 8, 1995, AERC archaeologists Richard Beaty and
Michael Hauck conducted an intensive cultural resource evaluation for Balcron Oil Division of
Billings Montana. This examination involved thirteen proposed well locations and associated
access routes in the Castle Peak Draw locality southeast of Myton, Utah (see Maps 1 through
8). These well locations include Monument Federal Units 34-3-9-17Y, 31-9-10-17Y, 32-10-9-
17Y, 11-11-9-17Y, 14-21-9-18Y, 43-19-9-18Y, 32-20-9-18Y, 33-22-8-17Y, 33-17-9-17B, 23-
17-9-17B, 44-31-8-18Y, 33-6-9-16Y, and 41-35-9-18Y. An area of ten acres was inventoried
for each well pad for a total of 130 acres. About 3.1 miles of access routes totaling some 37.53
acres was also examined for cultural resource presence for a total of 167.53 acres. All of these
well locations and access routes are situated on public lands administered by the Bureau of Land
Management, Vernal District Ofice, Diamond Mountain Resource Area.

The purpose of the field study and this report is to identify and document cultural site
presence and assess National Register potential significance relative to established criteria (cf.,
Title 36 CFR 60.6). The proposed development of these well locations and access routes
requires an archaeological evaluation in compliance with various state laws and U.C.A. 9-8-404,
the Federal Antiquities Act of 1906, the Reservoir Salvage Act of 1960-as amended by P.L. 93-
291, Section 106 of the National Historic Preservation Act of 1966-as amended, the National
Environmental Policy Act of 1969, the Federal Land Policy and Management Act of 1979, the
Archaeological Resources Protection Act of 1979, the Native American Religious Freedom Act
of 1978, the Historic Preservation Act of 1980, and Executive Order 11593.

In addition to documenting cultural identity and significance, mitigation recommendations
relative to the preservation of cultural data and materials can be directed to the Bureau of Land
Management, Vernal District Office and to the State Antiquities Section.

Projec ion

The project location is in the Castle Peak Draw, Pariette Bench, Wells Draw, Pleasant
Valley, Eightmile Flat, and Desert Spring Wash localities of Duchesne and Uintah Counties,
Utah. The various locations are shown on the Pariette Draw SW, Myton SE, Myton SW, and
Moon Bottom 7.5 minute topographic quads (see Maps 2-8).

Monument Federal Unit 34-3-9-17Y is situated in the Southwest quarter of the Southeast
quarter of Section 3, Township 9 South, Range 17 East (see Map 2). Access to this location is
via a 0.3 mile-long access route.

Monument Federal Unit 31-10-9-17Y is situated in the Northwest quarter of the Northeast
quarter of Section 10, Township 9 South, Range 17 East (see Map 2). Access to this location
is via a 0.2 mile-long access route.
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MAP 1: GENERAL PROJECT LOCALITY 1

PROJECT: BILCR-95- 88
SCALE: see below
QUAD: see below
DATE: January 22,1998

UTAH GEOLOGICAL AND MINERAL SURVEY
MAP 43 1977

PHYSIOGRAPHIC SUBDIVISIONS OF UTAH
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MAP 3: CULTURAL RESOURCE SURVEY
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MAP 5: CULTURAL RESQURCE SURVEY PROJECT: BLCR-95-8B
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MAP&: CULTURAL RESOURCE SURVEY
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MAP 7: CULTURAL RESOURCE SURVEY PROJECT:  BLCR- 95 - 88
OF VARIOUS BALCRON WELLS SCALE: 1:24,000
INTHE PARIETTE BENCH QUAD: Myton SW, Utah
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MAP 8: CULTURAL RESOURCE SURVEY PROJECT: BLCR - 85 - 8B
OF BALCRON WELL UNIT 41-35-9-18Y SCALE: 1:24,000
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Monument Federal Unit 32-10-9-17Y is situated in the Southwest quarter of the Northeast
quarter of Section 10, Township 9 South, Range 17 East (see Map 2).

Monument Federal Unit 11-11-9-17Y is situated in the Northwest quarter of the
Northwest quarter of Section 11, Township 9 South, Range 17 East (see Map 2). Access to this
location is via a 0.2 mile-long access route.

Monument Federal Unit 43-19-9-18Y is situated in the Northeast quarter of the Southeast
quarter of Section 19, Township 9 South, Range 18 East (see Map 3). Access to this location
is via a 0.2 mile-long access route.

Monument Federal Unit 32-20-9-18Y is situated in the Southwest quarter of the Northeast
quarter of Section 20, Township 9 South, Range 18 East (see Map 3).

Monument Federal Unit 14-21-9-18Y is situated in the Southwest quarter of the Southwest
quarter of Section 21, Township 9 South, Range 18 East (see Map 3). Access to this location
is via a 0.3 mile-long access route.

Monument Federal Unit 44-31-8-18Y is situated in the Southeast quarter of the Southeast
quarter of Section 31, Township 8 South, Range 18 East (see Map 4). Access to this location
is via a 0.2 mile-long access route.

Monument Federal Unit 33-22-8-17Y is situated in the Northwest quarter of the Southeast
quarter of Section 22, Township 8 South, Range 17 East (see Map 5). Access to this location
is via a 0.3 mile-long access route.

Monument Federal Unit 33-6-9-16Y is situated in the Northwest quarter of the Southeast
quarter of Section 6, Township 9 South, Range 18 East (see Map 6). Access to this location is
via a 0.1 mile-long access route.

Monument Federal Unit 23-17-9-17B is situated in the Northeast quarter of the Southwest
quarter of Section 17, Township 9 South, Range 17 East (see Map 7). Access to this location
is via a 0.3 mile-long access route.

Monument Federal Unit 33-17-9-17B is situated in the Northwest quarter of the Southeast
quarter of Section 17, Township 9 South, Range 17 East (see Map 7). Access to this location
is via a 0.2 mile-long access route.

Monument Federal Unit 41-35-9-18Y is situated in the Northeast quarter of the Northeast

quarter of Section 35, Township 9 South, Range 18 East (see Map 8). Access to this location
is via a 0.8 mile-long access route.

10



Environmental Description

The project area is within the 4900 to 5900 foot elevation zone above sea level. Open
rangeland terrain and eroded Eocene lakebed surfaces are associated with the project localities.

The vegetation in the project area includes Chrysothamnus spp. Artemisia spp.,
Sarcobatus vermiculatus, Ephedra viridis, Cercocarpus spp. Atriplex canescens, and a variety
- of grasses.

The geological associations within the project area consist of fluvial lake deposits which
correlate with the Uinta Formation which is of Tertiary age.

P I0US RESEARCH IN THE L LITY

File Search

A records search of the site files and maps at the Antiquities Section of the State Historic
Preservation Office in Salt Lake City was conducted on November 15, 1995. A similar search
was conducted in the Vernal District Office of the BLM on November 28, 1995. The National
Register of Historic Places has been consulted and no registered historic or prehistoric properties
will be affected by the proposed developments.

A variety of known cultural sites are situated in the Monument Buttes / Castle Peak Draw
locality. Many of these prehistoric resources were identified and recorded by AERC during the
Mapco River Bend survey (Hauck and Norman 1980). Other sites have been located and
recorded by AERC and other archaeologists and consultants during oil and gas exploration
inventories (cf. Fike and Phillips 1984, Hauck and Weder 1989, Hauck and Hadden 1993,
1994).

Prehis nd Hi f the Cultural Regio

Currently available information indicates that the Northern Colorado Plateau Cultural
Region has been occupied by a variety of cultures beginning perhaps as early as 10,000 B.C.
These cultures, as identified by their material remains, demonstrate a cultural developmental
process that begins with the earliest identified Paleoindian peoples (10,000 -- 7,000 B.C.) and
extends through the Archaic (ca. 7,000 B.C. -- A.D. 300), and Formative (ca. A.D. 400 --
1100) Stages, and the Late Prehistoric-Protohistoric periods (ca. A.D. 1200 -- 1850) to conclude
in the Historic-Modern period which was initiated with the incursion of the Euro-American
trappers, explorers, and settlers. Basically, each cultural stage -- with the possible exception of
the Late Prehistoric hunting and gathering Shoshonean bands -- features a more complex life-way
and social order than occurred during the earlier stage of development (Hauck 1991:53). For
a more comprehensive treatment of the prehistory and history of this region see Archaeological
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Evaluations in the Northern Colorado Plateau Cultural Area (Hauck 1991).
Site Potential in the Project Development Zone

Previous archaeological evaluations in the general project area have resulted in the
identification and recording of a variety of cultural resource sites having eligibility for potential
nomination to the National Register of Historic Places (NRHP). The majority of these sites are
lithic scatters containing cobble reduction materials. Many of these quarry sites are of the "Tap
and Test" variety, and extend for tens or hundreds of meters. Open occupations are also
frequently being identified in this locality. Sites associated with the open rangeland generally
appear to have been occupied during the Middle Plains Archaic Stage with occasional indications
of Paleoindian activity based on the recovery of isolated Plano style projectile points. The north-
south drainage canyons appear to contain the majority of Late Prehistoric (Numa) sites probably
because those canyon floors were transportation corridors and convenient pastures for the Ute
horse herds. Evidence of Formative Stage occupation, i.e., Fremont, is rarely observed in the
rangeland environment but is common within the Green River and White River canyons and their
primary tributary canyons.

Site density in certain portions of the region appears to range from one to six sites per
section. These densities increase in the canyon bottoms due to Ute rock art loci. Recent
evaluations indicate that the site densities may reach 8 to 12 sites per section in certain localities
on the upper benches which were apparently favored for hunting, lithic resource procurement,
and camping. Prehistoric sites on the rangeland benches appear to be associated with water
courses and aeolian deposits.

FIELD EVALUATIONS
Methodology

Intensive evaluations consisted of the archaeological team walking a series of 10 to 20
meter-wide transects within each ten acre well location which includes the staked pad and an
appropriate buffer zone around the well. The archaeologists also examined 100 foot-wide
corridors centered on each flagged access centerline by walking similar transects. The combined
acreage for the various access road corridors and the thirteen well locations totals some 167.53
acres.

Observation of cultural materials results in intensive examinations to determine the nature
of the resource (isolate or activity locus, i.e., site). The documentation of each specific cultural
site results in its subsequently being sketched, photographed, transit mapped, and appropriately
recorded on standardized site forms.

Cultural sites are then evaluated by the Principal Investigator for depth potential utilizing
AERC’s portable ground penetrating radar (GPR) computerized system (SIR-2 manufactured by
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Geophysical Survey Systems, Inc. [GSSI] of North Salem, New Hampshire). Radar assessment
within archaeological sites is accomplished by one team member pulling the radar antenna across
the site’s surface while the Principal Investigator "reads" data directly observable on a battery
powered computer’s monitor that is directly linked to the antenna. GPR is a valuable tool for
determining the presence and density of any buried materials, features or strata whether cultural
or natural, but it is particularly valuable in ascertaining archaeological depth potential on a site
because it provides an immediate view on the computer of the buried strata and features. In
addition, ground penetrating radar is a non-intrusive and non-destructive method of verifying site
depth potential -- an important consideration in ensuring the protection and integrity of the rare,
non-replaceable, non-renewable cultural resources.

With depth of deposit and feature/strata information provided by GPR, the standards
described in the section below are used by the Principal Investigator to establish site significance.
GPR data reflecting the buried potential of the resource coupled with the Principal Investigator’s
surface evaluation of the site results in the determination whether a particular site is a significant
resource, i.e., whether it satisfies one or more of the criteria established in Title 36 CFR 60 as
explained below. The Principal Investigator then develops one or more mitigation actions as
recommendations that can aid federal and state cultural resource administrators in facilitating the
preservation of any given significant resource which may be situated within the potential
development zone.

ite Significance Criteri

Prehistoric and historic cultural sites which can be considered as eligible for nomination
to the National Register of Historic Places have been outlined as follows in the National
Register’s Criteria for Evaluation as established in Title 36 CFR 60.6:

The quality of significance in American ... archaeology ... and culture is present in ...
sites ... that possess integrity of location, design, setting, materials, workmanship, feeling, and
association and:

- a. That are associated with events that have made a significant contribution to the

broad patterns of our history, or

b. that are associated with the lives of persons significant in our past; or

¢. that embody the distinctive characteristics of a type, period, or method of

construction ... ; or

d. that have yielded, or may be likely to yield, information important in prehistory

or history.

In addition to satisfying one or more of these general conditions, a significant cultural
resource site in Utah will generally be considered as being eligible for inclusion in the National
Register if it should advance our current state of knowledge relating to chronology, cultural
relationships, origins, and cultural life ways of prehistoric or historic groups in the area.
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In a final review of any site’s cultural significance, the site must possess integrity and at
least one of the above criteria to be considered eligible for nomination to the National Record
of Historic Places.

Results of the Inventory

No newly identified prehistoric cultural resource activity loci were observed and recorded
during the archaeological evaluations.

No previously identified and recorded significant or National Register sites were noted
during the survey; Balcron’s proposed development of these 13 well locations will not have any
adverse effect on existing known cultural resources situated in this locality.

No diagnostic isolated artifacts were observed or recorded during the evaluation.

No paleontological loci of significance were identified during the evaluations.

ONCLUSI AND RECOMMENDATIONS

No known significant cultural resources will be adversely impacted during the
development and operation of the 13 proposed Balcron Qil Division well locations and access
routes as identified in this report.

AERC recommends that a cultural resource clearance be granted to Balcron Oil Division
relative to the development of these proposed wells and access routes based upon adherence to
the following stipulations:

1. all vehicular traffic, personnel movement, construction and restoration operations
should be confined to the flagged areas and corridors examined as referenced in this

report, and to the existing roadways;

2. all personnel should refrain from collecting artifacts and from disturbing any
significant cultural resources in the area; and

3. the authorized official should be consulted should cultural remains from subsurface
deposits be exposed during construction work or if the need arises to relocate or
otherwise alter the location of the exploration area.

/&, B ) Lé:,,,g

F. Richard Hauck, Ph.D.
President and Principal Investigator
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EQUITABLE RESOURCES
ENERGY COMPANY

BALCRON OIL DIVISION Office: (406) 259.7860

1601 Lewis Avenue » FAX: (406) 245-1365 [J
Billings, MT 59102 FAX: (406) 245-1361 Tl

K"

March 22, 1996

Utah Division of 0il, Gas and Mining
355 West North Temple
Salt Lake City, UT 84180

Gentlemen:

Effective April 1, 1996, our name will change from Equitable Resources
Energy Company, Balcron 0il Division to Equitéble Resources Energy
Company . Attached is a sundry notice reflecting that change. To
simplify paperwork, I have done one sundry notice with copies for each
of the wells. To this letter I have attached a list of our wells for
your ease in filing the sundry notices in the well files. This should
be sufficient for your purposes.

I have the listings on a spreadsheet so if it would be easier for you to
have them sorted differently (for example, the Montana Board of 0il and
Gas prefers them sorted by API number), please give me a call at (406)
259-7860, extension 240 and I would be glad to provide a list to your
specifications.

This change affects only our:company name. The physical locations of
our offices and the personnel remain the same. We will be changing our
well signs and ask for your patience and cooperation as this will be
done as soon as possible but may take some time since we do have so many
properties at which to make the change.

If you have any questions, please do not hesitate to give me a call.
Sincerely,

L3

Bobbie Schuman
Regulatory and
Environmental Specialist

/hs

Enclosures
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: DIVISION OF , GAS AND MINING

5. Lease Designation and Serial Number:

See attached listing

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drll new wells, deepen eMng wells, o to reenter plugged and abandoned wells.
Use APPLICATION FOR PERMIT TO DRILL OR DEEPEN form for such proposals.

8. i indian, Aliottee or Tribe Name:
n/a

See attached 1isting

LhypectWel: O[] GAS[] OTHER:

See attached listing

8. Well Name and Number:

See attached listing

2. Name of Operator:
Equitable Resources Enerqy Company. Balcron 0il Division

9."APi Well Number:

See attached listing

3. Address and Telephone Number:
1601 Lewis Avenue Avenue; Billings, MT 59102 (406) 259-7860

10. Fleld and Pool, or Wildcat:
See attached listing

4. Location of Well
Footages:
QQ, Sec,,T.,.R M.;

See attached listing

See attached 1list
UTAH

County:
Biate:

" CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT

(Submit In Duplicate)
[0 New Construction
{3 Pull or Alter Casing
[ Recomplete
[ Reperorate
[ Vent or Flare
[ Water Shut-Off

[ Abandon

{J Repair Casing

[ Change of Plans

0] Convert to Injection

{0 Fracture Treat or Acidize
[ Muttiple Completion '
[ Other

SUBSEQUENT REPORT
(Submit Orlginal Form Only)
[} New Construction
[J Pull or Alter Casing
[J Reperforate

[J Abandon *

[ Repair Casing
[0 Change of Plans
[ Convert to injection [ Vent or Flare

{3 Fracture Treat or Acidize 3 Water Shut-Off
@ other __Operator name change

Approximate date work will start

Date of work completion

Report results of Multiple Complet! and R pletl to different reservolrs on WELL

COMPLETION OR RECOMPLETION REPORT AND LOG form.
* Must be accompanled by a cement verification report.

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent detalis, and give pertinent dates. If well Is directlonally dritled, give subsurface locations and measured and true

vertical depths for all markers and zones pertinent to this work.)

Effective April. 1, 1996, operator will change

its name from Equitable Resources

Energy Company, Balcron 0i1 Division TO: Equitable Resources Energy Company.
Physical location of the operator remains as: 1601 Lewis Avenue; Billings, MT 59102

(406) 259-7860, FAX: (406) 145-1361.
It affects the wells on the attached 1isting.

only.

This is to report the operator name change

Regulatory and
me:_Environmental Spedalist ose:_March 27 1996

13. .
" o DML Ofodiinan
_Bobbie Schuman

(This space for State uee only)

(8\84)

{See Instructions on Reverse Side)



DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

355 West North Temple
Governor 3 Triad Center, Suite 350
Ted Stewart Salt Lake City, Utah 84180-1203
Executive Director | 801-538-5340

James W. Carter || 801-355-3940 (Fax)
Division Director 801-538-5319 (TDD)

@\ State of Utah

Michael O. Leavitt

April 15, 1996

Equitable Resources Energy Co.
1601 Lewis Avenue
Billings, Montana 59102

Re: Monument Federal 33-6-9-16Y Well, 1850’ FSIL, 1850’ FEL,
NW SE, Sec. 6, T. 9 S., R. 16 E., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seqg., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
APT identification number assigned to this well is 43-013-31589.

Sincerely,

Associate Director

lwp
Enclosures
cc: Duchesne County Assessor
Bureau of Land Management, Vernal District Office

WAPD




Operator: Equitable Resources Enerdgy

Well Name & Number: Monument Federal 33-6-9-16Y

API Number: 43-013-31589

Lease: U-74390

Location: NW SE Sec. 6 T. 9 8S. R. 16 E.

Conditions of Approval

1. General )
Compliance with the requirements of Utah Admin. R. 649-1 et

seq., the 0il and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the
well or commencing drilling operations. Contact Jimmie
Thompson at (801)538-5340.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact Frank Matthews or Mike
Hebertson at (801)538-5340.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational actions.



e o) UNITED STATES
* DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT

SUBMIT IN TRIP

.(Other lnstructions” va
reverse side)

CONADENTR

E‘

Form approved.
Budget Bureau No. 1004—~0136
Expires August 31, 1985

3. LEASE DEBIGNATION AND SBERIAL NO.

U-74390

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK

1a. TYPE OF WORK
' DRILL [¥ DEEPEN [] PLUG BACK L]
b. TYPE OF WELL
oL GAS BINGLE MULTIPLE
WELL WELL OTHXER ZONE ZONE

6. IF INDIAN, ALLOTTIE OR TRIBE NAME
n/a
/ ¥

7. ONIT AGEREEMEINT NAME

n/a

2. NAME OF OPIRATOR

Equitable Resources Energy Company, Balcron 0i1 Division™

8. FARM OR LTASE NAME

Monument Federal

3. ADDRIES OF OPERATOR
1601 Lewis Avenue; Billings, MT 59102 DEC 151985

§. WILL NO.

#33-6-9-16Y

4. LOCATION oF WELL (Report location clearly and in accordance with any State requirements. .)

At sunnce
NW SE Section 6, T9S, R16E 1850"' FSL, 1850~ FEL
] 7- 017 = /5K G

10. FIELD AND 1’00!., OR WILDCAT 3
Monument Butte/Green River

11. sxC,, T., B., M,, OR BLK.
AND SUIYI! OR AREA

Sec. 6, T9S, RI16E

At proposed prod. zone
14. DIETANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE®

From Myton, Utah, approximately 12 miles SHW

13. BTATE

UTAH

12. _COUNTY OR PARISH
Duchesne

15, DIETANCE FROM PEOPUBED® 16. NO. OF ACRES IN LEASE

LOCATION TO NEAREST
PROPERTY OR LEASE LINE,
(Also to nearest drig. unit liue if any)

17. NO. OF ACELS ABSIGNED
TO THIS WELL

18. PROPOSED DEPTH

6,150’

18, DISTANCE FROM I'ROTOSLD LOCATION®
T0 NEAREST WELL, DRILLING, COMPLETED,
OX APPLIED FOR, ON TEIS LEASE, FT.

20. ROTARY OB CAELE TOOLS

Rotary:

21. ELEVATIONS (Sbow whether DF, RT, GR, etc.)

GL 5867

22, APPROX. DATT WORE WILL STAET®

March 1, 1996

23.

PROPOSED CASING AND CEMENTING PROGERAM

812X OF HOLE BIZX OF CABING WEIGHT I'ER FOOT SETTING DEPTH

QUANTITY OF CEMENT

See attached Drilling Program/Casing Design

Operator proposes to drill this well.in accordance with the attached EXHIBITS.
we hereby request that the status of this

of EXHIBITS is also attached. As operator,

A 1listing

well be held tight in accordance with Federal and State regulations.

SELF CERTIFICATION:
operations associated with the application.

being provided by Equitable Resources Energy Company as principal and Safeco Insurance
MT 0576 (Nationwide Oi1 & Gas Bond #5547188) who will be responsible for carpliance

surety under BLM Bond No.

with all of the terms and cond1t10ns of that portion of the 'Iease associated with this

EIVIE

Bureau of Land Management (Vernal, UT)

ORIGINAL:
Gas and Mining

COPY: Utah Division of 0il,

IN ABOVE SPACE DESCRIBE PROPOSED PROGEAM : If proposal is to deepen or plug back, giv

zone,
preventer program, if any.

dats 9T
If proposal is to drill or deepen directionally, give pertinent data on subsurface #ﬁw.noﬁ:mngk&@

I hereby cemfy that I am authorized,. by proper lease interest owner, to conduct these
Bord coverage pursuant to 43 CFR 3104 for lease activities is

Campany of America as

Tication.

mt::-mpoled new productive
depths. Give blowout

Regulatory and

e Environmerital QDPP1 alist

. , - A
swosen KL L HE Clofoceiiian

paTE )@d(l/’?él /8 /7%

(This space for Federal or State office use)

APPROVAL DATE .

© PERMIT XO.

........

APR1};1qgg

DATS

APPROYED BY

et
‘fOO/V% ~p¢N(C 3

'rme 18 11 € ~ Sertion 1001, makes it a crime for any person knowing

~ s A
e Ui ah i “E Ve 8 Ve

AR

| CONDITIQ%‘&L U

*See Instructions On Reverse Side

.- nom " ETS
A S .7

."’,»" . :C- L
Low Se

J*sED

1 _',;)..:, :n- G‘iﬁ E

ly nnd w:llfully to mnke to _any depnmnent or ngency of the

CUUE- S T
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Well: Monument Fed. 33-6-9-16Y

| CONDITIONS OF APPROVAL D E’ EH
APPLICATION FOR PERMIT TO DRILI
APR 3 0 19%

Company/Operator: _Equitable Resources Energy Comp%xjéw: OF OiL, GAS & MINING

Lo

Well Name & Number: Monument Federal 33-6-9-16Y

API Number: 43-013-31589

Lease Number: U-74390

Location:  NWSE Sec. 6 T.9S R. 16E
NOTIFICATION REQUIREMENTS

at least forty-eight (48) hours prior to construction of location and
access roads.

Location Construction

Location Completion prior to moving on the drilling rig.
Spud Notice - at least twenty-four (24) hours prior to spudding the well.

Casing String and at least twenty-four (24) hours prior to running casing and
Cementing cementing all casing strings.

BOP and Related
Equipment Tests

at least twenty-four (24) hours prior to initiating pressure tests.

First Production - within five (5) business days after new well begins, or production
Notice resumes after well has been off production for more than ninety (90)
days.

For more specific details on notification requirements, please check the Conditions of Approval for
Notice to Drill and Surface Use Program.
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CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable title
to those rights in the subject lease which would entitle the applicant to conduct operations thercon.

All lease and/or unit operations will be conducted in such a manner that full compliance is made with
applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the approved plan of
operations. The operator is fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished the field representative to insure compliance. :

Be aware fire restrictions may be in effect when location is being constructed and/or when well is
being drilled. Contact the appropriate Surface Management Agency for information.

A.

1.

DRILLING PROGRAM

Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearing Zones are Expected to

be Encountered

Report ALL water shows and water-bearing sands to Tim Ingwell of this office. Copies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected, submit
samples to this office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequately protected. All oil and

gas shows will be tested to determine commercial potential.

Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and Gas
Order No. 2 for equipment and testing requirements, procedures, etc., for a 2M system and
individual components shall be operable as designed. Chart recorders shall be used for all
pressure tests.

Test charts, with individual test results identified, shall be maintained on location while drilling
and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling medium
while drilling, the special drilling requirements in Onshore Oil and Gas Order No. 2, regarding
air or gas drilling shall be adhered to. If a mist system is being utilized then the requirement
for a deduster shall be waived.
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Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints, with a minimum of one
centralizer per joint.

As a minimum, the usable water and oil shale resources shall be isolated and/or protected by
having a cement top for the production casing at least 200 ft. above the base of the Usable
Water Zone identified at + 632 ft. If gilsonite is encountered while drilling, it shall be
isolated and/or protected via the cementing program.

Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a
characteristic of a hazardous waste will not be used in drilling, testing, or completion
operations.

No chromate additives will be used in the mud system on Federal and Indian lands without
prior BLM approval to ensure adequate protection of fresh water aquifers.

Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted to this office on a weekly
basis.

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be allowed
to continue at night if the test was mitiated during daylight hours and the rate of flow is
stabilized and if adequate lighting is available (i.e., lighting which is adequate for visibility and
vaporproof for safe operations). Packers can be released, but tripping should not begin before
daylight unless prior approval is obtained from the AO.

A cement bond log (CBL) will be run from the production casing shoe to + 432 ft. and shall
be utilized to determine the bond quality for the production casing. Submit a field copy of the
CBL to this office.

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days after
completion of the well or after completion of operations being performed, in accordance with
43 CFR 3164. Two copies of all logs, core descriptions, core analyses, well-test data, geologic
summaries, sample description, and all other surveys or data obtained and compiled during the
drilling, workover, and/or completion operations, will be filed with Form 3160-4. Samples
(cuttings, fluids, and/or gases) will be submitted when requested by the AO.
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Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status without
prior approval of the AO. If operations are to be suspended, prior approval of the AO will be
obtained and notification given before resumption of operations.

The Vernal District Office shall be notified, during regular work hours (7:45 a.m.-4:30 p.m.,
Monday through Friday except holidays), at least 24 hours prior to spudding the well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
MMS5/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be promptly reported in accordance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice" (Form 3160-
5) to that effect will be filed, for prior approval of the AO, and all conditions of this approved
plan are applicable during all operations conducted with the replacement rig.

The date on which production is commenced or resumed will be construed for oil wells as the
date on which liquid hydrocarbons are first sold or shipped from a temporary storage facility,
such as a test tank, and for which a run ticket is required to be generated or, the date on which
liquid hydrocarbons are first produced into a permanent storage facility, whichever first occurs;
and, for gas wells as the date on which associated liquid hydrocarbons are first sold or shipped
from a temporary storage facility, such as a test tank, and for which a run ticket is required to
be generated or, the date on which gas is first measured through permanent metering facilities,
whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when the
well is placed in a producing status. Such notification will be sent by telegram or other
written communication, not later than five (5) days following the date on which the well is
placed on production.

Gas produced from this well may not be vented or flared beyond an initial authorized test
period of 30 days or 50 MMCEF following its completion, whichever occurs first, without the
prior written approval of the Authorized Officer. Should gas be vented or flared without
approval beyond the authorized test period, the operator may be directed to shut-in the well
until the gas can be captured or approval to continue venting or flaring as uneconomic is
granted and the operator shall be required to compensate the lessor for that portion of the gas
vented or flared without approval which is determined to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-5 (b.9. d.), and shall be
submitted to the appropriate District Office within sixty (60) days of installation or first
production, whichever occurs first. All site security regulations as specified in Onshore Oil &
Gas Order No. 3 shall be adhered to. All product lines entering and leaving hydrocarbon
storage tanks will be effectively sealed in accordance with 43 CFR 3162.7-5 (b. 4).
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No well abandonment operations will be commenced without the prior approval of the AO. In
the case of newly drilled dry holes or failures, and in emergency situations, oral approval will
be obtained from the AO. A "Subsequent Report of Abandonment”" Form 3160-5, will be filed
with the AO within thirty (30) days following completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of surface restoration.

Final abandonment will not be approved until the surface reclamation work required by the
approved APD or approved abandonment notice has been completed to the satisfaction of the
AQ or his representative, or the appropriate Surface Managing Agency.

Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling on-lease or off-lease will have
prior written approval from the AO. ‘

The oil and gas measurement facilities will be installed on the well location. The oil and gas
meters will be calibrated in place prior to any deliveries. Tests for meter accuracy will be
conducted following initial installation and at least quarterly thereafter. The AO will be
provided with a date and time for the initial meter calibration and all future meter proving
schedules. A copy of the meter calibration reports will be submitted to the Vernal District
Office. All meter measurement facilities will conform with Onshore Oil & Gas Order No. 4
for liquid hydrocarbons and Onshore Oil & Gas Order No. 5 for natural gas measurement.

The use of materials under BLM jurisdiction will conform to 43 CFR 3610.2-3.

There will be no deviation from the proposed drilling and/or workover program without prior
approval from the AO. Safe drilling and operating practices must be observed. All wells,
whether drilling, producing, suspended, or abandoned will be identified in accordance with 43
CFR 3162. '

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all changes
of plans and other operations in accordance with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR 3162 .4-
1(c), requires that "not later than the 5th business day after any well begins production on
which royalty is due anywhere on a lease site or allocated to a lease site, or resumes '
production in the case of a well which has been off production for more than 90 days, the
operator shall notify the authorized officer by letter or sundry notice, Form 3160-5, or orally to
be followed by a letter or sundry notice, of the date on which such production has begun or
resumed."

If you fail to comply with this requirement in the manner and time allowed, you shall be liable
for a civil penalty of up to $10,000 per violation for each day such violation continues, not to
exceed a maximum of 20 days. See Section 109(c)(3) of the Federal Oil and Gas Royalty
Management Act of 1982 and the implementing regulations at Title 43 CFR 3162.4-1(b)(5)(ii).
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APD approval is valid for a period of one (1)' year from the signature date. An extension
period may be granted, if requested, prior to the expiration of the original approval period.

In the event after-hours approval or notification is necessary, please contact one of the
following individuals;

Wayne P. Bankert (801) 789-4170
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

Jerry Kenczka (801) 789-1190
Petroleum Engineer

BLM FAX Machine  (801) 781-4410
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EPA’S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

- Unused fracturing fluids or acids
- Gas plant cooling tower cleaning wastes
- Painting wastes

- Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsate,
sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

- Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt waste
- Refinery wastes

- Liquid and solid wastes generated by crude oil and tank bottom reclaimers
- Used equipment lubrication oils

- Waste compressor oil, filters, and blowdown
 Used hydraulic fluids

- Waste solvents

- Waste in transportation pipeline-related pits
- Caustic or acid cleaners

- Boiler cleaning wastes

- Boiler refractory bricks

- Incinerator ash

- Laboratory wastes

- Sanitary wastes

- Pesticide wastes

- Radioactive tracer wastes

- Drums, insulation and miscellaneous solids.
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SURFACE USE PROGRAM
Conditions of Approval (COAs)

METHODS F OR HANDLING WASTE MATERIALS AND DISPOSAL

The reserve pit shall be lined with a synthetic liner that is a minimum of 12 mil thickness with
sufficient bedding to cover any rocks. The liner will overlap the pit walls and be covered with dirt
and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture the liner will be
disposed of in the pit.

PLANS FOR RECLAMATION OF LOCATION

When reclaiming the reserve pit, the pit liner will be torn and perforated before backfilling the reserve
pit and the torn liner will be buried a minimum of four (4) feet deep. If this is a producing well and
after the reclamation of the reserve pit, and unused disturbed areas, contact the authorized office to
obtain a seed mixture to revegetate these specific areas.

At time of final abandonment the intent of reclamation will be to return the disturbed area to near
natural conditions. Recontour the surface of the disturbed area to blend all cuts, fills, road berms,
and borrow ditches to be natural in appearance with the surrounding terrain. After recontouring of
the area any stockpiled topsoil will be spread over the surface, and the area reseeded and revegetated
to the satisfaction of the authorized officer of the BLM. Contact the authorized officer of the BLM at
the time of reclamation for the required seed mixture.

OTHER INFORMATION

The operator or their contractor shall contact the BLM office at (801)789-1362, 48 hours prior to
construction activities.

MOUNTAIN PLOVERS & BURROWING OWLS

No surface disturbing activities, construction, or drilling operations including the initial completion
activities are to occur on the well, access road, or location from March 15 through August 15. This
restriction is to protect the nesting Mountain Plovers and Burrowing Owls located in the surrounding
arca. The restriction does not apply to maintenance and operation of existing wells and facilities.
Waivers, exceptions, or modifications to this restriction may be specifically approved in writing by the
authorized officer of the Bureau of Land Management if either the resource values change or the
lessee/operator demonstrates that adverse impacts can be mitigated.

An example of an exception: could be to contact the authorized officer of the BLM to
coordinate additional surveys for mountain plover & burrowing owl. The notification will be
required a minimum of 14 days prior to surface disturbance to allow time to conduct a wildlife
survey. If an active nest or chicks are found, the proposed activity will be delayed until the
chicks are out of downy plumage or the brood vacates the area.



Record# OPERATOR well name API_NUMBER  SECTION TOWNSHIP RANGE DATEAPPRVD A zi/ !
1937 EQUITABLE RESOURCES BALCRON MONUMENT FEDERAL 14-4 43-013-31430 04 09s 16E 12/20/93 ﬂ}// ﬁg/z 5/;71% S
2282 EQUITABLE RESOURCES BALCRON MONUMENT FED 12-14J 43-013-31488 14 098 16E 03/27/95
2283 EQUITABLE RESOURCES BALCRON MONUMENT FED 22-14J 43-013-31489 14 098 16E 03/07/95
2284 EQUITABLE RESOURCES BALCRON MONUMENT FED 32-14J 43~013-31490 14 09s 16E 03/07/95
2285 EQUITABLE RESOURCES BALCRON MONUMENT FED 42-14J 43-013-31491 14 098 16E  04/20/95
2375 EQUITABLE RESOURCES BALCRON MONUMENT FEDERAL 14-26 43-013-31512 26 08s 16E  04/20/95
2472 EQUITABLE RESOURCES BALCRON MON FED 11-10-9-17Y 43-013-31534 10 098 17E /1
2609 EQUITABLE RESOURCES MONUMENT STATE 23-16-9-17B 43-013-31578 16 098 17E  01/03/96
2613 EQUITABLE RESOURCES MONUMENT FEDERAL 23-17-9-17B  43-013-31582 17 098 17E  02/05/96
2614 EQUITABLE RESOURCES MONUMENT FEDERAL 13-22-8-17Y  43-013-31583 22 088 17E  02/22/96
2618 EQUITABLE RESOURCES MONUMENT FEDERAL 32-22-8-17 43-013-31586 22 085S 17E  02/20/96
2619 EQUITABLE RESOURCES MONUMENT FEDERAL 31-22-8-17 43-013-31587 22 08s 17E 02/20/96
2620 EQUITABLE RESOURCES MONUMENT FEDERAL 33-22-8-17 43-013-31588 22 085S 17E  03/25/96

“{E’2621 EQUITABLE RESOURCES MONUMENT FEDERAL 33-6-9-16Y 43-013-31589 06 09s 16E  04/15/96
2622 EQUITABLE RESOURCES MONUMENT FEDERAL 31-10-9-17Y  43-013-31591 10 098 17E 1
2623 EQUITABLE RESOURCES MONUMENT FEDERAL 32-10-9-17Y  43-013-31592 10 098 17E  02/22/96
2201 EQUITABLE RESOURCES ASP FEDERAL 1 43-027-30033 12 168 19W  04/27/95
2539 EQUITABLE RESOURCES COBRA FEDERAL 42-35 43-027-30037 35 158 19W !
1942 EQUITABLE RESOURCES BALCRON MONUMENT FEDERAL 41-26 43-047-32456 26 08s 17E  12/21/93
2099 EQUITABLE RESOURCES BALCRON MONUMENT FEDERAL 42-26 43-047-32531 26 088 17E  06/01/95
2264 EQUITABLE RESOURCES BALCRON MONUMENT STATE 32-2 43-047-32609 02 09s 17E  12/29/94
2267 EQUITABLE RESOURCES BALCRON MONUMENT STATE 34-2 43-047-32611 02 09s 17E 12/29/94
2376 EQUITABLE RESOURCES BALCRON MONUMENT PEDERAL 43-26 43~047-32668 26 08s 17E  05/08/95
2481 EQUITABLE RESOURCES BALCRON MON FEDERAL 23-24-8-17 43-047-32710 24 08Ss 17E  02/13/96
2625 EQUITABLE RESOURCES MONUMENT FEDERAL 32-20-9-18Y  43-047-32725 20 098 18E 02/06/96
2635 EQUITABLE RESOURCES MONUMENT FED 41-35-9-18Y 43-047-32727 35 098 18E 04/15/96
2636 EQUITABLE RESOURCES MONUMENT FED 44-31-8-18Y 43-047-32728 31 088 18E 11
2637 EQUITABLE RESOURCES MONUMENT FEDERAL 43-19-9-18Y  43-047-32730 19 09s 18E 02/05/96




UTAH
Getty #7-C Monument Butte NE NW 71 9S 17€ |Duchesne ur ol Green River U-44426 43-013-30961 [1129' FNL, 2229' FWL.  |Vernal |Jonah
Goates Federal #1 Monument Butte SE swW 11| 8S 16E |Duchesne utT (Ol Green River U-096547 43-013-15789 |793' FSL, 2088' FWL.  {Vemal |Jonah
Goates Federal #3 Monument Butte NW NW 14| SS 16E |Duchesne uT |oil Green River U-096547 43-013-15791 [790' FNL, 790° FWL Vernal |Jonah
Hendel Federal #1 Pariette Bench SW sw 9| 98 19E |Uintah uT |Oil Green River U-058149 43-047-20011 [560' FSL, 500' FWL Vernal
Hendel Federal #1-17 Pariette Bench NE NW 17| 98 19E |Uintah uT |Oil Green River U-017991 43-047-30059 (660" FNL, 1979' FWL  |Vernal
Hendel Federal #3-17 Pariette Bench SWNW 17 9S 19E  |Uintah uT |Osi Green River U-017991 43-047-30074 {1980' FNL, 660' FWL.  |Vernal
K. Jorgenson State #16-4 Monument Butte NE SE 16| 9S 17E (Duchesne utT |OSI Green River State ML-3453-B |43-013-30572 |1984' FSL, 660' FEL
Maxus Federal #23-8 Monument Butte NE SW 8| 98 17E |Duchesne uT [0il Green River UTU-74108 43-013-31196 [1847' FSL, 1947 FWL |Vernal |Beluga
Mocon Federal #44-7 Monument Butte SE SE 71 98 17E |Duchesne uT |Oil Green River U-3563-A 43-013-30666 [670' FSL, 663' FEL Vernal |Beluga
Monument Butte #1-13 Monument Butte NW swW 1] 9§ 16E |Duchesne ur jwiw Green River U-18399 43-013-30702 [1820° FSL, 685' FWL Vernal {Jonah
Monument Butte #1-14 Monument Butte SW SwW 1] 98 16E |Duchesne Ut |oit Green River U-18399 43-013-30703 [820' FSL, 820' FWL Vernal |Jonah
Monument Butte #1-23 Monument Butte NE SW 1| 98 16E |Duchesne Ut |oil Green River U-18399 43-013-30646 [1980' FSL, 1980' FWL |Vernal |Jonah
{Monument Butte #1-24 Monument Butte SE sw 1) 9s 16E |Duchesne Ut jwiw Green River U-18399 43-013-30701 [820' FSL, 1950’ FWL  (Vernal |Jonah
Monument Butte #1-33 Monument Butte NW SE 1] 98 16E |Duchesne Ut jwiw Green River U-52013 43-013-30735 |1980°' FSL, 1980° FEL  |Vernal (Jonah
[Monument Butte #1-34 Monument Butte SW SE 1| 8S 16E |Duchesne Ut |oi Green River U-52013 43-013-30736 [710° FSL, 1980' FEL Vernal |Jonah
Monument Butte #1-43 Monument Butte NE SE 1] 98 16E |Duchesne uT |0il Green River U-52013 43-013-30734 |1980' FSL, 660' FEL Vernal - |Jonah
|[Monument Federal #11-11-9-17Y Monument Butte NW NwW 1] 8S 17E |Duchesne UT |PND Green River U-65210 656' FNL, 741' FWL Vernal
Monument Federal #11-22-9-16Y Monument Butte NWNW 22| 88 16E |Duchesne UT |PND Green River U-64379 Vernal
" |[Monument Federal #12-11-8-17Y Monument Butte SWNW 1] 98 17E |Duchesne UT |PND Green River U-65210 Vernal
Monument Federal #13-22-8-17Y Monument Butte NW sw 22| 88 17E |Duchesne UT |PND Green River U-67845 1446°' FSL, 863' FWL Vernal (Private sfc)
Monument Federal #14-21-9-18Y 8 Mile Flat SWsw 21| 98 18E [Uintah UT |PND Green River U-68105 700' FSL, 550' FWL Vernal
Monument Federal #14-22-8-17 Monument Butte SWsw 22| 88 17E [Duchesne UT |PND Green River U-67845 Vernal
Mnument Federal #21-23-9-17Y Monument Butte NE NW 23| 9S8 17€ |Uintah UT |PND Green River U-68102 773' FNL, 1809' FWL.  |Vernal
Monument Federal #22-20-9-16 Monument Butte SE NW 20| 9S 16E {Duchesne UT |PND Green River U-52018 .
Monument Federal #23-17-9-178 Monument Butte NE SW 17| 98 17E {Duchesne UT |PND Green River UTU-74108 2217'FSL, 2187 FWL  |Vemal |Beluga
Monument Federal #23-22-8-17Y Monument Butte NE SW 22| 88 17E |Duchesne UT [PND Green River U-67845 Vernal (Private sfc.)
Monument Federal #24-17-9-16 Monument Butte SE SW 17| 9S8 16E |Duchesne UT {PND Green River U-52018 Vernal
Wonument Federal #31-5-9-17 Monument Butte NW NE 5| 88 17E |Duchesne “JUT {PND Green River U-74808
h/lonument Federal #31-10-8-17Y Monument Butte NW NE 10| 95 | 17E |Duchesne UT IPND Green River U-65210 660" FNL, 1980' FEL  |Vemal
Monument Federal #31-22-8-17 Monument Butte NW NE 22| 8S 17E {Duchesne UT [PND Green River u-67845 1036' FNL, 2338' FEL  |Vemal (Private sfc.)
Monument Federal #32-10-9-17Y Monument Butte SW NE 10| 98 17E |Duchesne UT |PND Green River U-65210 1900' FNL, 1980' FEL  (Vemal
{Monument Federal #32-20-9-18Y 8 Mile Flat SWNE 20| 8s 18& |Uintah UT |PND Green River U-64917 1980 FNL, 1980' FEL  {Vernal
onument Federal #33-5-9-16Y Monument Butte NW SE 6| 9S 16E [Duchesne UT {PND Green River U-74390 1850' FSL, 1860' FEL  |Vemal
Monument Federal #32-22-8-17 Monument Butte SWNE 22| 8S 17E |Duchesne UT |PND Green River U-67845 1980' FNL, 1980' FEL  |Vemal (Private sfc.)
lﬂonument Federal #33-17-9-178 Monument Butte NW SE 17| 98 | 17E [Duchesne UT |PND Green River U-72106 1926' FSL, 2000' FEL  [Vernal IBeIuga

Page 6




. ®
N e! Q EQUTABLE RESOURCES
ENERGY COMPANY

WESTERN REGION

1601 Lewis Avenue
Billings, MT 59102

Oftice: (406) 259-7860
FAX: (408)245-1365 [J
FAX: (408) 245-1361 BZ!/

o

ok RERUELS
DIV, OF GiL, GAS & BMIRIG

June 10, 1996

Bureau of Land Management
Vernal District Office

170 South 500 East

Vernal, UT 84078

Gentlemen;

RE:  Monument Federal #33-6-9-16Y
NW SE Section 6, T9S, R16E
Duchesne County, Utah
API #43-013-31589

This letter is notice that the subject well was spud on 6-3-96.
Please feel free to contact me if you have any questions.

Sincerely,

Moy M@@ roaci

Molly Conrad
Operations Secretary

- /me

cc:  Utah Division of Oil, Gas, & Mining: Also enclosed Form 6 Entity Action
Form ,
Mary Lou Dixon, Uintah Basin Health Dept. ~ VIA FAX
Yates Petroleum
Isabel - MYCO - VIA FAX



D EQUITABLE RESOILH

CES

Fhoy

7
=%

ENERGY COMPANY

WESTERN REGION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406)245-1365 (]
Billings, MT 59102 FAX: (406) 245-1361 [

August 12, 1996

Bureau of Land Management
Vernal District Office

170 South 500 East

Vernal, UT 84078

Gentlemen: DIV. OF OIL, GAS & MINING

RE:  Monument Federal #33~6-9~16Y
NW SE Section 6, T9S, R16E
Duchesne County, Utah
API #43-013-31589

Enclosed for your files are the following:

Completion Report

Onshore Order #7

Report of Water Encountered
Daily Operating Reports

I will forward a Site Security Diagram to you within 30 days. Please feel free to
contact me if you need any further information.

Sincerely,

W\Dlv(h\w* (-\-,0 A (QCQ .

Molly Conrad
Operations Secretary

/me
Enclosures

cc: State of Utah, Division of Oil, Gas, & Mining
Isabel ~ MYCO Industries
Yates Petroleum
Lou Ann Carlson
Valeri Kaae



MONUMENT FEDERAL #33-6-9-16Y

Location: NW SE Section 6, T9S, R16E

Duchesne County, Utah ---TIGHT HOLE---

1850' FSL & 1850' FEL

API #43-013-31589

PTD: 6,150' Formation: Green River

Monument Butte

Elevations: 5867' GL

Contractor: Union Drilling

Operator: EREC Western Region

Spud: June 4, 1996

Casing: 8-5/8”, 244, J-55 @ 262.11’' KB
5-1/2”, 15.5#, J-55 @ 6080.11’ KB

Tubing: 2-7/8”, 6.5#, J-55 @ 4929.28°’ KB

DAILY OPERATING REPORT .

06/04/96 TD: 281’ (281°) Day 1
Formation: Sand & Shale
Present Operation: Waiting on Cement
MIRU. Drilled 281’ KB. Ran 6 jts, 251” of 8-5/8”, 24#, J-55 csg as follows:

Shoe 90’
Shoe jt 41.70°
Baffle plate 0.00
5 jts csg 209.51°
Landing jt 10.00°
Total csg length 252.11°
Depth landed 262.11’ KB

Cement w/BJ Services as follows: 160 sxs “G” + 2% CaCl2 + 1/4#/sx cello flake. Plug down @ 1:00 AM. 4
bbls excess cement return to pit.
DC: $5,058 CC: $5,058

06/05/96 TD: 1240° (959°) Day 2
Formation: Sand & Shale
Present Operation: Dirilling 7-7/8” hole.
DC: $17,262 CC: $22,320

06/06/96 TD: 2548 (1308’) Day 3
Formation: Sand & Shale
Present Operation: Drilling 7-7/8” hole
Last 24 hrs: Trip for 3-1/2 hrs, drilled 1308’ of 7-7/8" hole w/air, ran two surveys.
DC: $23,544 CC: $45,864

06/07/96 TD: 3711’ (1163°) Day 4
Formation: Sand & Shale
Present Operation: Dirilling 7-7/8 hole.
DC: $20,934 CC: $66,798

06/08/96 TD: 4575* (864°) Day 5
MW 8.3 VIS 28
Present Operation: Drilling 7-7/8” hole
Air drill w/air & foam to 4210°. Load hole w/fluid, trip for bit & pick up motor.
DC: $15,552 CC: $82,350



DAILY OPERATING REPORT ‘

MONUMENT FEDERAL #33-6-9-16Y

Location: NW SE Section 6, T9S, R16E
Duchesne County, Utah ---TIGHT HOLE---

06/09/96

06/10/96

06/11/96

TD: 5455’ (880’) Day 6

MW 8

Present Operation: Drilling 7-7/8” hole.

DC: $15,840 CC: $98,190

TD: 6100° (645°) Day 7

Present Operation: Logging hole

TD 7-7/8” hole @ 8:45 PM, 6-9-96. Loggers TD - 6100’, Drillers TD - 6100’

DC: $11,610 CC: $109,800

TD: 6100° (0’) Day 8
Present Operation: Rig Down
Run 5-1/2”, 15.5#, 8rd, J-55 csg as follows:

Shoe .90
Shoe jt 3724
Float collar 110’
147 jts csg 6030.87
Landing jt 10.00°
Total csg length 6070.11°
Depth landed 6080.11°
PBTD 6040.87° KB

Cement by BJ Services as follows: Lead w/390 sxs Super G + 3% salt + 2% gel + 2#/sx Kol seal + 1/4#/sx cello
flake. Tail w/390 sxs 50/50 poz + 2% gel + 1/4#/sx cello flake + 2#/sx Kol seal. Plug down @ 8:15 PM. Rig
released @ 10:30 PM.

DC: $25,000 CC: $134,800

Dress up location, set rig anchors, set rig pump & tanks. MIRU Cannon Well Service rig #2. NU BOP.
TIH w/4-3/4” bit & 5-1/2” csg scraper & 196 jts tbg. Tag PBTD @ 6042’ KB. Circ hole clean w/135 bbls
2% KCL wtr. TOOH w/tbg & tools. SWIEN.

DC: $4,793 CC: $139,593



MONUMENT FEDERAL #33-6-9-16Y

DAILY OPERATING REPORT .

Location: NW SE Section 6, T9S, R16E
Duchesne County, Utah ---TIGHT HOLE---

6-25-96

06/26/96

06/27/96

06/28/96

Completion

RU Cutter Wireline to run CBL from 6029’ KB to surface. TOC @ 226° KB. Perf 4845’ - 53 & 4854’-59
(4 SPF). RD Cutter. TIH w/RBP, retrieving tools, 2-3/8” x 4’ sub, HD packer, 2-3/8” x 2-7/8” cross
over, 2-7/8” SN & 158 jts 2-7/8” tbg. Set BP @ 4904’ KB, set packer @ 4764’ KB. EOT @ 4776’ KB.
SWIFN.

DC: $6,737 CC: $146,330

Completion

RU BJ Services to break down & frac 4845’ - 4859’. Break down w/2604 gals 2%
KCL wtr and 104 balls, saw ball action. ISIP = 1350 psi. Used 62 bbls wtr. TOOH
w/tbg, pkr & retrieving tool. Flow back 11 bbls wtr. Frac 4845’ - 4859’ w/12,600
gals 2% KCL wtr and 37,280 lbs 16/30 sand. ATP = 2100 psi, ATR = 19.4 bpm, ISIP
= ?, 5 min = 3200 psi, 10 min = 2670 psi, 15 min = 2250 psi. Screen out w/29229
Ibs of sand on formation. Bleed well down, .5 bpm. Flow back 110 bbls wtr. TIH
w/retrieving tool, 2-3/8” x 4’ sub, HD pkr, 2-3/8” x 2-7/8” cross over, 2-7/8” SN &
146 jts tbg. Tag sand at 4480’ KB. Circulate down to BP at 4904’ KB. Set pkr at
4769’. Made 11 swab runs. Recovered 57 bbls wtr. No oil. Good gas. 1% sand.
Final FL @ 1500’. SWIFD.

DC: $24,229 CC: $170,559

Completion

Fluid level @ 400’. Made 38 swab runs. Recovered 15 bbls oil & 169 bbls wtr. Good
gas on last 10 runs. Oil 40% last 2 runs. No sand last 10 runs. SWIFN.

DC: $1,898 CC: $172,457

Completion
Bleed well down. Release pkr. Tag sand @ 4890’ KB. Circulate down to BP @ 4904’
KB. Release BP, TOOH w/tbg, pkr & BP. TIH w/production string (tbg):

LENGTH DEPTH KB
1 - Notched-pinned collar 40’ 4929.28’
1 - jt 2-7/8” EUE J-55 8rd 6.5# 30.53’ 4928.88’
1 - perfsub 2-7/8” x 4 4.20° ' 4898.35’
1 - seat nipple 2-7/8"” 1.10° 4894.15’
4 - jts 2-7/8” EUE J-55 8rd 6.5# 124.60° 4893.05’
1 - tbg anchor 2-7/8” x 5-1/2” (TRICO) 2.758 4768.45’
154 - jts 2-7/8” EUE J-55 8rd 6.5# 4755.70° 4765.70’
KB 10.00’

ND BOP, ND SM well head, NU 3M well head. Set tbg anchor w/10” tension, flange
up well head. TIH w/production string (rods):

1-DHP 2-1/2” x 1-1/2” x 15-1/2” RHAC w/SM plunger (TRICO #1176)
1-7/8” x 2’ Pony w/2-1/2” guide

1-1-1/2” x 25’ K-Bar

1-7/8” x 2’ Pony w/2-1/2” guide

193 - %” x 25’ D-61 Plain

1-%”x8" Pony

1 - Polish Rod 1-1/4” x 22’ SM

Pressure test DHP & tbg to 1000 psi, OK. Shut well in, RDMO.

DC: $21,112 CC: $193,569



DAILY OPERATING REPORT

MONUMENT FEDERAL #33-6-9-16Y
Location: NW SE Section 6, T9S, R16E
Duchesne County, Utah ---TIGHT HOLE---

07/10/96 Completion
Start well pumping @ 4:30 PM on 7/10/96. 5 SPM, 84” stroke.
DC: $42,839 CC: $236,408



UNITED STATES
DEPARTMENT OF THE INTERIOR

Form 3160-5
(June 1990)

FORM APPROVED
Budget Bureau No. 1004-0135
Expires: March 31, 1993

BUREAU OF LAND MANAGEMENT
SUNDRY NOTICES AND REPORTS ON WELLS

5. Lease Designation and Serial No.

U-74390

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use “APPLICATION FOR PERMIT—" for such proposals

6. If Indian, Allottee or Tribe Name

n/a

SUBMIT IN TRIPLICATE '

1. Type of Well

7. If Unit or CA, Agreement Designation

n/a

Oil Gas .
Well D Well D Other
2. Name of Operator

8. Well Name and No.

Mxunent Fed. #33-6-9-16Y

Fguitable Resources Frergy Oarpmy

3. Address and Telephone No.

9, APl Well No.

43-01.3-31589

1601 1ewis Averme, Billings MP 59102 (406) 259-7860 10. Ficld and Pool, or Exploratory Area
4, Location of Well (Footage, Sec., T., R., M., or Survey Description)

N SE Section 6, ’195, R]_6E ‘ 1. County or Parish, State

1850" F3L & 1850' FEL Duchesne County, Utsh
12. ~ CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

D Abandonment

Recompietion

[E Notice of Intent

& Subscquent Report Plugging Back

Casing Repair
D Final Abandonment Notice Altering Casing

X omes _Onshore Qrder #7

D Change of Plans
New Construction
Non-Routine Fracturing
Water Shut-Off
Conversion to Injection

Dispose Water
(Note: Report results of multiple completion on Well
Completion or Recompletion Report and |.og form.)

13. Describe Proposed or Completed Opemlons (Clearly state sll pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

mymterprodnedbyﬂnsve]lmllbemldmapminalmtertakadmnkeimammmd
disposal facility. ’HweprjnaryfamhtytobeusedlstheRN Industries produced water disposal
facility located in Section 9, 125, RZW in Duchesre County, Utdh. A copy of the State-issved pemmit

for that facility is an file at the Vermal Bureau of Lard Management.

If for same reason the

operator is unable to use this primary disposal facility, the produced water will be trucked to
another State-approved disposal facility. If applicable, Operator has received approved nght-

of-Way access to this well location for the Vermal Bureau of Lard Management.

In

DiV. OF OIL, GAS & MIN

14. T hereby certify that the foregoing is truc and correct

Signed (-Jl LJL/' (b AN Title Omratlals SEk:retary Date 8-12-%
(This space for Federal or SJ!: office use)
Approved by Tie Date

Conditions of approval, if any:

Title 18 U.5.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.

*See Instruction on Reverse Side



FORM 7

STATE OF UTAH

DIVISION OF OIL, GAS AND MINING

T

o 0 ECEIVE D
U\

—

AUG L 51296

REPORT OF WATER ENCOUNTERED DURING DR|LLING

—

1. Well name and number: Moament Federal #33-6-9-16Y
AP' number: 43‘013"31 589

DIV. OF OIL. GAS & MINtNG-

2. Well Location: QQ NWSE  gection

3. Well operator:

Equitable Resources Energy Company

6 Township 95 Range 16E cCounty _ Duchesne

Address:

1601 Lewis Avenue

Billings, MT 59102

4. Drilling contractor:

Union Drilling

Phone: (406) 259-7860

Address:

Drawer 40

Buckhannon, WV 26201

5. Water encountered (attach additional pages as needed):

Phone: (304) 472-4610

DEPTH

VOLUME

FROM

T0

(FLOW RATE OR HEAD)

QUALITY
(FRESH OR SALTY)

No measurable water endountered

during drilling operat]

ons.

6. Formation tops:

Please see original completion report.

if an analysis has been made of the water encountered, please attach a copy of the report to this form.

| hereby certify that this report is true and complete to the best of my knowledge.

Name & Signature:

(orna

Date: 8-12-96

Title: Operations Secretary ——

Molly Conrad YN\t | 4
N




Form 3160—4 :
Oeventer 1982 UN@ED STATE
DEPARTM ENT OF THE -] i, LEASE DESIGNATION AND SERIAL NO.
BUREAU OF LAND MANAGEMEN U-74390

WELL COMPLETION OR RECOMPLETION RE ; l 1: I |E * 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

1. TYPE OF WELL: oL, GAS [j!é\,jmfﬁl(" UiL, GAS& VN Q n/a
er

Form approved.
Budget Bureau No. 1004—0137
Expires August 31, 1985

WELL WELL DRY 7. UNIT AGREEMENT NAMD

4.
b. TYPE OF COMPLETION: /
NEW WOoRK DEED- rerG DIFF. LLA/a
WRLL OVER EN D BACK D RESVR. Other R Lad¥ 14 S 0ad S. ARM OR LEASE NAME

2. NAME OF OPERATOR
Monument Federal

Equitable Resources Energy Company ' 5. weLL No,
3. ADDRESS OF UPERATOR - 33_6_9_16Y
1601 Lewis Avenue, Billings, MT 59102 (406) 259-7860 10. FIELD AND POOL, OB WILDCAT
4. LOCATION OF WELL (Rcport location clearly and in accordance with any State requirements)* I! | (g E
Atsurface  NW SE Section 6, 195, RI6E 1850' FSL & 1850' FEL “Til sec T, n..%%?gsnwcx AND SURVEY
OR AREA
At top prod. Interval reported below ’
At totat depth Sec. 6, T9S, R16E
) 14. PERMIT No. DATE ISSUED ; - 12. COUNTY oR 13. STATE
PARISH
: 43-013-31589 | 4-15-96 Duchesne Utah

15. DATE sSPUDDED

6-4-96

16. DATE T.D. REACHED | 17. DATE COMPL. (Ready to prod.)

6-11-96 7-10-96

18. ELEVATIONS (DF, RKB, RT, GR, ETC.)* 19. ELEV. CASINGHEAD

5867' KB n/a

20, TOTAL.DEPTH, MD & TVD 21. PLUG, BACK T.D., MD & TVD 22, IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

6100' 6042 1 HOW MANY® n/a DRILLED BY SF _

/ |SEFC - T | n/a
24. PRODUCING INTERVAL(S), OF THIS COMPLETION—TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL
SURVEY MADE

4845' - 4859 Green River ' No

26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED
e — _; 2 —

CBL/GR DL SDL DSN __ mubD o6 &~)7-9L No

23. ’ CASING RECORD (Report all atrings set in well) .
CASING SIZE WEIGHT, LB./¥T. DEPTH SET (MD) HOLE SIZE CEMENTING RECORD AMOUNT PULLED

8-5/8"~ 24 262.11' KB 12-1/4" 160 sxs Class "G" w/additives Nene

5-1/2" 15.5¢ 6080.11" 7-1/8" 30 sxs Super "G w/additives | _Nwe
30 50/50 POz w/adiditi

29. LINER RECORD 30. TUBING RECORD

81ZE TOP (MD) BOTTOM (MD) SACKS CEMENT® SCREEN (MD) SIZE DEPTH BET (MD) PACEKER SET (MD)

n/a 2-7/8" 4929.28' KB n/a

31. PERFORATION RECORD (Inierval, size and number) 32. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.
4845 — 4853! (4 SPF) DEPTH INTERVAL (MD) " AMOUNT AND KIND OF MATERIAL USKD

4854 - 4859" (4 SPF) , 4845 = 4859! Break w/2604 gals 27 KCL water.
: Frac w/37,280¢# 16/30 mesh sard w/
12,600 gallans 2% KCL selled water.

33.e PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping—size and type of pump) wux;ll. tsrm;rus (Producing or
. shut-in
1 - .
7-10-96 1-1/2" Insert Rump Producing
DATE OF TEST HOURS TESTED CHOKE SIzZE PROD'N. FOR OlL——BBL. GAS—MCF. WATER—BBL. GAS-OIL RATIO
TEST PERIOD i
8-11-96 24 n/a —> | 5.66 | nM. | o0 N.M.
FLOW, TUBING PFRESS, | CASING PRESSLRE | CALCULATED OfL.—BBL. GAS—MCF, WATER—BBL. OIL GRAYITY-API (CORR.)
24-HOUR RATE
n/a n/a —_— ] 5.66 | N.M. | o 34

34. DISPOSITION OF 0AS (Sold, used for fuel, vented, ete.)
Used for fuel

35. LIST OF ATTACHMENTS
n/a
36. I hereby certify that the to?{)lng and attached information 18 complete and correct as determined from all avallabie records

SIGNED MDU 1A

Pal
v *(See Instructions and Spaces fcr Additional Data on Reverse Side)

TEST WITNESSED BY

Dale Griffin

_iZ)’Y\f\éL(\ J TiTLm Operations Secretary pate 8-12-96

Title 18 U.S5,C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any (alse, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
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Fotm 3160-5 _ UNITED STATES FORM APPROVED

d No. 1004-
 Hune 1990) DEPARTMENT OF THE INTERIOR B iren Maveh 309
BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
‘ =743
SUNDRY NOTICES AND REPORTS ON WELLS T },J,,Jii f.,?.t,, or Tribe Name
Do not use this form for proposals to driil or to deepen or reentry to a different reservoir. n/a
Use “APPLICATION FOR PERMIT—" for such proposals .
SUBMIT IN TRIPLICATE 7. l;l l}:; or CA, Agreement Designation
I. Type of Well

Qil Gas
Well D Well D Other

8. Well Name and No.
2, Name of Operator .

Mopnent Fed, $43-6-9-16Y
Fyuitable Resaurces Frergy Company 9. APl Well No.
3. Address and Telephone No. 43—013—31644
1601 Iewis AVQ’]LE, BjJ.le]gS, MT 59102 (4%) 259-7860 10. Ficld and Pool, or Exploratory Area
4. Location of Well (Footage. Sec., T., R., M., or Survey Description)

Monment Butte/Green River
NE SE Section 6, T9S, RI6E -

11, County or Parish, State

2. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION

TYPE OF ACTION

E Notice of Intent . D Abandonment . [_—_] Change of Plans
Recompletion New Construction

E] Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair D Water Shut-Qff
Altering Casing

XJomer  Site Security Diagram

D Final Abandonment Notice Conversion to njection

Dispose Water
{Note: Reportresults of multiple completion on Well
Completion or Recompletion Report and Log form.)
13. Describe Proposed or Completed Operations (Clearly state all pertinent deails, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Artached is the Site Security Diagram for this well.

DIV, OF OIL, GAS & MiNING

14. | hereby certify that the forsgoing is true and correct )
Signed w___ Tie _ Operations Secretary Date -%Cl\a(e ‘ClLD

(This space for Federal\br State office usc)

Approved by Title Date
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any departmient or agency of the United States any false, fictitious or fraudulent statements
or representations as to any matter within its jurisdiction.

*See Instruction on Reverse Side



EQUITABLE RESOURCES ENERGY COMPANY

MONUMENT FEDERAL 43-6-9-16Y
PRODUCTION FACILITY DIAGRAM

400 BBL
OIL TANK

400 BBL
OIL TANK

400 BBL
OIL TANK

TREATOR

MONUMENT FEDERAL 43-6-9-16Y
NE SE SEC. 6, T9S, R16E
DUCHESNE COUNTY, UTAH
FEDERAL|LEASE #U-74390

VALVE DESCRIPTION

DURING
PROD.

DURING
SALES

VALVE #1
VALVE #2
VALVE #3

OPEN
CLOSED
CLOSED

CLOSED
OPEN
CLOSED

DIAGRAM NOT TO SCALE

PUMPING
UNIT

J) WELL HEAD

ACCESS ROAD

PLAN LOCATED AT:

%LQ EQUITABLE RESOURCES

ENERGY COMPANY

WESTERN REGION

AUGUST 18, 1996



Form 3160-5 . UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR B e Maren 31 s
‘BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
U-74390

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.

6. If Indian, Allottee or Tribe Name

Use “APPLICATION FOR PERMIT—" for such proposals n/a
7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE
n/a
1. Type of Well
%é” ‘GNE:SI I:‘ Other 8. Well Name and No.
2. Name of Operator Mﬁment Fed. #33‘6‘9‘16Y
Equitable Resources Energy Company 9. APl Weil No.
3. Address and Telephone No. 43-01 3“'31 589
1601 Lewis Avenue, Billings, MI 59102 (406) 259-7860 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage, Sec., T., R., M., or Survey Description)

Monument Butte/Green Riv.
NW SE Section 6, T9S, R16E 11. County or Parish, State

1850' FSL & 1850' FEL Duchesne County, UT

2. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
D Notice of Intent D Abandonment D Change of Plans
Recompletion New Construction
@ Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair D Water Shut-Off
D Final Abandonment Notice Altering Casing Conversion to Injection

E OlherRe— frac of well. D Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Operations comenced on 1-11-97 to re~fracture this well as follows:

Fractured 4845' - 4859' with 48,700# 16/30 mesh sand with 22,890 gallons 2% KCL gelled vater.
The well was put back on production on 1-16-97.

S
“

O FINENTIA

R w i
DA 4w ¥

14. 1 hereby certify that the foregging is true and correc
signed LYAOL L4 COI[\J\/Q dfv rite Operations Technician pate __4=11-97
1 <+

(This space for Federal & State office use) .

Approved by Title Date
Conditions of approval, if any: Lo

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements
or representations as to any matter within its jurisdiction.

*See Instruction on Reverse Side
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Division of 0il, Gas and Mining : Rout ilher-
OPERATOR CHANGE HORKSHEET ._%%Egﬁi_______
] T

Attach all documentation received by the division regarding this change. 2 >8-FIL

Initial each listed item when completed. Write N/A if item is not applicable. 3 GIL,
4 L.

0 Change of Operator (well sold) 0O Designation of Agent >

3 Designation of Operator KEXOperator:Name.Change:Only i o 5 2 o

4-1-96 )

The operator of the well(s) listed below has changed (EFFECTIVE DATE:

TO (new operator) EQUITABLE RESOURCES ENERGY COEROM (former operator) EQUITABLE RESOURCES ENERGY C(

‘(address) 1601 LEWIS AVE (address) BALCRON OIL DIVISION
BILLINGS MT 59102-4126 1601 LEWIS AVE
BILLINGS MT 59102-4126
phone (406 )259-7860 phone (406 ) 259-7860
account no. -_N9890 - -- account no. _N9890

Hell(s) (attach additional page if needed):

Name : **SEE ATTACHED** API :42-C1>-H5%7) Entity: Sec_ Twp__ Rng___ lease Type:
Name: API: Entity: Sec___Twp__ _Rng___ Lease Type:
Name: API: Entity: Sec__Twp__ Rng___ Lease Type:_
Name : API: Entity: Sec___Twp___Rng___ Lease Type:

Name : API: Entity: Sec____Twp___Rng Lease Type:

Name : API: ‘ Entity: Sec___Twp__Rng Lease Type:

Name : APL:__ _ Entity: Sec___Twp___Rng Lease Type:

OPERATOR CHANGE DOCUMENTATION

¢ 1. (Rule R615-8-10) Sundry or other Jlegal documentation has been received from former
operator (Attach to this form). cp, 1/ 449 = 7/5’4/7

Lﬁé 2. (Rule R615-8-10) Sundry or other legal documentation has been received from new operator
(Attach to this form). .

AQZ’B. The Department of Commerce has been contacted if the new operator above is not currently
operating any wells in Utah. Is company registered with the state? (yes/no) If

yes, show company file number:

_ﬁii4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

- Changes have been entered in the Oil and Gas Information System (Wang/IBM) -fer—each—wet
Hsted-above. (Y (p9L)

. Cardex file has been updated for each well listed above.(’%ﬂhﬂ§7
. Hell file labels have been updated for each well listed above.(’%ﬂb?g7

. Changes have been included on the monthly "Operator, Address, and Account Changes" memo
for distribution to State Lands and the Tax Commission. (4.s.4/) '

jé;/Q. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

— OVER -



OPERATOR CHANGE WORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

TY REVIEH

entity changes made? (yes/ (If entity assignments were changed, attach copies of

E
_25;1. (Rule R615-8-7) Entity aSj&f;ments have been reviewed for all wells listed above. Were
Form 6, Entity Action Form)~

A 2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

# ’ 3 ,&. ! " /
Zf 'VERIFICATION (Fee wells only) 5578314 (4 50000) Sudeto Ts. . (ond B T ogress)

(Rule R615-3-1) The new operator of any fee lease well listed above has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

Lyé 3. The former operator has requested a release of Tliability from their bond (yes/no) __
Today's date 19 . If 'yes, division response was made by letter

dated __ 19

LEASE INTEREST OHNER NOTIFICATION RESPONSIBILITY

f%é'l. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has been
notified by letter dated 19 , of their responsibility to notify any
person with an interest in such iease of the change of operator. Documentation of such

7@@,%%- notification has been requested.

pTJ 2. ngjes of dg;umggts have bqgg sspt(?gﬂ?tate Lands for changes involving State leases.

Gl A g — ~c)

FILMING

i 7 - e =2
Skéyl. A1l attachments to this form have been microfilmed. Date: (225&4%« L A0 19 ;771
FILING

1. Copies of all attachments to this form have been filed in each well file:

_ 2. The original of this form and the original attachments have been filed in the Operator
Change file.

COMMENTS

(4 .
?/mé//n Bln [B1d Faxmed a/o,;o_rmr,/ Ao )Z’lfL(/Jls’gif/(/‘ "

WE71/34-35



SEATE OF uran

DIVISION OF OIL, GAS AND MIMING openator Equitable Resources Frergy Carpany OPERATOR AcCT. NO. M 980
ENTITY ACTION FORM - ForM 6 aooress 1001 Lewis Avene
Billings, MI 59102
(406) 255-7860
ACTIOM | CURRENT NEW APT HUMBER WELL MAME WELL | OCATION : ' SPUD EFFECTIVE
CODE  [ENTITY MO.|ENTITY NO. ) 3 TP RG COUNTY DATE DATE
. ‘ '
A 199999\ 11932 | 1301331589 | Morament Federal #33-6-9-167 NSE| 6 | 9 16 |pachese | 639 | 639
WELL | COMMENTS: — I o )
| /:m//‘/y 4[/0[25/4*/9‘7%%
Spud of & rew well. e

|

WELL 2 COMMENTS:

HWELL 3 COMMENTS;

WELL 4 COMMENTS:

WELL S5 COMMENT S

ACTION CODES (See instructions on back of form)

A - Establish new entily for new well (single well onl{) : tXT)(\{l L (:é;;{\,f\CZX\gfsz/ '

B - Add new welllgu'exisung e?ti:y (groui:p or unit xel ) 1t Gt Signature Q

C - Re-assign well from one existing entity to another existing entity . . .

D - Re-assign well from one ex\slin? entity to a new entity Operatians Secretary = | '6=10-96

£ - Other (explain in comments section) Co Title : © Date
HOTE: Use COMMENT section to explain why each Action Code was selected. Phone No. { )]

(3/89)




FoRM 10 - - ‘ STATE OF UTAH '
DIVISION OF OIL, GAS AND MINING Page 10 1
1594 West North Temple, Suite 1210, PO Box 145801, Sait Lake City, UT 84114-5801 ge Ofﬁ
MONTHLY OIL AND GAS PRODUCTION REPORT
OPERATOR NAME AND ADDRESS: UTAH ACCOUNT NUMBER: N98390
C/0 CRAZY MTN 0&G SVS'S .9 /97
REPORT PERIOD (MONTH/YEAR):
EQUITABLE RESOURCES ENERGY ¢ AR)M
PO BOX 577
LAUREL MT 5904k AMENDED REPORT[] (Highlight Changes)
Well Name Producing Well Days Production Volumes
Zone Status Oper OLL(BBL) GAS(MCF) WATER(BBL)
............................... GRRV LaH 7240l
MONUMENT by
GRRV
..... {
] GRRV
MONUMENT . i
GRRV
GRRV ML.?Z/E%B
MONUMENT “FEDERAL"23-17-9-178B
: GRRV Ui 74708
GRRV UbR0755
FEDERAL 11
................. GRRV /{ 0 20?56/
GRRV //Z; S5
‘MONUMENT FEDERAL 11-11-9-1 -
GRRY Hl52/0
MONUMENT FEDERAL 33-6-9-16Y
GRRV 1793 %
TOTALS
OMMENTS:
hercoy certify that this report is true and complete to the best of my knowledge. Date:

12/93)

ame and Signature:

Telephone Number:




October 7, 1997

Bureau of Land Management
Vernal District Office

170 South 500 East

Vernal, UT 84078

RE: Change of Operator S
Duchesne & Vernal Counties, Utah

Dear Mr. Forsman:

Please find attached Sundry Notices and Reports on Wells for Change of Operator,
previcusly operated by Equitable Resources Energy Company for approval.

If you should bave questions regarding this matter, please do not hesitate 10 contact me at
the number listed below.

Sincerely,
INLAND PRODUCTION COMPANY
Patsy B u

/pb
encls.

4: 5 Se enteenth Street Suit
v s e 1500, Denver, CO 8020 e 30 L4
, , 3-292-0900 FAX 303-296-4
7 1 202 ; 9 0 - -4070



UNITED STATES
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drili or to deepen or reentry to a different reservoir.
Use “APPLICATION FOR PERMIT—" for such proposals

Form 3160-5
(June 1990)

FORM APPROVED
Budget Bureau No. 1004-0135
Expires: March 31, 1993

5. Lease Designation and Serial No.
See Attached

6. If Indian, Allottee or Tribe Name
See Attached

SUBMIT IN TRIPLICATE

7. If Unit or CA, Agreement Designation
See Attached

1. Type of Well BRETT N
0Oil Gas
Well D Weil D Other ONT 4 0 e

2. Name of Operator O 0T 1337

Inland Production Company

8. Well Name and No.
See Attached

3. Address and Telephone No.
475 - 17th Street, Suite 1500, Denver, CO 80202

9. API Well No.
See Attached

(303) 292-0900

4. Location of Well (Footage, Sec., T., R., M., or Survey Description)
See Attached Exhibit

10. Field and Pool, or Expioratory Area
See Attached

11. County or Parish, State
See Attached

1. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D Notice of Intent D Abandonment
Recompletion
@ Subsequent Report Plugging Back
Casing Repair
D Final Abandonment Notice Altering Casing
omer__Change of Operator

D Change of Plans
New Construction
Non-Routine Fracturing
Water Shut-Off
Conversion to Injection

Dispose Water
(Note: Report results of multipic completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If wetl is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Effective September 30, 1997, Inland Production Company will take over operations of

the wells on the attached list. The previous operator was:

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the
terms and conditions of the leases for operations conducted on the leased lands
or a portion thereof under BLM Bond No. UT0056 issued by The Hartford Insurance

Group.

e ¥

el G AYASE

0CT 11397

14. 1 hereby ccni'(that g fr W
Signed 3 [44

_GHRISA. POTTER, ATTORNEYN-FACT .. 9/3¢ /77

S,

(This space for Federal or State office use)

Approved by Tite

Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.

*See Instruction on Reverse Side



INLAND

Iniand Resources Change of Operator | ! ; ‘

WELL NAWE ~~ | _‘Locmow o [GONTY. ST FIELONAME T APINUMBER LEASENO. ~ AGEEMENT
LWALTON FEDERAL#1 7 s§ Hff«fLéUEH‘é'éNé ot MONUMENT BUTTE (J) 143-013-15792:00 : UTU096550  TUTU72086A
\WALTON FEDERAL #2 6E _ DUCHESNE  UT 'MONUMENT BUTTE (J) '43°013-15763-00 UTU096550  UTU72086A

WALTON FEDERAL #34-11 i »fDUCHESNE uT 'MONUMENT BUTTE (J) 43-013-31003-00 UTU096550 . ,UTu72086A
UWALTON FEDERAL #4 (SENW 1198 16E 'DUCHESNE  |UT MONUMENT BUTTE (J) 43-013-15705-00 UTU096550  :UTU72086A

ALLEN FEDERAL #3166 |NWNE 698 17E _|DUCHESNE  'UT_ MONUMENT BUTTE (U) 143-013-31442-00 UTU020252A . ]
[BALCRON FEDERAL #21-13Y ~ 'NENW 1385 16E | DUCHESNE _ [UT _ MONUMENT BUTTE (U) _|43-013-31400-00 | UTU64805
“[BALCRON FEDERAL #21-25¥  |NENW 259S 16E |DUCHESNE ~ 'UT  IMONUMENT BUTTE (U) [43-013.31394-00 [UTUB4380 ]

{BALCRON FEDERAL #44-14Y SESE 149S 17E |UINTAH WUT MONUMENT BUTTE (U) [43-047-32438-00 |UTUG4806
[CASTLE PEAK FEDERAL #24-10A SESW 169S 16E |DUCHESNE  |UT ~ 'MONUMENT BUTTE (U) |43-013-30555-00 |UTU72107
‘mSTLE PEAK STATE #43-16 . (NESE 169S 16E 'DUCHESNE ~ IUT =~ :MONUMENT BUTTE (U) |43-013-30594-00 | 1891008243C
<" JORGENSON STATE #16-4 NESE 169S 17E |DUCHESNE  UT ~ MONUMENT BUTTE (U) 143-013-30572-00 |ML-3453-B
HSTATE #16-2 o \NENE 169S 17E |DUCHESNE  [UT = 'MONUMENT BUTTE (U) |43-013-30552-00  |ML-3453-8
“TBALCRON FEDERAL #21-9Y NENW 99S 16E  |DUCHESNE =~ [UT ~ IMONUMENT BUTTE (W) |43-013-31396-00  |UTUB5207
YBALCRON FEDERAL #41-21Y NENE 219S 16E |DUCHESNE  |UT MONUMENT BUTTE (W) |43-013-31392-00 |UTUB4379
IMONUMENT FEDERAL #31-6-9-16 NWNE 69S 16E  |[DUCHESNE _ |UT MONUMENT BUTTE (W) [43-013-31717-00 |UTU74390
L{MONUMENT FEDERAL #32-6-9-16Y _ |SWNE 6 9S 16E  |DUCHESNE  |UT MONUMENT BUTTE (W) [43-013-31300-00 |UTU74390
\MONUMENT FEDERAL #42-6-0-16Y | SE NW6 9S 15E |DUCHESNE  |UT MONUMENT BUTTE (W) |43-013-31645-00 |UTU74390
LMONUMENT FEDERAL #41-6-9-16 NENE 69S 16E DUCHESNE _ [UT ~ IMONUMENT BUTTE (W) |43-013-31718-00 _ |UTU74390
MONUMENT FEDERAL #31-8-9-16 NWNE 89S 16E |DUCHESNE ~ |UT ~ IMONUMENT BUTTE (W) 43-013-31721-00 _ UTU020255 T
UMONUMENT FEDERAL #41-8-9-16 NENE 89S 16E ~ |DUCHESNE ~|UT ~ 'MONUMENT BUTTE (W) 143-013-31619-00  [UTU020255 -

MONUMENT FEDERAL #11-9-9-16 ~ 'NWNW 9 9S 16E | DUCHESNE Ut ‘MONUMENT BUTTE (W) 143-013-31618-00  jUTU020254
\IMONUMENT FEDERAL #33-6-9-16Y  [NW SE 695 16E_ \DUCHESNE _ |UT _MONUMENT BUTTE (W) '43-013-31586-00 |UTU74390 -
LAMONUMENT FEDERAL #43-6-9-16Y ~ NESE69S 16E | DUCHESNE |UT .MONUMENT BUTTE (W) 43-013-31644-00 |UTU74390

—TMONUMENT FEDERAL #44-6-9-16Y  |SESE69S 15E  |DUCHESNE  |[UT MONUMENT BUTTE (W) [43-013-31720-00  |UTU74390
(AMONUMENT FEDERAL #31-18-9-16 NW NE 189S 16E _|DUCHESNE  UT ‘MQNU_MENT BUTTE (W) [43-013-31725-00 |UTU74390
UMONUMENT FEDERAL #41-18Y NE NE 189S 16E  |[DUCHESNE  |UT IMONUMENT BUTTE (W) [43-013-31646-00 |UTU74390
‘\/M’ONUMENT FEDERAL #42-18Y SENE 189S 16E |DUCHESNE  UT ~ IMONUMENT BUTTE (W) |43-013-31724-00 |UTU74390
MONUMENT FEDERAL #31-21-9-16 NWNE 219S 16E |DUCHESNE — [UT =~ MONUMENT BUTTE (W) 43-013-31726-00 |UTUB4379
UMONUMENT FEDERAL #11-22Y ~{NW NW 2295 16E |DUCHESNE = [UT_ 'MONUMENT BUTTE (W) 143-013-31647-00 |UTUG4379
VIMONUMENT FEDERAL #13-4-9-16 NWSW49S 16E 'DUCHESNE  [UT 'MONUMENT BUTTE (W) '43-013-31716-00 |UTU73086 B -
UIMONUMENT FEDERAL #14-4 SWSW 495 16E DUCHESNE  UT MONUMENT BUTTE (W) 43-013-31666-00 JUTU73086 ]
UMONUMENT FEDERAL #22-20-9-16 | SE NW 209S 16E  DUCHESNE LuT ‘MONUMENT BUTTE (W) 143-013-31681- -00 |UTUs2018 | T
L{MONUMENT FEDERAL #23-7-9-16 ~  INESW 79S 16E DUCHESNE | UT ~ MONUMENT BUTTE (W) 43-013-31694-00 |UTU74390 T -
MONUMENT FEDERAL #24-17-9-16 | SESW 179S 16E IDUCHESNE TuT \MONUMENT BUTTE (W) 43-013-31682-00 |UTU52018 |
{MONUMENT BUTTE #34-31-8-16 SW SE 3185 16E DUCHESNE |UT __IMONUMENT BUTTE (W) |43-013-31715-00 _|UTU74389 |
“MONUMENT FEDERAL #33-10-9-16 NW SE 1098 16E  'DUCHESNE _ [UT = |MONUMENT BUTTE (W) 43-013-31722-00 _[UTU72107
L{MONUMENT BUTTE #43-10-9-16 (NE SE 1098 16E DUCHESNE _[UT ~ 'MONUMENT BUTTE (W) |43-013-31723-00 _|UTU72107
YCHORNEY FEDERAL #1-9 (SWSE 99S 18E ~ UINTA™ "~ "IUT  PARIETTE BENCH _ 143-047-30070-00 |UTU5843 ;
{HENDEL FEDERAL #1 SWSW 985 19E_ [UINTA T PARIETTE BENCH  43:047-20011-00 |UTU058149 f
Page 5




United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Vernal District Office

170-South 500 East Phone: (801) 781-4400
[N REPLY REFER TO: Vernal, Utah 84078-2799 Rare{8OTT-T8TAI |
3162.3 ECEIVEIN
UT08438 \

November 10, 1997 NOV 281397

DIV. OF OIL, GAS & MINING |

Inland Production Company
475 17th Street, Suite 1500
Denver, CO 80202 :
1, 013-31529
Re:  Well No. Mon. Fed. 33-6-9-16Y
NWSE, Sec. 6, T9S, R16E
Lease U-74390
Duchesne County, Utah

Dear Sir:

This correspondence is in regard to the self-certification statement submitted requesting a change
in operator for the referenced well. After a review by this office, the change in operator request
_is approved. Effective immediately, Inland Production Company is responsible for all operations
performed on the referenced well. All liability will now fall under your bond, BLM Bond No.
UTO00586, for all operations conducted on the referenced well on the leased land.

If you have any other questions concerning this matter, please contact Margie Herrmann or Pat
Sutton of this office at (435) 781-4400.

Sincerely,

Al Wl

Howard B. Cleavinger Il
Assistant Field Manager,
Minerals Resources

cc:  Division of Oil, Gas & Mining
Equitable Resources Energy Company
ABQ Petro Corp
Myco Industries Inc
Yates Drilling Co.
Yates Petro Corp



' @83¢18/1997 ©85:15 1—4@5—52‘154 CRAZY MTN D&G . PAGE 82

4

EQUITABLE RESOURCES
ENERGY COMPANY

WESTERN REGION
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha

State of Utah

Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Box 145801

Salt Lake City, UT 84114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold all of its Utah
properties 1o Inland Production Company.

Please feel free to contact me if you require additional information.

Sincerely,
Molly Conra
Agent for Equitable Resources

Energy Company

mc



© ¥ly19/1997 ©5:15 1—4@5—5‘154 CRAZY MTN 08G .

Crazy Mountain Oil & Gas Services
P.O. Box 577

Laurel, MT 59044

(406) 628-4164

(406) 628-4165

TO: L«L’Q)\QL
Sk of Wlah.

FROM. Molly Conrad
Crazy Mountain Qil & Gas Services
(406) 628-4164

Pages Attached - Including Cover Sheet CQ )

o M\w g LQj;tQ_A C
Wﬁﬂow need W

PAGE 0l
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) . .

Divisioa of Oil, Gas aad Mining

OPERATOR CHANGE WORKSHEET

Attach all documentation received by the division regarding this change.
[nitial cach listed item when completed. Write N/A if item is not applicable.

XEX Change of Operator (well sold) 0O Designation of Agent
O Designation of Operator O Operator Name Change Only

The operator of the well(s) listed below has changed, effective: - 9-30-97 :

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESOURCES COMPANY
(address) PO BOX 1446 (address) _PO BOX 577

ROOSEVELT UT 84066 LAUREL MT 59044
C/0 CRAZY MTN 0&G

(801)722-5103 ’ Phone: (406)628-4164
Account no. N9890

Phone:
Account no. N5160

WELL(S) attach additional page if needed:

Name: %*%SEE ATTACHED** APL: 4‘:}7,') I’):) ’63 b’?ﬁ Eﬂtity: S T R Lease:
Name: APIL: Entity: S T R Lease:
Name: APL: Entity: S T R Lease:
Name: APL: Entity: S T R Lease:
Name: : ' APL: Entity: S T R Lease:
Name: APL: Entity: S T R Lease:
Name: APL Entity: S T R Lease:

ZERATOR CHANGE DOCUMENTATION

1. (r649-8-10) Sundry or other legal documentation has been received from the FORMER operator (attach to this
form). (/ectl [2:097)
‘%C 2. (r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this
form). (Z’c/a/ /0720-7’77

[‘_}A 3. The Department of Commerce has been contacted if the new operator above is not currently operating an}.'
, wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

z{(_’ 4. FORINDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the compbtxon of steps 5

through 9 below.

Chz}nges hz%/e been entered in the Oil and Gas Information System (3270) for each well listed above.
[22-17)

Cardex file has been updated for each well listed above. (/2.247)

Well file labels have been updated for each well listed above. (/ 2-3*‘/‘77

- Changes have been included on the monthly "Operator, Address, and Account Changes" memo for distribution
to Trust Lands, Sovereign Lands, UGS, Tax Commission, etc. (; 2347)

_Z_/c 9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for
reference during routing and processing of the original documents.




OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable,

ENTITY REVIEW
€ 1. (r649-87) Entity assignments have been reviewed for all wells listed above. Were entity changes made?
(yes/no If entity assignments were changed, attach copies of Form 6, Entity Action Form.

’%_ 2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures of entity
changes. i

BOND VERIFICATION - (FEE WELLS ONLY)

l‘%é : 1. (r649-3-1) The NEW operator of any fee lease well listed above has furnished a proper bond.
c

2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If'yes, division response was made to this request by letter dated X

’ LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

/v_ét 1. Copies of documents have been sent on to at Trust Lands for changes
»7s  Involving State leases, in order to remind that agency of their responsibility to review for proper bonding.
2/ s //7
M ,éf 2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19 __, of their responsibility to notify all interest owners of this change.
FILMING

i o
\_XZ’? 1. All attachments to this form have been microfilmed. Today's date: ) ' /) : &} g/

FILING

1. Copies of all attachments to this form have been filed in each well file.

—

—— 2. The original of this form, and the original attachments are now being filed in the Operator Change file.

COMMENTS
U202 Bin [Ypesnel vy per to 1z 5 20 1997




. JUL-15-98 WED 08:34 AM  INLAND RESOURCES INC FAX NO. 4357%149

r
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WEST POINT UNIT WELL LISTING

T. 8 & 95, R. 16E
FIELD WELL NAME STATUS |API NUMBER

WEST POINT UNIT |MON FED #31-6Y PROD_[HHOVA 2N 7
WEST POINT UNIT _[FED 32K6-09-16Y PROD |4% D\ RO
WEST POINT UNIT _[MON FED #42-6Y PROD |U0var=) IS
WEST POINT UNIT [MON FED #43-6Y PROD [0z (A
WEST POINT UNIT |MON FED #33-6Y PROD |12 D)\ 0y
WEST POINT UNIT _[FED 44-96-09-16Y PROD |UAD 242\ /01y
WEST POINT UNIT_|MON FED #23-7¥/ PROD [0\ Pt
WEST POINT UNIT |MON FED #41-18Y PROD |22 N (~Ho
WEST POINT UNIT |FED 31-18-9-16Y PROD U2 A 16D
WEST POINT UNIT |FED 42-18-09-16y prOD [HADs\Nad
WEST POINT UNIT [MON FED 34-31-8-16 PROD |tz 252 TV
WEST POINT UNIT [MON FED 41-6-9-16Y PROD_[12:012424 "11R
WEST POINT UNIT [NINE MILE 3-6 PROD |L2-DW2¥% (L O
WEST POINT UNIT |NINE MILE 11-6 PROD_[U2D\ZA R\
WEST POINT UNIT _[NINE MILE FEDERAL 15-6-9-16 | PROD |42\ 22> 0()
WEST POINT UNIT |NINE MILE 6-7 PROD M2\ T le
WEST POINT UNIT |NINE MILE 10-7 pPROD | LDV 7772
WEST POINT UNIT_|NINE MILE FEDERAL 12-7-9-16 | PROD MDD\
WEST POINT UNIT |NINE MILE 4-6 PROD_[H25DI 255D
WEST POINT UNIT_|NINE MILE 5-6 PROD _[H 2D\ 2
WEST POINT UNIT_|NINE MILE 13-6 PROD _{[1 2D |23~
WEST POINT UNIT [NINE MILE 6-6 PROD_|H20\>2 TG
WEST POINT UNIT_{NINE MILE 5-7 proo LA =41 M
WEST POINT UNIT |NINE MILE 7-7 PROD | Ll203Wo~24 71 R
WEST POINT UNIT_|NINE MILE 15-7 PROD |HZn2~2¥R0A
WEST POINT UNIT_|NINE MILE 2-7 PROD {20V 250\ )
WEST POINT UNIT _{NINE MILE 3-7 PROD L2\ 23015
WEST POINT UNIT |NINE MILE 4-7 PROD |W2D\Z200 V2
WEST-POINT-UNT—ININEMILE-44-6 pgA— RO LA

WEST#POINT+(GR)+UNIT-ENTITY “12418 EFF 6~1-98.
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WEST POINT (GREEN RIVER) UNIT
Duchesne County, Utah

EFFECTIVE: JUNE 1, 1998

16E

— UNIT OUTLINE (UTU77107X)

SECONDARY
ALLOCATION

2,738.19 ACRES

FEDERAL 100%




FORM 3160-5 TED STATES FORM APPROVED
. (June 1990) DEP. NT OF THE INTERIOR . Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS UTU-74390
Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name
Use "APPLICATION FOR PERMIT -" for such proposals NA
7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE WEST POINT (GR RVR)
1. Type of Well
X Oil Gas 8. Well Name and No.
Well Well Other MONUMENT FEDERAL 33-6-9-16Y
9. APT Well No.
2. Name of Operator 43-013-31589
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area
3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. County or Parish, State
4. Location of Well (Footage, Sec., T., R., m., or Survey Description)
1850 FSL 1850 FEL NW/SE Section 6, T09S R16E DUCHESNE COUNTY, UTAH
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
: Notice of Intent Abandonment 7 Change of Plans
Recompletion New Construction
Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off
I: Final Abandonment Notice Altering Casing Conversion to Injection
Other Site Security Dispose Water

(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-
ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

OCT 13 1998

DIV. OF 0IL, gas & MINING

14. T hereby certify that the foregoing is true and correct . |
. o
Signed /)Z
e

tl,"i.ﬂit«gt/ s /f?}{,(_‘;}./ét’ Title Manager, Regulatory Compliance Date 10/7/98
v

(This space for Federal or State office use)
Approved by Title Date

Conditions of approval, if any:

CC: UTAH DOGM

Title 18 U.8.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its jurisdiction.




Monument Federal

' Inl@hd Production Cof@pany
Site Facility Diagram

33-6Y

NW/SE Sec. 6, T9S, 16E
Duchesne County
May 12, 1998

Production Phase:

1) Valves 1 and 3 sealed closed

) Site Security Plan is held at the Roosevelt Office, Roosevelt Utah
’

; 2) Valves 2 and 4 sealed open

!

Sales Phase:
1) Valves 1, 2, 4, 5 sealed closed
2) Valves 1 open

Draining Phase:

1) Valve 3 open

Emulsion Line
Load Line
Water Line
Gas Sales

Diked Section

Gas Sales Meter

Pumping Unit




Unit?d States Department of theﬂterior VoS
BUREAU OF LAND MANAGEMENT . TARE Prine
Utah State Office. : NAMERICA
P.O. Box 45155 ’
Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:

3106
(UT-924)
September 16, 2004
Memorandum
To: -Vernal Field Office
From: ActingFChief, Braﬁch of Fluid Minerals
Subject: Mérger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard

Acting Chief, Branch of
Fluid Minerals

Enclosure
1.. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
: State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson S -
Joe Incardine
-Connie Seare



Corporations Section ‘

P.O.Box 13697
Austin, Texas 78711-3697

‘Geoffrey S. Connor )

Secretary of State

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

| Newfield Production Company
‘ Filing Number: 41530400

‘ Articles of Amendment September 02, 2004

| ‘ In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Come visit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by: SOS-WEB



riLed

ARTICLES OF AMENDMENT e Office of the
. TO THE SeCl!gtg‘"V of State of Texas
ARTICLES OF INCORPORATION N
- “OF : SEP 02 00
INLAND PRODUCTION COMPANY -
c,orpo‘rat'\ons Section

* Pursuant to the provxsxons of Article 4.04 of the Texas Business Corporation Act (the N
“TBCA”), the undersigned corporation adopts the following articles of amendment to the articles
of incorporation:

ARTICLE 1 - Name
The name of the corporation is Inland Production Company.
ARTICLE 2~ Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adopted by the sharcholders of the corporation on August 27, 2004.

The amendment alters or changes Amcle Oné of the Articles of Incorporanon to change
the name of the corporatmn so that, as amended, Article One shall read in its entirety as follows:

“ARTICLE ONE ~ Thc name of the corporation is Newfield Production Company.
ARTICLE 3 ~ Effective Date of Filing
This document will become effective | ypon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has -
signed a consent in writing pursuant to Article 9.10 of the TBCA, adoplmt7 saxd amendment, and
any written notice required has been given.

~ IN WITNESS WHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1* day of September, 2004.

INLAND RESOURCES INC.

By: W _5_?2_/
Susan G. Riggs, Trcasuxcr




UTSL-
071572A

065914

UTU-

02458
03563
03563A
04493
05843
07978
09803
0174398
017985
017991
017992
018073
019222
1020252
020252A
020254
020255 -
020309D
022684A
027345
034217A
035521 -
035521A
038797
058149
063597A
075174
096547
096550

110760
11385
13905
15392

15855
16535

16539

16544
17036
17424
18048
18399
19267
26026A
30096
30103
31260
33992
34173
34346
36442
36846
38411
38428
38429 .
38431
39713
39714
40026
40652
40894
41377
44210
44426
44430
45431
47171
49092

149430
49950

50376
50385
50376
50750
51081
52013
52018
58546

61052

62848
63073B

63073D

63073E
630730
64917
64379
64380
64381
64805

64806

64917
65207

- 65210

65635
65967
65969
65970
66184
66185
66191
67168
67170
67208
67549
67586
67845
68105
68548
68618
69060
69061
69744
70821
72103
72104
72105
72106
72107
72108
73086
73087

- 73807

73088
73089
73520A
74108
74805
74806
74807
74808
74389

74390

74391
74392
74393
74398
74399
74400
74404
74405
74406
74411
74805
74806
74826
74827
74835
74868
74869

74870

74872

74970

75036
75037

75038

75039

75075

75078
75089
75090
75234
75238
76239
76240
76241

76560

76561

76787
76808
76813
76954
76956

77233 .
77234

77235

- 77337

77338
77339
77357
77359
77365
77369
77370
77546
77553
77554
78022
79013
79014
79015
79016
79017
79831
79832

79833

79831
79834
80450

80915

81000

63073X
63098A
68528A
72086A-
72613A
73520X -
74477X
75023X
76189X
76331X
76788X
77098X
77107X
77236X
77376X
78560X
79485X
79641X
80207X

81307X



UNIT!STATES

RECEIVED
JAN 13 @5

roryfiir g Y
OMBWR. 1 9
Expires 31,2000

FORM 3160-5
(September 2001) DEPARTMENT OF THE INTERIOR
. BUREAU OF LAND MANAGEMENT DIV. OF OIL, GRS S MININC—
SUNDRY NOTICES AND REPORTS ON WELLS UTU74390

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals.

6. If Indian, Allottee or Tribe Name.

1. Type of Well
X1 oit well ] Gas well

I] Other

. If Unit or CA/Agreement, Name and/or No.
WEST POINT UNIT

8. Well Name and No.

2. Name of Operator
Newfield Production Company

MON FED 33-6-9-16Y -

9. API Well No.
3a. Address Route 3 Box 3630 3b. Phone No. (include are code) M 4301331589
Myton, UT 84052 435.646.3721 10. Field and Pool, or Exploratory Area
Monument Butte

4. Location of Well (Footage, Sec., T, R., M., or Survey Description)
1850 FSL 1850 FEL

11. County or Parish, State

NW/SE  Section 6 T9S R16E Unassigned NA
12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

DY Notice of I [J Acidize [} Deepen ] Production(Start/Resume) [ Water Shut-Off '

Notice of Intent [ Alter Casing [T Fracture Treat ) Reclamation ] Well Integrity
Ikl Subsequent Report [] Casing Repair [} New Construction [} Recomplete & other

4 ' [L] Change Plans ] Plug & Abandon 1 Temporarily Abandon Weekly Status Report

(] Final Abandonment Notice [ Convert to Injector ] Plug Back [ Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof, Ifthe
proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the Bond
under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion of the
involved operations. If the operation results in a multiple completion or recompletion ina new interval, a Form 3160-4 shall be filed once testing has been completed, Final
Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final

inspection.)

Subject well had recompletion procedures initiated in the Green River formation on 10/15/04. Existing production equipment
was pulled from well. A bit and scraper were run in well.. Four new Green River interval was perforated and hydraulically
fracture treated as follows: Stage #1: CP5 sands @ 5734-5742'(4 JSPF) fraced w/24,608# 20/40 sand in 239 bbls Lightning
17 fluid. Fracs were flowed back through chokes; Stage #2: A1 sands @ 5262-5268', 5256-5260' (4 JSPF) fraced w/4,500#
20/40 sand in 80 bbls Lightning 17 fluid; Stage #3: D1 sands @ 4854-4859' (reperf), 4845-4853" (reperf) (4 JSPF) fracked w/
50,151# of 20/40 sand in 405 bbls of Lightning 17 fluid; Stage #4: GB6 sands @ 4406-4412' (4 JSPF) fraced w/19,962# 20/40
sand in 240 bbls Lighting 17 fluid. Sand was cleaned from wellbore. New intervals were swab tested for sand cleanup. BHA
& production thg were run and anchored in well w/tubing anchor @ 5762’, pump seating nipple @ 5798', and end of tubing
string @ 5829". A new 1 1/2” bore rod pump was run in well on sucker rods. Well returned to production via rod pump on

11-23-04.

I hereby certify that the foregoing is true and correct Title

Production Clerk

Date
1/14/2005

Name (Pringel/ Typed)
Renee Pyﬁ/ /3

Approveddy o Title
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office

which would entitle the applicant to conduct operations thereon.

| Date

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United

States any false, fictitious and frandulent statements or representations as to any matter within its jurisdiction

(Instructions on reverse)



Division of Oil, Gas and Mining . ‘ .

ROUTING
OPERATOR CHANGE WORKSHEET 1.GLH
2. CDW
3. FILE
Change of Operator (Well Sold) . Designation of Agent/Operator
X Operator Name Change Merger
The operator of the well(s) listed below has changed, effective: ) 9/1/2004
FROM: (O1d Operator): TO: (New Operator):
N5160-Inland Production Company _ N2695-Newfield Production Company
Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 ' Myton, UT 84052
Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721
CA No. Unit: WEST POINT (GREEN RIVER)
WELL(S)
NAME SEC TWN RNGJ|API NO ENTITY |[LEASE |WELL |[|WELL
NO TYPE TYPE STATUS
MON FED 34-31-8-16 31 J080S|160E [4301331715 12418|Federal |WI A
WEST POINT U 13-5-9-16 05 |090S{160E [4301331766 12418|Federal [OW P
MON FED 32-6-9-16Y 06 |090S|160E {4301331300 12418|Federal |WI A
MON FED 33-6-9-16Y 06 [090S]160E |4301331589 12418|Federal |OW S
MON FED 43-6-9-16Y 06 |090S|160E [4301331644 12418|Federal |WI A
MON FED 42-6-9-16Y 06 J090S|160F |4301331645 | -12418|Federal |JOW P
MON FED 31-6-9-16Y 06 |090S]160E |4301331717 12418{Federal |OW P
MON FED 41-6-9-16Y 06 [090S|160E {4301331718 12418|Federal  |WI A
NINE MILE 6-6 06 |090S|160E [4301331719 12418|Federal JOW P
MON FED 44-6-9-16Y 06 |090S|160E {4301331720 12418|Federal |OW P
WEST POINT U 12-6-9-16 06 |090S|160E 4301331765 12418|Federal JOW P
NINE MILE 11-6 06 |090S|160E [4301331812 12418|Federal |WI A
MON FED 23-7-9-16Y 07 J090S]160E |4301331694 12418|Federal |WI A
NINE MILE 10-7 07 |090S|160E }4301331773 12418|Federal |JOW P
NINE MILE 6-7 07 |090S|160E |4301331776 12418|Federal JOW P
NINE MILE 5-7 07 |090S|160E |4301331777 12418|Federal |WI A
NINE MILE 7-7 07 |090S|160E |4301331778 12418]|Federal |WI A
NINE MILE 15-7 07 |090S|160E 4301331803 12418|Federal |WI A
NINE MILE 16-7-9-16 07 ]090S]160E |4301331804 12418|Federal |OW P
MON FED 41-18-9-16Y 18 [090S|160E [4301331646 12418|Federal |WI A
MON FED 42-18-9-16Y 18 [090S}160E (4301331724 12418|Federal |OW S
MON BUTTE FED 31-18-9-16Y 18 |090S]160E |4301331725 12418|Federal |OW P

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on:  9/15/2004

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. IfNO, the operator was contacted contacted on:

Newfield Westpoint 1 FORM_4B.xls 3/2/2005



' , l

6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements (""CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005
2. Chal;ges ﬁaVe been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005
3. Bond information entered in RBDMS on: 2/28/2005
4. Fee/State wells attached to bond in RBDMS on: 2/28/2005
5. Injection Projects to new operator in RBDMS on: 2/28/2005
6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*
The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield Westpoint 1 FORM_4B.xis 3/2/2005



Sundry Number: 29146 APl Well Number: 43013315890000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING

FORM 9

5.LEASE DESIGNATION AND SERIAL NUMBER:

U-74390

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7.UNIT or CA AGREEMENT NAME:
GMBU (GRRV)

1. TYPE OF WELL
Oil Well

8. WELL NAME and NUMBER:
MON FED 33-6-9-16Y

2. NAME OF OPERATOR:
NEWFIELD PRODUCTION COMPANY

9. API NUMBER:
43013315890000

3. ADDRESS OF OPERATOR:
Rt 3 Box 3630 , Myton, UT, 84052

PHONE NUMBER:
435 646-4825 Ext

9. FIELD and POOL or WILDCAT:
MONUMENT BUTTE

4. LOCATION OF WELL
FOOTAGES AT SURFACE:
1850 FSL 1850 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:

Qtr/Qtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
DUCHESNE

STATE:
UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

l:‘ ACIDIZE

l:‘ CHANGE TO PREVIOUS PLANS

l:‘ ALTER CASING

l:‘ NOTICE OF INTENT
Approximate date work will start:

l:‘ CHANGE TUBING

J CHANGE WELL STATUS l:‘ COMMINGLE PRODUCING FORMATIONS

l:‘ DEEPEN

l:‘ OPERATOR CHANGE

J SUBSEQUENT REPORT
Date of Work Completion:

8/21/2012

l:‘ FRACTURE TREAT
D PLUG AND ABANDON

l:‘ PRODUCTION START OR RESUME l:‘ RECLAMATION OF WELL SITE

l:‘ SPUD REPORT
Date of Spud:

l:‘ REPERFORATE CURRENT FORMATION l:‘ SIDETRACK TO REPAIR WELL

l:‘ TUBING REPAIR l:‘ VENT OR FLARE

l:‘ DRILLING REPORT

Report Date: l:‘ SI TA STATUS EXTENSION

l:‘ OTHER

l:‘ WATER SHUTOFF

l:‘ WILDCAT WELL DETERMINATION

|:| CASING REPAIR

D CHANGE WELL NAME

J CONVERT WELL TYPE

|:| NEW CONSTRUCTION

D PLUG BACK

|:| RECOMPLETE DIFFERENT FORMATION
|:| TEMPORARY ABANDON

D WATER DISPOSAL

|:| APD EXTENSION

OTHER: I

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an
injection well on 08/20/2012. New intervals perforated, B1 sands -
5105-5108' 3 JSPF, B2 sands - 5146-5149' 3 JSPF, B.5 sands -
5073-5076' 3 JSPF, C sands - 5019-5022' 3 JSPF, & D3 sands -

4955-4956' 3 JSPF. On 08/21/2012 Chris Jensen with the State of Utah

DOGM was contacted concerning the initial MIT on the above listed
well. On 08/21/2012 the casing was pressured up to 1120 psig and

charted for 30 minutes with no pressure loss. The well was not injecting

during the test. The tubing pressure was 300 psig during the test.

Accepted by the
Utah Division of
Qil, Gas and Mining

FOR RECORD ON
August 24, 2012

There was an State representative available to witness the test - Chris Jensen.

LY

TITLE
Water Services Technician

NAME (PLEASE PRINT)
Lucy Chavez-Naupoto

PHONE NUMBER
435 646-4874

SIGNATURE
N/A

DATE
8/22/2012

RECEIVED: Aug. 22, 2012




Sundry Number: 29146 APl Well Number: 43013315890000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630
Myton, UT 84052
435-646-3721

Witness: (“ZJ’“L% Date & 1.2/1/2- Time //:00 @pm
7 0f (

Test Conducted by: /(> / £S
Others Present:

Woll: it Por—3—6¥—9-16 Coid: Jlora ment Botte
Well Location: 171w SE,6,T 45 RIGE  APINo: 43013 31584

Time Casing Pressure
0 min /jﬂiﬁ@) psig
5 [ 20 psig
10 /20 psig
15 (120 __ psig
20 /[ 20 psig
25 1] =265 psig
30 min / / 2,@ psig
35 psig
40 ' psig
45 psig
50 psig
55 psig
60 min psig
Tubing pressure: /%@(:) psig
Result: (Pass) Fail

Signature of Witness: m )\M\ ;A
Signature of PersMnductmg Test SL),,/P ﬁrdfu&d/




Sundry Number: 29146 APl Well Number: 43013315890000

oV

L



Sundry Number: 29146 APl Well Number: 43013315890000
Summary Rig Activity Page 1 of 6

Daily Activity Report

Format For Sundry
MON 33-6Y-9-16
6/1/2012 To 10/30/2012
8/14/2012 Day: 1 Conversion

WWS #7 on 8/14/2012 - MIRUSU, Pooh w/ rods change over to tbg. Equip. rls TAC - R/D
move from R-6-9-16, MIRUSU - Change over to tbg. Equip. rls TAC R/U work floor and prep.
To Pooh in AM SWIFN - Bleed well dwn. - Unseat pump flush w/ 40 bbls reseat & pres. Test to
3000# (good) - Pooh w/ rod string L/D as followes-1 1/2x 30' Polish rod,99-4per-3/4"-68 slk
3/4"- 58-4per 3/4"- 6-1 1/2 wt. bars & RHAC pump - Change over to tbg. Equip. rls TAC R/U
work floor and prep. To Pooh in AM SWIFN - Hold pre job saftey meeting, review JSA's - R/D
move from R-6-9-16, MIRUSU - Pump 60 bbls htd. wtr. Dwn csg. Well pres. Up to 1500+# after
pumping 20 bbls, - Bleed well dwn. - Unseat pump flush w/ 40 bbls reseat & pres. Test to
3000# (good) - Pooh w/ rod string L/D as followes-1 1/2x 30' Polish rod,99-4per-3/4"-68 slk
3/4"- 58-4per 3/4"- 6-1 1/2 wt. bars & RHAC pump - Change over to tbg. Equip. rls TAC R/U
work floor and prep. To Pooh in AM SWIFN - Hold pre job saftey meeting, review JSA's - Hold
pre job saftey meeting, review JSA's - R/D move from R-6-9-16, MIRUSU - Pump 60 bbls htd.
wtr. Dwn csg. Well pres. Up to 1500# after pumping 20 bbls, - Bleed well dwn. - Unseat pump
flush w/ 40 bbls reseat & pres. Test to 3000# (good) - Pooh w/ rod string L/D as followes-1
1/2x 30' Polish rod,99-4per-3/4"-68 slk 3/4"- 58-4per 3/4"- 6-1 1/2 wt. bars & RHAC pump -
Pump 60 bbls htd. wtr. Dwn csg. Well pres. Up to 1500# after pumping 20 bbls,

Daily Cost: $0

Cumulative Cost: $7,115

8/15/2012 Day: 2 Conversion
WWS #7 on 8/15/2012 - POOH w/tbg, RT bit & scraper - SITP 0, SICP 0. TOOH taling tbg,
breaking, inspecting & green doping every connection w/140 jts 2 7/8" J-55 tbg, LD 45 jts,
TAC, 1 jt, SN, 1 jt, NC - Crew travel & safety meeting: communication - Seat on bottom jts,
TAC missing springs, flushed 1 more time w/45 BW - Spot in trailer w/work string, tally & prep
tbg, eat lunch - PU & RIH w/4 3/4" mill, 5 1/2" csg scraper, 2 7/8" SN, 192 jts 2 7/8" N-80
tbg, tag fill @ 5999', 37' of fill on PBTD - Crew break - TOOH w/80 jts 2 7/8" N-80 tbg. SDFN -
Crew travel to WWS safety meeting - Crew travel & safety meeting: communication - SITP O,
SICP 0. TOOH taling tbg, breaking, inspecting & green doping every connection w/140 jts 2
7/8" 3-55 tbg, LD 45 jts, TAC, 1 jt, SN, 1 jt, NC - Seat on bottom jts, TAC missing springs,
flushed 1 more time w/45 BW - Spot in trailer w/work string, tally & prep tbg, eat lunch - PU
& RIH w/4 3/4" mill, 5 1/2" csg scraper, 2 7/8" SN, 192 jts 2 7/8" N-80 tbg, tag fill @ 5999,
37" of fill on PBTD - Crew break - TOOH w/80 jts 2 7/8" N-80 tbg. SDFN - Crew travel to WWS
safety meeting - Crew travel & safety meeting: communication - SITP 0, SICP 0. TOOH taling
tbg, breaking, inspecting & green doping every connection w/140 jts 2 7/8" J-55 tbg, LD 45
jts, TAC, 1 jt, SN, 1 jt, NC - Seat on bottom jts, TAC missing springs, flushed 1 more time
w/45 BW - Spot in trailer w/work string, tally & prep tbg, eat lunch - PU & RIH w/4 3/4" mill,
5 1/2" csg scraper, 2 7/8" SN, 192 jts 2 7/8" N-80 thg, tag fill @ 5999', 37' of fill on PBTD -
Crew break - Crew travel to WWS safety meeting - TOOH w/80 jts 2 7/8" N-80 tbg. SDFN
Daily Cost: $0

Cumulative Cost: $14,315

8/16/2012 Day: 4 Conversion

WWS #7 on 8/16/2012 - RU Frac crew & Frac B-2 sds, B-1 sds & B-.5 sds. - Rig Crew Travel.
- Rig Crew Travel. - Release pkr & reverse tbg clean. TIH & circulate sand off plug. Rlease
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tools & TOOH. Set plug @ 5048' Set pkr @ 5003'. Shut well in. SDFN - Release pkr & reverse
tbg clean. TIH & circulate sand off plug. Rlease tools & TOOH. Set plug @ 5048' Set pkr @
5003'. Shut well in. SDFN - RU flow back equipment. Open well to tank w/immediate flow
back to tank @ approx 3 bbls per minute. Recover 150 bbls fluid. - RU flow back equipment.
Open well to tank w/immediate flow back to tank @ approx 3 bbls per minute. Recover 150
bbls fluid. - Open well, Break & Frac B-.5 sds w/ 9597# of 20/40 sand w/ 151 bbls lightning
17 treating fluid. - Open well, Break & Frac B-.5 sds w/ 9597# of 20/40 sand w/ 151 bbls
lightning 17 treating fluid. - Release pkr & reverse tbg clean. TIH & circulate sand off plug.
Rlease tools & TOOH. Set plug @ 5090' Set pkr @ 5034' - Release pkr & reverse tbg clean.
TIH & circulate sand off plug. Rlease tools & TOOH. Set plug @ 5090' Set pkr @ 5034' - RU
flow back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls per
minute. Recover 150 bbls fluid. - RU flow back equipment. Open well to tank w/immediate
flow back to tank @ approx 3 bbls per minute. Recover 150 bbls fluid. - Open well, Break &
Frac B-1 sds w/ 5285# of 20/40 sand w/ 106 bbls lightning 17 treating fluid. - Open well,
Break & Frac B-1 sds w/ 5285+# of 20/40 sand w/ 106 bbls lightning 17 treating fluid. -
Release pkr & reverse tbg clean. TIH & circulate sand off plug. Rlease tools & TOOH. Set plug
@ 5135' Set pkr @ 5085' - Release pkr & reverse tbg clean. TIH & circulate sand off plug.
Rlease tools & TOOH. Set plug @ 5135' Set pkr @ 5085' - RU flow back equipment. Open well
to tank w/immediate flow back to tank @ approx 3 bbls per minute. Recover 50 bbls fluid. -
RU flow back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls
per minute. Recover 50 bbls fluid. - Open well, Break & Frac B-2 sds w/ 15529# of 20/40
sand w/ 237 bbls lightning 17 treating fluid. - Open well, Break & Frac B-2 sds w/ 15529# of
20/40 sand w/ 237 bbls lightning 17 treating fluid. - RU BJ frac crew. Have safety meeting &
pressure test frac equipment. - RU BJ frac crew. Have safety meeting & pressure test frac
equipment. - Rig crew travel to location. - Rig crew travel to location. - Crew travel - Crew
travel - MU new set of tools. TIH w/ tbg. Set plug @ 5185'. Set PKR @ 5128'. Pressure test
tools to 1000 psi. Good test. Release PKR. SDFN - MU new set of tools. TIH w/ tbg. Set plug @
5185'. Set PKR @ 5128'. Pressure test tools to 1000 psi. Good test. Release PKR. SDFN -
Relaes PKR. Latch onto & release RBP. Could not get tools to go down hole. Work tools for 1.5
hrs. Could not get plug to go down hole. TOOh w. tbg & tools. Get out of hole w/ thg. - Relaes
PKR. Latch onto & release RBP. Could not get tools to go down hole. Work tools for 1.5 hrs.
Could not get plug to go down hole. TOOh w. thg & tools. Get out of hole w/ tbg. - SeT PLUG
@ 5135' SET pkr @ 5070'. Attempt to break down Bl sds @ (5105'-08"). Could not get break.
Release tools. TOOH w/ thg. Set plug @ 5100' & PKR @ 5040'. Break down B.5 sds @ (5073'-
76") @ 4700 psi. - SeT PLUG @ 5135' SET pkr @ 5070'. Attempt to break down Bl sds @
(5105'-08"). Could not get break. Release tools. TOOH w/ tbg. Set plug @ 5100' & PKR @
5040'. Break down B.5 sds @ (5073'-76') @ 4700 psi. - MU & TIH w/ 5 1/2" Weatherford plug
& pkr. Set plug @ 5185', Set PKR @ 5110, Fill csg. RU hot oil trk. Break down zone B2 sds @
(5146'-49'), break @ 3950 psi. Release tools - MU & TIH w/ 5 1/2" Weatherford plug & pkr.
Set plug @ 5185', Set PKR @ 5110’ Fill csg. RU hot oil trk. Break down zone B2 sds @
(5146'-49"), break @ 3950 psi. Release tools - RU Extereme WLT. RIH w/wire line & perforate
B2 snd @ (5146'-49') & B1 snd @ (5105'-08'), B.5 snd @ (5073'-76"), Csds @ (5119'-22"), &
D3 sds @ (4955'-56"). POOH w/ wire line. RD WLT. - RU Extereme WLT. RIH w/wire line &
perforate B2 snd @ (5146'-49') & B1 snd @ (5105'-08"), B.5 snd @ (5073'-76"), Csds @
(5119'-22"), & D3 sds @ (4955'-56'). POOH w/ wire line. RD WLT. - Continue TOOH w/tbg &
LD scraper. - Continue TOOH w/tbg & LD scraper. - Crew travel & pre job safety meeting. -
Crew travel & pre job safety meeting. - Rig Crew Travel. - Rig Crew Travel. - Release pkr &
reverse tbg clean. TIH & circulate sand off plug. Rlease tools & TOOH. Set plug @ 5048' Set
pkr @ 5003'. Shut well in. SDFN - Release pkr & reverse tbg clean. TIH & circulate sand off
plug. Rlease tools & TOOH. Set plug @ 5048' Set pkr @ 5003'. Shut well in. SDFN - RU flow
back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls per
minute. Recover 150 bbls fluid. - RU flow back equipment. Open well to tank w/immediate
flow back to tank @ approx 3 bbls per minute. Recover 150 bbls fluid. - Open well, Break &
Frac B-.5 sds w/ 9597# of 20/40 sand w/ 151 bbls lightning 17 treating fluid. - Open well,
Break & Frac B-.5 sds w/ 95974# of 20/40 sand w/ 151 bbls lightning 17 treating fluid. -
Release pkr & reverse tbg clean. TIH & circulate sand off plug. Rlease tools & TOOH. Set plug
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@ 5090' Set pkr @ 5034' - Release pkr & reverse tbg clean. TIH & circulate sand off plug.
Rlease tools & TOOH. Set plug @ 5090' Set pkr @ 5034' - RU flow back equipment. Open well
to tank w/immediate flow back to tank @ approx 3 bbls per minute. Recover 150 bbls fluid. -
RU flow back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls
per minute. Recover 150 bbls fluid. - Open well, Break & Frac B-1 sds w/ 5285# of 20/40
sand w/ 106 bbls lightning 17 treating fluid. - Open well, Break & Frac B-1 sds w/ 5285# of
20/40 sand w/ 106 bbls lightning 17 treating fluid. - Release pkr & reverse tbg clean. TIH &
circulate sand off plug. Rlease tools & TOOH. Set plug @ 5135' Set pkr @ 5085' - Release pkr
& reverse tbg clean. TIH & circulate sand off plug. Rlease tools & TOOH. Set plug @ 5135' Set
pkr @ 5085' - RU flow back equipment. Open well to tank w/immediate flow back to tank @
approx 3 bbls per minute. Recover 50 bbls fluid. - RU flow back equipment. Open well to tank
w/immediate flow back to tank @ approx 3 bbls per minute. Recover 50 bbls fluid. - Open
well, Break & Frac B-2 sds w/ 15529# of 20/40 sand w/ 237 bbls lightning 17 treating fluid. -
Open well, Break & Frac B-2 sds w/ 15529# of 20/40 sand w/ 237 bbls lightning 17 treating
fluid. - RU BJ frac crew. Have safety meeting & pressure test frac equipment. - RU BJ frac
crew. Have safety meeting & pressure test frac equipment. - Rig crew travel to location. - Rig
crew travel to location. - Crew travel - Crew travel - MU new set of tools. TIH w/ tbg. Set plug
@ 5185'. Set PKR @ 5128'. Pressure test tools to 1000 psi. Good test. Release PKR. SDFN -
MU new set of tools. TIH w/ tbg. Set plug @ 5185'. Set PKR @ 5128'. Pressure test tools to
1000 psi. Good test. Release PKR. SDFN - Relaes PKR. Latch onto & release RBP. Could not
get tools to go down hole. Work tools for 1.5 hrs. Could not get plug to go down hole. TOOh
w. tbg & tools. Get out of hole w/ tbg. - Relaes PKR. Latch onto & release RBP. Could not get
tools to go down hole. Work tools for 1.5 hrs. Could not get plug to go down hole. TOOh w.
tbg & tools. Get out of hole w/ tbg. - SeT PLUG @ 5135' SET pkr @ 5070'. Attempt to break
down B1 sds @ (5105'-08"). Could not get break. Release tools. TOOH w/ tbg. Set plug @
5100' & PKR @ 5040'. Break down B.5 sds @ (5073'-76') @ 4700 psi. - SeT PLUG @ 5135’
SET pkr @ 5070'. Attempt to break down B1 sds @ (5105'-08"). Could not get break. Release
tools. TOOH w/ tbg. Set plug @ 5100' & PKR @ 5040'. Break down B.5 sds @ (5073'-76") @
4700 psi. - MU & TIH w/ 5 1/2" Weatherford plug & pkr. Set plug @ 5185', Set PKR @ 5110',
Fill csg. RU hot oil trk. Break down zone B2 sds @ (5146'-49'), break @ 3950 psi. Release
tools - MU & TIH w/ 5 1/2" Weatherford plug & pkr. Set plug @ 5185', Set PKR @ 5110', Fill
csg. RU hot oil trk. Break down zone B2 sds @ (5146'-49'), break @ 3950 psi. Release tools -
RU Extereme WLT. RIH w/wire line & perforate B2 snd @ (5146'-49') & B1 snd @ (5105'-08"),
B.5 snd @ (5073'-76'), Csds @ (5119'-22'), & D3 sds @ (4955'-56"). POOH w/ wire line. RD
WLT. - RU Extereme WLT. RIH w/wire line & perforate B2 snd @ (5146'-49') & B1 snd @
(5105'-08'), B.5 snd @ (5073'-76"), C sds @ (5119'-22"), & D3 sds @ (4955'-56"). POOH w/
wire line. RD WLT. - Continue TOOH w/tbg & LD scraper. - Continue TOOH w/tbg & LD
scraper. - Crew travel & pre job safety meeting. - Crew travel & pre job safety meeting. - Rig
Crew Travel. - Rig Crew Travel. - Release pkr & reverse tbg clean. TIH & circulate sand off
plug. Rlease tools & TOOH. Set plug @ 5048' Set pkr @ 5003'. Shut well in. SDFN - Release
pkr & reverse tbg clean. TIH & circulate sand off plug. Rlease tools & TOOH. Set plug @ 5048’
Set pkr @ 5003'. Shut well in. SDFN - RU flow back equipment. Open well to tank
w/immediate flow back to tank @ approx 3 bbls per minute. Recover 150 bbls fluid. - RU flow
back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls per
minute. Recover 150 bbls fluid. - Open well, Break & Frac B-.5 sds w/ 9597# of 20/40 sand
w/ 151 bbls lightning 17 treating fluid. - Open well, Break & Frac B-.5 sds w/ 9597# of 20/40
sand w/ 151 bbls lightning 17 treating fluid. - Release pkr & reverse tbg clean. TIH & circulate
sand off plug. Rlease tools & TOOH. Set plug @ 5090' Set pkr @ 5034' - Release pkr & reverse
tbg clean. TIH & circulate sand off plug. Rlease tools & TOOH. Set plug @ 5090' Set pkr @
5034' - RU flow back equipment. Open well to tank w/immediate flow back to tank @ approx 3
bbls per minute. Recover 150 bbls fluid. - RU flow back equipment. Open well to tank
w/immediate flow back to tank @ approx 3 bbls per minute. Recover 150 bbls fluid. - Open
well, Break & Frac B-1 sds w/ 5285# of 20/40 sand w/ 106 bbls lightning 17 treating fluid. -
Open well, Break & Frac B-1 sds w/ 5285# of 20/40 sand w/ 106 bbls lightning 17 treating
fluid. - Release pkr & reverse tbg clean. TIH & circulate sand off plug. Rlease tools & TOOH.
Set plug @ 5135' Set pkr @ 5085' - Release pkr & reverse tbg clean. TIH & circulate sand off
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plug. Rlease tools & TOOH. Set plug @ 5135' Set pkr @ 5085' - RU flow back equipment.
Open well to tank w/immediate flow back to tank @ approx 3 bbls per minute. Recover 50
bbls fluid. - RU flow back equipment. Open well to tank w/immediate flow back to tank @
approx 3 bbls per minute. Recover 50 bbls fluid. - Open well, Break & Frac B-2 sds w/ 15529#
of 20/40 sand w/ 237 bbls lightning 17 treating fluid. - Open well, Break & Frac B-2 sds w/
15529# of 20/40 sand w/ 237 bbls lightning 17 treating fluid. - RU BJ frac crew. Have safety
meeting & pressure test frac equipment. - RU BJ frac crew. Have safety meeting & pressure
test frac equipment. - Rig crew travel to location. - Rig crew travel to location. - Crew travel -
Crew travel - MU new set of tools. TIH w/ tbg. Set plug @ 5185'. Set PKR @ 5128'. Pressure
test tools to 1000 psi. Good test. Release PKR. SDFN - MU new set of tools. TIH w/ tbg. Set
plug @ 5185'. Set PKR @ 5128'. Pressure test tools to 1000 psi. Good test. Release PKR.
SDFN - Relaes PKR. Latch onto & release RBP. Could not get tools to go down hole. Work tools
for 1.5 hrs. Could not get plug to go down hole. TOOh w. tbg & tools. Get out of hole w/ tbg. -
Relaes PKR. Latch onto & release RBP. Could not get tools to go down hole. Work tools for 1.5
hrs. Could not get plug to go down hole. TOOh w. tbg & tools. Get out of hole w/ thg. - SeT
PLUG @ 5135' SET pkr @ 5070'. Attempt to break down Bl sds @ (5105'-08"). Could not get
break. Release tools. TOOH w/ tbg. Set plug @ 5100' & PKR @ 5040'. Break down B.5 sds @
(5073'-76') @ 4700 psi. - SeT PLUG @ 5135' SET pkr @ 5070'. Attempt to break down B1 sds
@ (5105'-08"). Could not get break. Release tools. TOOH w/ tbg. Set plug @ 5100' & PKR @
5040'. Break down B.5 sds @ (5073'-76') @ 4700 psi. - MU & TIH w/ 5 1/2" Weatherford plug
& pkr. Set plug @ 5185', Set PKR @ 5110’ Fill csg. RU hot oil trk. Break down zone B2 sds @
(5146'-49"), break @ 3950 psi. Release tools - MU & TIH w/ 5 1/2" Weatherford plug & pkr.
Set plug @ 5185', Set PKR @ 5110', Fill csg. RU hot oil trk. Break down zone B2 sds @
(5146'-49"), break @ 3950 psi. Release tools - RU Extereme WLT. RIH w/wire line & perforate
B2 snd @ (5146'-49") & B1 snd @ (5105'-08'), B.5 snd @ (5073'-76"), Csds @ (5119'-22"), &
D3 sds @ (4955'-56'). POOH w/ wire line. RD WLT. - RU Extereme WLT. RIH w/wire line &
perforate B2 snd @ (5146'-49') & B1 snd @ (5105'-08'), B.5 snd @ (5073'-76"), C sds @
(5119'-22"), & D3 sds @ (4955'-56'). POOH w/ wire line. RD WLT. - Continue TOOH w/tbg &
LD scraper. - Continue TOOH w/tbg & LD scraper. - Crew travel & pre job safety meeting. -
Crew travel & pre job safety meeting. Finalized

Daily Cost: $0

Cumulative Cost: $30,136

8/17/2012 Day:5 Conversion
WWS #7 on 8/17/2012 - Frac C-Sands & D-3 Sands, TOOH LD N-80 tbg. MU RIH w/
conversion pkr. - TOOH LD 191-jts 2 7/8" N-80 tbg & tools. - RU BJ frac crew. Have safety
meeting & pressure test frac equipment. - Open well, Break & Frac C- sds w/ 11984 +# of 20/40
sand w/ 163 bbls lightning 17 treating fluid. - RU flow back equipment. Open well to tank
w/immediate flow back to tank @ approx 3 bbls per minute. Recover 110 bbls fluid. - Release
pkr & reverse tbg clean. TIH & circulate sand off plug. Rlease tools & TOOH. Set plug @ 4990'
Set pkr @ 5003."' - Open well, Break & Frac D-3 sds w/ 21862# of 20/40 sand w/ 249 bbls
lightning 17 treating fluid. - RU flow back equipment. Open well to tank w/immediate flow
back to tank @ approx 3 bbls per minute. Recover 90 bbls fluid. Pumped total of 1364 bbls in
all stages. Recover 550 total bbils. END WATER 814 BBLS - Release pkr circulate tbg clean.
TIH circulate sand off plug. Release tools - TOOH LD 191-jts 2 7/8" N-80 tbg & tools. - MU &
RIH w/ BHA as follows: 2 3/8" wire line re-entry guide , 1.875 "XN" nipple, 4' x 2 3/8" tbg
sub, 2 3/8' x 2 7/8" x-over, 5 1/2" x 2 7/8' AS1X pkr w/ 1.875 "X" seal nipple, 2 7/8" on/off
tool, 2 7/8" PSN, & 60 jts. 2 7/8" j-55 tbg. SWI. SDFW - Crew Travel. - Crew Travel - RU BJ
frac crew. Have safety meeting & pressure test frac equipment. - Open well, Break & Frac C-
sds w/ 11984 # of 20/40 sand w/ 163 bbls lightning 17 treating fluid. - RU flow back
equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls per minute.
Recover 110 bbls fluid. - Release pkr & reverse tbg clean. TIH & circulate sand off plug. Rlease
tools & TOOH. Set plug @ 4990' Set pkr @ 5003.' - Open well, Break & Frac D-3 sds w/
218624# of 20/40 sand w/ 249 bbls lightning 17 treating fluid. - RU flow back equipment. Open
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well to tank w/immediate flow back to tank @ approx 3 bbls per minute. Recover 90 bbls fluid.
Pumped total of 1364 bbls in all stages. Recover 550 total bbls. END WATER 814 BBLS - Crew
Travel. - MU & RIH w/ BHA as follows: 2 3/8" wire line re-entry guide , 1.875 "XN" nipple, 4' x
2 3/8" tbg sub, 2 3/8' x 2 7/8" x-over, 5 1/2" x 2 7/8"' AS1X pkr w/ 1.875 "X" seal nipple, 2
7/8" on/off tool, 2 7/8" PSN, & 60 jts. 2 7/8" j-55 tbg. SWI. SDFW - TOOH LD 191-jts 2 7/8"
N-80 tbg & tools. - Release pkr circulate tbg clean. TIH circulate sand off plug. Release tools -
RU flow back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls
per minute. Recover 90 bbls fluid. Pumped total of 1364 bbls in all stages. Recover 550 total
bbls. END WATER 814 BBLS - Open well, Break & Frac D-3 sds w/ 21862# of 20/40 sand w/
249 bbls lightning 17 treating fluid. - Release pkr & reverse tbg clean. TIH & circulate sand off
plug. Rlease tools & TOOH. Set plug @ 4990' Set pkr @ 5003.' - RU flow back equipment.
Open well to tank w/immediate flow back to tank @ approx 3 bbls per minute. Recover 110
bbls fluid. - Open well, Break & Frac C- sds w/ 11984 4# of 20/40 sand w/ 163 bbls lightning 17
treating fluid. - RU BJ frac crew. Have safety meeting & pressure test frac equipment. - Crew
Travel - Crew Travel. - MU & RIH w/ BHA as follows: 2 3/8" wire line re-entry guide , 1.875
"XN" nipple, 4' x 2 3/8" tbg sub, 2 3/8' x 2 7/8" x-over, 5 1/2" x 2 7/8" AS1X pkr w/ 1.875 "X"
seal nipple, 2 7/8" on/off tool, 2 7/8" PSN, & 60 jts. 2 7/8" j-55 tbg. SWI. SDFW - Crew Travel
- Release pkr circulate tbg clean. TIH circulate sand off plug. Release tools Finalized

Daily Cost: $0

Cumulative Cost: $144,859

8/20/2012 Day: 6 Conversion

WWS #7 on 8/20/2012 - TIH W/ tbg & PKR. Land & test well. - SITP 400 psi. SICP 250 psi.
Circulate 60 bbls down tbg. Continue TIH w/ 80-jts 2 7/8" j-55 tbg. Drop std valve & pump to
seat w/ 25 bbls. Test tbg to 3000 psi. Good Test. ( 1 hr. to get test ) - RD rig & load out
eguip. RDMO - RU pump mix & pump 60 bbls pkr fluid & circulate down csg. RD work floor, ND
BOP, Set 5 1/2" AS1X pkr @ 4345' w/ 18000# tension. SN @ 4339', XN nipple @ 4354', EOT
@ 4355'. NU B-2 adapter flange & land tbg. RU Hot oil trk & test csg to 1500 psi. Good Test.
( 1.5 hrs. to get test ) - Crew Travel & Safety Meeting - SITP 400 psi. SICP 250 psi. Circulate
60 bbls down tbg. Continue TIH w/ 80-jts 2 7/8" j-55 tbg. Drop std valve & pump to seat w/
25 bbls. Test tbg to 3000 psi. Good Test. ( 1 hr. to get test ) - RIH w/ sand line & retrieve std
valve. POOH w/ sand line. - RU pump mix & pump 60 bbls pkr fluid & circulate down csg. RD
work floor, ND BOP, Set 5 1/2" AS1X pkr @ 4345’ w/ 18000+# tension. SN @ 4339', XN nipple
@ 4354', EOT @ 4355'. NU B-2 adapter flange & land tbg. RU Hot oil trk & test csg to 1500
psi. Good Test. ( 1.5 hrs. to get test ) - RD rig & load out eguip. RDMO - Crew Travel & Safety
Meeting - RIH w/ sand line & retrieve std valve. POOH w/ sand line. - RU pump mix & pump
60 bbls pkr fluid & circulate down csg. RD work floor, ND BOP, Set 5 1/2" AS1X pkr @ 4345’
w/ 18000# tension. SN @ 4339', XN nipple @ 4354', EOT @ 4355'. NU B-2 adapter flange &
land tbg. RU Hot oil trk & test csg to 1500 psi. Good Test. ( 1.5 hrs. to get test ) - RD rig &
load out eguip. RDMO - Crew Travel & Safety Meeting - SITP 400 psi. SICP 250 psi. Circulate
60 bbls down tbg. Continue TIH w/ 80-jts 2 7/8" j-55 tbg. Drop std valve & pump to seat w/
25 bbls. Test tbg to 3000 psi. Good Test. ( 1 hr. to get test ) - RIH w/ sand line & retrieve std
valve. POOH w/ sand line. Finalized

Daily Cost: $0

Cumulative Cost: $164,062

8/22/2012 Day: 7 Conversion

Rigless on 8/22/2012 - Conduct initial MIT - On 08/21/2012 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 08/21/2012
the casing was pressured up to 1120 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 300 psig during the test.
There was a State representative available to witness the test - Chris Jensen. - On

http://www.inewfld.com/denver/SumActRpt.asp?RC=152904&API=4301331589&MinDa... 8/22/2012



Sundry Number: 29146 APl Well Number: 43013315890000
Summary Rig Activity Page 6 of 6

08/21/2012 Chris Jensen with the State of Utah DOGM was contacted concerning the initial
MIT on the above listed well. On 08/21/2012 the casing was pressured up to 1120 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was 300 psig during the test. There was a State representative available to
witness the test - Chris Jensen. - On 08/21/2012 Chris Jensen with the State of Utah DOGM
was contacted concerning the initial MIT on the above listed well. On 08/21/2012 the casing
was pressured up to 1120 psig and charted for 30 minutes with no pressure loss. The well was
not injecting during the test. The tubing pressure was 300 psig during the test. There was a
State representative available to witness the test - Chris Jensen. Finalized

Daily Cost: $0

Cumulative Cost: $245,832

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=152904&API=4301331589&MinDa... 8/22/2012



Sundry Nunber: 31803 APl Well Nunber: 43013315890000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES 5.LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS, AND MINING U-74390 '

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below

current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION | 7-UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)
1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MON FED 33-6-9-16Y
2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315890000
3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE
1850 FSL 1850 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
] acioize L] acter casing [ casine repar
] NOTICE OF INTENT [ chanee To PREVIOUS PLANS ] chance Tusine O] chance weLt nave
Approximate date work will start:
v CHANGE WELL STATUS O COMMINGLE PRODUCING FORMATIONS v CONVERT WELL TYPE
v SUBSEQUENT REPORT
Date of Work Completion: L] oeeren L] rracTure TREAT [J new consTrucTiON
D OPERATOR CHANGE D PLUG AND ABANDON D PLUG BACK
D SPUD REPORT O PRODUCTION START OR RESUME O RECLAMATION OF WELL SITE O RECOMPLETE DIFFERENT FORMATION
Date of Spud:
[ RePERFORATE CURRENT FORMATION (] sipetRACK TO REPAIR WELL [J remporary AsaNDON
D TUBING REPAIR D VENT OR FLARE D WATER DISPOSAL
O DRILLING REPORT 0 0 0
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
D WILDCAT WELL DETERMINATION v’ OTHER OTHER: I Put on Injection I

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
The above reference well was put on injection at 2:45 PM on Accepted by the

11/06/2012. Utah Division of
Qil, Gas and Mining

Date: NOvember 13, 2012

By: N

NAME (PLEASE PRINT) PHONE NUMBER | TITLE

Lucy Chavez-Naupoto 435 646-4874 Water Services Technician
SIGNATURE DATE

N/A 11/7/2012

RECEI VED: Nov. 07, 2012




A W QTR FRESOURCES
ENERGY COMPANY

'BALCRON OIL DIVISION

1601 Lewis Avenue ~
Billings, MT 59102

Office: (406) 259-7860
FAX: (406) 245-1365 []
FAX: (406) 245-1361 &’

December 14, 1995

-~ VIA FEDERAL EXPRESS -~

Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Gentlemen:

RE: Monument Federal #33-6-9~16Y
NW SE Section 6, T9S, R16E

Duchesne County, Utah

Enclosed is our Application for Permit to Drill the referenced well.

As operator, we request that the status be held tight in accordance with Federal
regulations. '

If you have any questions or need additional information, please give me a call at (406)
259-7860, extension 240.

Sincerely,

Qﬁ){aéec@ Q/a[amm(

Bobbie Schuman
" Regulatory and
" Environmental Specialist

/hs.
Enclosure

cc: Utah Division of Oil, Gas and Mining



. ) SUBMIT IN TRIP E* Form approved.

I.'N‘m 3160-3 { f Budget B N
nstructiond on ureas .
ekt UNITED STATES O e Expires August 81, 1085
) . DEPARTMENT OF THE INTERIORSD j!;éﬂgﬂ'g&@r’ 5. LEASE DESIGNATION AND BERIAL NO,
BUREAU OF LAND MANAGEMENT " b K U-74390
6. IF INDIAN, ALLOTTEE OR TRIBE NAM

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK | "n/a ,

la. TYPE OF WOEK — ; - _
. R DRILL Q . DEEPEN D PLUG BACK D . UNIT AGRELMENT mu’
b. TYPL OF WELL . n /a _
gg:nb gvAl:Bx.x. OTHEIR g(l)r:&nn ;ag:ﬂ:,:xp LE E. FARM OR LEASE NAME
Monument Federal

2. NAME OF QPLRATOR

Equitable Resources Energy Company, Balcron 0il Division

3. ADDRESS OF OPERATOR

1601 Lewis Avenue; Billings, MT 59102

8. WELL NO. . .
'#33-6-9-16Y -

10. FIiELD LNDPOOL, OR WILDCAT .
Monument Butte/Green River

4. LoCATION OF WELL (Eeport location cleariy and in accordance with any State Weﬂt@;‘ Yo
At suriace : om Fy i !fé il ii. sEc., T, R, X, OF BLE
NW SE Section 6, T9S, R16E 1850" & L,,laﬁoﬂFéL | Awo'svavix 8a usma
At proposed prod. zone A 203 M ] L5 e . . .
o . G ! T Q_% = ,SQC. 6, T9S, RI16E
13. DISTANCE IN MILES AND DIELCTION FROM NEAERLST TOWN OR POST OrFICE? : AR B 12.7COUNTY OF PARISH | 13. BTATE
From Myton, Utah, approximately 12 miles SH = | —..eerit Duchesne UTAH

10, DIBTANCE FROM PROPUBED® 4 fl;liﬁ‘:;gg.ibr ACRIS ASSIGNED —
LOCATION TO NEAREST -« ' T0 THIS WELL T

PEOPERTY OR LEABE LINE,

3 1 .
16. No. OF ACEES IN
K i y 5”“1: (‘

rT.
(Also to nearest drig. unit line, if any)

Spammset
1S. DISTANCE FROM PROPOSED LOCATION® 19. PROPOSED DLPTH 20. ROTARY OB CABLE TOOLS
T0 NEAREST WELL, DRILLING, COMPLETED,

OR APPLIED FOR, ON THIS LEASE, FT. 6 . 150' Rotary-
21, ELEYATIONS (Show whether DF, RT, GR, etz.) 22. APFROX. DATE WORE WILL S8TART®

GL 5867 March 1, 1996
23. PROPOSED CASING AND CEMENTING PROGRAM

81ZE OF HOLE BIZE OF CABING WEIGHT PIR FOOT BETTING DEPTH QUANTITY OF CEMENT

See attached Drilling Program/Casing Design

Operator proposes to drill this well.in accordance with the attached EXHIBITS. A Tlisting
of EXHIBITS is also attached. As operator, we hereby request that the status of this
well be held tight in accordance with Federal and State regulations.

SELF CERTIFICATION: I hereby certify that I am authorized, by proper lease interest owner, 10 conduct these
operations associated with the application. Bond coverage pursuant to 43 CFR 3104 for lease activities is
being provided by Equitable Resources Energy Company as principal and Safeco Insurance Conmpany of America as
surety under BLM Bond No. MT 0576 (Natiomwide 0il & Gas Bond #5547188) who will be responsible for campliance
with all of the terms and conditions of that portion of the lease associated with this application.

ORIGINAL: Bureau of Land Management (Vernal, UT)
COPY: Utah Division of 0il1, Gas and Mining

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive sone and proposed new productive
zone. 1f proposel is to drill or deepen directlonally, give pertinent data on subsurface locations and ?eamxed and true vertieal de_pthl. Give blowout

preventer program, if any.
24, ;
- ) , Regulatory and )@ i -
BIGNED M% d(lﬂb/?ﬂ/éﬂk, TITLE FnVi r‘onmpnf;ﬂ gppf‘i alist DATE ’ﬂ(/?é/w /;///76
(This space for Federal or State office use) - . : ; E ' :

l/}- 0i3-3(589 »

PERMIT NO.

APPROYED BY
CONDITIONS OF APPROVAL, IF ANY

2/

*See Alnsh-ucﬁonr On Reverse Side

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
JyohaE A e DY PO i 3 1 e crctpmante nr representations as to any matter within its jurisdiction.

S



EXHIBIT “K"

NORTH — 80.00 (G.L.0.)

Q |

T9S, RIGE, S.L.B.&M.

S89°57'E — 77.68 (G.L.0.)

FQUITABLE RESOURCES ENERGY CO.

Lot 4 Lot 3 Lot 2 Lot 1
WELL LOCATION:
Lot 5 FEDERAL #33—-6—9—-16Y
’ ELEV UNG/?T‘IDED GROUND = 5866.8’°
6 =
5 %55099
Lot 6 1850.0°
i (Computed)
S
o2
S J
Lot 7 ® §
NI
|

SQ'04'E — 40.00 (G.L.O.)

S89'56'E — 77.76 (G.L.O.)

= SECTION CORNERS LOCATED
BASIS OF BEARINGS; G.L.O. DATED 1910

BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (MYTON SW)

_ SO004F (G.L.O.) Basis of Bearings
2639.40° — Measured :

WELL LOCATION, FEDERAL #33-6-9-16Y,
LOCATED AS SHOWN IN THE NW 1/4 SE 1/4
OF SECTION 6, T9S, R16E, S.L.B.&M.
DUCHESNE COUNTY, UTAH.

THIS IS TO CERTIFY THAT‘ E ABOVE PLAT WAS

{- ION AND THAT
THE BEST OF

; R
A AND SURVJ:EYOR[;}-

- W 19221H24¢ ‘;;‘

(801) 781-2501 .

SCALE: 1" = 1000’ SURVEYED BY: G.S.
DATE: 10-19-95 WEATHER: COOL
NOTES: FILE #




Fotm 3160-3

-(November 1983) .

(formerly 9--331C)

UNITED STATES

SUBMIT IN TRIP.TE'

(Other instructions on
reverse side)

Form approved.
Budget Bureau No. 1004—0136
Expires August 31, 1985

2.

NAME OF OPLERATOR

Equitable Resources Energy Company, Balcron 0i1 Division

DEPARTMENT OF THE INTERIORH = rlﬂ ; Km’ 5. LEASK DEBIGNATIGN AND BEEIAL NO,
BUREAU OF LAND MANAGEMENT Lﬂf v &ﬂgiﬁ i U-74390
APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK | &7, ™ “emme onsmmix
la. TYPE OF WORK s _
R DR"-L m DEEPEN D PLUG BACK D 1. I;Nrr AGEEEMENT Nn(’
b. TYPE OF WELL . n/a
WELL WELL OTHER ke MOLTIPLE §. TARM OE LTASE NAME

Monument Federal

3.

ADDREISS OF OPLEATOR

1601 Lewis Avenue; Billings, MT 59102

9. WELL NO. :

#33-6-9-16Y -

4,
At surince

NW SE Section 6, T9S

At proposed .prod. zone

s

LOCATION OF WELL (Report location clearly and in accordance with any State

R16E 1850

"' FS

I fgn.@}& W
f

f
!
¥
H

10. FrizLD A!!D'POOL. OR WILDCAT
Monument Butte/Green Riv

1 ~."~§ c., T., R., M., OB BLK. .

?%"g‘: D SURVEY OR AREA

= b : .

Sec. 6, T9S, Rl

¥

er

6F

14. DISTANCE IN MILE8 AND DIRECTION FROM NEAREST TOWN OR POST OFrIcr®

From Myton, Utah, approximately 12 miles SHW

12.

DIBTANCE FEOM PROPUSED®

LOCATION TO NEAREST

PROPIETY OB LEARE LINE,
(Also to nearest drig. un

rT.
it line, if any)

16.

o e Y Ll
o ooy m— 12 COUNTE GB PARIGH | 18, STATE
| 'Duchesne UTAH
i o -
NQO. Of, IN LEASET N0 ~OF ACRES AS8SIGNED @ el
BVOF OIf, cap & o rme weie

18. DISTANCE FROM

rROrOSED LOCATION®

T0 NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE, FT.

19. PROPOSED DEPTH

6,150"

20. ROTARY OR CABLE TOOLS

Rotary:

21,

GL__ 5867

ELEVATIONS (Sbow whether DF, RT, GR, etc.)

22. APPROX. DATE WORE WILL BTART®

March 1, 1996

23.

PROPOSED CASIKG AND CEMENTING PROGRAM

81Z% OF HOLE

BIZX OF CABING

WLIGHT I'ER FOOT

BETTING DEPTH

QUANTITY OF CEMENT

See atta

che

d Drilling Prog

ram/Casing Des

ign

Operator proposes to drill this well.-in
of EXHIBITS is also attached. .
well be held tight in accordance with Federal and State regulations.

As operator

accordance with the attached EXHIBITS. A Tisting

, we hereby request that the status of this

SELF CERTIFICATION: I hereby certify that I am authorized, by proper lease interest owner, 10 conduct these

operations associated wi
being provided by Equitab
surety under BLM Bond No. MT 0576 (Natiomwide 011 & Gas

th the application. Bond coverage pursuant to 43 CFR 3104 for lease activities is
Te Resources Energy Company as principal and Safeco Insurance Company of Arerica as
Bond #5547188) who will be responsible for campliance

with all of the terms and conditions of that portion of the lease associated with this application.

ORIGINAL:
COPY:

IN ABOVE BPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug
zone. If proposal is to drill or deepen directionally, give pertinent data on su

preventer program,

Bureau of Land Management (Vernal, UT)

if any.

Utah Division of 0i1, Gas and Mining

back, give data on present productive sone and proposed new productive
bsurface locations and x‘nenmred and true vertical dgpthl. Give blowout

24,

TITLE

Regulatory and
Environmental Specialist

BIGNED _MM Q/C l(/@/ Y AN

- Mepntdor st 15~

(This space for

Federal or State office use)

L3-0/3 -3/,

P2

PERXNIT NO. f

APPROVED

CONDITIONS OF APPROVAL, 1F A

Title 18 u.Ss.C. Segt_ion 1001‘, ma

TITLE,

APPROVAL DATE

*See .lnshudionr On Reverse Side

kes it a crime for any person knowing

L Pomtiad ot h bt b PO e e PP Gy

ty and willfully to make to any department or agency of the
tations as to anv matter within its jurisdiction.



g

EXHIBIT "K"

195, Ri6E, S5.L.B.&M. FQUITABLE RESOURCES ENERGY CO
S89°57'E — 77.68 (G.L.O.) :
@ - WELL LOCATION, FEDERAL #33—-6—9-16Y,
LOCATED AS SHOWN IN THE NW 1/4 SE 1/4
‘g’, OF SECTION 6, T9S, R16E, S.L.B.&M.
'g DUCHESNE COUNTY, UTAH.
Lot 4 Lot 3 Lot 2 Lot 1 } o
w P
° 3
tg =
1
.
WELL LOCATION: § ? e
~ Lot 5 FEDERAL #33-6—-9—-16Y ¥§
o v
4 : ELEV. UNGRADED GROUND = 5866.8° 3 N
3 2J00.9 g
e | l S
8
S 6 —4
| ' - W - ,
t20 -
55 £
e s 68" 50.9
5 Lot 6 20 ~
2 1850.0° S
i (Computed) o L '
= THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS
) PREPARED FROM FIEL@SNOTES DR
S MADE BY ME OR JSOF ispp RUSION AND THAT
N < THE SAME ARE J Ra THE BEST OF
S8 | MY KNOWLEDGE FUEF. ‘
3|3 5 ‘ ‘Y
ot 7 S 5 Tk of SV ﬂ
~18 2 AND SURVEYOR ¢/
’ R, //"»’(
— TRI STATE LAND, " &*CONSULTING
S89'56'E — 77.76 (G.L.0.) 38 WEST.100 NORM UTAH 84078
~(801) 781—2501
BASIS OF BEARINGS; G.L.O. DATED 1910 DATE: 101995 CEATHER: OO
BASIS OF ELEV; U.S.G.S. 7—1/2 min QUAD (MYTON SW)
: NOTES: FILE #




11/30/95
/rs

A

B -

® ®
EXHIBITS

PROPOSED DRILLING PROGRAM

PROPOSED SURFACE USEAPROGRAM

GEOLOGIC PROGNOSIS

DRILLING PROGRAM/CASING DESIGN/WELLBORE DIAGRAM
HAZMAT DECLARATION

EXISTING & PLANNED ACCESS ROADS (MAPS A & B)
WELLSITE LAYOUT

BOPE SCHEMATIC

EXISTING ROADS (MAP C)

PROPOSED PRODUCTION FACILITY DIAGRAM

SURVEY PLAT

LAYOUT/CUT & FILL DIAGRAM



CONFIDENTIAL

AS OPERATOR, WE HEREBY REQUEST THAT THE STATUS OF THIS
WELL BE HELD TIGHT FOR THE MAXIMUM PERIOD ALLOWED BY
FEDERAL AND STATE REGULATIONS.

Equitable Resources Energy Company,
Balcron 0il Division
1601 Lewis Avenue
Billings, MT 59102
(406) 259-7860



EXHIBIT "A"
Proposed Drilling Program
Page 1

PROP D DRILLI PROGRAM

EQUITABLE RESOURCES ENERGY COMPANY
Balcron Oil Division
Monument Federal #33-6-9-16Y
NW SE Section 6, T9S, R16E
Duchesne County, Utah

In accordance with requirements outlined in 43 CFR 3162-3.1 (d):

1.

ESTIMATED IMPORTANT GEQLOGICAIL MARKERS :

See Geologic Prognogis (EXHIBIT "C")

D PATED OTIL ER:

See Geologic Prognosis (EXHIBIT "C")

OPERATOR'S MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

a.

d.

EXHIBIT "H" is a schematic of the BOP equipment and choke
manifold. A 2M system will be used. The BOPE will be
installed after setting 8-5/8" casing at 260'. The blind rams
and pipe rams will be tested to 1500 psi. Pipe rams will be
operationally checked each 24-hour period and blind rams each
time pipe is pulled out of the hole.

The BOPE will be tested to 1500 psi when initially installed,
whenever any seal subject to test pressure is broken, and
following related repairs. The pipe and blind rams will be
activated at least weekly and on every trip the pipe and blind
rams will be activated.

An  accumulator of sufficient capacity to open the
hydraulically-controlled choke valve lines (if so equipped),
close all rams, and retain a wminimum of 200 psi above
precharge on the closing manifold without the use of the
closing unit pumps will be installed during the drilling of
this well. ‘

An upper kelly cock will be used during the dfilling of this
well.



EXHIBIT "A" _
Proposed Drilling Program
Page 2

e. Visual mud monitoring equipment will be used to detect volume
changes indicating loss or gain in circulating fluid volume.

f. Sufficient quantities of mud materials will be maintained or
readily accessible for the purpose of assuring well control.

PROPOSED CASING AND CEMENTING PROGRAM:

a. Surface casing will be set in the Uinta formation to
approximately 260' and cemented to surface.

b. All potentially productive hydrocarbon zones will be isolated.

¢. Casing designs are based on factors of burst: 1.00, collapse:
1.125, and joint strength: 1.8.

d. All casing strings will be pressure tested to 0.22 psi/ft. of
casing string length or 1500 psi whichever is greater (not to
exceed 70% of yield).

E. For details of casing, cement program, drilling fluid program,
and proposed mud program, see the following attachment:

Drilling Program/Casing Design (EXHIBIT "D")
B ES, FLUID ASSE XPECTED :

a. Expected bottom hole temperature is 125 degrees F. Expected
bottom hole pressure is 1500 psi.

b. No abnormal pressures or temperatures have been noted or
reported in wells drilled to the Green River formation in this
area.

c. No dangerous levels of hydrogen sulfide, hazardous fluids, or

a.

gasses have been found, reported, or known to exist at the
depth to be drilled in this well, in this area.

The drilling operations for this well will begih as soon after
APD approval as possible.



EXHIBIT "A"
Proposed Drilling Program
Page 3

b. These drilling operations should be completed within 12 days

after spudding the well depending on weather and hole
conditions.

c. If the well is productive, a sundry notice and plat showing
exact installed facilities will be submitted.

d. If this well is non-productive, a sundry notice will be filed
with the BLM District Office within 30 days following
completion of the well for abandonment.

QTHER

a. Operator requests a variance to regulations requiring a
straight run blooie line.

b. Operator requests a variance to regulations requiring an
automatic ignitor or continuous pilot light on the blooie
line.



EXHIBIT "B"
Surface Use Program
Page 1

R E E PR

EQUITABLE RESOURCES ENERGY COMPANY
Balcron 0Oil Division
Monument Federal #33-6-9-16Y
NW SE Section 6, T9S, R16E
Duchesne County, Utah

In accordance with requirements outlined in 43 CFR 3162.3-1 (d):

1.

EXISTING ROADS:

a. Proceed west from Myton, UT on Highway 40 for 1.6 miles to
the intersection of Highway 40 and the Sand Wash Road. Turn
left and proceed along the Sand Wash road 1.7 miles to the
intersection of Nine Mile Canyon Road. Stay right and
continue 8.0 miles to a road intersection. Turn right and
proceed 0.4 miles to proposed access road sign. Follow
flags 500’ to location. '

b. Existing roadway (2-track trail) will need to be upgraded for

these drilling operations.

c. All existing roads used by these drilling operations will be
maintained in the same or better condition as were existing
prior to entry.

d. See EXHIBIT "F" Maps A and B for access route.

PLANNED ACCESS ROADS: See EXHIBIT "F" Maps A & B

a. Approximately 500’ of new access is required.

b.. No gates, cattleguards, or fence cuts and/or modifications to

"~ existing facilities will be required.

c.. All travel will be confined to location and access routes.

d. Width: Maximum 30' overall right-of-way with an 18' running
surface.

e. Maximum grade: < 8%



EXHIBIT "B"

Surface Use Program
Page 2

Turnouts: None
Drainage design: Low water crossing if necessary.
No culverts or bridges are necessary.

Surface materials: Any surface materials which are required

will be native materials from the location and/or access site.

All access roads and surface disturbing activities will
conform to the standards outlined in the Bureau of Land
Management and Forest Service publication: ratin

r ' n Exploration and Dew nt, (1989).

The road shall be constructed/upgraded to meet the standards
of the anticipated traffic flow and all-weather road

" requirements. Thies shall include ditching, draining,

graveling, crowning, and capping the roadbed as necessary to
provide a well-constructed safe road. If necessary prior to
upgrading, the road shall be cleared of any -snow cover and
allowed to dry completely. Road drainage crossings will be of
the typical dry creek draining crossing type. Crossings, if
necessary, will be designed so they will not cause siltation
or accumulation of debris in the drainage crossing nor shall
the drainages be blocked by the roadbed. Erosion of drainage
ditches by runoff water shall be prevented by diverting water
off at frequent intervals by means of cutouts. Upgrading will
not be done during muddy conditions. Should mud holes
develop, they will be filled in and detours around them will
be avoided.

If a right-of-way is needed for access, please consider this
Application for Permit to Drill as the application for right-
of-way.

F E WELLS:

See EXHIBIT "I" Map C.

a.

D FACT RAM

Upon completion, a sundry notice and plat showing exact
production facilities will be submitted.



C.

EXHIBIT "B"
Surface Use Program
Page 3

All above-ground facilities will be painted earthtone color
Desert Brown #10Y/R in accordance with the Munsell Soil Color
chart within six months of the well completion unless prior
written approval to proceed with another alternative has been
granted via Sundry Notice.

See EXHIBIT "J" for the Proposed Production Facility layout.

LOCATION AND TYPE OF WATER SUPPLY:

a.

The drilling water source will be obtained from a private
source owned by Joe Shields, Application #57708, Appropriation

#47-1674, located in Section 15, T4S, R2W, Duchesne County UT.

The drilling water will be hauled by truck to the location
site.

T ROAD ATION MATERIALS:

Any construction materials which are required will be native
materials from the location and/or access site.

All construction materials for this location site and access
road shall be borrowed material accumulated during the
construction of the site and road. No additional construction
material from other sources is anticipated at this time. IEf
additional construction material is needed, it will be from an
approved source.

Reasonable precautions will be taken to protect all lands.
E DLIN ASTE MATERIALS AN ISPOSAL:

Garbage will be stored in a dumpster and disposed of according
to local and state regulations, at an approved facility. '
Disposal will not be allowed on location. No trash will be
disposed of in the reserve pit.

Fluide produced during the completion operation will be
collected in test tanks. Any spills of oil, gas, salt water
or other noxious fluids will be cleaned up and hauled to an
approved disposal site. Burning will not be allowed.



EXHIBIT "B"
Surface Use Program
Page 4

. . The reserve pit will be lined. If a plastic nylon reinforced

liner is wused, it will be torn and perforated before
backfilling of the reserve pit.

Saltwater or testing tanks will be located and/or dikéd so
that any spilled fluids will flow into the reserve pit.
Saltwater tanks will not be placed on topsoil stockpiles.

Any produced water will be contained on site for a period not
to exceed 90 days.

Sewage will be disposed of according to county and state
requirements. Sealed chemical portable toilets will be on
location during these drilling operations. Waste and
chemicals will not be disposed of on location.

Cuttings will be deposited in the reserve pit.

ITIE

None anticipated.

LOCATION SITE LAYOUT:

a.

The proposed location site and elevation plat is shown on
EXHIBIT "K".

The drill pad layout, showing elevations, orientation, and
access to the pad is shown on EXHIBIT "L".

The drilling rig facilities layout is shown on EXHIBIT "G". No
permanent living facilities are planned. There will be two or
three trailers on location during drilling operations.

The reserve pit and the blooie pit will be constructed as a
combination pit capable of holding 12,000 bbls of fluid. - The
size of the pit will be approximately equivalent to four times
the TD hole volume. The blooie pit might be used for testing,
but only after the drilling is completed and the drilling
equipment and personnel are off the location.

The reserve pit will be located on the North side of the
location.



EXHIBIT “B" .
Surface Use Program
Page b

f. If needed, flare pit will be located downwind of the
prevailing wind directions a minimum of 100' from the wellhead
and 30' from the reserve pit fence.

g. Stockpiled topsoil (first 6 inches) will be stored on the
East side at corners 6 and 7.

h. Access to the wellpad will be from the East between cérners 7
and 8.

i. All pits will be fenced according to the following minimum
standards:

a. 39-inch net wire will be used with at least one strand of
barbed wire on top of the net wire unless pipe or some
type of reinforcement rod is attached to the top of the
entire fence.

b. The net wire shall be no more than 2 inches above the

ground. If barbed wire it shall be 3 inches above the
net wire. Total height of fence will be at least 42
inches.

c. Corner posts will be cemented and/or braced in such a

manner to keep the fence tight at all times. Standard
steel, wood, or pipe .posts will be used between the
cornerbraces. Maximum distance between any two posts

will be no greater than 16'.

d. All wire will be stretched before it is attached to the
corner posts.

The reserve pit will be fenced on three gides during drilling
operations and on the fourth side when the rig moves off
locations. Pits will be fenced and maintained until clean-up.

10. F ATT IT

The BLM will be contacted prior to commencement of any reclamation
operations.
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12.

EXHIBIT "B"
Surface Use Program
Page 6

Producing location:

a.

Immediately upon well completion, the location and surrounding
areas will be cleared of all unused tubing, equipment, debris,
materials, trash, and junk not required for production.

Immediately upon well completion, any hydrocarbons in the 'pit
will be removed in accordance with 43 CFR 3162.7-1.

A plastic nylon reinforced liner will be used, and it will be
torn and perforated before backfilling of the reserve pit.

The reserve pit and that portion of the location not needed
for production facilities or operations will be recontoured to
the approximate natural contours. The reserve pit will be
reclaimed within 120 days from the date of well completion.
Before any dirt work takes place, the reserve pit will have
all fluids and hydrocarbons removed.

Dry hole/abandoned location:

At such time as the well is plugged and abandoned, operator will
submit a subsequent report of abandonment and BLM will attach the
appropriate surface rehabilitation conditions of approval.

a.

E E IP:

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

E T

An Archeology Survey has been ordered and will be provided as
soon as it is completed.

If unexpected <cultural resources are observed during
construction or reclamation operations, Equitable Resources
Energy Company's Balcron Oil Division will suspend operations
in the vicinity of the discovery and immediately report the
finding to the BLM District Office.

Operator will have on site a copy of the Surface Use Program
and a copy of the supplemental conditions.
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14.

EXHIBIT "B"
Surface Use Program
Page 7

d. Drilling operations will be conducted in accordance with the
Bureau of Land Management conditions of approval when
received.

e. If a silt catchment dam is necessary, it will be flagged by
the BIM and have the location noted in the Conditions of
Approval. ’

P R' ENTATIVES:

Equitable Resources Energy Company, Balcron Oil Division
1601 Lewis Avenue

Billings, Montana 59102

(8:00 a.m. to 5:00 p.m.)

(406) 259-7860

FAX: (406) 245-1361

Dave McCoskery, Operations Manager  Home: (406) 248-3864
Mobile: (406) 698-3732

Dale Griffin, Operations Supervisor Mobile: (801) 828-7291
Home: (801)- 781-1018

CERTIFICATION:

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drillsite and access route; that I am
familiar with the conditions which presently exist; that any
statements made in this plan are, to the best of my knowledge,
true and correct; and that the work associated with the operations
proposed herein will be performed by Equitable Resources Energy
Company's Balcron 0il Division and its contractors and
subcontractors in conformity with this plan and the terms and
conditions under which it is approved. This statement is subject
to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

y i
s M%& z;ﬁ%a;mam«

Lhoornibon 14,1995

Date Bobbie Schuman
Regulatory and Environmental
Specialist
Equitable Resources Energy

Company, Balcron Oil Division



Prepared By: DAVE BICKERSTAFF

e
Ba’ron Oil Well Prognosi’ EXHIBIT 7
Well Name MONUMENT FEDERAL #33-6-9-16Y Exploratory Control Well __ FED. 32-6G
Location NW/SE SECTION 6-T9S-R16E  (1850' FSL, Development X " Operator PG & E
County DUCHESNE 1850' FEL) . Field MON. BUTTE KB 5898
~ State UTAH Section NW/SE 6 Section SW/NE 6
Total Depth 6150 _ Township 9 Township 95
GL (Ung) __ 5867 EST.KB___ 596 Range 16E Range 16E
Formation Tops Prognosis Sample Top Control Well High/Low
Formation pth Datum Depth Datum Datum Prog Cntl Deviation
UINTA
GREEN RIVER
HORSE BENCH SS
2ND GARDEN GULCH
Y-2 (PAY)
Y-3 (PAY)
Y-5 (PAY)
YELLOW MARKER
DOUGLAS CREEK
R-5 (PAY)
2ND DOUGLAS CREEK
GREEN MARKER
G-3 (PAY)
G-6 (PAY)
CARBONATE MARKER
B-1 (PAY)
B-4 (PAY)
1D
Samples DST,s Wellsite Geologist
50"FROM 1750' TO 4150’ DST #1 Name:
20’ FROM 4150' TO TD DST #2 From: to:
5 THROUGH EXPECTED PAY DST #3 Address:
5' THROUGH DRILLING BREAKS DST #4
Phone # wk.
Logs , Cores hm.
DLL FROM SURF CSNG TO TD Core #1 Fax #
LDT/CNL FROM 3900' TO TD Core #2
Core #3 Mud Logger/Hot Wire
Core #4 Company:
Required: (Yes/No) YES
Type: 2MAN
Comments: Logger:
' Phone #
Fax#
Report To:  1st Name: DAVE BICKERSTAFF Phone # (406)259-7860 wk. (406)245-2261 hm.
2nd Name: KEVEN REINSCHMIDT Phone # (406)259-7860 wk. (406)248-7026 hm.
11/15/95 Phone # wk. hm,



EXHIBIT "D"
Page 1 of 2
EQUITABLE RESOURCES
ENERGY COMPANY
BALCRON OIL DIVISION
DRILLING PROGRAM
WELL NAME: Monument Federal #33-6-9-16Y DATE: 12-11-95
PROSPECT/FIELD: Monument Butte
LOCATION: NW/SE Section 16 Twn.9S Rge.l6E
COUNTY: Duchesne
STATE: Utah
TOTAL DEPTH: 6150
HOLE SIZE INTERVAL
12 1/4" Surface to 260
7 7/8" 260’ to 6150’
CASING INTERVAL CASING
STRING TYPE FROM TO SIZE WEIGHT GRADE
Surface Casing o’ 2607 8 5/8” 24 _ Jb55
Production Casing 0’ 6150 5 1/2" 15.50 K55

CEMENT PROGRAM

Surface Casing 150 sacks class”G” with 2% CaCl and 1/4
1lb/sack Flocele.
(Cement will be circulated to surface.)

Production Casing 250 sacks Thrifty Lite and 400 sacks 50-50
Poz.
(Actual cement volumes will be calculated from
caliper log with cement top at 2000')

PRELIMINARY DRILLING FLUID PROGRAM

PLAS. YIELD
TYPE FROM TO WEIGHT VIS POINT
Air and Air Mist 0 2607 N.A. N.A. N.A.
Air/Air Mist/KCl wtr 260’ T.D. 8.7-8.9 N.Aﬂ N.A.

COMMENTS
1.) No cores or tests are planned for this well.




BALCRON OIL CO.

EXHIBIT "D"
Page 2 of 2

Operator: BALCRON OIL

| Well Name: Federal 33-6-9-16Y

Project ID:

| Location: Duchesne/Utah

Design Parameters:

Degign Factors:

Mud weight  { 9.00 ppg) : 0.468 psi/ft Collapse : 1.125
Shut in surface pressure 2260 psi Burst : 1.00
Internal gradient (burst) : 0.100 psi/ft 8 Round : 1.80 (J)
Annular gradient (burst) : 0.000 psi/ft Buttress : 1,60 (ﬁ)
Tensile load is determined using air weight Body Yield : 1.50 (B)
Service rating is "Sweet" Overpull 0 lbs.
Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (1lb/ft) (feet) (in.)
1 6,150 5-1/2v 15.50 K-55 ST&C 6,150 4.825
Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.
(psi) (psi) (pei) (psi) (kips) (kips)
1 2875 4040 1.405 2875 4810 1.67 95.33 222 2.33 0

Prepared by
Date :
Remarks :

Minimum segment length for the

McCoskery, Billings, MT
11-30-1995

6,150 foot well is 1,500 feet.

The mud gradient and bottom hole pressures (for burst) are 0.468 psi/ft and

2,875 psi, respectively.

NOTE:

line, Lone Star Steel

The design factors used in this casing string design are as shown above.

As a general guide-
recommends using minimum design factors of 1.125 - Collapse (with

evacuated casing), 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body

Yield.

Kemler curve.

Collapse strength under axial tension was calculated based on the Westcott, Dunlop and
Engineering responsibility for use of this design will be that of the purchaser.

Cogtg for this design are based on a 1990 pricing model. (Version 1.0G)




EXHIBIT E

"A. Hazardous chemicals 10,000 pounds of which will most likely be
rused, ' produced, stored, transported, or disposed of in

- association with the proposed action of drilling, completing

ﬂand-producing this well:

'We anticipate that none of the hazardous chemlcais in
' quantities of 10,000 pounds or more will be associated
with these operatlons.

i

B. "Extremely hazardous substances threshold gquantities (per

| Howard Cleavinder 11/30/93) of which will be used, produced,

. 8tored, transported, or disposed of in association with the
“proposed action of drilling, completing and producing this
well:

We antlclpate that none of the extremely hazardous
substances in threshold quantities per 40 CFR 355 will be
assocxated with these operations.

12/1/93
Revised 12/7/93
/rs
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ENGINE

EQUITABLE RESOURCES

. " EXHIBIT-"J"
; PROPOSED PRODUCTION FACILITY DIAGRAM -
"
*"~ VALVE DESCRIPTION DIKE
i | DURING | DURING r )
‘"] *PROD. | SALES
VALVE #1| CLOSED | OPEN 3 §
VALVE #2] 17OPEN - | CLOSED ; 3
VALVE #3| CLOSED | OPEN ' E
VALVE #4| # OPEN :' | CLOSED :
VALVE #5| CLOSED | CLOSED | g
VALVE #6]| CLOSED | CLOSED : , o
VALVE #7] CLOSED | OPEN o 100 i
5; :g gas line. x Bbl . ':
g WATER g
load line 3 .:
| s 400 i
B £ Bbl #0 §
B TANK g
. ol
3 % Reserve
g Pit
WELL HEAD ( ?
| E DIAGRAM NOT TO SCALE
§ 19 -
&
, % e
R~

@

ENERGY COMPANY

BALCRON OIL DIVISION
1601 Lewis Avenue

Billings, MT 591062
(406)559-7860



FQUITABLE RESOURCES ENERGY (0

FEDERAL #33-6—-9-16Y
SECTION 6, T9S, RI6E, S.LB.&M

qﬁu¢(> : C>Q/%0
STA. 0+00
A T '
__ STA. 0438 .,3 EENEENRN
L pesERvE AIT
] 100" X 75°
] &’ DEEP
: . c/0.5 -
/37 100 /. 50° TTTITT
v STA. 1450 N
Toe of F s )
H?//e.sf;ope . N C/.j.g
; . WASTE
b wELL HEAD: MATERIAL
1.1 unerepED = 5866.8°
| AN GRADE = 5866.3
.'. STA. 2+75
- k20 - c/os

TOPSOIL
... . STOCKPILE

——— Proposed Access
Rogd

[EREE _
”-41%(4 ¢/7.5

SCALE: 17 = 50°

Too of
T Cut Slope

REFERENCE POINTS

150" SOUTHEAST = 5861.8’
200" SOUTHEAST = 5861.7'
200" SOUTHWEST = 5871.3
250" SOUTHWEST = 5873.0°

APPROXIMATE - YARDAGES
CUT = 3,110 Cu. Yds.

FILL = 2,190 Cu. Yds.

PIT = 1,940 Cu. Yds.

6" TOPSOIL = 900 Cu. Yds.

" = 20"

1" = 20

1" = 20

t" = 20

—_——— T
—_———— =;
T
"= 50 STA. 0+00
17 = 50° STA. 0+58
EXISTING
GRADE \ e — ].'”
e e
ik A Sr=y=4
WELL HOLE/ \FINS%:'D GRADE
=50 STA. 1+50

STA. 2+75

SURVEYED BY: 6.5

DRAWN BY: JR.S

777 State

DATE: 10-16-95

Land Surveying. Jnc

ScaLs: 1T = 507

\ (B0:) 781-250:

38 WEST 100 NORTH VERNAL, UTAH B407E
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. WORKSHEET ‘

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 12/18/95 [ API NO. ASSIGNED: 43-013-31589

WELL NAME: MONUMENT FEDERAL 33-6-9-16Y
OPERATOR: EQUITABLE RESOURCES (N9890)

PROPOSED LOCATION: INSPECT LOCATION BY: / /
NWSE 06 - T09S - R16E
SURFACE: 1850-FSL-1850-FEL TECH REVIEW|Initials Date
BOTTOM: 1850-FSL-1850-FEL
DUCHESNE COUNTY Engineering
MONUMENT BUTTE FIELD (105)
Geology
LEASE TYPE: FED
LEASE NUMBER: U - 74390 Surface
PROPOSED PRODUCING FORMATION: GRRV
RECEIVED AND/OR REVIEWED: LOCATION AND SITING:
_Y Pplat ____ R649-2-3, Unit:
¥ Bond: Federal[yy State[] Fee[]
(Number 5647t 8% ) v’ R649-3-2. General.
_N_Potash (Y/N) .
__N 0il shale (Y/N) ____ R649-3-3. Exception.
_ ¢ Water permit
(Number Y7- 167¢ ) ____ Drilling Unit.
__l_ RDCC Review (Y/N) Board Cause ho:
(Date: ) Date:
COMMENTS:

STIPULATIONS:




STATE OF UTAH, DIV OF OIL, GAS & MINERALS

Operator: EQUITABLE RESOURCES | Well Name: MON FED 33-6-9-16Y
Project ID: 43-013-31589 | Location: SEC. 6 - T9S - R16E
Design Parameters: Design Factors:

Mud weight ¢ 8.90 ppg) : 0.462 psi/ft Collapse : 1.125

shut in surface pressure : 2422 psi Burst : 1.00

Internal gradient (burst) : 0.068 psi/ft 8 Round : 1.80 ()

Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (D)

Tensile load is determined using air weight Other : 1.50 (O

Service rating is "“Sweet! Body Yield : 1.50 (B)

Length Size Weight Grade Joint Depth Drift Cost

(feet) (in.) (1lb/ft) (feet) (in.)
1 6,150 5.500 15.50 K-55 ST&C 6,150 4,825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.
(psi) (psi) (psi)  (psi) (kips) (kips)

1 2843 4040 1.421 2843 4810 1.69 95.33 222 2.33 J

Prepared by
Date
Remarks

Minimum segment

MATTHEWS, Salt Lake City, Utah
04-15-1996

length for the 6,150 foot well is 1,500 feet.

SICP is based on the ideal gas law, a gas gravity of 0.75, and a mean gas
temperature of 117°F (Surface 74°F , BHT 160°F & temp. gradient 1.400°/100 ft.)

string type: Production
The mud gradient and bottom hole pressures (for burst) are 0.462 psi/ft and

2,843 psi, respectively.

NOTE: The design factors used in this casing string design are as shown above. As a general
guideline, Lone Star Steel recommends using minimum design factors of 1.125 - collapse (with
evacuated casing), 1.0 - (uniaxial) burst, 1.8 - API 8rd tension, 1.6 - buttress tension,
1.5 - body yield tension, and 1.6 - EUE 8rd tension. Collapse strength under axial tension
was calculated based on the Westcott, Dunlop and Kemler curve. Engineering responsibility
for use of this design will be that of the purchaser.

Costs for this design are based on a 1987 pricing modet. (Version 1.07)




EQUI’ABLE RESOURC%S

DEVELOPMENT DRILLING
MONUMENT BUTTE AREA
SEC. 6, T9S, R16E
DUCHESNE COUNTY
MONUMENT BUTTE
’ T8S R
T9S orrv SRV ST o
wi] w
2| 2  CASTLEPEAK
x| x
STATE SPACING PREPARED:

UAC R649-3-2

DATE: 12/18/95



Q ITABLE - RESOURCES CO.
FEDERAL #33”6 9-16Y

Section 6, TQS R16E, SLB&M

Du chesne Countv. Utah

PALEONTOLOGY REPORT

WELLPAD LOCATION. AND ACCESS ROAD

Y

ALDEN H. HAMBLIN
PALEONTOLOGIST
235 ‘EAST MAIN

VERNAL,. UTAH 84078

Decem_ber‘ 9 ,-_ 1995




»

RESULTS OF -PALEONTOLOGY SURVEY AT EQUITABLE RESOURCES CO. FEDERAL #33 6-9-16Y,
Sectlon 6, T9S, R16E, S. L B.&M, Duchesne Co ) Utah.

Descrlptlon of Geology and Topography- e

This well: location is 9 miles south and 5 miles west of Myton Utah on a bench
west of Wells Draw. Most of the surface is -composed of angular rocks
fragments and sand. Lower Uinta Formation’is exposed north of. the. wellpad on
a hlll Wellpad appears to have a. thln layer of slope wash. - - .

All rock outcrops in the area are of. the Upper Eocene Uinta Formatlon, known.
for its fossil vertebrate fauna of mammals, turtles, crocodilians, and .
occasional fish remains and plant 1mpress1ons

Paleontological material found -

© emaerr e we e

No fossils were found on this location or proposed access road.

Recommendations-

No recommendations are being made for,paiedntology at this location.

Flle SV, T e . Date M 9 1995

Paleontologist
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FQUITABLE RESOURCES
¥ ENERGY COMPANY

BALCRON OIL DIVISION

1601 Lewis Avenue
Billings, MT 59102

- January 30, 1996

Bureau of Land Management
170 South 500 East
Vernal, UT 84078-2799

Gentlemen:

FEB - 5 195

Office: (406) 259-7860
FAX: {406) 245-1365
FAX: (406) 245-1361

Enclosed are the Archeological Reports for the following Monument Federal wells:
#34-3-9-17Y, #31-9-10-17Y, #32-10-9-17Y, #11-11-9-17Y, #14-21-9-18Y, #43-
19-9-18Y, #32-20-9-18Y, #33-22-8-17Y, #33-17-9-17B, #23-17-9-17B, #44-31-

8-18Y, #33-6-9-16Y, and #41-35-9-18Y.

Sincer: ely, "

/%?,&/L ['LLC Qé/@ ﬂ.Lu;UU“’

Bobbie Schuman
Regulatory and
Environmental Specialist

/hs

cc: Utah Division of Oil, Gas and Mining

R L P N



CULTURAL RESOURCE EVALUATION - 906
OF THIRTEEN PROPOSED WELL LOCATIONS & ACCESS ROUTES
IN THE CASTLE PEAK DRAW LOCALITY OF

DUCHESNE & UINTAH COUNTIES, UTAH

Report Prepared for Balcron Oil Division
(Monument Federal Units 34-3-9-17Y, 31-9-10-17Y, 32-10-9-
17Y, 11-11-9-17Y, 14-21-9-18Y, 43-19-9-18Y, 32-20-9-18Y, 33-
22-8-17Y, 33-17-9-17B, 23-17-9-17B, 44-31-8-18Y, 33-6-9-16Y,

and 41-35-9-18Y)

Dept. of Interior Permit No.: UT-95-54937
AERC Project 1512 (BLCR-95-8B)
Utah State Project No.: UT-95-AF-773b

Principal Investigator
F. Richard Hauck, Ph.D.

Author of the Report
F. Richard Hauck

.
R

ARCHEOLOGICAL-ENVIRONMENTAL RESEARCH
CORPORATION (AERC)

181 North 200 West, Suite 5
Bountiful, Utah 84010

January 23, 1996



ABSTRACT

An intensive cultural resource evaluation has been conducted for Balcron Qil Division of
thirteen proposed well locations (Monument Federal Units 34-3-9-17Y, 31-9-10-17Y, 32-10-9-
17Y, 11-11-9-17Y, 14-21-9-18Y, 43-19-9-18Y, 32-20-9-18Y, 33-22-8-17Y, 33-17-9-17B, 23-
17-9-17B, 44-31-8-18Y, 33-6-9-16Y, and 41-35-9-18Y) and their 3.1 miles of associated access
routes situated on public lands administered by the Bureau of Land Management, Vernal District.
This project area is located in the Castle Peak Draw, Pariette Bench, Wells Draw, Pleasant
Valley, Eightmile Flat, and Desert Spring Wash localities of Uintah & Duchesne Counties, Utah.
This evaluation involved a total of 167.53 acres, of which 130 acres were associated with the
well pads and an additional 37.53 acres were associated with the various access routes. These
evaluations were conducted by Richard Beaty and Michael Hauck of AERC between November
28 and December 8, 1995.

No previously recorded significant or National Register eligible cultural resources will
be adversely affected by the proposed developments.

No newly identified prehistoric cultural resource activity loci were discovered and
recorded during the examinations.

No isolated diagnostic artifacts were noted during the investigations.
No paleontological loci of significance were identified during the surface examinations.

AERC recommends project clearance based on adherence to the stipulations noted in the
final section of this report.
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GENERAL INFORMATION

On November 28 through December 8, 1995, AERC archaeologists Richard Beaty and
Michael Hauck conducted an intensive cultural resource evaluation for Balcron Oil Division of
Billings Montana. This examination involved thirteen proposed well locations and associated
access routes in the Castle Peak Draw locality southeast of Myton, Utah (see Maps 1 through
8). These well locations include Monument Federal Units 34-3-9-17Y, 31-9-10-17Y, 32-10-9-
17Y, 11-11-9-17Y, 14-21-9-18Y, 43-19-9-18Y, 32-20-9-18Y, 33-22-8-17Y, 33-17-9-17B, 23-
17-9-17B, 44-31-8-18Y, 33-6-9-16Y, and 41-35-9-18Y. An area of ten acres was inventoried
for each well pad for a total of 130 acres. About 3.1 miles of access routes totaling some 37.53
acres was also examined for cultural resource presence for a total of 167.53 acres. All of these
well locations and access routes are situated on public lands administered by the Bureau of Land
Management, Vernal District Ofice, Diamond Mountain Resource Area.

The purpose of the field study and this report is to identify and document cultural site
presence and assess National Register potential significance relative to established criteria (cf.,
Title 36 CFR 60.6). The proposed development of these well locations and access routes
requires an archaeological evaluation in compliance with various state laws and U.C.A. 9-8-404,
the Federal Antiquities Act of 1906, the Reservoir Salvage Act of 1960-as amended by P.L. 93-
291, Section 106 of the National Historic Preservation Act of 1966-as amended, the National
Environmental Policy Act of 1969, the Federal Land Policy and Management Act of 1979, the
Archaeological Resources Protection Act of 1979, the Native American Religious Freedom Act
of 1978, the Historic Preservation Act of 1980, and Executive Order 11593.

In addition to documenting cultural identity and significance, mitigation recommendations
relative to the preservation of cultural data and materials can be directed to the Bureau of Land
Management, Vernal District Office and to the State Antiquities Section.

Projec ion

The project location is in the Castle Peak Draw, Pariette Bench, Wells Draw, Pleasant
Valley, Eightmile Flat, and Desert Spring Wash localities of Duchesne and Uintah Counties,
Utah. The various locations are shown on the Pariette Draw SW, Myton SE, Myton SW, and
Moon Bottom 7.5 minute topographic quads (see Maps 2-8).

Monument Federal Unit 34-3-9-17Y is situated in the Southwest quarter of the Southeast
quarter of Section 3, Township 9 South, Range 17 East (see Map 2). Access to this location is
via a 0.3 mile-long access route.

Monument Federal Unit 31-10-9-17Y is situated in the Northwest quarter of the Northeast
quarter of Section 10, Township 9 South, Range 17 East (see Map 2). Access to this location
is via a 0.2 mile-long access route.
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MAP 3: CULTURAL RESOURCE SURVEY
OF VARIOUS BALCRON WELLS
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LOCALITY OF UINTAH COUNTY,
UTAH

PROJECT: BLCR-95 -8B
SCALE: 1:24,000
QUAD: Pariette Draw SE, Utah
DATE: January 22, 1996

LEGEND

TOWNSHIP: 9 South
RANGE: 18 East
MERIDIAN: Salt Lake B. & M.

Well Location A Ten Acre
Survey D

Access Route ™ Area



MAP 4: CULTURAL RESQURCE SURVEY
OF BALCRON WELL UNIT 44-31-8-18Y

INTHE CASTLE PEAK DRAW
LOCALITY OF UINTAH COUNTY,

PROJECT: BLCR -95 -8B
SCALE: 1:24,000
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MAP 5;: CULTURAL RESQURCE SURVEY PROJECT: BLCR-95- 8B
OF BALCRON WELL UNIT 33-22-8-17Y SCALE: 1:24,000
INTHE PLEASANT VALLEY QUAD: Pariette Draw SW, Utah
LOCALITY OF DUCHESNE COUNTY, DATE: January 23, 1996
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MAP&: CULTURAL RESOURCE SURVEY
OF BALCRON WELL UNIT 33-6-2-16Y
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MAP 7: CULTURAL RESQURCE SURVEY PROJECT: BLCR - 95 - 88
OF VARIOUS BALCRON WELLS SCALE: 1:24,000

IN THE PARIETTE BENCH QUAD: Myton SW, Utah
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MAP 8: CULTURAL RESQURCE SURVEY PROJECT: BLCR-95- 8B
OF BALCRON WELL UNIT 41-35-9-18Y SCALE: 1:24,000
IN THE DESERT SPRING WASH QUAD: Moon Bottom, Utah
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Monument Federal Unit 32-10-9-17Y is situated in the Southwest quarter of the Northeast
quarter of Section 10, Township 9 South, Range 17 East (see Map 2).

Monument Federal Unit 11-11-9-17Y is situated in the Northwest quarter of the
Northwest quarter of Section 11, Township 9 South, Range 17 East (see Map 2). Access to this
location is via a 0.2 mile-long access route.

Monument Federal Unit 43-19-9-18Y is situated in the Northeast quarter of the Southeast
quarter of Section 19, Township 9 South, Range 18 East (see Map 3). Access to this location
is via a 0.2 mile-long access route.

Monument Federal Unit 32-20-9-18Y is situated in the Southwest quarter of the Northeast
quarter of Section 20, Township 9 South, Range 18 East (see Map 3).

Monument Federal Unit 14-21-9-18Y is situated in the Southwest quarter of the Southwest
quarter of Section 21, Township 9 South, Range 18 East (see Map 3). Access to this location
is via a 0.3 mile-long access route.

Monument Federal Unit 44-31-8-18Y is situated in the Southeast quarter of the Southeast
quarter of Section 31, Township 8 South, Range 18 East (see Map 4). Access to this location
is via a 0.2 mile-long access route.

Monument Federal Unit 33-22-8-17Y is situated in the Northwest quarter of the Southeast
quarter of Section 22, Township 8 South, Range 17 East (see Map 5). Access to this location
is via a 0.3 mile-long access route.

Monument Federal Unit 33-6-9-16Y is situated in the Northwest quarter of the Southeast
quarter of Section 6, Township 9 South, Range 18 East (see Map 6). Access to this location is
via a 0.1 mile-long access route.

Monument Federal Unit 23-17-9-17B is situated in the Northeast quarter of the Southwest
quarter of Section 17, Township 9 South, Range 17 East (see Map 7). Access to this location
is via a 0.3 mile-long access route.

Monument Federal Unit 33-17-9-17B is situated in the Northwest quarter of the Southeast
quarter of Section 17, Township 9 South, Range 17 East (see Map 7). Access to this location
is via a 0.2 mile-long access route.

Monument Federal Unit 41-35-9-18Y is situated in the Northeast quarter of the Northeast

quarter of Section 35, Township 9 South, Range 18 East (see Map 8). Access to this location
is via a 0.8 mile-long access route.
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Environmental Description

The project area is within the 4900 to 5900 foot elevation zone above sea level. Open
rangeland terrain and eroded Eocene lakebed surfaces are associated with the project localities.

The vegetation in the project area includes Chrysothamnus spp. Artemisia spp.,
Sarcobatus vermiculatus, Ephedra viridis, Cercocarpus spp. Atriplex canescens, and a variety
- of grasses.

The geological associations within the project area consist of fluvial lake deposits which
correlate with the Uinta Formation which is of Tertiary age.

P I0US RESEARCH IN THE L LITY

File Search

A records search of the site files and maps at the Antiquities Section of the State Historic
Preservation Office in Salt Lake City was conducted on November 15, 1995. A similar search
was conducted in the Vernal District Office of the BLM on November 28, 1995. The National
Register of Historic Places has been consulted and no registered historic or prehistoric properties
will be affected by the proposed developments.

A variety of known cultural sites are situated in the Monument Buttes / Castle Peak Draw
locality. Many of these prehistoric resources were identified and recorded by AERC during the
Mapco River Bend survey (Hauck and Norman 1980). Other sites have been located and
recorded by AERC and other archaeologists and consultants during oil and gas exploration
inventories (cf. Fike and Phillips 1984, Hauck and Weder 1989, Hauck and Hadden 1993,
1994).

Prehis nd Hi f the Cultural Regio

Currently available information indicates that the Northern Colorado Plateau Cultural
Region has been occupied by a variety of cultures beginning perhaps as early as 10,000 B.C.
These cultures, as identified by their material remains, demonstrate a cultural developmental
process that begins with the earliest identified Paleoindian peoples (10,000 -- 7,000 B.C.) and
extends through the Archaic (ca. 7,000 B.C. -- A.D. 300), and Formative (ca. A.D. 400 --
1100) Stages, and the Late Prehistoric-Protohistoric periods (ca. A.D. 1200 -- 1850) to conclude
in the Historic-Modern period which was initiated with the incursion of the Euro-American
trappers, explorers, and settlers. Basically, each cultural stage -- with the possible exception of
the Late Prehistoric hunting and gathering Shoshonean bands -- features a more complex life-way
and social order than occurred during the earlier stage of development (Hauck 1991:53). For
a more comprehensive treatment of the prehistory and history of this region see Archaeological
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Evaluations in the Northern Colorado Plateau Cultural Area (Hauck 1991).
Site Potential in the Project Development Zone

Previous archaeological evaluations in the general project area have resulted in the
identification and recording of a variety of cultural resource sites having eligibility for potential
nomination to the National Register of Historic Places (NRHP). The majority of these sites are
lithic scatters containing cobble reduction materials. Many of these quarry sites are of the "Tap
and Test" variety, and extend for tens or hundreds of meters. Open occupations are also
frequently being identified in this locality. Sites associated with the open rangeland generally
appear to have been occupied during the Middle Plains Archaic Stage with occasional indications
of Paleoindian activity based on the recovery of isolated Plano style projectile points. The north-
south drainage canyons appear to contain the majority of Late Prehistoric (Numa) sites probably
because those canyon floors were transportation corridors and convenient pastures for the Ute
horse herds. Evidence of Formative Stage occupation, i.e., Fremont, is rarely observed in the
rangeland environment but is common within the Green River and White River canyons and their
primary tributary canyons.

Site density in certain portions of the region appears to range from one to six sites per
section. These densities increase in the canyon bottoms due to Ute rock art loci. Recent
evaluations indicate that the site densities may reach 8 to 12 sites per section in certain localities
on the upper benches which were apparently favored for hunting, lithic resource procurement,
and camping. Prehistoric sites on the rangeland benches appear to be associated with water
courses and aeolian deposits.

FIELD EVALUATIONS
Methodology

Intensive evaluations consisted of the archaeological team walking a series of 10 to 20
meter-wide transects within each ten acre well location which includes the staked pad and an
appropriate buffer zone around the well. The archaeologists also examined 100 foot-wide
corridors centered on each flagged access centerline by walking similar transects. The combined
acreage for the various access road corridors and the thirteen well locations totals some 167.53
acres.

Observation of cultural materials results in intensive examinations to determine the nature
of the resource (isolate or activity locus, i.e., site). The documentation of each specific cultural
site results in its subsequently being sketched, photographed, transit mapped, and appropriately
recorded on standardized site forms.

Cultural sites are then evaluated by the Principal Investigator for depth potential utilizing
AERC’s portable ground penetrating radar (GPR) computerized system (SIR-2 manufactured by
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Geophysical Survey Systems, Inc. [GSSI] of North Salem, New Hampshire). Radar assessment
within archaeological sites is accomplished by one team member pulling the radar antenna across
the site’s surface while the Principal Investigator "reads" data directly observable on a battery
powered computer’s monitor that is directly linked to the antenna. GPR is a valuable tool for
determining the presence and density of any buried materials, features or strata whether cultural
or natural, but it is particularly valuable in ascertaining archaeological depth potential on a site
because it provides an immediate view on the computer of the buried strata and features. In
addition, ground penetrating radar is a non-intrusive and non-destructive method of verifying site
depth potential -- an important consideration in ensuring the protection and integrity of the rare,
non-replaceable, non-renewable cultural resources.

With depth of deposit and feature/strata information provided by GPR, the standards
described in the section below are used by the Principal Investigator to establish site significance.
GPR data reflecting the buried potential of the resource coupled with the Principal Investigator’s
surface evaluation of the site results in the determination whether a particular site is a significant
resource, i.e., whether it satisfies one or more of the criteria established in Title 36 CFR 60 as
explained below. The Principal Investigator then develops one or more mitigation actions as
recommendations that can aid federal and state cultural resource administrators in facilitating the
preservation of any given significant resource which may be situated within the potential
development zone.

Site Significance Criteria

Prehistoric and historic cultural sites which can be considered as eligible for nomination
to the National Register of Historic Places have been outlined as follows in the National
Register’s Criteria for Evaluation as established in Title 36 CFR 60.6:

The quality of significance in American ... archaeology ... and culture is present in ...
sites ... that possess integrity of location, design, setting, materials, workmanship, feeling, and
association and:

- a. That are associated with events that have made a significant contribution to the

broad patterns of our history, or

b. that are associated with the lives of persons significant in our past; or

¢. that embody the distinctive characteristics of a type, period, or method of

construction ... ; or

d. that have yielded, or may be likely to yield, information important in prehistory

or history.

In addition to satisfying one or more of these general conditions, a significant cultural
resource site in Utah will generally be considered as being eligible for inclusion in the National
Register if it should advance our current state of knowledge relating to chronology, cultural
relationships, origins, and cultural life ways of prehistoric or historic groups in the area.
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In a final review of any site’s cultural significance, the site must possess integrity and at
least one of the above criteria to be considered eligible for nomination to the National Record
of Historic Places.

Results of the Inventory

No newly identified prehistoric cultural resource activity loci were observed and recorded
during the archaeological evaluations.

No previously identified and recorded significant or National Register sites were noted
during the survey; Balcron’s proposed development of these 13 well locations will not have any
adverse effect on existing known cultural resources situated in this locality.

No diagnostic isolated artifacts were observed or recorded during the evaluation.

No paleontological loci of significance were identified during the evaluations.

ONCLUSI AND RECOMMENDATIONS

No known significant cultural resources will be adversely impacted during the
development and operation of the 13 proposed Balcron Qil Division well locations and access
routes as identified in this report.

AERC recommends that a cultural resource clearance be granted to Balcron Oil Division
relative to the development of these proposed wells and access routes based upon adherence to
the following stipulations:

1. all vehicular traffic, personnel movement, construction and restoration operations
should be confined to the flagged areas and corridors examined as referenced in this
report, and to the existing roadways;

2. all personnel should refrain from collecting artifacts and from disturbing any
significant cultural resources in the area; and

3. the authorized official should be consulted should cultural remains from subsurface
deposits be exposed during construction work or if the need arises to relocate or
otherwise alter the location of the exploration area.

/&, B ) Lé:,,,g

F. Richard Hauck, Ph.D.
President and Principal Investigator
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ENERGY COMPANY

BALCRON OIL DIVISION Office: (406) 259.7860

1601 Lewis Avenue » FAX: (406) 245-1365 [J
Billings, MT 59102 FAX: (406) 245-1361 Tl

March 22, 1996

Utah Division of 0il, Gas and Mining
355 West North Temple
Salt Lake City, UT 84180

Gentlemen:

Effective April 1, 1996, our name will change from Equitable Resources
Energy Company, Balcron 0il Division to Equitéble Resources Energy
Company . Attached is a sundry notice reflecting that change. To
simplify paperwork, I have done one sundry notice with copies for each
of the wells. To this letter I have attached a list of our wells for
your ease in filing the sundry notices in the well files. This should
be sufficient for your purposes.

I have the listings on a spreadsheet so if it would be easier for you to
have them sorted differently (for example, the Montana Board of 0il and
Gas prefers them sorted by API number), please give me a call at (406)
259-7860, extension 240 and I would be glad to provide a list to your
specifications. . :

This change affects only our:company name. The physical locations of
our offices and the personnel remain the same. We will be changing our
well signs and ask for your patience and cooperation as this will be
done as soon as possible but may take some time since we do have so many
properties at which to make the change.

If you have any questions, please do not hesitate to give me a call.
Sincerely,

L3

Bobbie Schuman
Regulatory and
Environmental Specialist

/hs

Enclosures
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5. Lease Designation and Serial Number:

See attached listing

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drll new wells, deepen eMng wells, o to reenter plugged and abandoned wells.
Use APPLICATION FOR PERMIT TO DRILL OR DEEPEN form for such proposals.

8. i indian, Aliottee or Tribe Name:
n/a

See attached 1isting

LhypectWel: O[] GAS[] OTHER:

See attached listing

8. Well Name and Number:

See attached listing

2. Name of Operator:

Equitable Resources Enerqgy Company, Balcron Qil Division

0.'AP{ Well Number:
See attached listing

3. Address and Telephone Number:

1601 Lewis Avenue Avenue; Billings, MT 59102

10. Fleld and Pool, or Wildcat:
See attached listing

(406) 259-7860

4. Location of Well

See attached 1list

Footages: See attached listing County:
éo. Bec,T.R.M.: swte:  |TAH
. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT
(Submit In Duplicate) (Submit Orliginal Form Only)
[ Abandon [0 New Construction [J Abandon * [] New Construction

{3 Pull or Alter Casing
[ Recomplete

[ Reperorate

[ Vent or Flare

[ Water Shut-Off

{J Repair Casing

[ Change of Plans

0] Convert to Injection

{0 Fracture Treat or Acidize
[ Muttiple Completion '
[ Other

[J Pull or Alter Casing
[J Reperforate

[ Repair Casing
[0 Change of Plans
O Convert to Injection [ Vent or Flare

{3 Fracture Treat or Acidize 3 Water Shut-Off
@ other __Operator name change

Approximate date work will start

Date of work completion

Report results of Multiple Complet! and R to different reservolrs on WELL

COMPLETION OR RECOMPLETION REPORT AND LrOG form.
* Must be accompanled by a cement verification report.

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent detalis, and give pertinent dates. If well Is directlonally dritled, give subsurface locations and measured and true

vertical depths for all markers and zones pertinent to this work.)

Effective April. 1, 1996, operator will change

its name from Equitable Resources

Energy Company, Balcron 0i1 Division TO: Equitable Resources Energy Company.
Physical location of the operator remains as: 1601 Lewis Avenue; Billings, MT 59102

(406) 259-7860, FAX: (406) 145-1361.
It affects the wells on the attached 1isting.

only.

This is to report the operator name change

Regulatory and

me:_Environmental Spedalist ose:_March 27 1996

13. .
" o DML Ofodiinan
Bobbie Schuman

(This space for State uee only)

(8\84)

{See Instructions on Reverse Side)
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@\ State of Utah

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

355 West North Temple
Governor 3 Triad Center, Suite 350
Ted Stewart Salt Lake City, Utah 84180-1203
Executive Director | 801-538-5340

James W. Carter || 801-355-3940 (Fax)
Division Director 801-538-5319 (TDD)

Michael O. Leavitt

April 15, 1996

Equitable Resources Energy Co.
1601 Lewis Avenue
Billings, Montana 59102

Re: Monument Federal 33-6-9-16Y Well, 1850’ FSIL, 1850’ FEL,
NW SE, Sec. 6, T. 9 S., R. 16 E., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seqg., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
APT identification number assigned to this well is 43-013-31589.

Sincerely,

Associate Director

lwp
Enclosures
cc: Duchesne County Assessor
Bureau of Land Management, Vernal District Office

WAPD




Operator: Equitable Resources Enerdgy

Well Name & Number: Monument Federal 33-6-9-16Y

API Number: 43-013-31589

Lease: U-74390

Location: NW SE Sec. 6 T. 9 8S. R. 16 E.

Conditions of Approval

1. General )
Compliance with the requirements of Utah Admin. R. 649-1 et
seq., the 0il and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the
well or commencing drilling operations. Contact Jimmie
Thompson at (801)538-5340.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact Frank Matthews or Mike
Hebertson at (801)538-5340.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational actions.



‘. 2
“Fam 3160-3
{Ngvember 1983)
(formesty 9—-331C)

UNITED STATES
DEPARTMENT OF THE INTERIOR!

BUREAU OF LAND MANAGEMENT

SUBMIT IN TRIP E*

.(Other lnstructions” va
reverse side)

Form approved.
Budget Bureau No. 1004—~0136
Expires August 31, 1985

CONRENT

3. LEASE DEBIGNATION AND SBERIAL NO.

U-74390

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK

1a. TYPE OF WORK
' DRILL [¥ DEEPEN [] PLUG BACK L]
b. TYPE OF WELL
oL GAS BINGLE MULTIPLE
WELL WELL OTHXER ZONE ZONE

6. IF INDIAN, ALLOTTIE OR TRIBE NAME

n/a
L 3

7. ONIT AGEREEMEINT NAME

n/a

2. NAME OF OPIRATOR

Equitable Resources Energy Company, Balcron 0i1 Division™

8. FARM OR LTASE NAME

Monument Federal

3. ADDRISS OF QPEERATOR

1601 Lewis Avenue; Bﬂhngs

MT 59102

§. WILL NO.

#33-6-9-16Y

DEC 151935

4. LOCATION oF WELL (Report location clearly and in accordance with any State requirements. .)

1850"' FSL, 1850~ FEL
B IN AR IRy &

At suriace

NW SE Section 6, T9S, R16E

At proposed prod. zone

10. FIELD AND 1’00!., OR WILDCAT 3
Monument Butte/Green River

11. sxC,, T., B., M,, OR BLK.
AND SUIYI! OR AREA

Sec. 6, T9S, RI16E

_14 DIETANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST Orrice®

From Myton, Utah, approximately 12 miles SHW

13. BTATE

UTAH

12. _COUNTY OR PARISH
Duchesne

15, DIETANCE FROM PEOPUBED®
LOCATION TO NEAREST
PROPERTY OR LEASE LINE,
(Also to nearest drig. unit liue if any)

16. NO. OF ACRES IN LEASE

17. NO. OF ACELS ABSIGNED
TO THIS WELL

18, DISTANCE FROM I'ROTOSLD LOCATION®
T0 NEAREST WELL, DRILLING, COMPLETED,
OX APPLIED FOR, ON TEIS LEASE, FT.

18. PROPOSED DEPTH

6,150’

20. ROTARY OB CAELE TOOLS

Rotary:

21. ELEVATIONS (Sbow whether DF, RT, GR, etc.)

GL 5867

22, APPROX. DATT WORE WILL STAET®

March 1, 1996

23.

PROPOSED CASING AND CEMENTING PROGERAM

812X OF HOLE BIZX OF CABING

WEIGHT I'ER FOOT

SETTING DEPTH

QUANTITY OF CEMENT

Fam/Casing Design

See attached Drilling Prog]

Operator proposes

of EXHIBITS is also attached.

to drill this well.-in accordance with the attached EXHIBITS.
As operator, ve hereby request that the status of this

A 1listing

well be held tight in accordance with Federal and State regulations.

SELF CERTIFICATION:

operations associated with the appli
being provided by Equitable Resources

surety under BLM Bond No.

with all of the terms and cond1t10ns of that portion of the 'Iease associated with this

EIVIE

ORIGINAL:
COoPY:

IN ABOVE SPACE DESCRISE PROPONED PROGEAM @
zone,
preventer program, if any.

Utah Division of 0il,

Bureau of Land Management (Vernal,
Gas and Mining

If proposal is to deepen or plug back, givel dais by
If proposal is to drill or deepen directionally, give pertinent data on subsurface

ut)

roductive sone

w-mmt"&*&* N

I hereby cemfy that I am authorized,. by proper lease interest owner, to conduct these
cation. Bond coverage pursuant to 43 CFR 3104 for lease activities is
Energy Company as principal and Safeco Insurance Campany of America as
MT 0576 (Nationwide Oi1 & Gas Bond #5547188) who will be responsible for carpliance

Tication.

mt::-mpoled new productive
depths. Give blowout

24.

8IGNED _IWL/% G/Q /(';(/t// 1L A 7

Regulatory and

e Environmerital QDPP1 alist

paTE )@d(l/’?él /8 /7%

(This space for Federal or State office use)

© PERMIT XO.

APPROYED BY

msnw}a

HES0-6

L IR Y- I - . Y -y

N9

~ s A
e Ui ah i “E Ve 8 Ve

| CONDITIC&%\QL U

APPROVAL DATE .

........

DATS

e

AN

*See Instructions On Reverse Side

1001 molkee it @ crime for anv Derson knowingly an

T e
[P R

APR 1 5 1966
_,,_ “jﬂi?TAﬁ%ED

v

d willfully to make to any department or ngency of the



COA’s Page 1 of 8
Well: Monument Fed. 33-6-9-16Y

CONDITIONS OF APPROVAL  ||[) E EH
APPLICATION FOR PERMIT TO DRIL]]
APR 3 0 19%

Company/Operator: _Equitable Resources Energy Comp%xjéw: OF OiL, GAS & MINING

Lo

Well Name & Number: Monument Federal 33-6-9-16Y

API Number: 43-013-31589

Lease Number: U-74390

Location:  NWSE Sec. 6 T.9S R. 16E
NOTIFICATION REQUIREMENTS

at least forty-eight (48) hours prior to construction of location and
access roads.

Location Construction

Location Completion prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the well.
Casing String and - at least twenty-four (24) hours prior to running casing and
Cementing cementing all casing strings.

BOP and Related
Equipment Tests

at least twenty-four (24) hours prior to initiating pressure tests.

First Production - within five (5) business days after new well begins, or production
Notice resumes after well has been off production for more than ninety (90)
days.

For more specific details on notification requirements, please check the Conditions of Approval for
Notice to Drill and Surface Use Program.
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Well: Monument Fed. 33-6-9-16Y

CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable title
to those rights in the subject lease which would entitle the applicant to conduct operations thercon.

All lease and/or unit operations will be conducted in such a manner that full compliance is made with
applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the approved plan of
operations. The operator is fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished the field representative to insure compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is
being drilled. Contact the appropriate Surface Management Agency for information.

A.

1.

DRILLING PROGRAM

Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearing Zones are Expected to

be Encountered

Report ALL water shows and water-bearing sands to Tim Ingwell of this office. Copies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected, submit
samples to this office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequately protected. All oil and
gas shows will be tested to determine commercial potential.

Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and Gas
Order No. 2 for equipment and testing requirements, procedures, etc., for a 2M system and
individual components shall be operable as designed. Chart recorders shall be used for all
pressure tests.

Test charts, with individual test results identified, shall be maintained on location while drilling
and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling medium
while drilling, the special drilling requirements in Onshore Oil and Gas Order No. 2, regarding
air or gas drilling shall be adhered to. If a mist system is being utilized then the requirement
for a deduster shall be waived.
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Well: Monument Fed. 33-6-9-16Y

Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints, with a minimum of one
centralizer per joint.

As a minimum, the usable water and oil shale resources shall be isolated and/or protected by
having a cement top for the production casing at least 200 ft. above the base of the Usable
Water Zone identified at + 632 ft. If gilsonite is encountered while drilling, it shall be
isolated and/or protected via the cementing program.

Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a
characteristic of a hazardous waste will not be used in drilling, testing, or completion
operations.

No chromate additives will be used in the mud system on Federal and Indian lands without
prior BLM approval to ensure adequate protection of fresh water aquifers.

Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted to this office on a weekly
basis.

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be allowed
to continue at night if the test was mitiated during daylight hours and the rate of flow is
stabilized and if adequate lighting is available (i.e., lighting which is adequate for visibility and
vaporproof for safe operations). Packers can be released, but tripping should not begin before
daylight unless prior approval is obtained from the AO.

A cement bond log (CBL) will be run from the production casing shoe to + 432 ft. and shall
be utilized to determine the bond quality for the production casing. Submit a field copy of the
CBL to this office.

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days after
completion of the well or after completion of operations being performed, in accordance with
43 CFR 3164. Two copies of all logs, core descriptions, core analyses, well-test data, geologic
summaries, sample description, and all other surveys or data obtained and compiled during the
drilling, workover, and/or completion operations, will be filed with Form 3160-4. Samples
(cuttings, fluids, and/or gases) will be submitted when requested by the AO.
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Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status without
prior approval of the AO. If operations are to be suspended, prior approval of the AO will be
obtained and notification given before resumption of operations.

The Vernal District Office shall be notified, during regular work hours (7:45 a.m.-4:30 p.m.,
Monday through Friday except holidays), at least 24 hours prior to spudding the well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
MMS5/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be promptly reported in accordance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice" (Form 3160-
5) to that effect will be filed, for prior approval of the AO, and all conditions of this approved
plan are applicable during all operations conducted with the replacement rig.

The date on which production is commenced or resumed will be construed for oil wells as the
date on which liquid hydrocarbons are first sold or shipped from a temporary storage facility,
such as a test tank, and for which a run ticket is required to be generated or, the date on which
liquid hydrocarbons are first produced into a permanent storage facility, whichever first occurs;
and, for gas wells as the date on which associated liquid hydrocarbons are first sold or shipped
from a temporary storage facility, such as a test tank, and for which a run ticket is required to
be generated or, the date on which gas is first measured through permanent metering facilities,
whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when the
well is placed in a producing status. Such notification will be sent by telegram or other
written communication, not later than five (5) days following the date on which the well is
placed on production.

Gas produced from this well may not be vented or flared beyond an initial authorized test
period of 30 days or 50 MMCEF following its completion, whichever occurs first, without the
prior written approval of the Authorized Officer. Should gas be vented or flared without
approval beyond the authorized test period, the operator may be directed to shut-in the well
until the gas can be captured or approval to continue venting or flaring as uneconomic is
granted and the operator shall be required to compensate the lessor for that portion of the gas
vented or flared without approval which is determined to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-5 (b.9. d.), and shall be
submitted to the appropriate District Office within sixty (60) days of installation or first
production, whichever occurs first. All site security regulations as specified in Onshore Oil &
Gas Order No. 3 shall be adhered to. All product lines entering and leaving hydrocarbon
storage tanks will be effectively sealed in accordance with 43 CFR 3162.7-5 (b. 4).
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No well abandonment operations will be commenced without the prior approval of the AO. In
the case of newly drilled dry holes or failures, and in emergency situations, oral approval will
be obtained from the AO. A "Subsequent Report of Abandonment”" Form 3160-5, will be filed
with the AO within thirty (30) days following completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of surface restoration.

Final abandonment will not be approved until the surface reclamation work required by the
approved APD or approved abandonment notice has been completed to the satisfaction of the
AQ or his representative, or the appropriate Surface Managing Agency.

Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling on-lease or off-lease will have
prior written approval from the AO. ‘

The oil and gas measurement facilities will be installed on the well location. The oil and gas
meters will be calibrated in place prior to any deliveries. Tests for meter accuracy will be
conducted following initial installation and at least quarterly thereafter. The AO will be
provided with a date and time for the initial meter calibration and all future meter proving
schedules. A copy of the meter calibration reports will be submitted to the Vernal District
Office. All meter measurement facilities will conform with Onshore Oil & Gas Order No. 4
for liquid hydrocarbons and Onshore Oil & Gas Order No. 5 for natural gas measurement.

The use of materials under BLM jurisdiction will conform to 43 CFR 3610.2-3.

There will be no deviation from the proposed drilling and/or workover program without prior
approval from the AO. Safe drilling and operating practices must be observed. All wells,
whether drilling, producing, suspended, or abandoned will be identified in accordance with 43
CFR 3162. '

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all changes
of plans and other operations in accordance with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR 3162 .4-
1(c), requires that "not later than the 5th business day after any well begins production on
which royalty is due anywhere on a lease site or allocated to a lease site, or resumes '
production in the case of a well which has been off production for more than 90 days, the
operator shall notify the authorized officer by letter or sundry notice, Form 3160-5, or orally to
be followed by a letter or sundry notice, of the date on which such production has begun or
resumed."

If you fail to comply with this requirement in the manner and time allowed, you shall be liable
for a civil penalty of up to $10,000 per violation for each day such violation continues, not to
exceed a maximum of 20 days. See Section 109(c)(3) of the Federal Oil and Gas Royalty
Management Act of 1982 and the implementing regulations at Title 43 CFR 3162.4-1(b)(5)(ii).
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APD approval is valid for a period of one (1)' year from the signature date. An extension
period may be granted, if requested, prior to the expiration of the original approval period.

In the event after-hours approval or notification is necessary, please contact one of the
following individuals;

Wayne P. Bankert (801) 789-4170
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

Jerry Kenczka (801) 789-1190
Petroleum Engineer

BLM FAX Machine  (801) 781-4410
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EPA’S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

- Unused fracturing fluids or acids
- Gas plant cooling tower cleaning wastes
- Painting wastes

- Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsate,
sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

- Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt waste
- Refinery wastes

- Liquid and solid wastes generated by crude oil and tank bottom reclaimers
- Used equipment lubrication oils

- Waste compressor oil, filters, and blowdown
 Used hydraulic fluids

- Waste solvents

- Waste in transportation pipeline-related pits
- Caustic or acid cleaners

- Boiler cleaning wastes

- Boiler refractory bricks

- Incinerator ash

- Laboratory wastes

- Sanitary wastes

- Pesticide wastes

- Radioactive tracer wastes

- Drums, insulation and miscellaneous solids.
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SURFACE USE PROGRAM
Conditions of Approval (COAs)

METHODS F OR HANDLING WASTE MATERIALS AND DISPOSAL

The reserve pit shall be lined with a synthetic liner that is a minimum of 12 mil thickness with
sufficient bedding to cover any rocks. The liner will overlap the pit walls and be covered with dirt
and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture the liner will be
disposed of in the pit.

PLANS FOR RECLAMATION OF LOCATION

When reclaiming the reserve pit, the pit liner will be torn and perforated before backfilling the reserve
pit and the torn liner will be buried a minimum of four (4) feet deep. If this is a producing well and
after the reclamation of the reserve pit, and unused disturbed areas, contact the authorized office to
obtain a seed mixture to revegetate these specific areas.

At time of final abandonment the intent of reclamation will be to return the disturbed area to near
natural conditions. Recontour the surface of the disturbed area to blend all cuts, fills, road berms,
and borrow ditches to be natural in appearance with the surrounding terrain. After recontouring of
the area any stockpiled topsoil will be spread over the surface, and the area reseeded and revegetated
to the satisfaction of the authorized officer of the BLM. Contact the authorized officer of the BLM at
the time of reclamation for the required seed mixture.

OTHER INFORMATION

The operator or their contractor shall contact the BLM office at (801)789-1362, 48 hours prior to
construction activities.

MOUNTAIN PLOVERS & BURROWING OWLS

No surface disturbing activities, construction, or drilling operations including the initial completion
activities are to occur on the well, access road, or location from March 15 through August 15. This
restriction is to protect the nesting Mountain Plovers and Burrowing Owls located in the surrounding
arca. The restriction does not apply to maintenance and operation of existing wells and facilities.
Waivers, exceptions, or modifications to this restriction may be specifically approved in writing by the
authorized officer of the Bureau of Land Management if either the resource values change or the
lessee/operator demonstrates that adverse impacts can be mitigated.

An example of an exception: could be to contact the authorized officer of the BLM to
coordinate additional surveys for mountain plover & burrowing owl. The notification will be
required a minimum of 14 days prior to surface disturbance to allow time to conduct a wildlife
survey. If an active nest or chicks are found, the proposed activity will be delayed until the
chicks are out of downy plumage or the brood vacates the area.



Record# OPERATOR well name API_NUMBER  SECTION TOWNSHIP RANGE DATEAPPRVD A zi/ !
1937 EQUITABLE RESOURCES BALCRON MONUMENT FEDERAL 14-4 43-013-31430 04 09s 16E 12/20/93 ﬂ}// ﬁg/z 5/;71% S
2282 EQUITABLE RESOURCES BALCRON MONUMENT FED 12-14J 43-013-31488 14 098 16E 03/27/95
2283 EQUITABLE RESOURCES BALCRON MONUMENT FED 22-14J 43-013-31489 14 098 16E 03/07/95
2284 EQUITABLE RESOURCES BALCRON MONUMENT FED 32-14J 43~013-31490 14 09s 16E 03/07/95
2285 EQUITABLE RESOURCES BALCRON MONUMENT FED 42-14J 43-013-31491 14 098 16E  04/20/95
2375 EQUITABLE RESOURCES BALCRON MONUMENT FEDERAL 14-26 43-013-31512 26 08s 16E  04/20/95
2472 EQUITABLE RESOURCES BALCRON MON FED 11-10-9-17Y 43-013-31534 10 098 17E /1
2609 EQUITABLE RESOURCES MONUMENT STATE 23-16-9-17B 43-013-31578 16 098 17E  01/03/96
2613 EQUITABLE RESOURCES MONUMENT FEDERAL 23-17-9-17B  43-013-31582 17 098 17E  02/05/96
2614 EQUITABLE RESOURCES MONUMENT FEDERAL 13-22-8-17Y  43-013-31583 22 088 17E  02/22/96
2618 EQUITABLE RESOURCES MONUMENT FEDERAL 32-22-8-17 43-013-31586 22 085S 17E  02/20/96
2619 EQUITABLE RESOURCES MONUMENT FEDERAL 31-22-8-17 43-013-31587 22 08s 17E 02/20/96
2620 EQUITABLE RESOURCES MONUMENT FEDERAL 33-22-8-17 43-013-31588 22 085S 17E  03/25/96

“{E’2621 EQUITABLE RESOURCES MONUMENT FEDERAL 33-6-9-16Y 43-013-31589 06 09s 16E  04/15/96
2622 EQUITABLE RESOURCES MONUMENT FEDERAL 31-10-9-17Y  43-013-31591 10 098 17E 1
2623 EQUITABLE RESOURCES MONUMENT FEDERAL 32-10-9-17Y  43-013-31592 10 098 17E  02/22/96
2201 EQUITABLE RESOURCES ASP FEDERAL 1 43-027-30033 12 168 19W  04/27/95
2539 EQUITABLE RESOURCES COBRA FEDERAL 42-35 43-027-30037 35 158 19W !
1942 EQUITABLE RESOURCES BALCRON MONUMENT FEDERAL 41-26 43-047-32456 26 08s 17E  12/21/93
2099 EQUITABLE RESOURCES BALCRON MONUMENT FEDERAL 42-26 43-047-32531 26 088 17E  06/01/95
2264 EQUITABLE RESOURCES BALCRON MONUMENT STATE 32-2 43-047-32609 02 09s 17E  12/29/94
2267 EQUITABLE RESOURCES BALCRON MONUMENT STATE 34-2 43-047-32611 02 09s 17E 12/29/94
2376 EQUITABLE RESOURCES BALCRON MONUMENT PEDERAL 43-26 43~047-32668 26 08s 17E  05/08/95
2481 EQUITABLE RESOURCES BALCRON MON FEDERAL 23-24-8-17 43-047-32710 24 08Ss 17E  02/13/96
2625 EQUITABLE RESOURCES MONUMENT FEDERAL 32-20-9-18Y  43-047-32725 20 098 18E 02/06/96
2635 EQUITABLE RESOURCES MONUMENT FED 41-35-9-18Y 43-047-32727 35 098 18E 04/15/96
2636 EQUITABLE RESOURCES MONUMENT FED 44-31-8-18Y 43-047-32728 31 088 18E 11
2637 EQUITABLE RESOURCES MONUMENT FEDERAL 43-19-9-18Y  43-047-32730 19 09s 18E 02/05/96




UTAH

Getty #7-C Monument Butte NE NW 71 9S 17€ |Duchesne ur ol Green River U-44426 43-013-30961 [1129' FNL, 2229' FWL.  |Vernal |Jonah
Goates Federal #1 Monument Butte SE swW 11| 8S 16E |Duchesne utT (Ol Green River U-096547 43-013-15789 |793' FSL, 2088' FWL.  {Vemal |Jonah
Goates Federal #3 Monument Butte NW NW 14| SS 16E |Duchesne uT |oil Green River U-096547 43-013-15791 [790' FNL, 790° FWL Vernal |Jonah
Hendel Federal #1 Pariette Bench SW sw 9| 98 19E |Uintah uT |Oil Green River U-058149 43-047-20011 [560' FSL, 500' FWL Vernal
Hendel Federal #1-17 Pariette Bench NE NW 17| 98 19E |Uintah uT |Oil Green River U-017991 43-047-30059 (660" FNL, 1979' FWL  |Vernal
Hendel Federal #3-17 Pariette Bench SWNW 17 9S 19E  |Uintah uT |Osi Green River U-017991 43-047-30074 {1980' FNL, 660' FWL.  |Vernal
K. Jorgenson State #16-4 Monument Butte NE SE 16| 9S 17E (Duchesne utT |OSI Green River State ML-3453-B |43-013-30572 |1984' FSL, 660' FEL
Maxus Federal #23-8 Monument Butte NE SW 8| 98 17E |Duchesne uT [0il Green River UTU-74108 43-013-31196 [1847' FSL, 1947 FWL |Vernal |Beluga
Mocon Federal #44-7 Monument Butte SE SE 71 98 17E |Duchesne uT |Oil Green River U-3563-A 43-013-30666 [670' FSL, 663' FEL Vernal |Beluga
Monument Butte #1-13 Monument Butte NW swW 1] 9§ 16E |Duchesne ur jwiw Green River U-18399 43-013-30702 [1820° FSL, 685' FWL Vernal {Jonah
Monument Butte #1-14 Monument Butte SW SwW 1] 98 16E |Duchesne Ut |oit Green River U-18399 43-013-30703 [820' FSL, 820' FWL Vernal |Jonah
Monument Butte #1-23 Monument Butte NE SW 1| 98 16E |Duchesne Ut |oil Green River U-18399 43-013-30646 [1980' FSL, 1980' FWL |Vernal |Jonah
{Monument Butte #1-24 Monument Butte SE sw 1) 9s 16E |Duchesne Ut jwiw Green River U-18399 43-013-30701 [820' FSL, 1950’ FWL  (Vernal |Jonah
Monument Butte #1-33 Monument Butte NW SE 1] 98 16E |Duchesne Ut jwiw Green River U-52013 43-013-30735 |1980°' FSL, 1980° FEL  |Vernal (Jonah
[Monument Butte #1-34 Monument Butte SW SE 1| 8S 16E |Duchesne Ut |oi Green River U-52013 43-013-30736 [710° FSL, 1980' FEL Vernal |Jonah
Monument Butte #1-43 Monument Butte NE SE 1] 98 16E |Duchesne uT |0il Green River U-52013 43-013-30734 |1980' FSL, 660' FEL Vernal - |Jonah
|[Monument Federal #11-11-9-17Y Monument Butte NW NwW 1] 8S 17E |Duchesne UT |PND Green River U-65210 656' FNL, 741' FWL Vernal
Monument Federal #11-22-9-16Y Monument Butte NWNW 22| 88 16E |Duchesne UT |PND Green River U-64379 Vernal
" |[Monument Federal #12-11-8-17Y Monument Butte SWNW 1] 98 17E |Duchesne UT |PND Green River U-65210 Vernal
Monument Federal #13-22-8-17Y Monument Butte NW sw 22| 88 17E |Duchesne UT |PND Green River U-67845 1446°' FSL, 863' FWL Vernal (Private sfc)
Monument Federal #14-21-9-18Y 8 Mile Flat SWsw 21| 98 18E [Uintah UT |PND Green River U-68105 700' FSL, 550' FWL Vernal
Monument Federal #14-22-8-17 Monument Butte SWsw 22| 88 17E [Duchesne UT |PND Green River U-67845 Vernal
Mnument Federal #21-23-9-17Y Monument Butte NE NW 23| 9S8 17€ |Uintah UT |PND Green River U-68102 773' FNL, 1809' FWL.  |Vernal
Monument Federal #22-20-9-16 Monument Butte SE NW 20| 9S 16E {Duchesne UT |PND Green River U-52018 .
Monument Federal #23-17-9-178 Monument Butte NE SW 17| 98 17E {Duchesne UT |PND Green River UTU-74108 2217'FSL, 2187 FWL  |Vemal |Beluga
Monument Federal #23-22-8-17Y Monument Butte NE SW 22| 88 17E |Duchesne UT [PND Green River U-67845 Vernal (Private sfc.)
Monument Federal #24-17-9-16 Monument Butte SE SW 17| 9S8 16E |Duchesne UT {PND Green River U-52018 Vernal
Wonument Federal #31-5-9-17 Monument Butte NW NE 5| 88 17E |Duchesne “JUT {PND Green River U-74808
h/lonument Federal #31-10-8-17Y Monument Butte NW NE 10| 95 | 17E |Duchesne UT IPND Green River U-65210 660" FNL, 1980' FEL  |Vemal
Monument Federal #31-22-8-17 Monument Butte NW NE 22| 8S 17E |Duchesne UT |PND Green River U-67845 1036' FNL, 2338' FEL  |Vemal (Private sfc.)
Monument Federal #32-10-9-17Y Monument Butte SW NE 10| 98 17E |Duchesne UT |PND Green River U-65210 1900' FNL, 1980' FEL  (Vemal
{Monument Federal #32-20-9-18Y 8 Mile Flat SWNE 20| 8s 18& |Uintah UT |PND Green River U-64917 1980 FNL, 1980' FEL  {Vernal
onument Federal #33-5-9-16Y Monument Butte NW SE 6| 9S 16E [Duchesne UT {PND Green River U-74390 1850' FSL, 1860' FEL  |Vemal
Monument Federal #32-22-8-17 Monument Butte SWNE 22| 8S 17E |Duchesne UT |PND Green River U-67845 1980' FNL, 1980' FEL  |Vemal (Private sfc.)
lﬂonument Federal #33-17-9-178 Monument Butte NW SE 17| 98 | 17E [Duchesne UT |PND Green River U-72106 1926' FSL, 2000' FEL  [Vernal IBeIuga
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. ®
| e’ Q EQUITABLE RESOURCES
ENERGY COMPANY

WESTERN REGION

1601 Lewis Avenue
Billings, MT 59102

Oftice: (406) 259-7860
FAX: (408)245-1365 [J
FAX: (408) 245-1361 BZ!/

’ R ‘ AR
DIV, OF GiL, GAS & BMIRIG

June 10, 1996

Bureau of Land Management
Vernal District Office

170 South 500 East

Vernal, UT 84078

Gentlemen;

RE:  Monument Federal #33-6-9-16Y
NW SE Section 6, T9S, R16E
Duchesne County, Utah
API #43-013-31589

This letter is notice that the subject well was spud on 6-3-96.
Please feel free to contact me if you have any questions.

Sincerely,

Moy M@@ roaci

Molly Conrad
Operations Secretary

- /me

cc:  Utah Division of Oil, Gas, & Mining: Also enclosed Form 6 Entity Action
Form ,
Mary Lou Dixon, Uintah Basin Health Dept. ~ VIA FAX
Yates Petroleum
Isabel - MYCO - VIA FAX



FQUITABLE RESOMIRCES
" ENERGY COMPANY

WESTERN REGION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406)245-1365 (]
Billings, MT 59102 FAX: (406) 245-1361 [

August 12, 1996

Bureau of Land Management
Vernal District Office

170 South 500 East

Vernal, UT 84078

Gentlemen: DIV. OF OIL, GAS & MINING

RE:  Monument Federal #33~6-9~16Y
NW SE Section 6, T9S, R16E
Duchesne County, Utah
API #43-013-31589

Enclosed for your files are the following:

Completion Report

Onshore Order #7

Report of Water Encountered
Daily Operating Reports

I will forward a Site Security Diagram to you within 30 days. Please feel free to
contact me if you need any further information.

Sincerely,

W\Dlv(h\w* (-\-,0 A (QCQ .

Molly Conrad
Operations Secretary

/me
Enclosures

cc: State of Utah, Division of Oil, Gas, & Mining
Isabel ~ MYCO Industries
Yates Petroleum
Lou Ann Carlson
Valeri Kaae



MONUMENT FEDERAL #33-6-9-16Y

Location: NW SE Section 6, T9S, R16E

Duchesne County, Utah ---TIGHT HOLE---

1850' FSL & 1850' FEL

API #43-013-31589

PTD: 6,150' Formation: Green River

Monument Butte

Elevations: 5867' GL

Contractor: Union Drilling

Operator: EREC Western Region

Spud: June 4, 1996

Casing: 8-5/8”, 244, J-55 @ 262.11’' KB
5-1/2”, 15.5#, J-55 @ 6080.11’ KB

Tubing: 2-7/8”, 6.5#, J-55 @ 4929.28°’ KB

DAILY OPERATING REPORT .

06/04/96 TD: 281’ (281°) Day 1
Formation: Sand & Shale
Present Operation: Waiting on Cement
MIRU. Drilled 281’ KB. Ran 6 jts, 251” of 8-5/8”, 24#, J-55 csg as follows:

Shoe 90’
Shoe jt 41.70°
Baffle plate 0.00
5 jts csg 209.51°
Landing jt 10.00°
Total csg length 252.11°
Depth landed 262.11’ KB

Cement w/BJ Services as follows: 160 sxs “G” + 2% CaCl2 + 1/4#/sx cello flake. Plug down @ 1:00 AM. 4
bbls excess cement return to pit.
DC: $5,058 CC: $5,058

06/05/96 TD: 1240° (959°) Day 2
Formation: Sand & Shale
Present Operation: Dirilling 7-7/8” hole.
DC: $17,262 CC: $22,320

06/06/96 TD: 2548 (1308’) Day 3
Formation: Sand & Shale
Present Operation: Drilling 7-7/8” hole
Last 24 hrs: Trip for 3-1/2 hrs, drilled 1308’ of 7-7/8" hole w/air, ran two surveys.
DC: $23,544 CC: $45,864

06/07/96 TD: 3711’ (1163°) Day 4
Formation: Sand & Shale
Present Operation: Dirilling 7-7/8 hole.
DC: $20,934 CC: $66,798

06/08/96 TD: 4575* (864°) Day 5
MW 8.3 VIS 28
Present Operation: Drilling 7-7/8” hole
Air drill w/air & foam to 4210°. Load hole w/fluid, trip for bit & pick up motor.
DC: $15,552 CC: $82,350



DAILY OPERATING REPORT ‘

MONUMENT FEDERAL #33-6-9-16Y

Location: NW SE Section 6, T9S, R16E
Duchesne County, Utah ---TIGHT HOLE---

06/09/96

06/10/96

06/11/96

TD: 5455’ (880’) Day 6

MW 8

Present Operation: Drilling 7-7/8” hole.

DC: $15,840 CC: $98,190

TD: 6100° (645°) Day 7

Present Operation: Logging hole

TD 7-7/8” hole @ 8:45 PM, 6-9-96. Loggers TD - 6100’, Drillers TD - 6100’

DC: $11,610 CC: $109,800

TD: 6100° (0’) Day 8
Present Operation: Rig Down
Run 5-1/2”, 15.5#, 8rd, J-55 csg as follows:

Shoe .90
Shoe jt 3724
Float collar 110’
147 jts csg 6030.87
Landing jt 10.00°
Total csg length 6070.11°
Depth landed 6080.11°
PBTD 6040.87° KB

Cement by BJ Services as follows: Lead w/390 sxs Super G + 3% salt + 2% gel + 2#/sx Kol seal + 1/4#/sx cello
flake. Tail w/390 sxs 50/50 poz + 2% gel + 1/4#/sx cello flake + 2#/sx Kol seal. Plug down @ 8:15 PM. Rig
released @ 10:30 PM.

DC: $25,000 CC: $134,800

Dress up location, set rig anchors, set rig pump & tanks. MIRU Cannon Well Service rig #2. NU BOP.
TIH w/4-3/4” bit & 5-1/2” csg scraper & 196 jts tbg. Tag PBTD @ 6042’ KB. Circ hole clean w/135 bbls
2% KCL wtr. TOOH w/tbg & tools. SWIEN.

DC: $4,793 CC: $139,593



DAILY OPERATING REPORT .

MONUMENT FEDERAL #33-6-9-16Y

Location: NW SE Section 6, T9S, R16E
Duchesne County, Utah ---TIGHT HOLE---

6-25-96

06/26/96

06/27/96

06/28/96

Completion

RU Cutter Wireline to run CBL from 6029’ KB to surface. TOC @ 226° KB. Perf 4845’ - 53 & 4854’-59
(4 SPF). RD Cutter. TIH w/RBP, retrieving tools, 2-3/8” x 4’ sub, HD packer, 2-3/8” x 2-7/8” cross
over, 2-7/8” SN & 158 jts 2-7/8” tbg. Set BP @ 4904’ KB, set packer @ 4764’ KB. EOT @ 4776’ KB.
SWIFN.

DC: $6,737 CC: $146,330

Completion

RU BJ Services to break down & frac 4845’ - 4859’. Break down w/2604 gals 2%
KCL wtr and 104 balls, saw ball action. ISIP = 1350 psi. Used 62 bbls wtr. TOOH
w/tbg, pkr & retrieving tool. Flow back 11 bbls wtr. Frac 4845’ - 4859’ w/12,600
gals 2% KCL wtr and 37,280 lbs 16/30 sand. ATP = 2100 psi, ATR = 19.4 bpm, ISIP
= ?, 5 min = 3200 psi, 10 min = 2670 psi, 15 min = 2250 psi. Screen out w/29229
Ibs of sand on formation. Bleed well down, .5 bpm. Flow back 110 bbls wtr. TIH
w/retrieving tool, 2-3/8” x 4’ sub, HD pkr, 2-3/8” x 2-7/8” cross over, 2-7/8” SN &
146 jts tbg. Tag sand at 4480’ KB. Circulate down to BP at 4904’ KB. Set pkr at
4769’. Made 11 swab runs. Recovered 57 bbls wtr. No oil. Good gas. 1% sand.
Final FL @ 1500’. SWIFD.

DC: $24,229 CC: $170,559

Completion

Fluid level @ 400’. Made 38 swab runs. Recovered 15 bbls oil & 169 bbls wtr. Good
gas on last 10 runs. Oil 40% last 2 runs. No sand last 10 runs. SWIFN.

DC: $1,898 CC: $172,457

Completion
Bleed well down. Release pkr. Tag sand @ 4890’ KB. Circulate down to BP @ 4904’
KB. Release BP, TOOH w/tbg, pkr & BP. TIH w/production string (tbg):

LENGTH DEPTH KB
1 - Notched-pinned collar 40’ 4929.28’
1 - jt 2-7/8” EUE J-55 8rd 6.5# 30.53’ 4928.88’
1 - perfsub 2-7/8” x 4 4.20° ' 4898.35’
1 - seat nipple 2-7/8"” 1.10° 4894.15’
4 - jts 2-7/8” EUE J-55 8rd 6.5# 124.60° 4893.05’
1 - tbg anchor 2-7/8” x 5-1/2” (TRICO) 2.758 4768.45’
154 - jts 2-7/8” EUE J-55 8rd 6.5# 4755.70° 4765.70’
KB 10.00’

ND BOP, ND SM well head, NU 3M well head. Set tbg anchor w/10” tension, flange
up well head. TIH w/production string (rods):

1-DHP 2-1/2” x 1-1/2” x 15-1/2” RHAC w/SM plunger (TRICO #1176)
1-7/8” x 2’ Pony w/2-1/2” guide

1-1-1/2” x 25’ K-Bar

1-7/8” x 2’ Pony w/2-1/2” guide

193 - %” x 25’ D-61 Plain

1-%”x8" Pony

1 - Polish Rod 1-1/4” x 22’ SM

Pressure test DHP & tbg to 1000 psi, OK. Shut well in, RDMO.

DC: $21,112 CC: $193,569



DAILY OPERATING REPORT

MONUMENT FEDERAL #33-6-9-16Y
Location: NW SE Section 6, T9S, R16E
Duchesne County, Utah ---TIGHT HOLE---

07/10/96 Completion
Start well pumping @ 4:30 PM on 7/10/96. 5 SPM, 84” stroke.
DC: $42,839 CC: $236,408



UNITED STATES
DEPARTMENT OF THE INTERIOR

Form 3160-5
(June 1990)

FORM APPROVED
Budget Bureau No. 1004-0135
Expires: March 31, 1993

BUREAU OF LAND MANAGEMENT
SUNDRY NOTICES AND REPORTS ON WELLS

5. Lease Designation and Serial No.

U-74390

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use “APPLICATION FOR PERMIT—" for such proposals

6. If Indian, Allottee or Tribe Name

n/a

SUBMIT IN TRIPLICATE '

7. If Unit or CA, Agreement Designation

n/a

1. Type of Well
oil Gas -
Well Well D Other

2. Name of Operator

8. Well Name and No.

Mxunent Fed. #33-6-9-16Y

Fguitable Resources Frergy Oarpmy

3. Address and Telephone No.

9, APl Well No.

43-01.3-31589

1601 Lewis Averne, Billings M 59102 (406) 259-7860

4, Location of Well (Footage, Sec., T., R., M., or Survey Description)

MW SE Section 6, T9S, RL6E
1850" FSL & 1850' FEL

10. Ficld and Pool, or Exploratory Arca

I1. County or Parish, State

Duchesne County, Utgh

CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

D Abandonment
Recompietion

[E Notice of Intent

& Subscquent Report Plugging Back

Casing Repair
D Final Abandonment Notice Altering Casing

X omes _Onshore Qrder #7

D Change of Plans
New Construction
Non-Routine Fracturing
Water Shut-Off
Conversion to Injection
D Dispase Water

(Note: Report results of multiple completion on Well
Completion or Recompletion Report and |.og form.)

13. Describe Proposed or Completed Opemlons (Clearly state sll pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

A{ymterprqdpedWﬂﬁsve]lmJlbemldmapminalmtertakadmnkeimammemid
dlsgcsalfacﬂity. The primary facility to be used is the R.N. Industries produced water disposal
facility located in Section 9, 125, RZW in Duchesre County, Utdh. A copy of the State-issved pemmit

for that facility is an file at the Vermal Bureau of Lard Management.

If for same reason the

operator is unable to use this primary disposal facility, the produced water will be trucked to
another State-approved disposal facility. If applicable, Operator has received approved nght-

of-Way access to this well location for the Vermal Bureau of Lard Management. 1

DiV. OF OIL, GAS & MIN

!NG

14. T hereby certify that the foregoing is truc and correct

Signed N\Ul LJL/' (\ ONA Title Omratlals SEk:retary Date 8-12-%
(This space for Federal or SJ!: office use)
Approved by Tie Date

Conditions of approval, if any:

Title 18 U.5.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.

*See Instruction on Reverse Side



FORM 7

STATE OF UTAH

DIVISION OF OIL, GAS AND MINING

T

@ ECEIE D
U\

—

AUG L 51296

REPORT OF WATER ENCOUNTERED DURING DR|LLING

1. Well name and number: Moament Federal #33-6-9-16Y

APl number:

DIV. OF OIL. GAS & MINtNGT—

43-013-31589

2. Well Location: QQ NWSE  gection

Equitable Resources Energy Company

6 Township 95 Range 16E cCounty _ Duchesne

3. Well operator:

Address:

1601 Lewis Avenue

Billings, MT 59102

Union Drilling

Phone: (406) 259-7860

e N I

4. Drilling contractor:

Address:

Drawer 40

Buckhannon, WV 26201

5. Water encountered (attach additional pages as needed):

Phone: (304) 472-4610

DEPTH

VOLUME

FROM

T0

(FLOW RATE OR HEAD)

QUALITY
(FRESH OR SALTY)

No measurable water endountered

during drilling operat]

ons.

6. Formation tops:

Please see original completion report.

if an analysis has been made of the water encountered, please attach a copy of the report to this form.

| hereby certify that this report is true and complete to the best of my knowledge.

Name & Signature:

(orna

Date: 8-12-96

Title: Operations Secretary ——

Molly Conrad YN\t | 4
N

.



Fori 3160—4
(November 1983)
(formerly 9—330)

uUN@ED sTATE
DEPARTMENT OF THE
BUREAU OF LAND MANAG

‘
n-
pn

)

\
EMEN

Form approved.
Budget Bureau No. 1004—0137
Expires August 31, 1985

i, LEASE DESIGNATION AND SERIAL NO.

WELL OVER EN BACK REXVR.

S 1ARM OR LEASE NAMB

U-74390
WELL COMPLETION OR RECOMPLETION R JdiE e o T e
ETFEORWELL T o TR e L Vo e O1C GRS & MIMING | e
B R — [J[jﬂﬂﬂ ﬁ ..Db/a
Other Qedlmd® 14 S hd

0 L]
2. NAME OF OPERATOR .
Equitable Resources Energy Company

Monument Federal
9. wELL NO.

3. ADDRESS OF UPERATOR

1601 Lewis Avenue, Billings, MT 59102  (406) 259-7860

4. LOCATION OF WELL (Rcport location clearly and in accordance with any State requirements)*

Ataurface  NW SE Section 6, T9S, RI6E 1850' FSL & 1850' FEL

33-6-9-16Y

10. FIELD AND POOL, OB WILDCAT

Butte

“T1. src., T, R, M., OR BLOCK AND SURVEY

OR AREA
At top prod. Interval reported below ’

Sec. 6, T9S, RL6E

At total depth

. 14. PERMIT No. DATE ISSLED 12, counTY or 13. STATE
] PARISH )
43_013_31589 4"15—96 Duchesne Ut ah
15. DATE SPUDDED 16. DATE T.D. REACHED | 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)* | 19. ELEV. CASINGHEAD
6-4-96 6-11-96 7-10-96 5867' KB n/a
20, TOTAL.DEPTH, MD & TVD 21, PLUG, BACK T.D., MD & TVD 22, IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS
6100| 6042' HOW MANY® n/a DRILLED BY _
/ | SEC - TD | n/a
24. PRODUCING INTERVAL(S), OF THIS COMI'LETION—TOP, BOTTOM, NAME (MD AND TVD)* l 25. WAS DIRECTIONAL
SURVEY MADE
4845' - 4859 Green River ' No
26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED

e
CBL/GR

oL ST DN mubD Lp6 e-17-9¢

No

218, CASING RECORD (Report all strings set in well)
CASING SIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CEMENTING RECORD AMOUNT PULLED
8-5/8" 2hit 262.11"' KB 12-1/4" 160 sxs Class "G" w/additives Nore
5-1/2" 15.5# 6080.11" 7-7/8" 30 sxs Super "G" w/additives | Nme
29. LINER RECORD 30. TUBING RECORD
81ZE TOP (MD) BOTTOM (MD) SACKS CEMENT® SCREEN (MD) SIZE DEPTH BET (MD) PACEKER SET (MD)
n/a 2-7/8" 4929.28' KB n/a

31. PERFORATION RECORD (Inierval, size and number) 32, ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.
4845" - 4853" (4 SPF) DEPTH INTERVAL (MD) " AMOUNT AND KIND OF MATERIAL USKD
1 _ 1
4854" - 4859" (4 SPF) 4845" - 4859! Break w/2604 gals 2% KCL water,
Frac w/37,280# 16/30 mesh sand w/
12,600 gallans 2% KCL selled water.
33.¢ PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping—size and type of pump) wux;ll. tsrpn;rus (Producing or
JAUL-in
7-10-96 1-1/2" Insert Rump Producing
DATE OF TEST HOURS TESTED CHOKE SIzZL PROD'N. FOR OIL——-BBL. GAS—)ICF. WATER—BBL. GAS-QIL RATIO
TEST PERIOD ,
8-11-96 24 n/a —> | 5.66 | nM. | o0 N.M.
FLOW, TUBING PRESS, CASING PRESSURE g‘:‘aCULATED OIL—B8BIL. GAS—MCF, WATER-—RBL. OIL GRAVITY-API (CORB.)
-HOUR RATE
n/a n/a —_— ] 5.66 | N.M. | o 34

34. TEST WITNDESSED BY

Dale Griffin

DIEPOSITION OF GAS (Sold, used for fuel, vented, etc.)
Used for fuel

LIST OF ATTACHMENTS
n/a
I hereby certify that the to?{)lng and attached information 18 complete and correct as determined from all avallabie records
v
SIGNED MDLU l‘ W4 aVAY &d
4
\J . - .
*(See Instructions and Spaces fcr Additional Data on Reverse Side)

Title 18 U.S5,C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any (alse, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

33.

38.

Operations Secretary pate 8-12-96

TITLE




37. SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals; and all

drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and | 38. GEOLOGIC MARKERS
_ recoveries): ,
FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. TOP
NAME
TRUE
MEAS. DEPTH | yppr. DEPTH
No DST's run. Green River 1644 1644
Horsebench SS l%g' 2328!
o 2rd Garden Gilch % 403"
YEllow Marker 4676 ", 4o76"
Douglas Creek 4823'
2rd Douglas Creek 5066
Green Marker 5203'
Black Shale Facies 5457°
5720"

Carbonate Marker




UNITED STATES
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

Fotm 3160-5
¢June 1990)

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to driil or to deepen or reentry to a different reservoir.
Use “APPLICATION FOR PERMIT—" for such proposals

FORM APPROVED
Budget Bureau No, 1004-0135
Expires: March 31, 1993
5. Lease Designation and Serial No.

U-74390

6. If Indian, Allottce or Tribe Name
n/a

SUBMIT IN TRIPLICATE

7. If Unit or CA, Agreement Designation
n/a

I. Type of Well
Oil Gas
Well D Well D Other
2, Name of Operator .

8. Well Name and No,

Fyuitable Resaurces Frergy Company

Mxsment Fed. $43-6-9-16Y

9. APL Well No,

3. Address and Telephone No.

1601 Iewis Averne, Billings, ML 59102 (406) 259-7800

13-013-316/4,

10. Field and Pool, or Exploratory Area

4. Location of Well (Footage. Sec., T., R., M., or Survey Description)
NE SE Section 6, T9S, RI6E-
2214' FSL & 707" FEL

Monment Butte/Green River

11, County or Parish, State

Duchesre Conty, Dtah

CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

E Notice of Intent D Abandonment

Recompletion
E] Subsequent Report Plugging Back
Casing Repair

D Final Abandonment Notice Altering Casing

XJomer  Site Security Diagram

. [_—_] Change of Plans
New Construction
Non-Routine Fracturing
Water Shut-Qff
Conversion to fnjection

Dispose Water
{Note: Reportresults of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent deails, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Artached is the Site Security Diagram for this well.

DIV, OF OIL, GAS & MiNING

14. | hereby certify that the forsgoing is true and correct
Signed w___ Title

Operations Secretary

Date D Cl\'até . q LD

(This space for Federal\br State office usc)

Approved by Title

Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any departmient or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.

*See Instruction on Reverse Side



EQUITABLE RESOURCES ENERGY COMPANY
MONUMENT FEDERAL 43-6-9-16Y
PRODUCTION FACILITY DIAGRAM

400 BBL
OIL TANK

400 BBL
OIL TANK

400 BBL
OIL TANK

MONUMENT FELC

DUCHESN

NE SE S
FEDERAL

)ERAL 43-6-9-16Y

EC. 6, T9S, R16E
= COUNTY, UTAH
LEASE #U-74390

TREATOR

VALVE DESCRIPTION

DURING
PROD.

DURING
SALES

VALVE #1
VALVE #2
VALVE #3

OPEN
CLOSED
CLOSED

CLOSED
OPEN
CLOSED

DIAGRAM NOT TO SCALE

PUMPING

UNIT J>WELL HEAD

ACCESS ROAD

’ 4 Q EQUITABLE RESOURCES
W4 ENERGY COMPANY

WESTERN REGION

1601 Lewis Avenue
Billings. MT 59102
(406) 259-7860

AUGUST 18, 1996



Form 3160-5 . UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR B e Maren 31 s
‘BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
U-74390

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use “APPLICATION FOR PERMIT—" for such proposals n/a

6. If Indian, Allottee or Tribe Name

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE

n/a
1. Type of Well
%é” D ‘GNE:;I I:‘ Other 8. Wel! Name and No.
2. Name of Operator Moment Fed. #33‘6‘9‘16Y
Equitable Resources Energy Company 9. APl Weil No.
3. Address and Telephone No. 43-01 3“'31 589
1601 Lewis Avenue, Billings, MI 59102 (406) 259-7860 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage, Sec., T., R., M., or Survey Description) Monument But te / Green Riv.
NW SE Section 6, T9S, R16E 11. County or Parish, State
1850' FSL & 1850' FEL Duchesne County, UT
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
D Notice of Intent D Abandonment D Change of Plans
Recompletion New Construction
@ Subsequent Report Plugging Back D Non-Routine Fracturing
Casing Repair Water Shut-Off
D Final Abandonment Notice Altering Casing Conversion to Injection
KI OlherRe—-ﬁfaC of well. Dispose Water
(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Operations comenced on 1-11-97 to re~fracture this well as follows:
Fractured 4845' - 4859' with 48,700# 16/30 mesh sand with 22,890 gallons 2% KCL gelled vater.
The well was put back on production on 1-16-97.

14. 1 hereby certify that the foregging is true and correc
signed LYAOL L4 COI[\J\/Q dfv rite Operations Technician pate __4=11-97
1 <+

(This space for Federal & State office use) .

Approved by Title Date
Conditions of approval, if any: Lo

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements
or representations as to any matter within its jurisdiction.

*See Instruction on Reverse Side



4 ‘

Division of 0il, Gas and Mining : Rout ilher-
OPERATOR CHANGE HORKSHEET ._%%Egﬁi_______
] T

Attach all documentation received by the division regarding this change. 2 >8-FIL

Initial each listed item when completed. Write N/A if item is not applicable. 3 GIL,
4 L.

0 Change of Operator (well sold) 0O Designation of Agent >

3 Designation of Operator KEXOperator:Name.Change:Only i o 5 2 o

The operator of the well(s) listed below has changed (EFFECTIVE DATE: _4-1-96 )

TO (new operator) EQUITABLE RESOURCES ENERGY COEROM (former operator) EQUITABLE RESOURCES ENERGY C(

‘(address) 1601 LEWIS AVE (address) BALCRON OIL DIVISION
BILLINGS MT 59102-4126 1601 LEWIS AVE
BILLINGS MT 59102-4126
phone (406 )259-7860 phone (406 ) 259-7860
account no. -_N9890 - -- account no. _N9890

Hell(s) (attach additional page if needed):

Name : **SEE ATTACHED** API :42-C1>-H5%7) Entity: Sec_ Twp__ Rng___ lease Type:
Name: API: Entity: Sec___Twp__ _Rng___ Lease Type:
Name: API: Entity: Sec__Twp__ Rng___ Lease Type:_
Name : API: Entity: Sec___Twp___Rng___ Lease Type:

Name : API: Entity: Sec____Twp___Rng Lease Type:

Name : API: ‘ Entity: Sec___Twp__Rng Lease Type:

Name : APL:__ _ Entity: Sec___Twp___Rng Lease Type:

OPERATOR CHANGE DOCUMENTATION

.iéé—l. (Rule R615-8-10) Sundry or other Jegal documentation has been received from former
operator (Attach to this form). cp, 1/ 449 = 7/5’4/7

Lﬁé 2. (Rule R615-8-10) Sundry or other legal documentation has been received from new operator
(Attach to this form). .

AQZ’B. The Department of Commerce has been contacted if the new operator above is not currently
operating any wells in Utah. Is company registered with the state? (yes/no) __ If

yes, show company file number:

¥ 4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

- Changes have been entered in the Oil and Gas Information System (Wang/IBM) -fer—each—wet
Hsted-above. (Y (p9L)

. Cardex file has been updated for each well listed above.(’%ﬂhﬂ§7
. Hell file labels have been updated for each well listed above.(’%ﬂb?g7

. Changes have been included on the monthly "Operator, Address, and Account Changes" memo
for distribution to State Lands and the Tax Commission. (Y-fo-4

jé;/Q. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

— OVER -



@ o h

OPERATOR CHANGE WORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

ENTITY REVIEH

_25;1. (Rule R615-8-7) Entity assignments have been reviewed for all wells listed above. Were
entity changes made? (yes/ (If entity assignments were changed, attach copies of
Form 6, Entity Action Form)~

_Aé 2. State Lands and the Tax Commission have been notified through normal procedures of

entity changes.

4 5578314 4 50,000) Seleto Tas. o, (bond Kiddin 75 Bogress)

(Rule R615-3-1) The new operator of any fee lease well listed above has furnished a

ZD 'VERIFICATION (Fee wells only)
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

Lyé 3. The former operator has requested a release of Tliability from their bond (yes/no) __
Today's date 19 . If 'yes, division response was made by letter

dated __ 19

LEASE INTEREST OHNER NOTIFICATION RESPONSIBILITY

f%é'l. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has been
notified by letter dated 19 , of their responsibility to notify any

person with an interest in such iease of the change of operator. Documentation of such
7@@;%&- notification has been requested.

pTJ 2. ngjes of dg;umggts have been sent to State Lands for changes involving State leases.

Gl A g — ru—){

FILMING

e ), Y, <)
«‘ 1. A1l attachments to this form have been microfilmed. Date: (14Céég_ C AL 19 ;771
FILING

1. Copies of all attachments to this form have been filed in each well file:

_ 2. The original of this form and the original attachments have been filed in the Operator
Change file.

COMMENTS
(4 .
?/mé//n Bln [B1d Faxmed a/o,;o_rmr,/ Ao )Z’lfL(/Jls’gif/(/‘ "

WE71/34-35



SEATE OF uran

BIVISION OF OIL, GAS AND MINING openator Equitable Resources Frergy Carpany OPERATOR AccT. no. M 9890
ENTITY ACTION FORM - rort 6 aooress 1001 Lewis Averve
Billings, MI 59102
(406) 255-7860
ACTLOM | CURRENT NEW APT MUMBER HELL MAME WELL { OCATION . SPUD EFFECTIVE
CODE  |ENTITY MO. [ENTITY NO. Q0 | SC | TP | RG COUNTY DATE DATE
A 1999991 11932 | 5301331589 | Morement: Federal 183-6-0-16v NW SE 9 [I6E |Duchesre 639 | 63%

WELL 1 COMMEMTS:

Spd of & new well.

Endiby adedeed %/5-%%

6
£

|

WELL 2 COMMENTS:

HWELL 3 COMMENTS;

WELL 4 COMMENTS:

WELL S5 COMMENT S

ACTION CODES (See instructions on back of form)

mD oo

- Other (explain in comnents section)
HOTE:

(3/89)

A - Establish new entily for new well (single well onl{)
- Add new well to existing entity (group or unit well)
- Re-assign well from one existing entity to another existing entity
- Re-assign well from one ex\slin? entity to a new entity
°

Use COMMEMT section to explain why each Action Code was selected.

ML C@Wf\o\d/

Signature Q

Operations Secretary

Title

Phone No. {

:6=10-96

Date




o ‘ STATE OF UTAH '

FORM 10

DIVISION OF OIL, GAS AND MINING Page 10 1
1594 West North Temple, Suite 1210, PO Box 145801, Sait Lake City, UT 84114-5801 ge Ofﬁ
MONTHLY OIL AND GAS PRODUCTION REPORT
OPERATOR NAME AND ADDRESS: UTAH ACCOUNT NUMBER: N98390
C/0 CRAZY MTN 0&G SVS'S .9 /97
REPORT PERIOD (MONTH/YEAR):
EQUITABLE RESOURCES ENERGY ¢ AR)M
PO BOX 577
LAUREL MT 5904k AMENDED REPORT[] (Highlight Changes)
Well Name Producing Well Days Production Volumes
Zone Status Oper OLL(BBL) GAS(MCF) WATER(BBL)
BALCRON MONUMENT FEDERAL 12-17 ,
GRRV LTH T 240l
GRRV
................. Il
............................. GRRV
. it
GRRV
...... e . GRRV ngl/—g%B
GRRV Ui 74708
GRRV UbR0755
GRRV Ko 20?56/
GRRV //Z; S5
GRRY Hl52/0
......... SRRV U789
MONUMENT FEDERAL 3
GRRV 1793 %
TOTALS
OMMENTS:
hercoy certify that this report is true and complete to the best of my knowledge. Date:

ame and Signature: Telephone Number:

12/93)




FRETT=IVED
0CT 1 ¢ 1997

October 7, 1997

Bureau of Land Management [
Vernal District Office i
170 South 500 East
Vernal, UT 84078

RE: Change of Operator S
Duchesne & Vernal Counties, Utah

Dear Mr. Forsman:

Please find attached Sundry Notices and Reports on Wells for Change of Operator,
previcusly operated by Equitable Resources Energy Company for approval.

If you should bave questions regarding this matter, please do not hesitate 10 contact me at
the number listed below.

Sincerely,
INLAND PRODUCTION COMPANY
Patsy B u

/pb
encls.

4: 5 Se enteenth Street Suit
v s e 1500, Denver, CO 8020 e 30 L4
, , 3-292-0900 FAX 303-296-4
7 1 202 ; -296-4070



Fo

(June 1990)

"
» g .

UNITED STATES
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

rm 3160-5

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drili or to deepen or reentry to a different reservoir.

Use “APPLICATION FOR PERMIT—" for such proposals

FORM APPROVED
Budget Bureau No. 1004-0135
Expires: March 31, 1993

5. Lease Designation and Serial No.
See Attached

6. If Indian, Allottee or Tribe Name
See Attached

SUBMIT IN TRIPLICATE

7. If Unit or CA, Agreement Designation
See Attached

1. Type of Well e T
0Oil Gas D
Well Well Other ONT 4 0 e

P O =7 133F

. Name of Operator

Inland Production Company

8. Well Name and No.
See Attached

. Address and Telephone No.

475 - 17th Street, Suite 1500, Denver, CO 80202

9. API Well No.
See Attached

(303) 292-0900

. Location of Well (Footage. Sec., T., R., M., or Survey Description)

See Attached Exhibit

10. Field and Pool, or Expioratory Area
See Attached

11. County or Parish, State
See Attached

CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D Notice of Intent D Abandonment D Change of Plans
Recompletion New Construction
@ Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off
D Final Abandonment Notice Altering Casing Conversion to Injection
omer __Change of Operator D Dispose Water
(Note: Report results of multipic completion on Well
Completion or Recompletion Report and Log form.)

. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If wetl is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Effective September 30, 1997, Inland Production Company will take over operations of

the wells on the attached list. The previous operator was:

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30,

1997, Inland Production Company is responsible under the

terms and conditions of the leases for operations conducted on the leased lands
or a portion thereof under BLM Bond No. UT0056 issued by The Hartford Insurance

Group. mECEhE N
0CT 1% 1997
14. | hereby certify/that Q‘e oing, is & : : =
s T wﬂtﬁ GHRIS A. POTTER, ATTORNEVIN-FACT ., 9/3¢ /77
(This space for Federal or State office use) i T -
Approved by Tite Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or

representations as to any matter within its jurisdiction.

*See Instruction on Reverse Side
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Iniand Resources Change of Operator | ! ; ‘

WELL NAME , _JLOCATION ~_ [COUNTY AST :'F':ELD' NAME APINUMBER {‘ EASENO. = AGEEMENT _
LWALTON FEDERAL#1 7 "“'sr;_sgs 119S 16E “‘_“_'LéUf@_'E[é_s:Né Ut MONUMENT BUTTE (J) M‘4‘§__Q<1_3:_15792 -00 ,: UTU096550  [UTU72086A
\WALTON FEDERAL #2 _INWNE 149S 16E 'DUCHESNE UT 'MONUMENT BUTTE (J) '43°013-15763-00 UTU096550  UTU72086A

WALTON FEDERAL #34-11 'SWSE 1195 16!_E_ﬂfDUCHESNE uT 'MONUMENT BUTTE (J) |43-013-31003-00 UTU098550 UTu72086A
UWALTON FEDERAL #4 “,SENW 119S 16E DUCHESNE  'UT 'MONUMENT BUTTE (J) .43-013-15795-00 UTU096550 ~ "UTU72086A

ALLEN FEDERAL #3166 |NWNE 698 17E |DUCHESNE  'UT MONUMENT BUTTE (U) 143-013-31442-00 UTU020252A . ]

ALCRON FEDERAL #21-13Y NENW 139S 16E |DUCHESNE _ UT  'MONUMENT BUTTE (U) 43-013-31400-00 |UTUB4805
ALCRON FEDERAL #21-25Y INENW 259S 16E |DUCHESNE ~ 'UT  IMONUMENT BUTTE (U) |43-013-31394-00 UTU64380 i
{BALCRON FEDERAL #44-14Y SESE 149S 17E  |[UINTAH JUT  |MONUMENT BUTTE (U) |43-047-32438-00 | UTUG4806
[CASTLE PEAK FEDERAL #24-10A SESW 169S 16E |DUCHESNE  [UT ~ 'MONUMENT BUTTE (U) 43-013-30555-00 |UTU72107
‘mSTLE PEAK STATE #43-16 _NESE 1695 16E |DUCHESNE = UT ~ MONUMENT BUTTE (U) 43-013-30594-00  ]891008243C
<" JORGENSON STATE #16-4 NESE 169S 17E |DUCHESNE  UT ~ MONUMENT BUTTE (U) 143-013-30572-00 |ML-3453-B

[STATE #16-2 . ____|NENE 169S 17E |DUCHESNE [UT .MONUMENT BUTTE (U) |43-013-30552-00 |ML-3453-B

[BALCRON FEDERAL #21-9Y NENW 99S 16E  |DUCHESNE =~ [UT ~ IMONUMENT BUTTE (W) |43-013-31396-00  |UTUB5207

‘BALCRON FEDERAL #41-21Y NENE 219S 16E |DUCHESNE  |UT MONUMENT BUTTE (W) |43-013-31392-00 |UTUB4379

MONUMENT FEDERAL #31-6-9-16 NWNE 69S 16E  |[DUCHESNE _ |UT MONUMENT BUTTE (W) [43-013-31717-00 |UTU74390

MONUMENT FEDERAL #32-6-9-16Y  |SWNE 6 95 16E__|DUCHESNE  |UT MONUMENT BUTTE (W) [43-013-31300-00 |UTU74390

MONUMENT FEDERAL #42-6-9-16Y | SENW 6 9S 15 |DUCHESNE  |UT MONUMENT BUTTE (W) |43-013-31645-00 |UTU74390

MONUMENT FEDERAL #41-6-9-16 NENE 6 9S 16E _ |DUCHESNE  [UT MONUMENT BUTTE (W) |43-013-31718-00 |UTU74390 i

ONUMENT FEDERAL #31-8-9-16 NWNE 89S 16E |DUCHESNE ~ |UT ~ IMONUMENT BUTTE (W) 43-013-31721-00 _ UTU020255 e

MONUMENT FEDERAL #41-8-9-16 NENE 898 16E  |DUCHESNE ~ 'UT MONUMENT BUTTE (W) 143-013-31619-00  |UTU020255 o

MONUMENT FEDERAL #11-0-9-16  ~ 'NWNW99S 16 | DUCHESNE uT ;MONUMENT BUTTE (W) 143-013-31618-00  |UTU020254

MONUMENT FEDERAL #33-6-9-16Y  NWSE69S 16E |DUCHESNE  [UT _ MONUMENT BUTTE (W) 143-013-31589-00  [UTU74380 i

MMONUMENT FEDERAL #43-6-9-16Y — INE SE69S 16E  DUCHESNE  |UT MONUMENT BUTTE (W) 143-013-31644-00 |UTU74390

MONUMENT FEDERAL #44-6-9-16Y  |SE SE69S 5E  |DUCHESNE  |UT MONUMENT BUTTE (W) |43-013-31720-00 |UTU74390

MONUMENT FEDERAL #31-18-9-16 NW NE 189S 16E _|DUCHESNE  UT ‘MONU_MENT BUTTE (W) [43-013-31725-00 |UTU74390

MONUMENT FEDERAL #41-18Y NE NE 189S 16E  |[DUCHESNE  |UT IMONUMENT BUTTE (W) [43-013-31646-00 |UTU74380

MONUMENT FEDERAL #42-18Y SENE 189S 16E |DUCHESNE  |UT ~  IMONUMENT BUTTE (W) [43-013-31724-00 _|UTU74390

MONUMENT FEDERAL #31-21-9-16 NWNE 219S 16E |DUCHESNE [UT ~ MONUMENT BUTTE (W) 43-013-31726-00  |UTUB4379

HONUMENT FEDERAL #11-22Y _NWNW2295 16E _|DUCHESNE _ |UT_ MONUMENT BUTTE (W) 143-013-31647-00 |UTU64379

MONUMENT FEDERAL #13-4-9-16 NWSW49S 16E 'DUCHESNE  [UT 'MONUMENT BUTTE (W) '43-013-31716-00 |UTU73086 -

AMONUMENT FEDERAL #14-4 SWSW 495 16E DUCHESNE  UT 'MONUMENT BUTTE (W) 43-013-31666-00 \UTU73086 -

MONUMENT FEDERAL #22-20-9-16 | SE NW 209S 16E _ DUCHESNE  [UT 'MONUMENT BUTTE (W) 43-013-31681-00 | utus2018 |

MONUMENT FEDERAL #23-7-9-16 _ INESW 79S 16E  DUCHESNE UT  MONUMENT BUTTE (W) 143-013-31694-00 |UTU74390 T -

MMONUMENT FEDERAL #24-17-9-16 | SESW 179S 16E _|DUCHESNE " TUT \MONUMENT BUTTE (W) 43-013-31682-00 |UTU52018 |

HIONUMENT BUTTE #34-31-8-16 SW SE 318S 16E DUCHESNE  |UT __IMONUMENT BUTTE (W) |43-013-31715-00 _|UTU74389 |

AMONUMENT FEDERAL #33-10-9-16 NW SE 1098 16E  'DUCHESNE _ [UT = |MONUMENT BUTTE (W) 43-013-31722-00 _[UTU72107

MONUMENT BUTTE #43-10-9-16 (NE SE 1098 16E DUCHESNE _[UT ~ 'MONUMENT BUTTE (W) |43-013-31723-00 _|UTU72107

'CHORNEY FEDERAL #1-9 JSWSE 99S 19E _UINTA 10T PARIETTEBENCH ~ 43-047-30070-00 |UTU5843 ;

(HENDEL FEDERAL #1 SWSW 985 19E_ [UINTA uT PARIETTE BENCH 43:047-20011-00 _|UTU058149 f

Page 5



United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Vemal District Office
170-South 500 East Phone: (801) 781-4400
[N REPLY REFER TO: Vernal, Utah 84078-2799 B+ 78TEI]]
3162.3
UT08438

November 10, 1997

DIV. OF OIL, GAS & MINING

\

Inland Production Company
475 17th Street, Suite 1500
Denver, CO 80202 :
1, 013-31529
Re:  Well No. Mon. Fed. 33-6-9-16Y
NWSE, Sec. 6, T9S, R16E
Lease U-74390
Duchesne County, Utah

Dear Sir:

This correspondence is in regard to the self-certification statement submitted requesting a change
in operator for the referenced well. After a review by this office, the change in operator request
_is approved. Effective immediately, Inland Production Company is responsible for all operations
performed on the referenced well. All liability will now fall under your bond, BLM Bond No.
UTO00586, for all operations conducted on the referenced well on the leased land.

If you have any other questions concerning this matter, please contact Margie Herrmann or Pat
Sutton of this office at (435) 781-4400.

Sincerely,

Al Wl

Howard B. Cleavinger Il
Assistant Field Manager,
Minerals Resources

cc:  Division of Oil, Gas & Mining
Equitable Resources Energy Company
ABQ Petro Corp
Myco Industries Inc
Yates Drilling Co.
Yates Petro Corp



' @83¢18/1997 ©85:15 1—4@5—52‘154 CRAZY MTN D&G . PAGE 82

4

EQUITABLE RESOURCES
ENERGY COMPANY

WESTERN REGION
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha

State of Utah

Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Box 145801

Salt Lake City, UT 84114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold all of its Utah
properties 1o Inland Production Company.

Please feel free to contact me if you require additional information.

Sincerely,
Molly Conra
Agent for Equitable Resources

Energy Company

mc



©¥3¢v1v/1997  85:15 1—486—6‘164 CRAZY MTN 0&G . PAGE ©
1

Crazy Mountain Oil & Gas Services
P.O. Box 577

Laurel, MT 59044

(406) 628-4164

(406) 628-4165

TO: L«L’Q)\QL
Sk of Wlah.

FROM. Molly Conrad
Crazy Mountain Qil & Gas Services
(406) 628-4164
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Divisioa of Oil, Gas aad Mining

OPERATOR CHANGE WORKSHEET

Attach all documentation received by the division regarding this change.
[nitial cach listed item when completed. Write N/A if item is not applicable.

XEX Change of Operator (well sold) 0O Designation of Agent
O Designation of Operator O Operator Name Change Only

The operator of the well(s) listed below has changed, effective: - 9-30-97 :

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESOURCES COMPANY
(address) PO _BOX 1446 (address) PO BOX 577

ROOSEVELT UT 84066 LAUREL MT 59044
C/0 CRAZY MTN 0&G

Phone: (406)628-4164
Account no. N9890

Phone: (801)722-5103
Account no. N5160

WELL(S) attach additional page if needed:

Name: **SEE ATTACHED*#* APL 43-DI A -Ri 58] Entity: S T R Lease:
Name: APIL: Entity: S T R Lease:
Name: APL: Entity: S T R Lease:
Name: APL: Entity: S T R Lease:
Name: : ] API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: APL Entity: S T R Lease:

ZERATOR CHANGE DOCUMENTATION

1. (r649-8-10) Sundry or other legal documentation has been received from the FORMER operator (attach to this
form). (/ectl [2:097)

‘%C 2. (r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this
form). (Z’c/a/ /0720-7’77

[‘_}A 3. The Department of Commerce has been contacted if the new operator above is not currently operating an}.'
, wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

z{(_’ 4. FORINDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the compbtxon of steps 5

through 9 below.

Chz}nges hz%/e been entered in the Oil and Gas Information System (3270) for each well listed above.
[22-17)

Cardex file has been updated for each well listed above. (/2.247)

Well file labels have been updated for each well listed above. (/ 2-3*‘/‘77

- Changes have been included on the monthly "Operator, Address, and Account Changes" memo for distribution
to Trust Lands, Sovereign Lands, UGS, Tax Commission, etc. (; 2347)

_Z_/c 9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for
reference during routing and processing of the original documents.
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OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable,

ENTITY REVIEW
€ 1. (r649-87) Entity assignments have been reviewed for all wells listed above. Were entity changes made?
. (yes/no If entity assignments were changed, attach copies of Form 6, Entity Action Form.

’%_ 2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures of entity
changes. i

BOND VERIFICATION - (FEE WELLS ONLY)

l‘%é : 1. (r649-3-1) The NEW operator of any fee lease well listed above has furnished a proper bond.
c

2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If'yes, division response was made to this request by letter dated X

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

/v_ét 1. Copies of documents have been sent on to at Trust Lands for changes
»7s  Involving State leases, in order to remind that agency of their responsibility to review for proper bonding.
2/ s //7
M ,éf 2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19 __, of their responsibility to notify all interest owners of this change.
FILMING

i o
\_XZ’? 1. All attachments to this form have been microfilmed. Today's date: ) ' /) : &} g/

FILING

1. Copies of all attachments to this form have been filed in each well file.

—

—— 2. The original of this form, and the original attachments are now being filed in the Operator Change file.

COMMENTS
U202 Bin [Ypesnel vy per to 1z 5 20 1997




SEC

. JUL-15-98 WED 08:34 AM

INLAND RESOURCES INC

FAX NO. 4357%149

WEST POINT UNIT WELL LISTING

B R R i i e i . Wi o e S o e T S

T. 8 & 9S, R. 1l6E
FIELD WELL NAME STATUS |API NUMBER

WEST POINT UNIT |MON FED #31-6Y PROD |[W2OVA2n (v7
WEST POINT UNIT _|FED 3286-09-16Y PROD {UPO\2y 227D
WEST POINT UNIT |MON FED #42-6Y PROD [Y20vay=d IS
WEST POINT UNIT |MON FED #43-6Y PROD [0z (A
WEST POINT UNIT |MON FED #33-6Y PROD [UZ D\
WEST POINT UNIT _[FED 44-96-09-16Y PROD |UAD 242\ /01y
WEST POINT UNIT_|MON FED #23-7¢/ PROD [3O12:2)\OLL
WEST POINT UNIT |MON FED #41-18Y PROD |22 N (~Ho
WEST POINT UNIT |FED 31-18-9-16y PROD {UI2ZD1 22 186D
WEST POINT UNIT _|FED 42-18-09-16'y PROD [HADOvz-\Nal
WEST POINT UNIT [MON FED 34-31-8-16 PROD |tz 252 TV
WEST POINT UNIT [MON FED 41-6-9-16Y PROD |125012524 "1(K
WEST POINT UNIT |NINE MILE 3-6 PROD |L20002.¥% (L0
WEST POINT UNIT |NINE MILE 11-6 PROD _[42D\ZH1R\ D~
WEST POINT UNIT_[NINE MILE FEDERAL 15-6-9-16 | PROD |HZN\~2>00)
WEST POINT UNIT [NINE MILE 6-7 PROD [H2{\d\2N727 Tl
WEST POINT UNIT |NINE MILE 10-7 prROD | LD\ T2
WEST POINT UNIT_|NINE MILE FEDERAL 12-7-9-16 | PROD MDD\
WEST POINT UNIT |NINE MILE 4-6 PROD 4D TN
WEST POINT UNIT _|NINE MILE 5-6 PROD |H 2OV ASZHO 2
WEST POINT UNIT [NINE MILE 13-6 PROD _{[1 2D |23~
WEST POINT UNIT {NINE MILE 6-6 PROD_|H20\>2 TG
WEST POINT UNIT |NINE MILE 5-7 proo LA =41 M
WEST POINT UNIT |NINE MILE 7-7 PROD | LI2MWP 24 TR
WEST POINT UNIT_|NINE MILE 15-7 PROD S 2e022¥407
WEST POINT UNIT [NINE MILE 2-7 PROD 2NV 25D\ )
WEST POINT UNIT _|NINE MILE 3-7 PROD L2\ SH2201 5
WEST POINT UNIT |NINE MILE 4-7 PROD |W2D\Z200 V2
WEST-POINT-UNTF—NINEMIEE44-6 pgA— RO LA

WEST#POINT+(GR)+UNIT-ENTITY “12418 EFF 6~1-98.

Page 1

P 02

AS OF 7/13/98

1200
H?J%
[19Y°
lll QZO
1932
| 2665,
j0]9
a4l
;aio ]
2
mf/ﬂ
|24 5
) 2264
Iﬂ?/ﬁb
122277
229
19230
12923
[228%
12289
[225Y
2289
2291
|2
122381
1230l
[25]3
| 2-%25



WEST POINT (GREEN RIVER) UNIT
Duchesne County, Utah

EFFECTIVE: JUNE 1, 1998

16E

— UNIT OUTLINE (UTU77107X)

SECONDARY
ALLOCATION

2,738.19 ACRES

FEDERAL 100%




FORM 3160-5 TED STATES
. (June 1990) DEP. NT OF THE INTERIOR .

BUREAU OF LAND MANAGEMENT

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill or to deepen or reentry a different reservoir.
Use "APPLICATION FOR PERMIT -" for such proposals

FORM APPROVED

Budget Bureau No. 1004-0135
Expires: March 31, 1993

5. Lease Designation and Serial No.

UTU-74390

6. If Indian, Allottee or Tribe Name

NA

SUBMIT IN TRIPLICATE
1. Type of Well
Qil Gas
X Well Well Other

7. If Unit or CA, Agreement Designation
WEST POINT (GR RVR)

8. Well Name and No.
MONUMENT FEDERAL 33-6-9-16Y

2. Name of Operator

INLAND PRODUCTION COMPANY

9. API Well No.
43-013-31589

3. Address and Telephone No.
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900

10. Field and Pool, or Exploratory Area
MONUMENT BUTTE

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

11. County or Parish, State

1850 FSL 1850 FEL NW/SE Section 6, T09S R16E DUCHESNE COUNTY, UTAH
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
: Notice of Intent Abandonment Change of Plans
Recompletion New Construction
Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

Altering Casing
Other Site Security

I: Final Abandonment Notice

Conversion to Injection

Dispose Water
(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

OCT 13 1998
DIV. OF 0IL, gas & MINING

14. T hereby certify that the foregoing is true and correct . |
. o
Signed /)2

tl,"i.ﬂit«gt/ s /f?}{,(_‘;}./ét’ Title Manager, Regulatory Compliance Date 10/7/98
v

(This space for Federal or State office use)
Approved by Title

Date

Conditions of approval, if any:

CC: UTAH DOGM

Title 18 U.8.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its jurisdiction.



Ini®hd Production Cof@pan
Site Facility Diagram
Monument Federal 33-6Y
NW/SE Sec. 6, T9S, 16E

Duchesne County
May 12, 1998

Site Security Plan is held at the Roosevelt Office, Roosevelt Utah

Production Phase

1) Valves 1 and 3 sealed closed

Gas Sales Meter
2) Valves 2 and 4 sealed open

Sales Pha
1) Valves 1, 2, 4, 5 sealed closed

2) Valves 1 open Pumping Unit

.. Diked Section
Draining Phase:

1) Valve 3 open

Emulsion Line
Load Line
Water Line

Gas Sales




Unitcd States Department of theﬂterior Ve
BUREAU OF LAND MANAGEMENT . TAKE PriDe"
Utah State Office. : INAMERICA
P.O. Box 45155 ’
Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:

3106
(UT-924)
September 16, 2004
Memorandum
To: -Vernal Field Office
From: ActingFChief, Braﬁch of Fluid Minerals
Subject: Mérger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard

Acting Chief, Branch of
Fluid Minerals

Enclosure
1.. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
: State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson S -
Joe Incardine
-Connie Seare



Corporations Section ‘

P.O.Box 13697
Austin, Texas 78711-3697

‘Geoffrey S. Connor

Secretary of State

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Come visit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by: SOS-WEB



ARTICLES OF AMENDMENT n e O of the
v TO THE Secretary of State of Texas
ARTICLES OF INCORPORATION | v
- “OF o 3‘:_902200‘
INLAND PRODUCTION COMPANY . L
A L1l Corporations Section

* Pursuant to the pro'visions of Article 4.04 of the Texas Business Corporation Act (the -
“TBCA”), the undersigned corporation adopts the following articles of amendment to the articles
of incorporation: _ - : '

ARTICLE 1 - Name
The name of the corporation is Inland Production Company.
ARTICLE 2~ Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adopted by the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shall read in its entirety as follows:

“ARTICLE ONE ~ Thé name of the corporation is Newfield Production Compaxiy."
ARTICLE 3 - Effective Date of Filing
This document will become effective | ypon filing.
The holder of all of the shares outstaﬁding and entitled to vote on said amendment has -
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment, and

any written notice required has been given.

~ IN WITNESS WHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1* day of September, 2004.

INLAND RESOURCES INC.

B)’:W}é, ./é—(’ﬁ_?z
Susan G. Riggs, Treasuret - .




UTSL-
071572A

065914

UTU-

02458
03563
03563A
04493
05843
07978
09803
0174398
017985
017991
017992
018073
019222
1020252
020252A
020254
020255 -
020309D
022684A
027345
034217A
035521 -
035521A
038797
058149
063597A
075174
096547
096550

110760
11385
13905
15392

15855
16535

16539

16544
17036
17424
18048
18399
19267
26026A
30096
30103
31260
33992
34173
34346
36442
36846
38411
38428
38429 .
38431
39713
39714
40026
40652
40894
41377
44210
44426
44430
45431
47171
49092

149430
49950

50376
50385
50376
50750
51081
52013
52018
58546

61052

62848
63073B

63073D

63073E
630730
64917
64379
64380
64381
64805

64806

64917
65207

- 65210

65635
65967
65969
65970
66184
66185
66191
67168
67170
67208
67549
67586
67845
68105
68548
68618
69060
69061
69744
70821
72103
72104
72105
72106
72107
72108
73086
73087

- 73807

73088
73089
73520A
74108
74805
74806
74807
74808
74389

74390

74391
74392
74393
74398
74399
74400
74404
74405
74406
74411
74805
74806
74826
74827
74835
74868
74869

74870

74872

74970

75036
75037

75038

75039

75075

75078
75089
75090
75234
75238
76239
76240
76241

76560

76561

76787
76808
76813
76954
76956

77233 .
77234

77235

- 77337

77338
77339
77357
77359
77365
77369
77370
77546
77553
77554
78022
79013
79014
79015
79016
79017
79831
79832

79833

79831
79834
80450

80915

81000

63073X
63098A
68528A
72086A-
72613A
73520X -
74477X
75023X
76189X
76331X
76788X
77098X
77107X
77236X
77376X
78560X
79485X
79641X
80207X

81307X



Division of Oil, Gas and Mining . ‘ .

ROUTING
OPERATOR CHANGE WORKSHEET 1.GLH
2. CDW
3. FILE
Change of Operator (Well Sold) . Designation of Agent/Operator
X Operator Name Change Merger
The operator of the well(s) listed below has changed, effective: ) 9/1/2004
FROM: (O1d Operator): TO: (New Operator):
NS5160-Inland Production Company . N2695-Newfield Production Company
Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 ' Myton, UT 84052
Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721
CA No. Unit: WEST POINT (GREEN RIVER)
WELL(S)
NAME SEC TWN RNGJ|API NO ENTITY |[LEASE |WELL |[|WELL
NO TYPE TYPE STATUS
MON FED 34-31-8-16 31 J080S|160E [4301331715 12418|Federal |WI A
WEST POINT U 13-5-9-16 05 |090S{160E [4301331766 12418|Federal [OW P
MON FED 32-6-9-16Y 06 |090S|160E {4301331300 12418|Federal |WI A
MON FED 33-6-9-16Y 06 [090S]160E |4301331589 12418|Federal |OW S
MON FED 43-6-9-16Y 06 |090S|160E [4301331644 12418|Federal |WI A
MON FED 42-6-9-16Y 06 J090S|160F |4301331645 | -12418|Federal |JOW P
MON FED 31-6-9-16Y 06 |090S]160E |4301331717 12418{Federal |OW P
MON FED 41-6-9-16Y 06 [090S|160E {4301331718 12418|Federal  |WI A
NINE MILE 6-6 06 |090S|160E [4301331719 12418|Federal JOW P
MON FED 44-6-9-16Y 06 |090S|160E {4301331720 12418|Federal |OW P
WEST POINT U 12-6-9-16 06 |090S|160E 4301331765 12418|Federal JOW P
NINE MILE 11-6 06 |090S|160E [4301331812 12418|Federal |WI A
MON FED 23-7-9-16Y 07 J090S]160E |4301331694 12418|Federal |WI A
NINE MILE 10-7 07 |090S|160E }4301331773 12418|Federal |JOW P
NINE MILE 6-7 07 |090S|160E |4301331776 12418|Federal JOW P
NINE MILE 5-7 07 |090S|160E |4301331777 12418|Federal |WI A
NINE MILE 7-7 07 |090S|160E |4301331778 12418|Federal |WI A
NINE MILE 15-7 07 |090S|160E 4301331803 12418|Federal |WI A
NINE MILE 16-7-9-16 07 ]090S]160E |4301331804 12418|Federal |OW P
MON FED 41-18-9-16Y 18 [090S|160E [4301331646 12418|Federal |WI A
MON FED 42-18-9-16Y 18 [090S}160E (4301331724 12418|Federal |OW S
MON BUTTE FED 31-18-9-16Y 18 |090S]160E |4301331725 12418|Federal |OW P

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on:  9/15/2004

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. 1s the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. IfNO, the operator was contacted contacted on:

Newfield Westpoint 1 FORM_4B.xls 3/2/2005



' , l

6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements (""CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005
2. Chal;ges ﬁaVe been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005
3. Bond information entered in RBDMS on: 2/28/2005
4. Fee/State wells attached to bond in RBDMS on: 2/28/2005
5. Injection Projects to new operator in RBDMS on: 2/28/2005
6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*
The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield Westpoint 1 FORM_4B.xis 3/2/2005



CEIVED

FORM 3160-5 UNIT!STATES JAN 1 8.5 Sﬁ%@PY

(September 2001) DEPARTMENT OF THE INTERIOR Expircs
: BUREAU OF LAND MANAGEMENT DIV. OF OIL, GRS S MININC—
SUNDRY NOTICES AND REPORTS ON WELLS UTU74390

Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

7. If Unit or CA/Agreement, Name and/or No.
WEST POINT UNIT

1. e of Well

Zhoitwell [JGaswell [ Other 3. Well Name and No.
2. Name of Operator MON FED 33-6-9-16Y -
Newfield Production Company 5 API Well No.
3a. Address Route 3 Box 3630 3b. Phone No. (include are code) v 4301331589
Myton, UT 84052 435.646.3721 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage, Sec., T, R, M., or Survey Description) Monument Butte
1850 FSL 1850 FEL 11. County or Parish, State
NW/SE  Section 6 T9S R16E Unassigned NA

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
DY Notice of 1 [J Acidize [} Deepen ] Production(Start/Resume) [ Water Shut-Off '
otice of Intent [ Alter Casing [T Fracture Treat ) Reclamation [J Well Integrity
Ikl Subsequent Report [] Casing Repair [} New Construction [} Recomplete & other
[L] Change Plans ] Plug & Abandon 1 Temporarily Abandon Weekly Status Report
(] Final Abandonment Notice [ Convert to Injector ] Plug Back [ Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof, Ifthe
proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the Bond
under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion of the
involved operations. If the operation results in a multiple completion or recompletion ina new interval, a Form 3160-4 shall be filed once testing has been completed, Final
Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)

Subject well had recompletion procedures initiated in the Green River formation on 10/15/04. Existing production equipment
was pulled from well. A bit and scraper were run in well.. Four new Green River interval was perforated and hydraulically
fracture treated as follows: Stage #1: CP5 sands @ 5734-5742'(4 JSPF) fraced w/24,608# 20/40 sand in 239 bbls Lightning
17 fluid. Fracs were flowed back through chokes; Stage #2: A1 sands @ 5262-5268', 5256-5260' (4 JSPF) fraced w/4,500#
20/40 sand in 80 bbls Lightning 17 fluid; Stage #3: D1 sands @ 4854-4859' (reperf), 4845-4853" (reperf) (4 JSPF) fracked w/
50,151# of 20/40 sand in 405 bbls of Lightning 17 fluid; Stage #4: GB6 sands @ 4406-4412' (4 JSPF) fraced w/19,962# 20/40
sand in 240 bbls Lighting 17 fluid. Sand was cleaned from wellbore. New intervals were swab tested for sand cleanup. BHA
& production thg were run and anchored in well w/tubing anchor @ 5762’, pump seating nipple @ 5798', and end of tubing
string @ 5829". A new 1 1/2” bore rod pump was run in well on sucker rods. Well returned to production via rod pump on
11-23-04.

I hereby certify that the foregoing is true and correct Title
Production Clerk

Date
1/14/2005

Name (Pringel/ Typed)
Renee Pyﬁ/ /3

Approved by - Title {Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office

which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious and frandulent statements or representations as to any matter within its jurisdiction

(Instructions on reverse)



NEWEFIELD

ROCKY MOUNTAINS

March 23, 2012

Mr. Mark Reinbold

State of Utah

Division of Oil, Gas and Mining
1594 W North Temple

Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Monument Federal #33-6-9-16Y
Monument Butte Field, Lease #UTU-74390

Section 6-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Reinbold:

Newfield Production Company herein requests approval to convert the Monument Federal #33-6-

9-16Y from a producing oil well to a water injection well in the Monument Butte (Green River)
Field.

I hope you find this application complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Sincerely,

et 4

Eric Sundber
Regulatory Lead

RECEIVED
MAR Z 8 2512

DIV. OF QIL, GAS & MINING

1001 17th Street, Suite 2000 Denver, CO 80202 (303) 893-0102 Fax (303) 893-0103



NEWFIELD PRODUCTION COMPANY
APPLICATION FOR APPROVAL OF CLASS 11 INJECTION WELL
MONUMENT FEDERAL #33-6-9-16Y
MONUMENT BUTTE FIELD (GREEN RIVER) FIELD
LEASE #UTU-74390

MARCH 23, 2012
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STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR  Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000
Denver, Colorado 80202

Well Name and number: Monument Federal #33-6-9-16Y
Field or Unit name: Monument Butte (Green River) Lease No. UTU-74390
Well Location: QQ NWSE section 6 township 95 range 16E county Duchesne
Is this application for expansion of an existing project? . . .. ... ... ... .. Yes[X] No[ ]
Will the proposed well be used for: Enhanced Recovery? ... ... .. Yes[X] NoJ ]
Disposal? ......... . ... .... Yes[ ] No[X]
Storage? ......... ... ... .. Yes[ ] No[X]
Is this application for a new well to be drilled? ... ... . ... .. .. Yes[ ] No[X]
If this application is for an existing well,
has a casing test been performed onthewell?. . ... .. ... ... ... ... . .. .. Yes|[ ] No[X]
Date of test:
API number: 43-013-31589
Proposed injection interval: from 4148 to 6042
Proposed maximum injection: rate 500 bpd pressure 1811  psig

Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A" through "H-1"

| certify that this report is true and complete to the best of my knowledge.

Name: Eric Sundberg Signature ((-—%7//
Title Regulatory Lead Date 3./75 /72 .

Phone No. (303) 893-0102

(State use only)
Application approved by Title

Approval Date

Comments:



Spud Date: 6/4/96 Monument Federal #33-6-9-16Y

Put on Production: 7/10/96

Initial Production: BOPD,

GL: 5867° KB: 5877 Proposed Injection MCFED, BWPD
Wellbore Diagram
URE N ) _ FRAC JOB
CSG SIZE: 8-5/8” 6-26-96 4845°-4859 12,6600 gal 2% KCL wtr,

GRADE: J-55 Top of cement 226°
WEIGHT:24# Casing Shoe @ 262
LENGTH: 6 jts (252"}

DEPTH LANDED: 262’

HOLE SIZE:12-1/4” 11/18/04  5734-5742°
CEMENT DATA: 160 sxs Class “G” cmt, 2% CaCl,, 1/4#/sx cello flake

2/27/02

11/19/04  5256-5268°

PRODUCT! ASIN
CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 147 jts. (6070")
DEPTH LANDED: 6080”
HOLE SIZE: 7-7/8”

CEMENT DATA: 390 sks Super “G”, 3% salt, 2% gel, 2#/sx kol-seal,
1/4#/sx cello flake. Tail w/290 sxs 50/50 poz, 2% gel, 1/4#/sx kol-seal.

CEMENT TOP: 226’ 9-17-08

11/19/04  4845-4859

11/22/04  4406-4412°

TUBING

SIZE/GRADE/WT.: 2-7/8”/1-55
NO. OF JOINTS: 185 jts. (5752.41°)
TUBING ANCHOR: 5762.41° KB
NO. OF JOINTS: 1 jis. (32.49°)

SN LANDED AT: 5797.70° KB

NO. OF JOINTS: 1jt. (30.13")

TOTAL STRING LENGTH: EOT @ 5829.38° w/ 10" KB ] | | Packer@4356°
== 4406-4412

I
ik
I

L]
:E -[E: £ 4845 - 4853” reperfed
= b= 4854 - 4859 reperfed
= % E > 5256-5260°
== b=a= 5262-5268°
= L
== I 57345742

NEWFIELD

PBTD @ 6042’

Monument Federal #33-6-9-16Y
1850” FSL & 1850° FEL
NW/SE Section 6-T9S-R16E
Duchesne Co, Utah
API #43-013-31589; Lease #UTU-74390

TD @ 6100°

37280 Ibs 16/30ss. ATP 2100 psi, ATR
19.4 bpm, screen out w/29,229 libs ss
on formation flow back 110 bbls wtr.

Rod job. Update rod and tubing details.

Frac CP.5 sands as follows:

24,608#’s 20/40 sand in 239 bbis Lightning
Frac 17 fluid. Treated @ ave press of 3381
w/avg rate of 14.4 BPM. ISIP 1880 psi. Calc
flush: 5732 gal. Actual flush: 1374 gal.

Frac Al sands as follows:

4,500#s (designed for 20,000#) 20/40 sand in
80 bbls Lightning Frac 17 fluid. Treated @
ave press of 3600 w/avg rate of 14.4 BPM.
ISIP 7850 psi. Screen out.

Frac D1 sands as follows:

50,151#’s 20/40 sand in 405 bbls Lightning
Frac 17 fluid. Treated @ ave press of 5630
w/avg rate of 13.8 BPM. ISIP 5560 psi.
Screened out.

Frac GB6 sands as follows:

19,962#s 20/40 sand in 240 bbls Lightning
Frac 17 fluid. Treated @ ave press of 2396
w/avg rate of 24.4 BPM. ISIP 1840 psi.
Calc flush: 4404 gal. Actual flush: 3481 gal.
Stuck pump. Updated rod & tubing details.

PERFORATIONRECORD .

6/25/96  4845°-4853" 4 JSPF 32 holes
6/25/96  4854’-4859 4 SPF 20 holes
11/17/04 5734-5742° 4 JSPF  32holes
11/17/04  5262-5268° 4JSPF 24 holes
11/17/04  5256-5260° 4 JSPF 16 holes
11/17/04 4854-4859° 4 JSPF 20 holes (reperfed)
11/17/04 4845-4853" 4 JSPF 32 holes (reperfed)
11/17/04  4406-4412° 4 JSPF 24 holes

JL 1/11/2012



WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.
2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and

tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

Test casing and packer.

W)

4. Rig down and move out.

Monument Federal #33-6-9-16Y



REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.
Newfield Production Company
1001 17" Street, Suite 2000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.
2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Monument Federal #33-6-9-16Y from a producing
oil well to a water injection well in Monument Butte (Green River) Field.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.
The injection zone is in the Green River Formation. For the Monument Federal #33-6-9-
16Y well, the proposed injection zone is from Garden Gulch to Castle Peak (4148’ -
6042°). The confining strata directly above and below the injection zones are the Garden
Guich and the top of the Wasatch Formation or TD, which ever is shallower. The Garden
Gulch Marker top is at 3809” and the TD is at 6100°.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Monument Federal #33-6-9-16Y is on file with the Utah
Division of Oil, Gas and Mining.



2.7

2.8

2.9

2.10

4.0

A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #UTU-74390) in the Monument
Butte Federal (Green River) Field, and this request is for administrative approval.



REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,

STORAGE AND ENHANCED RECOVERY WELLS
SECTION V — RULE R615-5-2

Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1

2.2

2.3

24

2.5

2.6

2.7

A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the

operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8”, 24# surface casing run to 262’ KB, and 5-1/27, 15.5#
casing run from surface to 6080° KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment F.



2.8

2.9

2.10

2.11

2.12

The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 1811 psig.

Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Monument Federal #33-6-9-16Y, for existing
perforations (4406’ - 5742’) calculates at 0.85 psig/ft. The maximum injection pressures
will be limited so as not to exceed this gradient. A step rate test will be performed
periodically to ensure we are below parting pressure. The proposed maximum injection
pressure is 1811 psig. We may add additional perforations between 3809 and 6100°.
See Attachments G and G-1.

Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Monument Federal #33-6-9-16Y, the proposed injection zone (4148’ - 6042’} is in
the Garden Gulch to the Castle Peak of the Green River Formation. The reservoir is a
very fine-grained sandstone with minor imbedded shale streaks. The estimated porosity
is 13%. The members are composed of porous and permeable lenticular calcareous
sandstone and low porosity carbonates and calcareous shale. The porous and lenticular
sandstone varies in thickness from 0-31” and is confined to the Monument Butte Federal
Field. Outside the Monument Butte Federal Field, the sandstone is composed of tight,
very fine, silty, calcareous sandstone, less than 3’ thick. The stratum confining the
injection zone is composed of tight, moderately calcareous, sandy lacustrine shale. All of
the confining strata are impermeable, and will effectively seal off the oil, gas, and water
of the injection zone from any strata directly above or below it.

A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-14.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

Any other information that the Board or Division may determine is necessary to
adequately review the application.

Newfield Production Company will supply any requested information to the Board or
Division.
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EXHIBIT “K"

. ATTACHMENT A-|
195, RI6E, S5.1.B.&M. FQUITABLE RESOURCES ENERGY CO,
S89'57'E — 77.68 (G.L.0O.) . -
& - WELL LOCATION, FEDERAL #33-6-9-16Y,
LOCATED AS SHOWN IN THE NW 1/4 SE 1/4
‘g OF SECTION 6, T9S, R16E, S.L.B.&M.
‘g DUCHESNE COUNTY, UTAH.
Lot 4 Lot 3 Lot 2 Lot 1 R v
s 8§
a §
§ x
~.! .
QS 9
WELL LOCATION: 33

~ Lot 5 FEDERAL #33-6-9—-16Y <8

S ° w§

3 ' ELEV. UNG/?/?DED GROUND = _5866.8" X N

-~ Q

3 l "

g 6 ,Qé

' I e :
120 -
55 £24

e 5 68 -50.9

o] Lol 6 = ~

2 Y</ 1850.0° S |

| (Computed) g THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS
= PREPARED FROM FIELBENGTEIRORACTUAL SURVEYS
3 MADE BY ME OR Y& RYSION AND THAT
) <+ THE SAME ARE A »
R I MY KNOWLEDGE
S “S %: 27
Lot 7 lég % g
T 8 [72)
o
’ TRI STATE
o A AND
S89'56'E — 77.76 (G.L.O.) 38 WEST,100 NORIR
, : , (801) 781-2501 .

Q = SECTION CORNERS LOCATED SCALE: 1" = 1000’ SURVEYED BYZ ‘ G.S. ’
BASIS OF BEARINGS; G.L.0. DATED 1910 DATE:  10-19—95 WEATHER:  COOL
BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (MYTON SW)

NOTES: FILE #




Legal Description

EXHIBIT B

Lessor & Expiration

Lessee & Operating Rights

Surface Owner

T9S-R16E SLM

Section 6: ALL

Section 7: ALL

Section 8: W2

Section 17: NW

Section 18: NE, E2NW, Lots 1, 2

T9S-R16E SLM
Section 5: W2SW, SESW

T9S-R16E SLM
Section 5: SWNW, Lot 4

USA
UTU-74390
HBP

USA
UTU-73087
HBP

USA
UTU-69744
HBP

Newfield Production Company
Newfield RMI LLC

ABO Petroleum Corp

Myco Industries Inc

Oxy Y-1 Company

Yates Petroleum Corp

Newfield Production Company
Newfield RMI LLC

Newfield Production Company
Newfield RMI LLC
BuieHC

Fischer James

Four M Co
Greenburg Z Trust
Lewis Michael D
Lowe Thomas K
Massad Ralph Estate
Merritt Margaret
Powers Ray B Jr

Mon 33-6Y

USA

USA

USA

Page 1of1



ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Monument Federal #33-6-9-16Y

I'hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed: //
Newfiel§-Production any

Eric Sundberg
Regulatory Lead

ro
e
Sworn to and subscribed before me this Z & day of /ﬁd//‘éﬁ, ,2012.

Notary Public in and for the State of Colorado:

My Commission Expires
My Commission Expires: 02/10/2013




Spud Date: 6/4/96
Put on Production: 7/10/96

Wellbore Diagram

GL: 5867° KB: 5877
URF.
CSG SIZE: 8-5/8”
GRADE: J-55 Top of cement 226” .
‘WEIGHT:24# Casing Shoe @ 262’

LENGTH: 6 jts (252"}

DEPTH LANDED: 262’

HOLE SIZE:12-1/4”

CEMENT DATA: 160 sxs Class “G” cmt, 2% CaCl,, 1/4#/sx cello flake

PRODUCTION CASING

CSG SIZE: 5-1/2”
GRADE: J-55

WEIGHT: 15.5#
LENGTH: 147 jts. (60707)
DEPTH LANDED: 6080”
HOLE SIZE: 7-7/8”

CEMENT DATA: 390 sks Super “G”, 3% salt, 2% gel, 2#/sx kol-seal,
1/4#/sx cello flake. Tail w/290 sxs 50/50 poz, 2% gel, 1/4#/sx kol-seal.

CEMENT TOP: 226’

TUBIN

SIZE/GRADE/WT.: 2-7/8”/J-55

NO. OF JOINTS: 185 jts. (5752.41")

TUBING ANCHOR: 5762.41° KB

NO. OF JOINTS: 1 jts. (32.49")

SN LANDED AT: 5797.70° KB

NO. OF JOINTS: 1jt.(30.13")

TOTAL STRING LENGTH: EOT @ 5829.38” w/ 10’ KB

SUCKER RODS
POLISHED ROD: 1-1/2” x 22’ SM

SUCKER RODS: 6 - 1 1/2” wt rods, 36- 34” guide rods (Btm 25 New), 90 - 3/4”
slick rods, 100 - 3/4” guide rods (Top 12 New), 1-6” x 3/4” pony rods.

PUMP SIZE: 2-1/2” x 1-1/2” x 12 x 16” RHAC
STROKE LENGTH: 85"
PUMP SPEED, SPM: 4 SPM

SN @ 5798’

NEWFIELD
Monument Federal #33-6-9-16Y
1850° FSL & 1850’ FEL
NW/SE Section 6-T9S-R16E
Duchesne Co, Utah
API #43-013-31589; Lease #UTU-74390

M

A

A
WLV

A
10t

[V

IVLTYL

ATTACHMENT £

Monument Federal #33-6-9-16Y

FRAC JOB

Initial Production: BOPD,
MCFPD, BWPD

TACAR] 1

IAARE

Rt

= 4406-4412°

. 5256-5260°
C~ 5262-5268°

= 5734-5742°
Anchor @ 5762

EOT @ 5829’

PBTD @ 6042°

TD @ 6100°

6-26-96  4845°-4859°

2/27/02

11/18/04

11/19/04

11/19/04

11/22/04

9-17-08

L 4845 - 4853’ reperfed
C 4854 - 4859 reperfed

5734-5742

5256-5268’

4845-4859°

4406-4412°

6/25/96

6/25/96

11/17/04
11/17/04
11/17/04
11/17/04
11/17/04
11/17/04

12,6600 gal 2% KCL wtr,

37280 1bs 16/30 ss. ATP 2100 psi, ATR
19.4 bpm, screen out w/29,229 Iibs ss
on formation flow back 110 bbls wtr.

Rod job. Update rod and tubing details.

Frac CP.5 sands as follows:

24,6084#’s 20/40 sand in 239 bbls Lightning
Frac 17 fluid. Treated @ ave press of 3381
w/avg rate of 14.4 BPM. ISIP 1880 psi. Calc
flush: 5732 gal. Actual flush: 1374 gal.

Frac Al sands as follows:

4,500#’s (designed for 20,000#) 20/40 sand in
80 bbls Lightning Frac 17 fluid. Treated @
ave press of 3600 w/avg rate of 14.4 BPM.
ISIP 7850 psi. Screen out.

Frac D1 sands as follows:

50,151#'s 20/40 sand in 405 bbls Lightning
Frac 17 fluid. Treated @ ave press of 5630
w/avg rate of 13.8 BPM. ISIP 5560 psi.
Screened out.

Frac GB6 sands as follows:

19,962#’s 20/40 sand in 240 bbls Lightning
Frac 17 fluid. Treated @ ave press of 2396
w/avg rate of 24.4 BPM. ISIP 1840 psi.
Calc flush: 4404 gal. Actual flush: 3481 gal.
Stuck pump. Updated rod & tubing details.

EERFORATIONRECORD

4845°-4853° 4 JSPF 32 holes
4854-4859° 4 SPF 20 holes
5734-5742° 4JSPF  32holes
5262-5268° 4JSPF 24 holes
5256-5260° 4 JSPF 16 holes
4854-4859° 4 JSPF 20 holes (reperfed)
4845-4853" 4 JSPF 32 holes (reperfed)
4406-4412° 4 )SPF 24 holes

DF 11/17/08



Spud Date: 11/20/96
Put on Production: 1/2/97
GL: 5855.4° KB: 5865’ (10’KB)

SURFACE CASING

CSG SIZE: 8-5/8~

GRADE: J-55

WEIGHT:24#

LENGTH:

DEPTH LANDED: 260.50’ KB

HOLE SIZE:12-1/4"

CEMENT DATA: 160 sxs Class “G” cmt

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH:

DEPTH LANDED: 5986.71’ KB

HOLE SIZE: 7-7/8™

CEMENT DATA: 310 sks “C” & 435 sks 50/50 Poz
CEMENT TOP AT: 100’ per CBL

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5%
NO. OF JOINTS: 152 jts (4870.2°)
SEATING NIPPLE: 2-7/8” (1.10°)

SN LANDED AT : 4380.2’ KB

CE @ 4881.3"

TOTAL STRING LENGTH: EOT @ 4889°

Monument Federal 31-6Y-9-16

Injection Wellbore

Diagram

ATTACHMENT £-

FRAC JOB

Initial Production:
62 BOPD, 193 MCFPD, 16 BWPD

A A

I
A L — iy el

i
kil

Monument Federal 31-6Y-9-16

624 FNL & 1926’ FEL
NW/NE Section 6-T9S-R16E
Duchesne Co, Utah

API #43-013-31717; Lease #UTU-74390

i
!

4938°-4954°

5046°-5053"

5342°-5352°

5581°-5591°

2/05/62
6/10/04
2-17-06
2-14-06

2-14-06

2-15-06

03/05/2010
03/09/2010

Packer @ 48381’

EOT @ 48389

4938°-4944°
49507-4954°

OIIAL

|

1A

5046’-5053" Re-perf 2-13-06

5147°- 5155’

5342°-5352" Re-perf 2-13-06

e

T~ 5581°-5591" Re-perf 2-13-06

PBTD @ 5946’

SHOE/TD @ 5936”

5581-5591°

5342-5352°

5046-5053"

Frac as follows:

Break down w/ 2478 gals 2% KCL water.
Frac w/ 82004 20/40 mesh sand and 20,300
16/30 mesh sand w/12,684 gals 2% KCL
gelled water. ISIP 2160 psi.

Frac as follows:

Break down w/ 1764 gals 2% KCL water.
Frac w/12,900# 20/40 mesh sand and 32,400#
16/30 mesh sand w/17,472 gals 2% KCL
gelled water. ISIP 2160 psi.

Frac as follows:

Break down w/1596 gals 2% KCL water.
Frac w/12,900# 20/40 mesh sand and 32,400#
16/30 mesh sand w/17,472 gals 2% KCL
gelled water. ISIP 2160 psi.

Frac as follows:

Break down w/2646 gals 2% KCL water.
Frac w/8.600# 20/40 mesh sand and 24,2004
16/30 mesh sand w/13,566 gals 2% KCL
gelled water.

Frac as follows:

Break down w/2394 gals 2% KCL water.
Frac w/87,000# 20/40 mesh sand and 18,800#
16/30 mesh sand w/14,196 gals 2% KCL
gelled water. ISIP 2450 psi.

Tubing leak. Update rod and tubing details.
Tubing Leak. Update rod and tubing details.
Re-Completion

Frac LODC sands as follows:
54817# 20/40 sand in 499 bbls Lightning 17
frac fluid. 13.9 BPM. ISIP 3275 psi.

Frac Al sands as follows:
55281# 20/40 sand in 472 bbls Lightning 17
frac fluid, 14.1 BPM. ISIP 2400 psi

Frac D3 sands as follows:

27736# 20/40 sand in 324 bbls Lightning 17
frac fluid. 13.9 BPM. Screened out w/23354#
sand in perfs.

Convert to Injection well
MIT Completed — tbg detail updated

PERFORATION RECORD

4938°-4944°
4950°-4954"
5046’-5053°
5147°-5155"
5342°-5352" 4 JSPF 40 holes
5581°-5591° 4 JSPF 40 holes -
5581-5591° Reperf 8 JSPF  80holes
5342-5352’ Reperf” 8 JSPF 80 holes
5046-5053" Reperf 5JSPF 35 holes

4 JSPF
4 JSPF
1 JSPF
1 JSPF

24 holes
16 holes
7 holes
8 holes

LCN 03-23-10



Spud Date: 3/27/97
Put on Production: 5/7/97
GL: 5885.3"

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT:24#

LENGTH:?

DEPTH LANDED: 315°

HOLE SIZE:12-1/4”

CEMENT DATA:,?\sxs Class “G” cmt, est ? bbls to surf,

20

PRODUCTION CASING

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 6332.95"

DEPTH LANDED: 6342.95"

HOLE SIZE: 7-7/8”

CEMENT DATA: 175 sks Premium & 450 sks 50/50 Poz
CEMENT TOP AT: 2500

TUBING

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5%
NO. OF JOINTS: 139 jts (4600.66’ KB)
PACKER: 4308.45°

TOTAL STRING LENGTH: 4319,26’
SN LANDED AT: 4872’

NEWFIELD

Monument Federal #32-6-9-16Y

2229 FNL 1792 FEL

SWNE Section 6-T9S-R16E

Duchesne Co, Utah

API #43-013-31300; Lease #UTU-74390

Injection Wellbore
Diagram

Monument Federal 32-6-9-16Y

FRAC JOB

. ac(«\vm/v?i" E"Z——

Initial Production: 5 BOPD,
100 MCFPD, 2 BWPD

i
i

[ |Packer @ 4308
- EOT @ 4319

= f=="4390"-95"
4428°-31°

A

= 4654°-64°

== 491422’

A

= 4924°-32°

Al
ik

5321°-26°

5558°-65°

= 5587°-91"

A

M
Fy ——

.D

- 5594°-98°

PBTD @ 5302’
TD @ 6365

4-21-97  5558'-5598"

4-23-97  5321’-5326°

4-25-97  4654’-4664°

4-28-97  4390°-4431°

2-5-00 4914°-4932°

11-10-99
2/10/05
01/11/10

Frac as follows:

Break down w/ 2940 gals 2% KCL water.
Frac w/ 13,500# 20/40 mesh sand and
36,300# 16/30 mesh sand w/17,136 gals
2% KCL gelled water. 1SIP-2300 psi.
ATP-2300 psi and ATR-31.4 BPM.

Frac as follows:

Break down w/ 2688 gals 2% KCL water,
Frac w/4500# 20/40 mesh sand and
13,300# 16/30 mesh sand w/10,794 gals
2% KCL gelled water. ISIP-2200 psi, 5
min 1900 psi. ATP-2300 psi and ATR-
20.5 BPM.

Frac as follows:

Frac w/27,300# 16/30 mesh sand
w/12,180 gals 2% KCL gelled water.
ATP-2400 psi and ATR-24.9 BPM.
ISTP-2750 psi, 5 min 2260 psi.

Frac as follows:

Break down w/1848 gals 2% KCL water.
Frac w/23,700# 16/30 mesh sand
w/10,960 gals 2% KCL gelled water.
ATP-2850 psi and ATR-28 BPM. ISIP-
2300 psi, 5 min 1791 psi

Break perfs as follows:

Break down perfs @ 1800 psi. Begin
injecting into D sands @ 100 BPD,

Convert to injection well
5 YR MIT
5 YR MIT

PERFORATION RECORD

4-18-97 5558°-5565" 4 JSPF 28 holes
4-18-97 5587-5591° 4 JSPF 16 holes
4-18-97 5594°-5598° 4 JSPF 16 holes
4-23-97 5321°-5326° 4 JSPF 20 holes
4-25-97  4654°-4664" 4 JSPF 40 holes
4-28-97 4390°-4395° 4 JSPF 20 holes
4-28-97  4428°-4431° 4 JSPF 12 holes
2-5-00 4924'-4932" 4JSPF 32 holes
2-5-00 4914'-4922" 4 JSPF 32 holes

BDH 7/10/01



Spud Date: 7/8/96
Put on Production: 8/22/96
GL: 5835> KB: 5845” (10’ KB)

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT:24#%

LENGTH: 5 jts (242.22°)

DEPTH LANDED: 252.22° KB

HOLE SIZE:12-1/4

CEMENT DATA: 160 sxs Class “G” cmt, est 5 bbls to surf.

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 142 jts. (5967.34")

DEPTH LANDED:; 5977.34° KB

HOLE SIZE: 7-7/8”

CEMENT DATA: 395 sks Super “G” & 435 sks 50/50 Poz
CEMENT TOP AT: 460°

TUBING
SIZE/GRADE/WT.: 2-7/8” / -5 / 6.54
NO. OF JOINTS: 181 jts, (5734.2")
TUBING ANCHOR: 5734.2°
NO. OF JOINTS: 1jt. (33.1")
SEATING NIPPLE: 2-7/8” (1.10°)
SN LANDED AT: 5770.0' KB
NO. OF JOINTS: 1jt. (31.5")
TOTAL STRING LENGTH: EOT @ 5807

SUCKER RODS
POLISHED ROD: 1-1/4” x 22° SM

Wellbore Diagram

Cement top @ 460°

SUCKER RODS: 1-2’ x %" pony rod, 1- 4’ x %” pony rod, 99- %” guided rods,
46- ¥ guided rods, 80- %" guided rods, 1- I 5/8” weight bar, 5- | %" weight

bars

PUMP SIZE: 2 1/2” x 1 1/2” x 14’ RHAC
STROKE LENGTH: 74"

PUMP SPEED, SPM: 4

NEWFIELD

Monument Federal #42-6-9-16Y
1980 FNL & 660 FEL
SE/NE Section 6-T9S-R16E
Duchesne Co, Utah
API #43-013-31645; Lease #UTU-74390

SN @ 5770’ KB

Mo A

Y

A A

AA A A

I

A'Pvm\&vmﬁ C-3

Monument Federal #42-6Y-9-16

FRAC JOB

Initial Production: 55 BOPD, 0
MCFPD, 0 BWPD

AL

I} — VAT.YERYY
AR LA VY

[T ] Yy

W

4310°-4320°
4413°-4416°
4421°-4426°

4612°-4615"

487174876’
4882°-4890°

5082°-5096’

5240°-5246

5382’-5396’
5403’-5408’

5450°-5460
5485'- 5495’
5520°-5530"
5555’- 5565
5588°- 5594°

Anchor @ 5734’

EOT @ 5807

58247-5845"

PBTD @ 5932’

SHOE @5977°
TD @ 6000"

7-30-96

5382°-5594°

8-07-96  4871°-4890°

8-07-96  4310°-4426’

9/19/01
$3-17-03

03-17-03

03-18-03

03-18-03

2/2/04
03/19/07
3/17/10

5824°-5845°

5240°-5246’

5082°-5096"

4612°-4615’

Frac sand as follows:

95,700# of 20/40 sd and 215,440% 16/30
sd w/87,612 gals 2% KCL water, Treated
@ avg rate 60.5 bpm, avg press 2800 psi.
Breakdown @ 3137 psi. ISIP-2600 psi,
5-min 1900 psi.

Frac sand as follows:

53,014# of 16/30 sd w/20,016 gals 2%
KCL water. Treated @ avg rate of 31.8
BPM, avg press 2450 psi. ISIP-2200 psi,
5-min 1950 psi.

Frac sand as follows:

48,8004 16/30 sand w/25,704 gals 2%
KCL water. Treated w/avg press of 2900
psi w/avg rate of 30.8 BPM. ISIP-1900
psi, 5 min 1760 psi.

Tubing job. Update rod and tubing details.

Frac CP2 sand as follows:

65,300# 20/40 sand in YF 125 fluid. Treated
wlavg press of 3875 psi w/avg rate of 16.5
BPM. ISIP-2275 psi. Actual Flush: 1439 gals.
Calc. Flush: 1515 gals.

Frac A .5 sands as follows:

19,560# 20/40 sand in YF 125 fluid.

Treated w/avg press of 4916 psi w/ avg rate of
15.2 BPM. Zone screened off 14 bbls. into

flush. ISIP 4916

Frac B .5 sands as follows:

44,8334 20/40 sand in 275 Bbls YF 125 fluid.
Treated w/avg press of 3919 psi w/ avg rate of
17.3 BPM. ISIP-2440 psi. ActualFlush:1217

gals. Calc. Flush:1314 gals.

Frac PB10 sands as follows:

18,9894 20/40 sand in 139 bbls YF 125 fluid.
Treated w/avg press of 3664 psi w/avg rate of
14 BPM. ISIP-2396 psi. Actual Fiush:1059
gals. Calc. Flush:1210 gals.

Tubing leak. Update rod and tubing details.
Pump Change. Update rod and tubing details.
Parted rods. Updated rod and tubing detail.

PERFORATION RECORD

7-29-96 5588’-5594’ 1JSPF 6 holes

7-29-96 5555°-5565"  1JSPF 10 holes
7-29-96 §520°-5530"  1JSPF 10 holes
7-29-96 5485°-5495" 1JSPF 10 holes
7-29-96 5450°-5460° 1JSPF 10 holes
7-29-96 5403°-5408° 1JSPF 5 holes

7-29-96 5382°-5396° 1JSPF 14 holes
8-06-96 4871°-4876° 4JSPF 20 holes
8-06-96 4882°-4890° 4JSPF 32 holes
8-07-96 4421°-4426° 3 holes
8-07-96 4413°-4416 3 holes
8-07-96 4310°-4320 8 holes
03-14-03  5824°-5845" 4 JSPF 84 holes
03-14-03  5240°-5246" 4 JSPF 24 holes
03-14-03  5082°-5096" 4 JSPF 46 holes
03-14-03  4612’-4615° 4IJSPF 12 holes

CB 04/11/07



Spud Date: 6/27/96

Put on Production: 8/06/96
Put on Injection: 11/15/99
GL: 5837° KB:?

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT:24#

LENGTH: 5 jts (242.22")

DEPTH LANDED: 264

HOLE SIZE:12-1/4"

CEMENT DATA: 160 sxs Class “G” cmt, est 5 bbls to surf.

PRODUCTION CASING

CSG SIZE: 5-1/2

GRADE: J-55

WEIGHT: 15.54

LENGTH: 137 jts.

DEPTH LANDED: 5908°

HOLE SIZE: 7-7/8"

CEMENT DATA: 380 sks Super “G” & 390 sks 50/50 Poz
CEMENT TOP AT: 275" per CBL

TUBING

SIZE/GRADE/WT.: 2-7/8"/ J-55 / 6.5#

NO. OF JOINTS: 134 jts @ 4188.28"
SEATING NIPPLE: 2-7/8” (1.107)

SN LANDED AT: 4198.28

PACKER: 4199.38

TOTAL STRING LENGTH: EOT @ 4206.38"

Injection Wellbore
Diagram

ATTACHMENT £-4

Monument Federal 43-6-9-16

FRAC JOB

Initial Production: 56 BOPD,
0 MCFPD, 90 BWPD

NEWEFIELID

Monument Federal 43-6Y-9-16
2214’ FSL 707" FEL
NE/SE Section 6-T9S-R16E
. Duchesne Co, Utah
API #43-013-31644; Lease #UTU-74390

Packer @ 4199
- EOT @ 4206’

4291-4298
4321-4325°
4332-4339°
4394-4400°

4586-4597"

5226’-5236’
5313-5318°
5342-5360°

iy

5362-5369°
5440-5448°
5503-5508"

5558-5586"

5740-5746

5800°- 5820°

SN @ 4198°
EOT @ 4206
PBTD @ 5862°
TD @ 5950°

_“-M-M-MIMI‘Y =

7-15-96

7-18-96

7-23-96

7-23-96

11/15/99
11/13/06
11/09/06

11/10/06

10/28/04

5558°-5586’

5440°-5508°

4586°-4597

4291°-4400"

5740°-5820°

5226’-5236

Frac sand as follows:

40,370# of 20/40 sd and 87,030# 16/30
sd w/35,028 gals 2% KCL water. Treated
@ avg rate 38 BPM, avg press 3250 psi.
ISIP-3550 psi, 5-min 2300 psi.

Frac sand as follows:

16,790# of 20/40 sd and 41,110# 16/30
sd w/21,000 gals 2% KCL water. Treated
@ avg rate of 30.5 BPM. avg press 3250
psi. ISIP-2430 psi, 5-min 1820 psi.

Frac sand as follows:

49.500# 16/30 sand w/15,708 gals 2%
KCL water. Treated w/avg press of 2500
psi w/avg rate of 20.2 BPM. ISIP-2950
psi, 5 min 2270 psi.

Frac sand as follows:

109,700# 16/30 sand w/36,666 gals 2%
KCL water. Treated w/avg press of 2350
psi w/avg rate of 29.9 BPM. ISIP-2000
psi. 5 min 1690 psi.

Convert to Injection well
Re-Completion (new perfs)

Frac CP.5 & CP2 sands as follows:

39.090# 20/40 sand in 355 bbls Lightning
17 frac fluid. Treated w/ ave press of
4035@ ave rate of 14.5 BPM. ISIP was
2030 psi. Calc flush 2559, actual flush
1386

Frac A & LODC sands as follows:

82,720+ 20/40 sand in 648 bbls Lightning
17 frac fluid. Treated @ avg press of
3980 w/ avg rate of 14.6 BPM. ISIP 2290
psi. Actual flush 1260, Calc flush 2046

Syr MIT

PERFORATION RECORD

7-12-96 5558’-5586" 4JSPF 112 holes

7-17-96 5503°-5508’ 9 holes
7-17-96 5440°-5448" 9 holes

7-18-96 5362°-5369° 4 JSPF 28 holes
7-18-96 5342-5360° 4 IJSPF 72 holes
7-18-96 5313°-5318° 4JSPF 20 holes
7-22-96 4586°-4597° 4 JSPF 44 holes

7-23-96 4394°-4400° 4 holes
7-23-96 4332-4339° 5 holes
7-23-96 4321°-4325° 4 holes
7-23-96 4291°-4298° 5 holes

11/08/06  5800°-5850 4 JSPF 80 holes
11/08/06  5740°-5746° 4 JSPF 24 holes
11/08/06  5226°-5236" 4JSPF 40 holes

LCN 10-21-10



Spud Date: 12/29/96
Put on Production: 4/3/03
GL: 5861° KB: 5875

SURFACE CASING
CSG SIZE: 8-5/8”
GRADE: J-55
WEIGHT:24#
LENGTH: § jts (246")
DEPTH LANDED: 256’
HOLE SIZE:12-1/4”

CEMENT DATA: 160 sxs Class “G” cmt. Cement to surface.

PRODUCTION CASING
CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5%

LENGTH: 139 jis. (5900)
DEPTH LANDED: 5910°
HOLE SIZE: 7-7/8"

CEMENT DATA: 305 sxs premium lite cement, tail w/385 sxs 50/509 poz.

TOP OF CEMENT: 100" per CBL.

TUBING

SIZE/GRADE/WT.: 2-7/8"/]-55

NO. OF JOINTS: 179 jts (5584.8")
TUBING ANCHOR: 5688.8

NO. OF JOINTS: 1jt(31.5")

SN LANDED AT: 5723.1"

NO. OF JOINTS: 1jts (33.13%)

TOTAL STRING LENGTH: EOT @ 5758’

SUCKER RODS
POLISHED ROD: 1-1/4” x 22’

SUCKER RODS: 6-1-1/2" = 150 weight bars, 15 x %" = 375" guided rod, 24 x
7 = 600" guided rods, 94 x ¥ - 2350° sucker rod, 89 x %” = 2225" guided rod,

2x %" =16 pony rod, 1 x %" = 6" pony rod
PUMP SIZE: 2-1/2" x 1-1/2" x 12’ x 16 RHAC
STROKE LENGTH: 73"

PUMP SPEED, SPM: 5 SPM

Monument Federal

44-6-9-16

Wellbore Diagram

FRAC JOB

—

5

Initial Production:17.5 BOPD,
43.1 MCFPD, .25 BWPD

[ARLAL

LAl

NEWFIELD

Monument Federal #44-6-9-16Y

816 FSL & 725 FEL
SESE Section 6-T9S-R16E
Duchesne Co, Utah

API #43-013-31720; Lease #UTU-74390

1/9/97

1/13/97

2/6/02
1/8/03

3/24/03

3/26/03

3/26/03

3/27/03

9/10/03
11/04/03
12-12-07

2/6/09
3/10/11

4303°-4307
4313°-4316
4323°-4326

4768'-4775"

5057°-5061"
5087°-5100"
5350°-5355°

5377°-5384’

Anchor @ 5625"

5704°-5720°
EOT @ 5758°
5777°-5781°

Top of fill @ 5829’

PBTD @ 5868

SHOE @ 5910°
TD @ 5950’

5350°-5384

5087°-5100"

5704°-5781°

5057°-5061"

4768°-4775°

4303’-4326°

14,110# 20/40 sand + 26,520# 16/30 sand in
346 bbls 2% KCL wir. Avg. treating press.
1950 psi, @ 26.3 bpm, ISIP: 1950 psi. Calc.
flush: 5350 gal. Actual flush; 5334 gal

11,430# 20/40 sand + 28,020# 16/30 sand in
343 bbls 2% KCL witr. Avg, treating press.
1900 psi, @ 26.2 bpm, ISIP: 1800 psi. Calc.
flush: 5087 gal. Actual flush: 5040 gal,

Tubing leak. Update rod and tubing details.
Pump Change. Update rod details.

Frac CP sands as follows:

75,300# 20/40 sand in YF 125 fluid

Treated @ avg. press. 4386 psi, with avg. rate
of 17.2 bpm, ISIP: 2028 psi. Calc. flush: 1490
gal. Actual flush: 1387 gal.

Frac Bl sands as follows:

20,500# 20/40 sand in YF 125 fluid.

Treated @ avg. press. 2668 psi, with avg, rate
of 18.8 bpm, ISIP: 2020 psi. Calc. flush: 5057
gal. Actual flush: 4938 gal

Frac DS3 sands as follows:

9,109% 20/40 sand in YF 125 fluid.

Treated @ avg. press. 2636 psi, with avg, rate
of 15.8 bpm, Screened out, ISIP: NA psi.
Calc. flush: 4768 gal. Actual flush: 2058 gal.

Frac GB sands as follows:

23,044# 20/40 sand in YF 125 fluid

Treated @ avg. press. 1669 psi, with avg. rate
of 18.0 bpm, ISIP: 1880 psi. Calc. flush: 4303
gal. Actual flush: 4201 gal.

Stuck Plunger. Update rod details

Tubing Leak : Update rod and tubing report
Pump Change. Updated rod & tubing details

Pump Change. Updated r & t detail
Parted Rods. Updated rod & tubing detail.

PERFORATION RECORD

1/08/97
1/08/97
1/13/97
3/24/03
3/24/03
3/26/03
3/26/03
3/27/03
3/27/03
3/27/03
3/27/03

5350’-5355"
5377°-5384°
5087'-5100°
5777°-5781°
5704°-5720°
5087°-5100
5057°-5061"
4768°-4775°
432374326
4313°-431¢°
4303°-4307

4 SPF
4 SPF
4 SPF
4 SPF
4 SPF
4 SPF
4 SPF
4 SPF
4 SPF
4 SPF
4 SPF

20 holes
28 holes
52 holes
16 holes
64 holes
52 holes
16 holes
28 holes
12 holes
12 holes
16 holes

VC 5/23/2011



ATTACHMENT £-(

West Point Federal #12-5-9-16

Spud Date: 10/23/00
Put on Production: 1/23/01
GL: 5815° KB: 5825°

SURFACE CASING

Initial Production: 175 BOPD,

Wellbore Diagram 145 MCFD. 17 BWPD

FRAC JOB

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

DEPTH LANDED: 303’

HOLE SIZE: 12-1/4"

CEMENT DATA: 155 sxs Class ;G” with additives.

PRODUCTION CASING
CSG SIZE: 5-1/2”
GRADE: J-55
WEIGHT: 15.5%#

DEPTH LANDED: 5991°
HOLE SIZE: 7-7/8”

CEMENT DATA: 275 sx PremLite Il with additives, followed by 580 sx
50/50 Pozmix.

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 173 jts (5531.49")
TUBING ANCHOR: 5541.49' KB

NO. OF JOINTS: 1jts (5544.27°)

SEATING NIPPLE: 2-7/8" (1.10")

SN LANDED AT: 5575.59° KB

NO. OF JOINTS: 1 jts (5576.69")

TOTAL STRING LENGTH: EOT @ 5608.08"

SUCKER RODS

POLISHED ROD: 1-1/2” x 22" SM

SUCKER RODS: 4-1 1/2” weight bars; 27-3/4” scrapered rods; 105-3/4” plain,
88-3/4” scrapered rods, 1-2, 1-4°,1-6" x %" pony rods.

PUMP SIZE: 1-1/2" x 2-1/2” x 14’ RHAC pump

STROKE LENGTH: 52"

PUMP SPEED, SPM: 4 SPM

LOGS: DLL-MSFL, FDC-CNL

SN @ 5576

West Point #12-5-9-16
1909’ FSL & 377" FWL
NW/SW Section 5-T9S-R16E
Duchesne Co, Utah
API #43-013-31933; Lease #UTU-73087

A

1/24/01  5390°-5570° Frac LDC sands as follows:
213,180# 20/40 sand in 1375 bbls Viking I-
25 fluid. Treated w/ avg. press of 2700 psi
@ 36.5 BPM. ISIP 2750 psi. Cale. flush:
5390 gal. Actual flush: 5355 gal.

1/25/01  5112°-5243° Frac A/B sands as follows:
227,120# 20/40 sand in 1452 bbls Viking [-25
fluid. Treated w/ avg press of 1800 psi @
31.2 BPM. ISIP 2120 psi. Calc. flush:

x 5112 gal. Actual flush: 5040 gal.

1/26/01 4882°-4988° Frac D/C sands as follows:
83,000# 20/40 sand in 577 bbls Viking [-25
fluid. Treated w/ avg press of 1800 psi @
30 BPM. ISIP 2135 psi. Calc. flush:
4882 gal. Actual flush: 4788 gal

9/24/01 Pump change. Update rod and tubing details.
11/24/03 Pump Change. Update rod and tubing detail.
2/27/04 Tubing leak. Update rod and tubing detail.

12/22/04 Pump Change. Update rod and tubing details.

4882°-4890°
4978°-4988°
5112-5136
5226°-5243°

== 5390°-5395°

5451°-5457"

5479°-5484"
PERFORATION RECORD

s cirae 12301 5390°-5395° 20 holes

33115523 12301 5451°-5457° 24 holes

Anchor @ 5541° 123/01  5479°-5484" 20 holes

s e 1723/01  5511°-5523' 48 holes

33515570 1/23/01  5551°-5570° 76 holes

1/24/01  5226'-5243° 68 holes

124/01  S112-5136" 96 holes

1725/01  4978°-4988° 40 holes

EOT @ 5608 1/25/01  4882°-4890° 32 holes

Top of Fill @ 5725

PBTD @ 5980°

SHOE @ 5991°

TD @ 6000

KR 12/29/04



ATTACHMENT £~/

West Point Federal #13-5-9-16

Spud Date: 11/06/00

Put on Production: 1/22/01 g;;lil/[gr]-?]gu;gog“}pl é BOPD,
GL: 5775 KB: 5785 Injection Wellbore -

Diagram
SURFACE CASING _ FRAC JOB

CSG SIZE: 8-5/8” 1/12/01 5675°-5753" Frac CP.5 & CP2 sands with 101,120#

. GRADE: J-55 20/40 sand in 699 bbls Viking 1-25 fluid.
Perfs broke back @ 3434 psi @ 4 BPM.
WEIGHT: 24# Avg. pressure 2050 psi w/ave. rate of
DEPTH LANDED: 315° 29.9 BPM. ISIP 2330 psi. Left pressure
on well,
HOLE SIZE: 12-1/4"
1/12/01 5451°-5498°  Frac LODC1 sds w/194,620# of 20/40
CEMENT DATA: 155 sxs Class “G™.

sand in 1245 bbls Viking I-25 fluid.
Perfs broke @ 4011 psi. Treated @ avg

press of 2680 psi, w/avg rate of 37.8
Zr X BPM. ISIP 2440 psi. Left press on well.

1/15/01 5244’-5378"  Frac A3 & LODC?2 sands with 24,000
gals of Viking 1-25 pad & 49,316 gals of
Viking [-25 fluid with 321,700# of 20/40
sand. Pressure 2640 psi max; 2400 psi
avg at 36 BPM. ISIP 2650 pst.

1/15/01 4990°-5141"  Frac Bl & AS sand with 16,170 gals of

PRODUCTION CASING

CSG SIZE: 5-1/2" Viking [-25 ﬂlfid with 97,700# %0/40
sand. 2250 psi max pressure, with avg

GRADE: J-55 rate of 28 BPM. Nete: had to SD 173

WEIGHT: 15.5% bbls .into 6.5 ppg stage §277 bbls) for
repairs. Down est. 8 min - resume

DEPTH LANDED: 5935’ treatment. Flowed back frac; start flow

o back @ 5 pm; end @ 7:45 pm, at rate of 1
: 7-7/ a 2
HOLE SIZE: 7-7/8 BPM. 564 BLTR.
NT : i ith

CEMENT DATA: 275 sx Premlite 11 with 1/16/01  4230'-4273°  Frac GB4 sds w/74,0004 20/40 sand in

additives; followed by 560 sx 50/50 Pozmix 507 bbls Viking 1-25 fluid. Perfs brok

plus additives. Jxing f-2 Hc. S broke

@ 4393 psi. Treated @ avg press of 2200
psi, w/avg rate of 26.7 BPM. ISIP 2600
psi. Start immed. flowback on 12/64”
choke @ | BPM. Flowed 4 hrs & died.

Rec. 220 BTF.

TUBING 1/6/06 Well converted to an Injection well.
SIZE/GRADE/WT: 2-7/8”/J-55/6.5%/ 8rd 1/26/06 MIT completed and submitted.
NO. OF JOINTS: 129 jts (4159.45)

SEATING NIPPLE: 1.10° SN: 4169°

SN LANDED AT: 4169.45° KB
TOTAL STRING LENGTH: EOT @ 4178.05°

W

- - Packer: 4174’
- EOT: 4178’

= e 4230736
== = 425357
i i 4265°-73°
== == 499097
= == 5034741
=] = 512226
- == 513541
= =TT 5244757
= L 5262-68° PERFORATION RECORD
=] = 52907312
= == s3i720 1/16/01  4230°-4236’ 24 holes
= == 53834 1/16/01 42534257 16 holes
= = s5339'4r° 1/16/01 42654273 32 holes
== = 5347275 I/15/01  4990°-4997° 28 holes
== Ee= 5451059 1/15/0Y  5034’-5041° 28 holes
~=3r—t =
== B 5463798 1/15/01  5122°-5126" 16 holes
] ] 1/15/01 51355141 24 holes
! = 5675°-81" V12/01 52445257 52 holes
= L 573553 1/12/01  5262'-5268° 24 holes
= 1/12/01  5290'-5312° 88 holes
1/12/01 53175320 12 holes
V12/01  5328'-5334° 24 holes
1/12/01 53395341 Sholes
112/01 53475375 112holes
V12/01  5451°-5459°  32holes
NEWFIELD
: 1/12/01  5463'-5498" 140 holes
E_ Newfield Produciton V11/01  5675°-5681" 24 holes
V1101 5734°-5753° 76 holes
West Point Federal #13-5-9-16 PBTD @ 5883
887" FSL, 59.5° FWL
SW/SW Section 5-T9S-R16E
Duchesne Co, Utah TD @ 5937°
API #43-013-31766; Lease #UTU-73087

CD 1/26/2006



West Point Federal 1-6-9-16

Spud Date: 8/18/08
Put on Production: 10/14/08
GL: 5801° XB: 5813’

SURFACE CASING

Wellbore Diagram

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: jts. (332.31")

HOLE SIZE: 12-1/4”

CEMENT DATA: 160 sxs Class “G” cmt

PRODUCTION CASING

CSG SIZE: 5-1/27

GRADE: J-55

WEIGHT: 15.54

LENGTH: 137 jts. (6436.44")

HOLE SIZE: 7-7/8”

DEPTH LANDED: 6449.69°

CEMENT DATA: 400 sk Prem. Lite IT mixed & 490 sxs 50/50 POZ.
CEMENT TOP AT: 30°

TUBING

SIZE/GRADE/WT.: 2-7/8” / J-55 / 6.5%

NO. OF JOINTS: 196 jts (6023.43")

TUBING ANCHOR: 6026.23"

NO. OF JOINTS: 1 jts (30.75”)

SEATING NIPPLE: 2-7/87 (1.10%)

SN LANDED AT: 6056.98° KB

NO. OF JOINTS: 2 jts (60.37")

TOTAL STRING LENGTH: EOT @ 6132.36” w/12’ KB

SUCKER RODS

POLISHED ROD: 1-1/2" x 26’

SUCKER RODS: 1-2, 4’ x 7/8” pony rods, 238- 7/8” scrapered rods, 4- 1 4"
weight rods

PUMP SIZE: 2-1/2" x 1-1/2” x 20" x 21” RHAC pump w/ sm plunger
STROKE LENGTH: 122"
PUMP SPEED, SPM: 5.5

SN @ 6057

NEWFIELD

West Point Federal I-6-9-16
646’ FNL & 1893’ FEL
NWNE Section 6-T9S-R16E
Duchesne Co, Utah
API #43-013-33897; UTU-74390

A

M

A

A

Al

FRAC JOB

= =
= =
= =
=T
= || &
TD @ 6448°

10/1/08  6046-6058°

10/1/08

5898-5904°

10/1/08

5436-5452°

10/1/08

5294-5302°

10/2/08 5012-5024

Frac CP3 sands as follows:

Frac with 34001 #’s of 20/40 sand in 392
bbls Lightning 17 fluid. Treat at an ave
pressure of 1850 psi @ 27 BPM. ISIP
2130 psi.

Frac CP.5 sands as follows:

Frac with 24026 #’s of 20/40 sand in 362
bbls Lightning 17 fluid. Treat at an ave
pressure 2154 psi @ 22.6 BPM. ISIP
2085 psi.

Frac Al sands as follows:

Frac with 48619 #’s of 20/40 sand in 450
bbls Lightning 17 fluid. Treat at an ave
pressure of 2019 pst @ 22.9 BPM. ISIP
2640 psi.

Frac Bl sands as follows:

Frac with 24286 #’s of 20/40 sand in 348
bbls Lightning 17 fluid. Treat at an ave
pressure of 2036 psi @ 22.8 BPM. ISIP
2020 psi.

Frac D1 sands as follows:

Frac with 39577 #’s 20/40 sand in 413
bbls Lightning 17 fluid. Treat at an ave
pressure of 1852 psi @ 22.6 BPM. ISIP
2066 psi.

5012-5024’
5294-5302’
5436-5452’
5898-5904’
Anchor @ 6026’
6046-6058"
PERFQRATION RECORD
5012-5024° 4 JSPF 48 holes
5294-5302° 4 JSPF 32 holes
5436-5452° 4JSPF 64 holes
) 5898-5004° 4 JSPF 24 holes
EOT @ 6132 6046-6058" 4 JSPF 48 holes
PBTD @ 6418
SHOE @ 6450°

TL 9-22-08



Spud Date: 12/29/2009
Put on Production: 02/02/2010
GL: 5898" KB: 5910°

ATTACHMENT F-9

West Point Federal N-6-9-16

Frac CP5 sands as follows: Frac with
10747# 20/40 sand in 89 bbls Lightning

Frac CP.5 sands as follows: Frac with
20180# 20/40 sand in 174 bbls Lightning

Frac A3 & LODC sands as follows:
Frac with 150746# 20/40 sand in 937

Wellbore Diagram
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 02-03-10 6210-6215"
GRADE: J-55 Cement Top @ 136° 17 fluid.
WEIGHT: 24 02-03-10 5862-5870°
LENGTH: 6 jts. (265.03")
DEPTH LANDED: 321.43° 17 fluid.
HOLE SIZE: 12-1/4” 020310 5461-5635'
CEMENT DATA: 160 sxs Class “G” cmt bbls Lightning 17 fluid.
02-03-10 5013-5123°

PRODUCTION CASING
CSG SIZE: 5-1/27
GRADE: J-55
WEIGHT: 15.5#
LENGTH: 154 jts. (6296.51")
HOLE SIZE: 7-7/8”
DEPTH LANDED: 6311.12"

CEMENT DATA: 275 sxs Prem. Lite Il mixed & 400 sxs 50/50 POZ.

CEMENT TOP AT: 136’

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#
NO. OF JOINTS: 190 jts (5958.5")
TUBING ANCHOR: 5970.5

NO. OF JOINTS: 2 jts (62.97)
SEATING NIPPLE: 2-7/8" (1.17)

SN LANDED AT: 6036.2° KB

NO. OF JOINTS: 1 jts (31.57)

GAS ANCHOR: 3-1/2” =6068.7"

TBG NIPPLE: 2-7/8” = 6073.9°

NO OF JOINTS: 3 jts (94.67)

TOTAL STRING LENGTH: EOT @ 6169’

SUCKER RODS

POLISHED ROD: 1-1/2” x 30°

SUCKER RODS:1 -2’x 7/87, 1 -6 x 7/8” pony rods, 236 ~ 7/8”
8per guided rods = 5900°, 4 - 1-1/2” sinker bar.

PUMP SIZE: 2% x 1% x 21’ x 24’ RHAC
STROKE LENGTH: 122
PUMP SPEED: 5 SPM

NEWFIELD

West Point Federal N-6-9-16
2030° FSL & 545° FWL (NW/SW)
Section 6, T9S, R16E
Duchesne Co, Utah
API # 43-013-34077; Lease # UTU-74390

i

i

|

c~ 5013-5019°

c—  5072-5075°

5119-5123°

5461-5463°

5529-5531°
5566-5568"

5614-5616’
5622-5625"
5633-5635"

. 5862-5870°

- 6210-6215°

TD @ 6320°

5591-5593"

Anchor @ 5971”

EOT @ 6169°

PETD @ 6268’

Frac D2, D3, & C sands as follows:
Frac with 54111# 20/40 sand in 332 bbls
Lightning 17 fluid.

PERFORATION RECORD

6210-6215° 3 JSPF 15 holes
5862-5870’ 3 JSPF 24 holes
5633-5635" 3JSPF 6 holes
5622-5625° 3 JSPF 9 holes
5614-5616" 3 JSPF 6 holes
5591-5593” 3IJSPF 6 holes
5566-5568" 3 JSPF 6 holes
5529-5531" 3ISPF 6 holes
5461-5463" 3 JSPF 6 holes
5119-5123° 3JSPF 12 holes
5072-5075> 3IJSPF 9 holes
5013-5019" 3 JSPF 18 holes

LCN 03-04-10



Spud Date: 11/6/97 Nine Mlle 6-6-9-16

Put on Production: 12/17/97
GL: 5841° KB: 5854’

SURFACE CASING

Injector Wellbore

Diagram

-

ATTACHMENT E-/0

FRAC JOB

Initial Production: 75 BOPD,
74 MCFPD, 36 BWPD

CSG SIZE: 8-5/8”

GRADE: J-55 TOC @ 100

WEIGHT:24#

LENGTH: 8 jts (311.79")

DEPTH LANDED: 324.70° KB

HOLE SIZE:12-1/4"

CEMENT DATA: 160 sxs Premium cmt, est 1 bbls to surf.

Casing shoe @ 325’

PRODUCTION CASING

CSG SIZE: 5-1/27

GRADE: J-55

WEIGHT: 15.5%

LENGTH: 138 jts. (5907.44")

DEPTH LANDED: 5920.77°

HOLE SIZE: 7-7/8”

CEMENT DATA: 390 sks Hibond mixed & 350 sks thixotropic
CEMENT TOP AT: 100’ per CBL

TUBING

SIZE/GRADE/WT.: 2-7/8” / M50 / 6.5%
NO. OF JOINTS: 145 jis (4544.1°)
SEATING NIPPLE: 2-7/8” (1.10°)

SN LANDED AT: 4554.1°

CE @ 4558.46°

TOTAL STRING LENGTH: EOT @ 4563

Nine Mile 6-6-9-16
2011 FNL & 1869 FWL
SENW Section 6-T9S-R16E
Duchesne Co, Utah
API #43-013-31719; Lease #UTU-74390

Packer @ 4558’
EOT @ 4563

¥

C” 4602°-4608"

O 4876 - 4884
4988°-4990°

5026’ -5029°
5041° -5043°

5046'- 5052
5092- 5104

5167°-5170°
5184°-5187

5288°- 5300

5314°-5325°

53287-5330"

54567-5462"

5467’- 5474

5760°-5765"

PBTD @ 5878°

TD @ 5931°

12/7/97 5456’-5474

12/9/97 5288-5330°

12/11/97  5026°-5104°

12/13/97  4876°-4884°

9/28/98
11/20/98
2/11/99
02/29/60
11/3/01

2/23/04
12/7/04

12/7/04

12/7/04

12/7/04

03/22/05
02/17/06

12-7-07

1/12/10

11/4/10
11/10/10

5760°-5765"

5167-5187

4988-4990"

4602-4608°

Frac LDC sand as follows:

121.300# of 20/40 sand in 573 bbls
Delta Frac. Treated @ avg press 2600
wiavg rate 29 bpm. ISIP 2836 psi.
Calc flush: 5454 gal. Actual flush:
5364 gal.

Frac A sand as follows:

130.300# of 20/40 sand in 622 bbls
Boragel. Treated @ avg press 1950
w/avg rate of 31 bpm. ISIP-2462 psi.
Calc flush: 5286 gal. Actual flush:
Frac C/B sands as follows:

114,300# 20/40 sand in 549 bbls Delta
Frac. Breakdown @ 2220 psi. Treated
wavg press of 1880 psi w/avg rate of
28.1 BPM. ISIP 2974 psi. Calc flush:
5024 gal. Actual flush: 4919 gal.
Frac D sand as follows:

114,300# 20/40 sand in 520 bbls of
Delta Frac. Treated @ avg press of
2046 psi w/avg rate of 26.2 BPM.
ISIP 2550 psi. Calc flush: 4874 gal.
Actual flush: 4778 gal.

Tubing leak.

Stuck piunger.

Parted rods.

Stuck plunger

Pump change. Update rod, tubing and
down hole details.

Pump change.

Frac CP.5 sands as follows:

17,9704 20/40 sand in 224 bbls
Lightning Frac 17 fluid. Treated @ avg
press of 3354 psi w/avg rate of 14.6
BPM. ISIP 2120 psi. Calc flush: 1490
gal. Actual flush: 1428 gal.

Frac B2 sands as follows:

5,633# 20/40 sand in 100 bbls
Lightning Frac 17 fluid. Screened out.
Frac D3 sands as follows:

10,409# 20/40 sand in 194 bbls
Lightning Frac 17 fluid. Screened out.
Frac PB10 sands as follows:

22,549# 20/40 sand in 282 bbls
Lightning Frac 17 fluid. Treated @ avg
press of 2365 psi w/avg rate of 24.6
BPM. ISIP2500 psi. Calc flush: 4600
gal. Actual flush: 4391 gal.

Pump Change. Update rod detail
Pump Change. Update rod and tubing
details.

Parted Rods. Updated rod & tubing
details.

Tubing leak, Updated rod and tubing
detail.

Convert to Injection well
Conversion MIT - tbg detail updated

PERFORATION RECORD

12/05/97
12/05/97
12/08/97
12/08/97
12/08/97
12/10/97
12/10/97
12/10/97
12/10/97
12/12/97
12/06/04
12/06/04
12/06/04
12/06/04
12/06/04

5467°-5474
5456’-5462°
5328’-5330°
5314°-5325°
5288°-5300°
5092°-5104’
5046°-5052"
5041°-5043
5026’-5029°
4876°-4884
5760°-5765"
S184°-5187
5167°-5170
4988°-4990°
4602°-4608"

4 JSPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF

28 holes
24 holes
8 holes

44 holes
48 holes
48 holes
24 holes
8 holes

12 holes
32 holes
20 holes
24 holes
24 holes
8 holes

24 holes

LCN 11-11-10



Spud Date: 10/23/97
Put on Production: 12/17/97
GL: 5889 KB: 5901°

SURFACE CASING
CSG SIZE: 8-5/8”

GRADE: J-55
WEIGHT:24#

LENGTH: 293"

DEPTH LANDED: 294’ GL
HOLE SIZE:]2-1/4"

CEMENT DATA: 120 sxs Premium cmt, est 4 bbls to surf,

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: 155

WEIGHT: 15.5#

LENGTH: 141 jts. (6024")
DEPTH LANDED: 6036
HOLE SIZE; 7-7/8"

CEMENT DATA: 360 sks Hibond mixed & 325 sks thixotropic

CEMENT TOP AT:

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.54
NO. OF JOINTS: 30 jts B grade (941.74")
132 jts yellow band (4111.38")
CE @ 5054.2"
TOTAL STRING LENGTH: 5062’

NEWFIELD

Nine Mile 11-6-9-16
1938 FSL 1756 FWL
NESW Section 6-T9S-R16E
Duchesne Co, Utah
API #43-013-31812; Lease #UTU-74390

Nine Mile 11-6-9-16

Injection

Wellbore Diagram

ATTACHMENT E-//

FRAC JOB

Initial Production: 57 BOPD,
89 MCFPD, 9 BWPD

|

| Packer @ 5054
== corasosr
= == 511922
f:% L] 5277°-719°
<;‘: 5286°-88°

5292°-96°

:'% 5307- 14
e 5408°-12°
_
8 5416-24°
== == 5533°-58%°
- LL  5754"-60°

PBTD @ 5992’

TD @ 6050’

1277197  5754°-5760°

12/10/97  5533°-5558°

12/12/97  5277-5424°

12/14/97 5119°-5122°

11/18/99
11/23/99
3/23/05

0127110

Frac CP sand as follows:

95,300# of 20/40 sd in 513 bbls

Delta Frac. Treated @ avg rate 26.2 bpm,
avg press 2250 psi. Breakdown @ 3652
psi. ISIP-2393 psi, 5-min 2117 psi.
Flowback for 3-1/2 hrs & died.

Frac LDC sand as follows: 104,300#
of 20/40 sd in 543 bbls Boragel.
Breakdown @ 2800 psi. Treated @ avg
rate of 27.9 BPM, avg press 2650 psi.
ISIP-3293 psi, 5-min 2374 psi. Flowback
onl2/64” ck for 4 hrs & died.

Frac A sand as follows:

127,000# 20/40 sand in 618 bbls Deita
Frac. Breakdown @ 2252 psi. Treated
w/avg press of 1700 psi w/avg rate of
35 BPM. ISIP - 2235 psi. 5 min 1936
psi. Flowback on 12/64” ck for 3 hrs &
died.

Frac B sand as follows:

88,300# 20/40 sand in 471 bbls of Delta
Frac. Breakdown @ 3202 psi. Treated
@ avg press of 2550 pst w/avg rate of
25.4 BPM. ISIP-2772 psi, 5 min 1930
psi. Flowback on 12/64” ck for 2-1/2 hrs
& died.

Convert to Injection well

MIT completed — thg detail updated
SYRMIT

5YR MIT

PERFORATION RECORD

12/6/97  5754’-5760° 4 JSPF 24 holes
12/9/97  5533’-5558" 4 JSPF 100 holes
12/11/97  5277°-5279° 4 JSPF 8 holes

12/11/97  5286°-5288° 4 JSPF 8 holes

12/11/97  5292-5296" 4 JSPF 16 holes
12/11/97  5307-5314° 4 JSPF 28 holes
12/11/97  5408’-5412° 4 JSPF 16 holes
12/11/97 5416’-5424' 4JSPF 32 holes
12/13/97 5119°-5122°  4JSPF 12 holes

LCN 06-14-10



Spud Date: 3/4/98
P & A on 3/1/7/98
GL: 5943° KB: 5955°

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT :24#

LENGTH:

DEPTH LANDED: 286’

HOLE SIZE:12-1/4"

CEMENT DATA: 135 sxs Premium cmt, est ? bbls to surf.

NEWEFIELD

Nine Mile #14-6

781 FSL 2074 FWL

SESW Section 6-T9S-R16E

Duchesne Co, Utah

API #43-013-31999; Lease #UTU-74390

ATTACHMENT £-/2

Nine Mile #14-6

Wellbore Diagram

145 sx Premium cmt, 350° to surface

60 sx Premium cmt, 1150°-1250°

90 sx Premium c¢mt, 1650°-1850°

- 110 sx Premium cmt, 5700°-5900"

TD @ 5950°




Nine Mile #15-6-9-16

Spud Date: 4/10/98

Put on Production: 5/18/98
GL: 5919° KB: 5931°

SURFACE CASING

CSG SIZE: 8-5/8"

GRADE: J-55

WEIGHT:24#

LENGTH: 7 jts. (289")

DEPTH LANDED: 306’(GL)

HOLE SIZE:12-1/4"

CEMENT DATA: 120 sxs Premium cmt, est 6 bbls cmt to surf,

PRODUCTION CASING
CSG SIZE: 5-1/27

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 138 jts. (5930")
DEPTH LANDED: 5941°
HOLE SIZE: 7-7/8™
CEMENT DATA: 410 sk Hibond 65 mixed & 370 sxs thixotropic
CEMENT TOP AT: 1351" CBL

Cement Top@ 1351°

TUBING

SIZE/GRADE/WT.: 2-7/8" / 6.5% / 3-55 tbg.
NO. OF JOINTS: 137 jts. (4273.11°)
SEATING NIPPLE: 2-7/8” (1.107)

SN LANDED AT: 4285.11"

TUBING PACKER: 4289.21"

TOTAL STRING LENGTH: EOT @ 4293.52

Nine Mile #15-6-9-16
646’ FSL & 2086’ FEL
SWSE Section 6-T9S-R16E
Duchesne Co, Utah
API #43-013-32010; Lease UTU-74390

i
N

Injection
Wellbore Diagram

ATTACHMENT £-/3

Initial Production: 53 BOPD,
60 MCFPD, 30 BWPD

FRAC JOB

3
¥y

5/9/98 5274'-5295°

5/12/98 4921°-4928°

5/14/98 4348’-4355°

3/11/02

2/2/07

[ | Packer @ 4286°

E: 4348°-4355’ GB4
ﬁ; 4411°-4421° GB6
=== 4615-4621" PBIO

4921°-4928’ D2

5274’-5278° Al
5282°-5295" Al

SN @ 4285°

EOT @ 4293’

Top of fill @ 5642’
PBTD @ 5887
TD @ 5950’

Frac A-1 sands as follows:

104,780+# 20/40 sand in 516 bbls Viking
1-25 fluid. Perfs brokedown @ 3150 psi.
Treated @ avg press of 1600 psi w/avg
rate of 28 bpm. ISIP: 2050 psi, 5-min
1744 psi. Flowback on 12/64” choke for
3.5 hours and died.

Frac D-2 sand as follows:

104,500# of 20/40 sand in 511 bbls
Viking 1-25 fluid. Perfs brokedown @
3540 psi. Treated @ avg [ress pf 1900 [so
w/avg rate of 27 BPM. ISIP-2100 psi, 5-
min 1990 psi. Flowback on 12/64” choke
for 5 hours and died.

Frac GB-4 sands as follows:

3560# 20/40 sand in 128 bbls Viking
1-25 fluid. Perfs brokedown @ 2150 psi.
Treated @ avg press of 2000 psi w/avg
rate of 9.5 bpm. ISIP: 3830 psi, 5-min
2525 psi. Flowback on 12/64” choke for
30 minutes and died.

Broke down new zones and established
injection into existing zones.

5 Year MIT completed and submitted.

PERFORATION RECORD

5/7/98  5274°-5278> 4 JSPF 16 holes
5/7/98  5282°-5295° 4JSPF 52 holes
5/11/98  4921°-4928° 4 JSPF 28 holes
5/13/98  4348°-4355" 4 JSPF 28 holes
3/08/02 4615°-4621° 4 JSPF 24 holes
3/08/02 4411°-4421> 4 JSPF 40 holes

CD 2/13/07



Spud Date: 2-23-98
Put on Production: 3-31-98
GL. 5904 KB. 7

SURFACE CASING
CSG SIZE 8-5/8”
GRADE J-55

WEIGHT 24#

LENGTH 7jts (286)
DEPTH LANDED 287
HOLE SIZE 12-1/4”
CEMENT DATA 120 sxs Premium cmt, est 4 5 bbls to surf

PRODUCTION CASING
CSG SIZE: 5-1/2°

GRADE J-55

WEIGHT " 15 5#

LENGTH 138 jts (5892°)

DEPTH LANDED" 5903°

HOLE SIZE 7-7/8”

CEMENT DATA 380 sks Hibond mixed & 350 sks thixotropic
CEMENT TOP AT 126

JTUBING

SIZE/GRADE/WT 2-7/8”/M-50/6 5%

NO OF JOINTS 1 jts (30 34)

12-7/8 J-55 TBG SUB (6.17")

NO OF JOINTS. 144 (4481 05)

SN LANDED AT 4529 56

15-1/2 Arrow set pkr (7 28’)

CE @ 4533 91

TOTAL STRING LENGTH 4537 94° w/i2' KB

Injection Wellbore
Diagram

Cement Top @ 126’

Nine Mile #2-7

/ﬁ,ﬁw&awf t-1f

FRAC JOB

Initial Production: 107 BOPD,
166 MCFPD, 12 BWPD

:

NEWFIELD

Nine Mile #2-7
567 FNL 1924 FEL
NWNE Section 7-T9S-R16E
Duchesne Co, Utah
API #43-013-32011; Lease #UTU-74390

I
11
1A

.
T

A

Packer @ 4334
EOT @ 4538’

4561'- 4569’

4806°-4813"

4874°-4883°

5109'-5114
5116°-5118°

5217°-5220°
5223°-5226

5253°-5258’

PBTD @ 5860°

D @ 5950°

3-21-98  5207°-5258’

3-23-98 5109-5118”

3-26-98

4806°-4883"

3-27-98  4561'-4569

2-10-04

6-2-03

06/22/99
06/24/09

Frac A sand as follows:

111,300% of 20/40 sd in 560 bbls

Delta Breakdown @ 3563 psi  Treated
@ avg rate 31 bpm, avg press 2500 psi
IS1P-2624 psi, 5-min 2449 psi Flowback
for 3 hrs & died

Frac B sand as follows:

120,300#0f 20/40 sd in 572 bbls Delta
Frac Breakdown @ 2586 psi Treated @
avg rate of 28 5, avg press 2000 psi
ISIP- 2289 psi, S-min 2146 psi
Fiowback on 12/64” ck for 4 hrs & died

¥rac D sand as follows:

127,200# 20/40 sand in 595 bbis Delta.
Breakdown @ 1726 psi  Treated w/avg
press of 2135 psi, w/avg rate of 30 BPM
IS1P-2302 psi, 5 min 2175 psi. Flowback
on 12/64” ck for 4-1/2 hrs & died

Frac PB sand as follows:

81,300# 20/40 sand in 432 bbls Delta
Breakdown @ 2395 psi  Treated w/avg
press of 2475 psi, w/avg rate of 27 1
BPM. ISIP-2654 psi, 5 min 2311 psi
Flowback on 12/64” ck for 3-1/2 hrs &
died

Pump change Update tubing and rod
details

Tubing leak Update tubing and rod
details

Converted to Injection Well
MIT completed, update tbg detail

PERFORATION RECORD

3-20-98  5217'-5220° 4 JSPF (2 holes
3-20-98  5223°-5226" 4 JSPF 12 holes
3-20-98 5253°-5258° 4 JSPF 20 holes
3-22-98  5109°-5t14" 4 JSPF 20 holes
3-22-98 5116'-5118° 4 JSPF  8holes

3-25-98  48006°-4813" 4 JSPF 28 holes
3-25-98  4874°-4883" 4 JSPF 36 holes
3-27-98  4561°-4569° 4 JSPF 32 holes

TP 07/01/09



West Point G-6-9-16
Spud Date: 4/25/2009
Put on Production: 6/23/2009

Wellbore Diagram
GL: 5866" KB: 5878

SURFACE CASING _ FRAC JOB
CSG SIZE: 8-5/8”
6/24/2009 6181-6187" Frac CPS sands as follows:
GRADE: J-55 15,310# 20/40 sand in 126 bbls of Lightning
WEIGHT: 24# Cement top @ 42’ 17 fluid.

m ™ 6/24/2009 5874-5938" Frac CP.5 & CP2 sands as follows:

LENGTH: 8 jts (309.35”) 50,947# 20/40 sand in 308 bbls of Lightning

DEPTH LANDED: 321.20° KB 17 fluid.
HOLE SIZE: 12-1/47 6/24/2009 5563-5614’ Frac LODC sands as follows:
CEMENT DATA: 160 sx class ‘G’ cmt 15,48§# 20/40 sand in 124 bbls of Lightning
17 fluid.
Z x 6/24/2009 5245-5251" Frac Bl sands as follows:
19,3394 20/40 sand in 176 bbls of Lightning
17 fluid.
6/24/2009 5143-5163" Frac C sands as follows:
56,003# 20/40 sand in 342 bbls of Lightning
PRODUCTION CASING 17 i ¢
CSG SIZE: 5-1/2"
6/24/2009 4396-4494" Frac GB4 & GB6 sands as follows:
GRADE: I-55 39,413# 20/40 sand in 256 bbls of Lightning
WEIGHT: 15.5% 17 fluid.

LENGTH:164 jts (6299.67")

DEPTH LANDED: 6351.64"

HOLE SIZE: 7-7/8"

CEMENT DATA: 280 sx premlite Il and 400 sx 50/50 poz
CEMENT TOP AT: 42"

A

C 4396-4308

A —
LYY ¥

A

C” 4435-4440°

Co 4492-4494°

M

TUBING

SIZE/GRADE/WT.: 2-7/8"/ I-55
NO. OF JOINTS: 194 jts (6134.2)
TUBING ANCHOR: 6146.2° KB
NO. OF JOINTS: 1 jts (30.5")

A

1/
1Y il

- 5143-5145°

= == 5154-5156°
SEATING NIPPLE: 2-7/8” (1.10°)
SN LANDED AT: 6179.6' KB | | R

== C 5160-5163

NO. OF JOINTS: 1jts (31.7)
TOTAL STRING LENGTH: EOT @ 6213

C” 5245-5251°

= 5560-5563" PERFORATION RECORD

6181-6187" 4 JSPF 24 holes

SUCKER RODS

A
/A N — ]

POLISHED ROD: 1 %4” x 30° polished rod = — 3614-5617 5932.5938" 3 JSPF I8 holes
SUCKER RODS: 1-2'x7/8”, 1-4’x7/8”. 2- 16’x 7/8” pony rods; 241- 7/8” E 5874-5878" 3 JSPF 12 holes
guided rods (8 per), 4-1 ¥4” weight bars :% === 5874-5878% 5614-5617° 3 JSPF 9 holes
5560-5563"  3JSPF 9 holes
PUMP SIZE. central hydraulic 2 2" % 1 %7 x 21'x 24’ RHAC 5245-5251" 3 JSPF 18 holes
5160-5163" 3 JSPF 9 holes
TR TH: 1447 - I~ 2 .
STROKE LENG == = 5932-5938 5154-5156" 3 JSPF 6 holes
PUMP SPEED, SPM: 5 5143-5145"  3JSPF 6 holes
4492-4494’  3ISPF 6 holes
=TT | Anchor @ 6146° 4435-4440° 3 JSPF 15 holes
4396-4398" 3 JSPF 6 holes
sN@seigor | | | |
=== === 6181-6187
EOT @ 6213
NEWFIELD PRTD @ 6336
t Point F -6-9-16
West Point Fed G TD @ 6355’

1992° FNL & 1870° FWL SE/NW
Section 6-T9S-R16E
Duchesne Co, Utah
API # 43-013-34076; Lease # UTU-74390

ML 1/5/2010




GMBU G-8-9-16

Spud Date: 12/05/2011
PWOP: 01/31/2012

Wellbore Diagram
GL: 5940 KB: 5953°
FRAC JOB
01/20/2012 5658-5862° Frac CP-Half & LODC, sands as follows:
SURFACE CASING Frac with 59512# 20/40 white sand in 475 bbls
CSG SIZE: 8-5/8” lightriing 17 fluid; 657 bbls total fluid to
GRADE: J-55 Tecover.
: 01/25/2012 5360-5385° Frac A1, sands as follows:
WEIGHT: 24# Frac with 35421# 20/40 white sand in 302 bbls
LENGTH: 8jts. (330.2") lightning 17 fluid; 439 bbls total fluid to
DEPTH LANDED: 343.52° KB recover.
. - 01/25/2012  5109-5233" Frac B.5, B1 & C, sands as follows:
HOLE SIZE: 12-1/4 Frac with 749484 20/40 white sand
CEMENT DATA: 160 sxs Class “G” cmt in 589 bbls lightning 17 fluid; 711 bbls total
flui .
- 4398.4399" luid to recover.
. 01/25/2012  4899-4958° Frac D1 & DS3, sands as follows:
= 4430-4431° Frac with 39795# 20/40 white sand in
= 44354436 346 bbls lightning 17 fluid; 462 bbls total
I fluid to recover.
PRODUCTION CASING —

4472-4473° 01/25/2012 4398-4488°  Frac GB2, GB4 & GB6, sands as follows:
CSGSIZE: 5-1/27

W

- 4476-4477" Frac with 82976# 20/40 white sand in
GRADE: J-55 = 4483-4484° 551 bbis lightning 17 fluid; 656 bbls total
] fluid t: :
WEIGHT: 15.5# = 4487.4488° luid to recover.

LENGTH: 157 jts. (6433.6") Includes Shoe Jt. {(40.63")

HOLE SIZE: 7-7/8”

DEPTH LANDED: 6453.21° KB

CEMENT DATA: 275 sxs Prem. Lite Il mixed & 450 sxs 50/50 POZ.

"l“_'l'_

4899-4901"
CEMENT TOP AT: 50°
4950-4952"
== 4956-4958°
TUBING
SIZE/GRADE/WT.: 2-7/8”/1-55/6.54
. . == 5109-5110°
NO. OF JOINTS: 189 jts. (5826.7°) 0T
- = Q’
TUBING ANCHOR: 5839.7' KB _.-: 5118-511 PERFORATION RECORD
o . = 5125-5126° 5861-5862° 3JSPF 3 holes
NO. OF JOINTS: 13t (31.37) 5856-5857° 3JSPF 3 holes
SEATING NIPPLE: 2-7/8” (1.17) 5668-5669° 3JSPF 3 holes
. = 5187-5188" 5661-5663° 3 JSPF 6 holes
SNLANDED AT. 5873.8' KB L ) 5658-565° 3JSPF 3 holes
NO. OF JOINTS: 2 jts. (62.5°) T 5200-5202 5384-5385’ 3JSPF 3 holes
‘ ) 5376-5378° 3ISPF 6 holes
NOTCHED COLLAR: 5937.4’ KB Ll s 53605363 3ISPF bl

TOTAL STRING LENGTH: EOT @ 5938 5232-5233° 3JSPF 3 holes
5200-5202° 3JSPF  6holes
5187-5188" 3JSPF 3 holes
5360-5363" 5125-5126° 3JSPF 3 holes
, 5118-5119° 3JSPF 3 holes
5376-5378 5109-5110° 3JSPF 3 holes
SUCKER RODS 5384-5385 4956-4958" 3JSPF  6holes
, ) 4950-4952’ 3ISPF 6 holes
POLISHED ROD: 1-1/2” x 30” Spray Metal Polished Rod 4899-4901° 3JSPF 6 holes
SUCKER RODS: 1-7/8"x 2’ Pony Rod, 1 — 7/8” x 4’ Pony Rod, 74 — 7/8” || 4487-4488° 3JSPF 3 holes
4per Guided Rods (1850"), 153 — %" 4per Guided Rods (3825"), 5 — 1 %” Sinker 5658-5659° 4483-4484° 3JSPF  3holes
Bars (1257), 1 — 1™ Stabilizer Bar (4”) = 5661-5663" 4476-4477° 3JSPF 3 holes
- , 4472-4473° 3JSPF  3holes

. e 907 v 2 [~ 5668-5669
PUMP SIZE: 2 14" x 1 %" x 20" x 24 RHAC = 4435-4436° 3USPF  3holes
STROKE LENGTH: 144> J ] . 4430-4431° 3ISPF  3holes
UMD SPEED. 5 SPAM =i Anchor @ 5840 43984399 3JSPF 3 holes

EE é; 5856-5857"

= == 5861-5862’

E EOT @ 5938’
PBTD @ 6410’
GMBU G-8-9-16 TD @ 6455°

986 FNL & 792° FWL (NW/NW)
Section 8, T9S, R16E
Duchesne County, Utah
API #43-013-50703; Lease # UTU-74390

CS 06/14/2012




GMBU D-8-9-16

Spud Date: 12/13/2011
PWOP: 02/16/2012
GL: 5781 KB: 5791°

Wellbore Diagram

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 8jts. (329.25%)

DEPTH LANDED: 342.57°KB

HOLE SIZE: 12-1/4

CEMENT DATA: 160 sxs Class “G” cmt

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5%

LENGTH: 151 jts. (6539.90°) Includes Shoe jt. (44.53")

HOLE SIZE: 7-7/8”

DEPTH LANDED: 6555.51° KB

CEMENT DATA: 250 sxs Prem. Lite [I mixed & 475 sxs 50/50 POZ.
CEMENT TOP AT: 36

TUBING

SIZE/GRADE/WT.: 2-7/8"/1-55/ 6 5t
NO. OF JOINTS: 200 jts. (6254.2°)
TUBING ANCHOR: 6264.2’ KB

NO. OF JOINTS: 1jt. (31.57)

SEATING NIPPLE: 2-7/8" (1.1")

SN LANDED AT: 6298.5’ KB

NO. OF JOINTS: 1 jts. (28.9°)

NOTCHED COLLAR; 63285 KB
TOTAL STRING LENGTH; EOT @ 6329’

SUCKER RODS

POLISHED ROD: 1-1/2” x 30° Spray Metal Polished Rod

SUCKER RODS: 1-7/8"x2’ Pany Rod, 1 —7/8” x 4’ Pony Rod, 1 — 7/8” x 6
Pony Rod, 1 - 7/8" x 8 Pony Rod, 81 — 7/8” 8per Guided Rods (20257, 52 — %~
8per Guided Rods (1300°), 110 — % 4per Guided Rods (2750"), 5—1 %" Sinker
Bar (125°), 1— 1” Stabilizer Bar (4°)

PUMP SIZE: 2 /4" x 1 %" x 20 x 24’ RHAC
STROKE LENGTH: 144"
PUMP SPEED: 5 SPM

NEWFIELD

GMBU D-8-9-16
854’FSL & 74’ FWL (SW/SW)
Section 5, T9S, R16E
Duchesne County, Utah
API #43-013-50721; Lease # UTU-73087

A
10

i
14Y

IM\ W

FRAC JOB

T
1y

1N
il

4407-4408”
4417-4418°
4427-4429

4478-4479
4482-4483°
4503-4504’

4719-4720°
4721-47237

4998-4999°
5002-5003"

5043-5044’
5047-5048

5054-5056"

5314-5315°

5413-5414°
5423-5424"

5445-5447

5937-5938>

Anchor @ 6264’

6288-6290°

EOT @ 6329°

PBTD @ 6507

TD @ 6560

02/01/2012

02/07/2012

02/07/2012

02/07/2012

02/07/2012

5937-6290° Frac CP5S & CP.5, sands as follows:
Frac with 19754# 20/40 white sand in 248 bbls
lightning 17 fluid; 454 bbls total fluid to

Tecover.

5314-5447 Frac A.5 & B2, sands as follows:
Frac with 399474 20/40 white sand in 322 bbls
lightning 17 fluid; 449 bbls total fluid to

TeCOVer.

4998-5056" Frac D1 & D2, sands as follows:
Frac with 40188# 20/40 white sand
in 327 bbls lightning 17 fluid; 446 bbls total

fluid to recover.

4478-4723 Frac GB6 & PB10, sands as follows:
Frac with 32023# 20/40 white sand in
270 bbls lightning 17 fluid; 376 bbls total

fluid to recover.

4407-4429° Frac GB4, sands as follows:

Frac with 67193# 20/40 white sand in
508 bbls lightning 17 fluid; 663 bbls total

fluid to recover.

PERFORATION RECORD

6288-6290°
5937-5938°
5445-5447
5423-5424°
5413-5414>
5314-5315"
5054-5056"
5047-5048>
5043-5044>
5002-5003"
4998-4999"
4721-4723°
4719-4720°
4503-4504>
4482-4483"
4478-4479°
4427-4429°
4417-4418°
4407-4408"

3 JSPF
3 JSPF
3 JSPF
3 JSPF
3 JSPF
3 JSPF
3 JSPF
3 JSPF
3 JSPF
3 JSPF
3 JSPF
3 JSPF
3 JSPF
3 JSPF
3 JSPF
3 ISPF
3 JSPF
3 JSPF
3 JSPF

6 holes
3 holes
6 holes
3 holes
3 holes
3 holes
6 holes
3 holes
3 holes
3 holes
3 holes
6 holes
3 holes
3 holes
3 holes
3 holes
6 holes
3 holes
3 boles

CS 06/18/2012



GMBU Q-5-9-16

Spud Date: 12/12/2011
PWOP: 02/13/2012

Wellbore Diagram
GL: 5781° KB: 5791°
FRAC JOB
02/01/2012  5713-5958° Frac CP.5 & LODC, sands as follows:
SURFACE CASING Frac with 490194 20/40 white sand in 667 bbls
CSG SIZE: 8-5/8” lightniing 17 fluid; 865 bbls total fluid to
GRADE: J-55 recover.
02/06/2012  5430-5658° Frac A.5 & A3, sands as follows:
WEIGHT: 244 s
Frac with 120564# 20/40 white sand in 946
LENGTH: 8jts. (330.17°) bbls lightning 17 fluid; 1076 bbls total fluid to
DEPTH LANDED: 340.49° KB recover.
HOLE SIZE: 12-1/4” 02/06/2012 5069-5321"° Frac B_l & D2, sands as fo!lows:
Frac with 88492# 20/40 white sand
CEMENT DATA: 160 sxs Class “G” cmt in 705 bbls lightning 17 fluid; 825 bbls total
fluid to recover.
4420-4421° 02/06/2012 4729-5026°  Frac D1 & PG10, sands as follows:
Frac with 69650# 20/40 white sand in
4475-4476’ 551 bbls lightning 17 fluid; 664 bbis total
_ N fluid to recover.
PRODUCTION CASING 44784479 o0t .

) - N 02/06/2¢ 4420-4514° Frac GB2, GB4 & GB6, sands as follows:
CSGSIZE: 5-1/2 4512-4514 Frac with 388604 20/40 white sand in
GRADE: J-55 321 bbls lightning 17 fluid; 426 bbls total
WEIGHT: 15.5% fluid to recover.

LENGTH: 151 jts. (6522.84°) Includes Shoe Jt. (41.3%) 4729-4730°
HOLE SIZE: 7-7/87
DEPTH LANDED: 6540.20° KB
CEMENT DATA: 250 sxs Prem. Lite II mixed & 475 sxs 50/50 POZ. 5017-5018°
CEMENT TOP AT: 51° 5024-5026
5069-5070"
5078-5080
TUBING
SIZE/GRADE/WT.: 2-7/8”/J-55/6.54
] 5299-5300°
NO. OF JOINTS: 190 jts. (5904.9°) 5320.5501°
== 2
TUBING ANCHOR: 5914.9° KB PERFORATION RECORD
. R 5956-5958" 3 JSPF  6holes
_OF JOINTS: 2jt. (60.8
NO. OF JOINTS: 2jt. (608" 5737-5738" 3JSPF 3 holes
SEATING NIPPLE: 2-7/8” (1.1") L] 54305431 5727-5728° 3JSPF  3holes
, 5713-5714’ 3JSPF  3holes
NDED AT. 5978. .
SNLA 3978.5°KB % 5435-5436 5657-5658" 3ISPF 3 holes
NO. OF JOINTS: 1 jts. (29.0") ] 5451.5453" 5652-5653’ 3JSPF 3 holes
T b 5451-5453> 3JSPF 6 holes
H. : .6’ KB
NOTCHED COLLAR: 6008.6 5435-5436” 3JSPF  3holes
TOTAL STRING LENGTH: EOT @ 6009 5430-5431° 3JSPF  3holes
5320-5321° 3JSPF  3holes
|| . 5299-5300° 3JSPF 3 holes
5652-5653 5078-5080° 3 ISPF 6 holes
5657-5658" 5069-5070° 3JSPF 3 holes
5024-5026" 3 JSPF  6holes
SUCKER RODS G 5713-5714° 5017-5018" 3JSPF  3holes
. 4729-4730° 3ISPF 3 hol
POLISHED ROD: 1-1/2” x 30" Spray Metal Polished Rod e 507578 45124514 3ISPF & holes
SUCKER RODS: 1—7/8"x 2" Pony Rod, 1 - 7/8” x 6’ Pony Rod, | - 7/8" x 8’ = g; 5737.5738" 4478-4479° 3JSPF  3holes
Pony Rod, 72 —7/8” 4per Guided Rods (1800°), 160 — 7/8” 4per Guided Rods 4475-4476° 3JSPF 3 holes
(4000°), 5 — Sinker Bar (125) 1 — 1" Stabilizer Bar (4’) 4420-4421° 3JSPF  3holes
PUMP SIZE: 2 /4" x 1 %7 x 20" x 24’ RHBC
b D Anchor @ 5915°
STROKE LENGTH: 144> eSS chor @
PUMP SPEED: 5 SPM
= e 5056-5058°
g EOT @ 6009’
PBTD @ 6509’
GMBU Q-5-9-16 TD @ 6555°

873°FSL & 63° FWL (SW/SW)
Section 5, T9S, R16E
Duchesne County, Utah
API #43-013-50722; Lease # UTU-73087

CS 06/14/2012




GMBU B-7-9-16

Spud Date: 12/08/2011
PWOP: 02/06/2012

Wellbore Diagram
GL: 5924° KB: 5934’
_ FRAC JOB
01/24/2012 6079-6220° Frac CP3, CP4 & CP5, sands as follows:

SURFACE CASING Frac with 49594# 20/40 white sand in 651 bbls
CSG SIZE: 8-5/8” lightning 17 fluid; 845 bbls total fluid to
GRADE: J-55 recover.
WEIGHT: 24% 01/26/2012  5893-5959° Frac CP2 & CP.5, sands as follow;:

i Frac with 39995# 20/40 white sand in 318 bbls
LENGTH: 8 jts. (330.25") lightning 17 fluid; 459 bbls total fluid to
DEPTH LANDED: 340.57’ KB recover.
HOLE SIZE: 12-1/4" 01/26/2012  5495-5635" Frac A} & LODC, sands gs follows:

. Frac with 39881# 20/40 white sand

CEMENT DATA: 170 sxs Class “G” cmt n 311 bbls lightning 17 fluid;, 442 bbls total

fluid to recover.

==

4714-4715°
R 01/26/2012  5253-5402° Frac Al & B2, sands as follows:
4719-4720 Frac with 70803# 20/40 white sand in
550 bbls lightning 17 fluid; 675 bbls total
fluid :
PRODUCTION CASING e torecover
- " 01/26/2012 4714-4936” Frac DS3 & PB10, sands as follows:
CSGSIZE: 5-1/ A . Frac with 49833# 20/40 white sand in
GRADE; J-55 - 4923-4924 383 bbls lightning 17 fluid; 495 bbls total
WEIGHT: 15.54 == 4934-4936° fluid to recover.
LENGTH: 153 jts. (6458.28") Includes Shoe Jt. (39.8")
HOLE SIZE: 7-7/8”
DEPTH LANDED: 6473.89” KB
CEMENT DATA: 235 sxs Prem. Lite I mixed & 475 sxs 50/50 POZ.
CEMENT TOP AT: 290’ = 5253-5254"
5261-5262"
TUBING
SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5% 5393-5394°
5400-5402°
NO. OF JOINTS: 198 jts. (6175.4")
TUBING ANCHOR: 6185.4’ KB PERFORATION RECORD
NO. OF JOINTS: 1 . (313" 5495-5496° 6218-6220° 3JSPF 6 holes
' ' ' 6163-6164" 3ISPF 3 holes
SEATING NIPPLE: 2-7/8”(1.1) 6079-6080° 3 JSPF 3 holes
SN LANDED AT: 6219.5' KB 5605-5606" 5957-5959" 3ISPF 6 holes
- 5950-5951" 3JSPF 3 holes
NO. OF JOINTS: 2 jts. (62.7) i 5899-5000° 3 JSPF 3 holes
NOTCHED COLLAR: 62833’ KB 5633-5635 5893-5894" 3JSPF 3 holes
e 5633-5635" 3ISPF 6 holes
TOTAL STRING LENGTH: EOT @ 6284’ 5605-5606" 3JSPF 3 holes
5495-5496" 3ISPF 3 holes
5400-5402" 3ISPF 6 holes
5893-5894° 5393-5394" 3ISPF 3 holes
) 5261-5262 3ISPF 3 holes
5899-5900 5253-5254" 3ISPF 3 holes
SUCKERRODS 4934-4936" 3JSPF 6 holes

. - » : s 4923-4924> 3 JSPF 3 holes
POLISHED ROD: 1-1/2" x 30° Spray Metal Polished Rod 5950-5951 4719-4720° 3JSPF 3 holes

SUCKER RODS: 1-7/8"x 2’ Pony Rod, 1 ~7/8” x 4’ Pony Rod, 1 —7/8" x 6 = 5957-5959° 4714-47153> 3JSPF  3holes
Pony Rod, 78 — 7/8” 8per Guided Rods (1950°), 55 — %" 8per Guided Rods
(1375"), 107 — %" 4per Guided Rods (2675”), 5~ 1” Stabilizers (20°), 5 -1 %~
Sinker Bars (1257)
PUMP SIZE: 2 %" x | %" x 24’ RHAC == 6079-6080’
STROKE LENGTH: 144"
PUMP SPEED: 5SPM = gi63.6164°

et | Anchor @6iss”

|
= = 6218-6220°

H EOT @ 6284’

NEWEFIELD

m_ e

GMBU B-7-9-16 TD @ 6486
667 FSL & 2065° FEL (SW/SE)
Section 6, T9S, R16E
Duchesne County, Utah
API #43-013-50724; Lease # UTU-74390

CS 05/14/2012




GMBU E-8-9-16

Spud Date: 11/22/2011
PWOP: 01/12/2012
GL: 5863° KB: 5873’

Wellbore Diagram

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: I-55

WEIGHT: 24#

LENGTH: 7jts. (318.2")

DEPTH LANDED: 328.52° KB

HOLE SIZE; 12-1/4”

CEMENT DATA: 160 sxs Class “G” cmt

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 149 jts. (6453.73") Includes Shoe Joint (41.14%)

HOLE SIZE: 7-7/8”

DEPTH LANDED: 6471.34’ KB

CEMENT DATA: 240 sxs Prem. Lite II mixed & 460 sxs 50/50 POZ.
CEMENT TOP AT: 40’

TUBING

SIZE/GRADE/WT.: 2-7/8"/1-55/6.5#
NO. OF JOINTS: 191 jts. (5935.5%)
TUBING ANCHOR; 59455’ KB

NO. OF JOINTS: 1jt. (31.37)

SEATING NIPPLE: 2-7/8” (1.1%)

SN LANDED AT: 5979.7’ KB

NO. OF JOINTS: 2 jts. (61.8")

NOTCHED COLLAR: 6042.6’ KB
TOTAL STRING LENGTH: EOT @ 6043

SUCKER RODS

POLISHED ROD: 1-1/2" x 30" Spray Metal Polished Rod

SUCKER RODS: 1-7/8"x 2’ Pony Rod, 1 — 7/8” x4 Pony Rod, 1 —7/8"x 8
Pony Rod, 76 — 7/8” 8per Guided Rods (1900°), 68 — %" 8per Guided Rods
(1700°), 87 = % 4per Guided Rods (2175"), 5 — 1” Stabilizer Bars (20°), 5—1
%" Sinker Bars (125%)

PUMP SIZE: 22" x 1 %7 x 20’ x 21° x 24" RHAC
STROKE LENGTH: 144~
PUMP SPEED: 6 SPM

NEWFIELD

GMBU E-8-9-16

838’FSL & 704’ FEL (SE/SE)
Section 6, T9S, R16E
Duchesne County, Utah
API #43-013-50738; Lease # UTU-74390

FRAC JOB
12/20/2011 5884-5968> Frac CP2 & CP.5, sands as follows:
Frac with 89321# 20/40 white sand in 1056
bbls lightning 17 fluid; 1253 bbls total fluid to
recover.
1/05/2012 5414-5607" Frac A3 & LODC, sands as follows:
Frac with 104540# 20/40 white sand in
787 bbls lightning 17 fluid; 916 bbls total fluid
to recover.
1/05/2012 5316-5347" Frac Al, sands as follows:
Frac with 59023# 20/40 white sand
in 473 bbls lightning 17 fluid;, 600 bbls total
4419-4420° fluid to recover.
4425-442T 1/05/2012  5186-5230°  Frac Bl & B2, sands as follows:
4440-4442° Frac with ?008?# 20/40 yvhite sand n
259 bbls lightning 17 fluid; 397 bbls total
fluid to recover.
1/05/2012  4889-5027" Frac D1, D2 & DS3, sands as follows:
R Frac with 75234# 20/40 white sand in
4889-4890 591 bbls lightning 17 fluid; 708 bbls total
fluid to recover.
4946-4947° 1/05/2012  4419-4442”  Frac GB4, sands as follows:
4950-4952 Frac with 25015# 20/40 white sand in 211
bbls lightning 17 fluid, 331 bbls total fluid
5025-5027" 10 recover.
5186-5188”
5228-5230°
5316-5317°
5325-5327°
5336-5338° PERFORATION RECORD
5345-5347"
5967-5968" 3 JSPF 3 holes
5960-5961° 3 JSPF 3 holes
5414-5415° 5954-5955> 3 JSPF 3 holes
5949-5950° 3 JSPF 3 holes
5441-5442" 5890-5891° 3JSPF 3 holes
N 5884-5885° 3 JSPF  3holes
3455-5456 5606-5607" 3JSPF 3 holes
5472-5473" 5598-5599° 3 JSPF  3holes
5483-5484" 5483-5484" 3 JSPF 3 holes
5472-5473" 3 JSPF  3holes
5455-5456 3 JSPF 3 holes
) 5441-5442° 3JSPF 3 holes
3398-5599 5414-5415° 3JSPF 3 holes
5606-5607" 5345-5347° 3 JSPF 6 holes
5336-5338" 3 JSPF  6holes
5325-5327° 3 JSPF 6 holes
5316-53177 3 JSPF  3holes
5228-5230" 3 JSPF 6 holes
5186-5188° 3 JSPF  6holes
5884-5885" 5025-5027° 3JSPF  6holes
5890-5891° 4950-4952> 3JSPF  6holes
4946-4947° 3JSPF 3 holes
4889-4890° 3 JSPF  3holes
Anchor @ 5946’ 4440-4442° 3)SPF  6holes
5049-5950" 44?;-237: 3 :‘]:}I:I; 6 holes
5954-5955° 4419-4420" - 3 3 holes
5960-5961"
5967-5968”
EOT @ 6043’
PBTD @ 6428
TD @ 6482’

CS 04/16/12



Spud Date: 11/22/2011
PWOP: 01/19/2012
GL: 5863° KB: 5873’

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT; 24#%

LENGTH: 7 jts. (317.8")

DEPTH LANDED: 320,12’ KB

HOLE SIZE: 12-1/4”

CEMENT DATA: 160 sxs Class “G” cmt

PRODUCTION CASING
CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.54

LENGTH: 151 jts. (6370.59") (Includes Shoe jt. (43.8%)

HOLE SIZE: 77/8”
DEPTH LANDED: 6387.60° KB

CEMENT DATA: 240 sxs Prem. Lite Il & 460 sxs 50/50 POZ.

CEMENT TOP AT: 380°

TUBING

SIZE/GRADE/WT.: 2-7/8"/J-55/6.54
NO. OF JOINTS: 194 its. (6074.3")
TUBING ANCHOR: 6084.3” KB

NO. OF JOINTS: 1 jt. (31.4)

SEATING NIPPLE: 2-7/8” (1.17)

SN LANDED AT: 6118.4’ KB

NO. OF JOINTS: 2jts. (62.6")
NOTCHED COLLAR: 6182.0

TOTAL STRING LENGTH: EOT @ 6183”

SUCKER RODS

POLISHED ROD: 1-1/2” x 30° Spray Metal Polished Rod

SUCKER RODS: 1 — 7/8” x 2’ Pony Rod, 77 — 7/8” 4per Guided Rods (1925"),
160 — % 4per Guided Rods (4000°), 5 — 1 Stabilizer bars (20°), 5 — 1 % Sinker

Bars (125%)

PUMP SIZE: 2-1/2” x 1-3/4” x 20’ RHAC
STROKE LENGTH: 144”

PUMP SPEED: 5 SPM

GMBU P-5-9-16

Wellbore Diagram

NEWEIELD

GMBU P-5-9-16

855°FSL & 692’ FEL (SE/SE)

Section 6, T9S, R16E
Duchesne County, Utah

API #43-013-50740; Lease # UTU-74390

i ik e kb o kv o | v o e v e o v

iwlimdlwl ol i

L

FRAC JOB
12/20/2011 5808-6139  Frac CPS & CP.5, sands as follows:
Frac with 50202# 20/40 white sand in 650
bbls lightning 17 fluid; 839 bbis
total fluid to recover.
01/05/2012  5362-5620" Frac LODC & A3, sands as follows:
Frac with 153832# 20/40 white sand in
1147 bbls lightning 17 fluid; 1275 bbls total
fluid to recover.
01/05/2012 5275-5291" Frac A.S, sands as follows:
Frac with 75336# 20/40 white sand in 596 bbls
lightning 17 fluid; 721 bbls total fluid to
Tecover.
01/05/2012  5043-5166" Frac B2 & C-Sand, sands as follows:
- 4367-4368" Frac with 50746# 20/40 white sand in 409 bbls
lightning 17 fluid; 527 bbls total fluid to
T€COVeET.
= 4379.5-4380.5° 01/05/2012 4367-4446"  Frac GB4 & GB6, sands as follows:
- 4386-4388° Frac with 50342# 20/40 white sand in 413 bbls
] lightning 17 fluid; 580 bbls total fluid to
-— 4443-4446° recover.
==  5043-5045°
]
i— 5152-5153
fe=
T 5159-5160°
i—"—' 5164-5166’
-i': 5275-5276"
—i; 5279-5280°
i: 5285-5287
= - »
T 5290-5291 PERFORATION RECORD
= 6136-6139° 3JSPF  9holes
5362-5363
T 6131-6132° 3JSPF 3 holes
== s300.5301° 5813-5814° 3JSPF  3holes
[] 5808-5809° 3JSPF  3holes
'-.-: 5407-5408" 5619-5620° 3JSPF 3 holes
= san1sa0s 5612-5613> 3JSPF 3 holes
] 5593-5595° 3JSPF 6 holes
B 5451-5452° 5552-5553° 3JSPF  3holes
- ) 5537-5538" 3JSPF  3holes
o 54575438 5480-5482" 3JSPF  6holes
i: 5472-5474° 5472-5474’ 3JSPF  6holes
5457-5458° 3JSPF 3 holes
= N
T 5480-5432 5451-5452° 3JSPF 3 holes
L , 5421-5423° 3JSPF 6 holes
= 33379538 5407-5408" 3JSPE 3 holes
I 5390-5391° 3JSPF 3 holes
—— B 5362-5363> 3JSPF  3holes
= 5552-5553
T 5290-5291° 3JSPF 3 holes
N 5285-3287° 3JSPF  6holes
==~ 5593-5595’ 5279-5280° 3JSPF 3 holes
L 5275-5276” 3JSPF  3holes
O S612-5613° 5164-5166° 3JSPF  3holes
== s610.5620° 5159-5160° 3JSPF 6 holes
___ 5152-5153° 3JSPF 3 holes
Op— 58085809 5043-5045° 3IJSPF 3 holes
== X 4443-4446° 3JSPF. 6holes
-581
T 813814 4386-4388° 3JSPF  9holes
4379.5-4380.5 3JSPF 6 holes
Anchor @ 6084 4367-4368° 3JSPF 3 holes
—
61316132
=S 61366139
EOT @ 6183
PBTD @ 6341°
[\ TD @ 6387’

CS 05/07/2012



ATTACHMENT £ %

GMBU S-6-9-16

Spud Date- 12/07/2011
PWOP. (2/10/2012
GL: 5924" KB: 5934~

Wellbore Diagram

FRAC JOB
H 01/23/2012  5878-6086" Frac CP2, CP4 & CP.5, sands as follows:
SURFACE CASING Frac with 44903# 20/40 white sand in 563 bbls
CSG SIZE 8-5/8” lightning 17 fluid, 869 bbls total fluid to
GRADE J-55 recover
WEIGHT 244 01/27/2012  5517-5656" Frac L.ODC, s:}nds as l‘ollo\lvs: )
Frac with 1404574 20/40 white sand in 1094
LENGTH 8jts (330247 bbis lightning 17 fluid, 1225 bbls total fluid to
DEPTH LANDED 340 56" KB recover
. 01/27/2012  5143-5390° Frac A.5, B2 & C-Sand, sands as foHows:
LE SIZE: 12-1/4" - * ’
HOLES Frac with 856574 20/40 white sand
CEMENT DATA 170 sxs Class “G” cmt in 645 bbis lightning 17 fluid; 795 bbls total
a J \J fluid to recover
= C”  4403-4404° 01/27/2012  4403-4421"  Frac GB4, sands as follows:
Frac with 27676# 20/40 white sand in
=1 LT 4419.4421 222 bbls lightning 17 fluid; 376 bbls total
fluid to recover
PRODUCTION CASING
CSG SIZE: 5-1/27
GRADE J-55
WEIGHT 155%
LENGTH' 149 jts (6460 69") Includes Shoe Jt (44.28") J J
HOLE SIZE 7.7/8" ;5 S Sessim
DEPTH LANDED 6476 30" KB
CEMENT DATA 240 sxs Prem Lite 1l mixed & 475 sxs 50/50 POZ
CEMENT TOP AT SURFACE z%i p— $267-5268°
= F 5277.5278°
TUBING
2-7/87/)-55/6.5 = L_|
SIZE/GRADE/WT  2-7/87/)-55/6.54 = S 5388-5390°
NO. OF JOINTS 195 jts (6049")
TUBING ANCHOR: 6059° KB PERFORATION RECORD
B s 6084-6086" 3 JSPF 6 holes
N F JOINTS: 1jt (28 -
0. O So1jt (2887 5517.5518" 5949-5950° 3 JSPF 3 holes
SEATING NIPPLE 2-7/8" (1 1) 5943-5944> 3 JSPF 3 holes
. 5885-5886" 3 JSPF 3 holes
NDED AT. 609 B
SNLA b 0906 K 5878-5879° 3 JSPF 3 holes
NO. OF JOINTS. 1jts (6207) 5654-5656" 3 JSPF 6 holes
N 5629-5630 5641-5642" 3 JSPF 3 holes
NOTCHED COLLAR. 6153 7" KB -
oTe ’ R 5629-5630" 3 JSPF 3 holes
TOTAL STRING LENGTH EOT @ 6154° 5641-5642 5517-5518" 3JSPF 3 holes
5654-5656" 5388-5390° 3 JSPF  Gholes
B T 5277-5278' 3ISPF 3 holes
5267-5268" 3 JSPF 3 holes
5143-5144’ 3 JSPF 3 holes
4419-4421 3JSPF 6 holes
SUCKER RODS 5878-5879° 4403-4404" 3ISPF 3 holes
POLISHED ROD- 1-1/2" x 30" Spray Metal Polished Rod 5885-5886"
SUCKER RODS. 78 - 7/8" 4per Guided Rods (1950'), 158 - %" 4per Guided I
Rods (39507), 5 — 17 Stabilizer Bars (20'), S — | 4" Sinker Bars (125') % 5943-5944>
PUMP SIZE: 2 2" x | %" x 20" RHAC 2’: 5949-5950°
STROKE LENGTH 144™
PUMP SPEED 5 SPM
== Anchor @ 6059°
Qv; ==
= == 6084-6086
E EOT @ 6154’
PBTD @ 6429’
GMBU S-6-9-16 TD @ 6494’

683°FSL & 2051° FEL (SW/SE)
Section 6, T9S, R16E
Duchesne County, Utah
API #43-013-50733; Lease # UTU-74390

CS 05/14/2012




Multi-Chem Analytical Laboratory ATTACHM ENT [: mu | t | -C h e mw

1553 East Highway 40 0(/ l,t
Vernal, UT 84078 / A HALLIBUI
Water Analysis Report

Production Company: NEWFIELD PRODUCTION Sales Rep: Darren Betts
Well Name: ASHLEY INJECTION Lab Tech: Gary Peterson

Sample Point: Commingled

Sample Date: 21712012 Scaling potential predicted using ScaleSoftPitzer from

Sample ID: WA-206524 Brine Chemistry Consortium (Rice University)

Sample Specifics Analysis @ Properties in Sample Specifics

TestDate: 2/9/2012 | Cations mg/L Anions mg/L

| System Temperature 1 (°F): 300.00| [ Sodium (Na): """ 777777 """ 474815 Chioride (G 1T T g g
| System Pressure 1 (psig): 300.00| | Potassium (K): " ... 3740 Sufate(S0s: T g 00
| System Temperature 2 CF): _______ 70.00f| Magnesium (Mg): ~~ "~~~ """""""""i6.70 Bicarbonate (HCG3), 1T TTTTTTTTTTTTTON 1220.00]
| System Pressure 2 (psig): 14.70 [ Calcium (Ca): |~ """~ " """""""""§0.50 Carbonate (COs) ... .. T 0.00)
 Calculated Density (g/ml): __________1.01)[Swontium (S - "~~~ """ """""""""" 6,00 Acetic Add (GHeCOD) T TTTTTTT I 000
P iiiiieeianno.. . B830|[Barium(Ba): """ """"""""""3340 PropionicAdd (C2HsCOO) 7T 0.00]
| Calculated TDS (mg/L): ~~~~~ """~ 12947.45| [ Iron (Fe). o T _ 1.43 Butanoic Adid (CsH7CO0) T TTTTTTTIT 0.00)
CO2inGas (%): _________........000|[Zinc(zn): _"TTTTTTTTTTTTTTTTTT TG00 Isobutyric Acid ((CHS)2CHCOO) T TTTTTTTTT 0.00]
| Dissolved COa(mg/L): _~~~0.00|[Lead (Pb), T TTTTTTTTTTTTTY 0.00 Fluoride (F): ~  CTTTTTTTTTToTTToTeT 0.00]
[HaSinGes (%): - " "7 7 777" 000) [Ammonia NHa: TTTTT T T 0,00 Bromine (807 LTI 0.00]
H2S in Water (mg/L): " 0.50 Maﬁéanese (M-n-): --------- 0.17 Silica (8-102)- ------------------------------ 0.00]
Notes:

P=5.55mg/l

(PTB = Pounds per Thousand Barrels)
N N Y e
Carbonate Sulfide Carbonate CasS04-2H20 SrS0O4 NaCI Sulfide

Rt B e el et
(F) | Ps
70 14 1.26 36.82 1.65 18.18 1.96 0.44 142 1.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
95 46 1.32 38.17 1.42 17.38} 1.75 043 1.56 1.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
121 78 140 40,60 1.25 16.55 1.63 043 1.71 1.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
146 109 149 4319 1.12 15.78 1.56 042 1.86 1.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
172 141 160 4564 1.03 15.15 1.54 0.42 2.00 1.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
197 173 173 47.78 0.96 14.69 1.56 042 213 1.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
223 204 1.86  49.48 0.93 14.40 1.61 043 2.25 1.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
248 236 200 50.71 0.92 1429 1.68 043 2.36 1.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

274 268 215 5156 0.92 14.32 1.77 0.43 246 1.04 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
300 300 231 5211 0.94 1445 1.87 0.44 255 1.04 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

e

CaSO4”O 5H2 CaS0O4 Fluoride Carbonate Sulfide Silicate Silicate Slllcate

BEmE 8§ O OB W W 8 M
70 14 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
95 46 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
121 78 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
146 109 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
172 141 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
197 173 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
223 204 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
248 236 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
274 268 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
300 300 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

These scales have positive scaling potential under initial temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate

Multi-Chem - A Halliburton Service Thursday, February 09, 2012
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Multi-Chem Analytical Laboratory ATTAC HM ENT F mu |t | -C h = r'TTo

1553 East Highway 40 g/
Vernal, UT 84078 Ao A HALLIBUT

These scales have positive scaling potential under final temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate

N SERVICE

19

Calcium Carbonate Barium Sulfate
2.5- -60 2+ - 20
x o x o
% 5 % % .\.\.\.\.W %
B 5 = B 151 -15 &
= 1.54 o = o
S 4 S 1 L10 @
g 1 L0 @ e v
& nol 3 2 051 5 3
B = & =
0 0 0 0
20 60 100 140 180 220 260 300 20 60 100 140 180 220 260 300
Temperature Temperature
Iron Sulfide Iron Carbonate
2+ 0.5 3 % 10)
x 0 x 0
= sl W L04 & g 251 18
£ 1 = £ 5l L08 =
c 03 2 c =
S 1 g S 154 06 2
s 02 % [ L 04 @
= 05 01 3 = 3
s 13 & 054 102 g
0 0 0 0
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Multi-Chem Analytical Laboratory ATTAC HM ENT (: m u I t | C h em

1553 East Highway 40 f% ! ‘ L’
Vernal, UT 84078 A HALLIBURTON SERVICE

Water Analysis Report

Production Company: NEWFIELD PRODUCTION Sales Rep: Darren Betts

Well Name: MON 33-6Y-9-16 Lab Tech: Gary Peterson

Sample Point: Treater

Sample Date: 12/14/2011 Scaling potential predicted using ScaleSoftPitzer from

Sample ID: WA-204724 Brine Chemistry Consortium (Rice University)

TestDate: - 12/14/2011| Cations mg/L Anions mg/L

| System Temperature 1 (°F): 300.00| | Sodium (Na): ~~~~~TTTTTTTTTTTT 2793.01 Chloride (CI). ~~~ 7 TTTTTTTIITTIIIIII 3500,00)
| System Pressure 1 (psig): 3000.00| [ Potassium (K): ~~~TTTTTT TN 0.00 Sulfate (804); TTTTTTTTTTTITTTIIIIRS 42.00
| System Temperature 2 (°F): """ 70.00| | Magnesium (Mg): 77T 4.60 Bicarbonate (HCO3): T TTTTTTTTTIOS 141520
| System Pressure 2 (psig): - 14.70| [ Calcium (Ca): T T T TTTTTTTTTTY 6.02 Carbonate (CO3): ~TTTTTTTTTeTTes 0.00|
(_ZE_alg:t_Jl_age_d_I_Dt_ar_ls_lt_y_(g/_njlz ____________ 1.00 _§trc'>r;t|_u_n] (S'r:) ------------------ 0.00 “Acetic Acid Zéf-liééb-) ----------------------- 0.00
PR ... 820|[Barum(Ba); T TTTTTTTTTTTNN 10.80 Propionic Acid (C2H5CO0) T TTTTTTTTTTT 0.00]
| Calculated TDS (mg/L): ~ ~~ 778481)[Iron (Fe): 7717777777777 i2.80 Bitanoic Add (C3H/CGO) LTI 0.00]
[CO2inGas (%): | . 000|[Zinc(zn): | TTTTTTTTTTITTTTTTCN 0.00 Isobutyric Acid ((CHa)2CHCOO) 7777 0.00]
[ Dissolved CO2(mg/L): """~ 0.00|[Lead (P), T TTTTTTTTTTY 0.00 Fluoride (F): T TTTTTTTTTTTenees 0.00]
VasinGas (%5 .. 1777777 000| [Ammoria Nk TN 6.00 Bromine (8 1TTTTTTTTITII e 0.00
H2Sin Water (mg/L): """~ """ """ " 0l50| [Manganese (Min): T TTT T 7T T TT 0,48 Siica (Siog): T T 0.00
Notes:

P=0.25 mg/l

(PTB = Pounds per Thousand Barrels)

Carbonate Sulfide Carbonate CaS04-2H20 SrS04 NaCl Sulfide
mIII B - e
0.32 246 1.51 6.20 2.92 0.45 247 9.26 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
95 346 0.35 261 1.27 6.02 2.70 045 2.59 9.27 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
121 678 0.42 3.00 1.09 5.80 2.59 045 274 9.28 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
146 1009 0.51 340 0.95 5,57 2.53 045 2.88 9.29 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
172 1341 0.61 3.79 0.85 535 2,53 045 3.02 9.30 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
197 1673 0.73 414 0.78 5.18 2.56 045 3.15 9.30 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
223 2004 0.85 442 074 5.07 2.63 045 3.26 9.30 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
248 2336 0.98 465 0.72 5.02 2.71 045 3.37 9.30 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

274 2668 1.11 482 0.73 503 282 0.45 3.45 9.31 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
300 3000 1.24 4.94 0.75 5.09 293 045 3.52 9.31 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

CaSO4"0 5H2 CaS04 Fluoride Carbonate Sulfide Slhcate Silicate Slhcate
MII L L e e

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
95 346 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
121 678 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00- 0.00 0.00 0.00 0.00
146 1009 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
172 1341 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
197 1673 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
223 2004 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
248 2336 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
274 2668 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
300 3000 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

These scales have positive scaling potential under initial temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate
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These scales have positive scaling potential under final temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate

Calcium Carbonate Barium Sulfate
1.4+ -5 2- -8
> 1.2 S > g
< 4 8 B 15 g
£ 1 =1 e = @ ES
L -3 2 o
5§98 2 & 1 L4 o
‘é 0.6 B % § 8
2 044 ;3 2 051 2 3
@ 021 | ] z
0 0 0 0
20 60 100 140 180 220 260 300 20 60 100 140 180 220 260 300
Temperature Temperature
Iron Sulfide Iron Carbonate
34 -0.5 4 -10
x o x el
gos] Prampmeets o £ 4] e s §
£ 2] = £ =
= F0.3 2 = L6 o
S 154 @ S 24 g
g 1] el g 4
£ 01 3 £ 1 2 3
@ 99 : b e
0 0 0 0
20 60 100 140 180 220 260 300 20 80 100 140 180 220 260 300
Temperature Temperature
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Attachment "G"

Monument Federal #33-6-9-16Y
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac
(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psi/ft) Pmax
5734 5742 5738 1880 0.76 1843
4406 4412 4409 1840 0.85 1811 ¢———
Minimum 1811

Calculation of Maximum Surface Injection Pressure

Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf

where pressure gradient for the fresh water is .433 psi/ft and
specific gravity of the injected water is 1.015.

{Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion procedure.
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- ATTACHMENT 61",

EALCRON O1L L)IVI)ION é '2—/ 7;
DAILY COMPLETION / 4ORKOVEA REPORT DATE & - 24- 9.

NELL NANE & 1O. JONUMEN]. FED, S5-6-9-1691210 MoNdMENT BHITE
SEQ, 4 TP 2.5 Ruc, QEE oty Py Ll EINE STATE_¢¢ )B4

JLEV. CHD.LEVEL 5 847
™_6/020 ruTD_po Y2 K8_/2  BLEV. ¢ L7
T8G, 8128 2745 TYPE E#XE  Rapt J<ES5 cHap. B RLwr. 4.5 Ane, 2

TBG, SI2E TYPE GRADE - THRD, WT, RNG, E
A3, S12E 5 22 TR L/ #E GRADEJ <85 THRD. B RL, Wi 45,5 RNG.
CA3, SIZE TYVS GRADE THRD, WT, RNG,

PERFERATIONS / OFEN HOLE

REASON FOR Jok YL CONM PLESDY, dé3EnL 01 LatIon

3G, YRR3S, TiG, )RE3S,_ ALATHER

T1E DISCAIFTION OF OPERATIONS AND €Ot IENTS

|DRESS uP Lol., s£7 /6 /}‘A/C/;’ﬁﬂ SET /Jx/-pz/ﬂffz‘égf/yg

107 M,gg 4441_/44{ WELL SEFRJ/CE
2 2 Hls gg l

1422 {542 /

T
A T 7 g BIT & S £ps, SCAEPIERY (98 TI3 T8,
o 728 PBTL BT 60927)55.

P ——

CL 2B ES.
C/RC qu \
N Tea L TEBE, ¥F 70025, -; l
L2300\ 50 [FL2 1
—_ —
—
-
1
—_ 1
—t
—
1
U P ]
. 1
—
-
DAILY COSTS, LOAD TO RECOVER, //% TLBIS, OF ., BTES |
COMPLETION RIG__$_/ 73/  TiG, $ CHEMICALS $
BOP RENTAL__ ~$~ /575 poms $ CEHENT ING $
gnum RENTAL % zg PONIES % PURS g R1G ANCHORS S A5
ANK RENTAL 82 DOWN HOLE PUMP CATS & GRADERS F25
HOP OILER $ TA, HA, 3N, $ g -
COMPLEI'ION FLUTD . WELL H4AD s:.gum
10G & I'ERFENATE VALVES & FITTINGS
STINULATION $ ’l’ﬁl"AI‘Fijb,PE.RATu
TRANSIORTATION $

CONTRAGCT LABOR . punp UNTT/ENGINES
PACKERS(RENTAL)_ §_J 945 PACKER3/FURCHASE, ~

CUIWLATIVE COGT_$ , .
OPERATIONS SURAVISOR 9@,@ «%/%n

¥
$
=3
3
3
¥

B S - e

SUPRVISION




ATTACHMENT G-~
e o 2ok \|

BALCHON OT1 TVISION
DALILY COMPLETION / #ORKOVilt REPORT DATE 6 - 2D . %

UELL NANE & NO. oW umenT FED, 33-6-2-16 Y F18\D el s DRI

SEA, & TuP. 75 RuG. Jb E COUNTY LHYCHESNE STATE y 7.8/
TD_4 JO2 PETD 6042 KB_ /O _ BIEV, GRD,LEVEL 5847
TBG, SI2E 2 7% TYE FyE chaod J-55 THRD., B-S0 Wr. 4.5 RNG.

TBG, SIZE TYPRE GRADE ' THRD, WT, RNG.
CAS, SIZE 5 /2  TWELI#£ GRADE J &5 tHap, 8 AD. wr.i5.5 . 3
CAS, S]Z2 Y GRADE . THRD, WT, A/NC,

PERFERATIONS / OFEN HOLE_4B45~53 , 4854 757

REASON FOR JOi VEHX ComPLETION FRGSERT O SATL0N

0SG. VRESS. ToG, VRESS.__ wEATRER_CHL)

TIVE DI3CAIFTION OF OPERATIONS AND CO(LIENTS

PR BT TER i RE JVE To BuN (BL_F PERF. R

T VRuN CBL FEZpr) 50727 KB TP 54AFPLE KB, ,
Toc A7 226 7K T
FERF., 4e¥5-53 , yesy-59 4-2FF ,

: L

/’? D ﬂﬂﬁgel

pu
e eporoervar
s

SET EP 27 4901/’}13,
SE7. PKR. A7 9767 “KE.

EoT P71 7776 "RB
!230 5[1///':ﬁ¢

-‘—- ] p b —d 1-<—<-4-<;4

DATLY COSTS; 10AD TO RECOVER, //# LBLS. OF 411 TLR
COMPLETION RIG__ $_ 7/%  TBG. $ CHEIICALS 3
BOP RENTAL $_ /72  ROWY ] CEMENT ING $
EQUIP, RuNTAL___ 3§ PONIES & PUps $ RIG ANCHORS $
TANK RENTAL ____ $ DOWN HOLE PULF____$ CATS & GRADERS____§
HOT OILER $ TA, MA, 3N, i g
COMPLETION FLU1D_ WELL HEAD EqUIP, |

10G & FRRAFERATE 3" g/¥7U "~ yALves & FITPINGD § y
STIMULATION 3 TREATER/SEPERATER ™S )
TRANSFORTATION __§ 735 TANK3 §
CONTRACT LABOR___§ PULP UNTT/ENCINES_§ $
PACKLRS(RENTAL)__$__ PACKERS/FURCHASE _§ SUPERVISION $

cutwiarive cost_$lo 1377

. , /
OFERATIONS SUKIRVISOR 9{2& '0//?5%@!
V/4



" ATTACHMENT G-1-...
| e A 2o\

BALCRON O1L DIVI3ION
DAILY COMPLETION / #ORKOVAR ‘REPORT DATE 4 -~ 24 - 94

VEBLL NANE & MO pppnumEN] FED, 32-4-9 -/4 Y FIRLD pupef )2 LB

SEC. 4 TiP. 95 RIG.[LE COUNTY puryssne STATE g TEK
TD_4/00 PBID oo/ 2 KB_ /@ _ BLEV. CRD,1EVEL 5@47

T8G, 81728 2 78 TYPE FU4E  CGRADEJ- &5 THRD. €40  WT. 4.4 RNG. 2
TBG. SIZ8 TYPE URADE THRD, W, RHG.
CA3, SIE 54h TYVELT #c _GRADEJ -SS THAD. B BL WD 45,5 RiC., 3
s, SIZE TYDL GHADE THRD, WT,_ RNG,

PERFERATTONS / OFEN HOLEZ_4/845 cS3 , Ye5Y-5Y

REASON FOR JOE greras copd PLET joN _LE3UNT 01 3HAT10L

CSG, PRESS THG. YRS,  WEATHER F/C

TLIE DIZSCAIPTION OF OPmATIONS AND COnLENT3

CION By BT SERUCE T2 PREPK Pown ¥ FAPC 7575 -Z9. T

— LAEFEA To TREFTAENT BEPE] usen b4 a5, wpler. "

[o0lf L 7BL., PR, F RETRIEUNE Jopl. [Row Bick J) Bowl
[ALPC  HeY5-~-59

. T
i LEFEL Teo ZBEFIMENT BEPoART. 4 SED 790 BRL opIeR]

0887 | sT9 0] FaAL
29L5 | END FBAC

SEBEEN Oy T W/.??;L?-? ,ws. o/-" .5/242 e,ﬁ MZ}M

f

W?’ I/t/gﬂ’ﬁéo r'
CIACYLPTE Dowll T2 BF 27 Y904 kBs SEY PXR BT 9'7_(
|ALPE (] SwbE JTHNG »

ECOoVERED 57 BBPL, WHIER. o oIl . GooD £33 7 7% N0

ErilPh_Flyld LEVEL [5P0 7

‘-l

i A
LTI ) ' .
DAILY COSTS, , , L0AD o necover, 38 30BI8, oF WATER

COMPLETION RIG___$_ A4 7h TG, $ CHENICALS 3

BOP RENTAL_ — ¢ /70 ROM3 $ CEMENT ING $

EQUIP, RulNTAL L IE Y] PONIES & PUS 3 RIG ANCHORS 3

TANK RENTAL $ DOWN HOLZ rUMD___§ CATS & GRADERS $

HOT QILER__ }ﬁ % TA, MA, 3N, i ‘—g
COMPLETION FIUID_§_ 2250 _ WELL HEAD EUIP,

10G & VERFERATE 'i VALVES & FIPTINGD & $
srmuunon____;sm: THREATER/SEFERATER ™S $

TRANSPORTATION__ § TANKS 3 $

CONTRACT LABOR _ § PuUiP UNIT/ENGTNES 3§ 3

PACKFRS (RENTALY__$ PACKERS/PURCHASE_"$ SUPERVISION $

CUIiULATIVE GOST __$

OPERATIONS SUERVISOR QM G2
ey




JUN-2T-96€ THU 21:22

WELL NANE & NO.ppr'ustin” FEP, 33 62718 )Y

-

ATTACHMENT G~|-.--

BALCRON OLL DIVISION
DALLY COMPLATION / wWORKOVER REPORT

-

FIELD pElLS DAL?

/ Hob |

DATE &-27 .96

SEC._4  TWP.95_ BNG. JbE COUNTY_DycfESHE

STATE oo 18/

™__4)00 PRID 404 2 KB__ /2  EIEV, GRD,18VEL_5B47

TBG. SINR_2 72 TYPE FHE __GRADE J=54 THRD. B AL Wl. 4,5 RNG._ 2
TBG, 812K TYPE GRADE THRD, WT, RNG,

CAS. S12i_5 /2 TWE LT#L GRADE T-55° THAD. @ AP Wr. 575 ANG.__ 3
CA3, SIZZ YL GRADE THRD, WT, RNG.

PEAFEHATIONS / OFEN HOLE_ 4844 157,, Yg5Y 59

REASON FOR Jus NEW LeMAET 0N

¢33, pauwss, @

TS S RN 9 (O

TG, PRES, _ JF7  HATHER sy MDY Y

TINE DIZ3CATIFTION OF OPEAATIONS AMD COiiENTS
Q70D Flu/B ZEUFL 1007, i
" MAPE 22 3 wpPE RBiUNE - ;
BECOCEEED 15 BHL, g/d. @ 149 1BHL, wPiEf. -
(ool GAS o LIS7 ) AuNZ. '
. 0L o5 Lps) 2 [TyN5. a
WO _SIND LBEr [0 [ Aur5, :
' 1
i T
W X AT ;
. MR
A ¥
1
T
Bt
|
Y
T
T

DAILY CO3T3:

10AD TO HECOVER, ) 34 BBIS. OF 4 0JER

COMPLETION nm_i /573 TEG. $ CHEHICALS $
BOP RENTAL /72 ROWS 3 CEMENT ING $
EQUIP, RuNTAL___3__ 20 PONIES & PUMS I RIG ANCHOAS $
TANK RENTAL $. 42 DOWN HOLR PUIP___$ CAT3 & GRADERS $
1OT OILER \ TA, MA, 31U, 3 )
COMPLEVION FLUIL § WELL HEAD EIP._$ $
106G & VERFIRATS " VALVES & PITPINGS & 3
STIAULAT 10N $ TREATER/SEFERATERS $
TRANSIORTATION % TANKS $ b
CONTRACT LABOR __§ pulP ONIT/ENGINES_ 3
PACKERS (RENTALY__§ PACKERS /PURCHASE _ SUPERVISION, $

CUNULATIVE COST__§

OPERATIONS SUERVISOR @4/4 /%/A%,&/?



JUN-28~

96 FRI 21 :432

ATTACHMENT G-|
- 565 1|

pATE £ - 2B. 04

BALCRON 011, DIV 13‘"1"(3«'
DALLY COMPLETION / JORKOViN REDORT

WELL NANE & WO, popumenl FED, Z3 6716y FIRID [))ELLS PREW

SEC, 4 TWP, F5_BUG, J4E COUNTY Dy £ ESHNE

STATE (/.

™ ¢/o2 PRID 4242 KB_ /O RISV, URD,LEVEL 5847

T8G. 8178 2 Y6 TipE FuE __GRav: J<AS tRp, 2 AL W, 4.5 MG, 2
TEG, SIZK TYPE GRADE THRD, . ¥T._______RiC,
CAS. S1ZE S /2 TWEAJ#C GRADB J=£5 THAD. 4D _Wh./&0E RNG. 2
CAS, SIZd TYES GRADE PHRO, 4T, RNG.

PEAFENATIONS / OFEN HOLE_4845 53, o/ BEY 57

REASON

€3G, bapL.

FOR JUB B COMPLETZON  _  idaisil GrdnAlldn
Vi TG, YRS, S YO WEATHER Lo L)

TLIE DEZ3CAIPTION OF OPERATIONS AND COILIENTS
LoD BLEE . - 'E B
— CoRL l/,‘?)'ﬁ DowX 7o BP L7 972 ELESSE BP. Toolf 1y/750
PHA,  BP- ;
” FIH 1) PRoDuc Loy sTHANGLTBE) v
- T LENCTY
/ ,/, C/zgzz PINYE olL2 e Y0 g;é :
. J-45 BB, L.SH 20,57 4 2.
- 5 28 X Y47 ) da2ol 449 Jj’ i
~ 307 /V//’PLE 224 }./e A3 99.)7
»{ S F75,. 2% EWE J-AE_BRD, £, 5 A | [24 6O Hazgiﬁg_‘
[= 785, ANCHoR 2% X5 (TRICo) 2,75 | W7 5, 44
T — T 75, 2V EwE J-45 B8RP, b IH | 4752, 72 Y765, 70 L
XEB 102:00 ;
——ND B2 MM}AMMQL&’MB;___}
”m MM&E&%
TTH 17 PRODUETIoN ZTBNE [BoDS)
=P, 2 VX 1727 X 1547 B2« w5 i PIIZCER CF I8
|~ Fa X 27 Pesy wlziaZ CulPL .
)~ Va? X 28’ k-1FAR
- T2 X 27 Pony a/2a? lru/ZE - 1
|83 2y "x 7257 - Aj PrLE/N 1
e Nl 2 20 X BT _Pex,
R Pellsh Red //A/”X,Z,Z S .
. PRESS TE5T DHP 1 786, To Jovo Pl 0K . :
1230\ 60T wELlL N BDPMO !
DAILY CO3TS: 139 LOAD TO RECOVER, |34/ 1s1S, OF WEBIES
CONFIETION RIC  $ /)25  THC. zzztz’ $ 272 CHEMICALS 3
BOP RENTAL___— &~ ;7o  ROMB_4 CBUENTING $
EQUTP, RuNTAL_ PONIES & PUNS $ Z2) RIC ANGHORS $
TANK RENTAL_____$_  to N HOLE FUIP____ $ [2 77 _ CATS & GRADERS____$
HOT OILER % ) uA, @ 7o b sy
COMFLETION FLYLD | WELL HEAD BUIN,
10G & VERFENATS * VALYEY i m%n J) I g
STT0LATION $ TREATER ssvmxmrs 3
TRANSPORTATION_§ TANKS "3 $
-CONTRACT 1ABOR___$ PULP UNIT/ERGINFG_ 3 $
PACKERS (RENTALY _$_ — PACKERS/PUNCHASE b SUPERVISION $

CULULATIVE COST__$

R\

; 4 ’
OPERATTIONS SUEBRVISOR 9;&@ /a/f///%op
77



ATTACHMENT G-} ...

4 | “ (OOQ”

BALCRON O1L DIVISION

DAILY COMPLETION / WORKOVGR REPORT VATE 7 - /0 _-9¢
WELL NANE & NO, Mo up/pn7 FEL, 33-6-9-1by FPIEWD_p/FLLS DHLw?
SEC. 4 TWP. 9.5 RNG./EE COUNTY [owlHESME STATE o 78
™  4/0L PBTD 42072 KB /O L&V, GRD,1EVEL SB&7
TBG. SIUE 2 78 1P £4/E  GRADE J-FE THRD. B /AL, Wh. 4.5 RNG, 2o
TBG, SIZE TYPE GRADE THRD, WT, RNG,
CA3, S12E_ 5 /2 MYEALTHC  GRADE J-SZ THRD. 4R L Wi /5.6  RNG. F
CAS, SIZi TYPE GRADE THRAD, 9T, RNG,

PGRFERATIONS / OFEN HOLE ¢/@4 4~ 53 , 42 LY ~ 57

FOR JOb_fJEW COMPLETTDY  \nisent OvinaT1ou_ Ly Tisl PRoLWE )2 oN

REASON
3G, PRESS. Ti, YRESS, WEATHER
TIME DE3CRIPTION OF OPERATIONS AND COii iENTS
" kil ]
(530 5798 WELL PyupPire v
; S _SPM v
! dY 7 _SJReAkE Y
T

PusP tuni7i bUFK A ¢ 320 = 305 — 00 ,

Sw'p - 8YTTL -HYI777 (FBor? I GANE D .

ENGNEL BIAN EMP 85X)0  Spoisif £Ro; imee ) '

THNKS T WATED, 12 X177 Jo0 PBE, wiB/iyFRE 7 %3 & Covdilk.

3y JE~ 0 Xo]-T% [ FRar ) VpTCe ) ;

Sy dlE-pp20] > 11 (FR 00T NPT CO) {

DREN.TAIK 12° X857 ]00 0B}, pFEN Tof [FRoML 0. E. MACHINE) 1

TAERTER L BHELLO b XAT ZEFPET :

sl 12T A ( FRoprt1: 1M,5, 12 -2.) !

3
— ) 1
,,,,, _ PumPEL . MEwW ELL R c/HENS !
- Y
T
DAILY COSTS: 10AD TO RECOVER, | 34/ UBIS, OF ;.19 7047
COMPIETION RIG__ § 1B, 3 CHEI{ICALS $
BOP RENTAI $ ROOS $ CEUENT ING $
EQUIP, RANTAL __$ PONIE3 & PUIB $ RIG ANCHORS $
TANK RENTAL $ DOWN HOLE PUMP___ §_ CAT3 & GRADERS $
HOT OILER $ ‘A, MA, SN, 3 I A BTE b Lo2o
%ggp‘xg@ggggagkggu_g WELL READ BUIP,.__$ )

: PE TS T YALVES & RIPTINGS 3
STIMULATION $ TREATER sm’mmm:ﬁ $
TRANSPORTATlONF___% TANKS 7 i/é,. Y50 $
CONTRACT LABOR _"§ 72,77  PUNP UNIT/GRGINGS_ 78
PACKERS (RENTALY__$ PACKGRS/PURCRASE§ SUPERVISION $
CUMULATIVE COST_ $ N\

OPERATIONS SUERVISOR QKE/Q /‘%z}%jd’




RS S I 1 .1 i DU ™ -

T, } .'.:'.1../..,:.-,(, w“ s ; i - ATTAW‘MENT- G _k‘ip 61
et

DAILY COMPLETION & WORKOVER REPORT [ 1077
Date: ) . /) . 97

EQUITABLE RESOURCES ENERGY COMPANY

Well Name & No. MONAmEY] FED, FF5~E- 7 /LY  Fad Moy i MENT Bu)IE

Sec. o _Twp. £.5 ' _Rug J6E  County LS ESVE State_z¢ 7

Td. 41 . Pbtd 242 Kbm. AL _Gmd Level 58457 Filt Date - -

Tobg. Size 2 7% Type =7 Grade J-~£L5 Thd. & 8L, Wi 2.5 Rng,_2_
Tbeg, Size . oo Grade _ Thed, Wt,__w__:’__ Rng.
Csg. Size J’}ﬁ- Wpeuc creime Crade_JmBF Thd FHD. Wi_jboB Rng 3.
Csg. Size Type e Grade Thrd, Wt. . _Rng
Liner Size”. "~ Type R IeT— .| 1 (- P Rng.

Perferations / Open Hole: Y245 -53  yasy-59

*, ’. ; 3, ’,

—rim ] s, 3, ),

- (2 ’. 9

SR ) — ) ), s

Reason For Job fAE /AL . ____ Present Operation
Csg. Press. _ 'l'bg Press e Wenlher -

TIME DESCRIPTION OF OPERATIONS & COMMENTS
DLE 4 ﬁ)ﬂ & _Lut?f F TINKE « FAINVT CoNN3), JB]Z I /Y2E

|72 WPy 7o B/ iy Pa

1-U-37 -

0ot By, LEANE zuz.'/z (:JFF N SE B 47/7/’ FLLSl [B6D3 17 45 EH, 2 5

(el oz,

— Il W Bop STAWNE . i

NP2 WEIL ESD, N BoP. iinse ) T35, SINCHER o

—_|Zzel w/7BE STB/VE.

NP Bor,

NP 2-=r) wrld /f{z;p/. N T -M wEI] LESL) WY BeP.
1700|\ SHYT LOEIL W 4Tl ] <j3-3 7

Dally Costs: ___ _ ____ _ Cumulative Costs: e Load To Recover: 4% tbls. OF cvv BILR
bbls, Of

Cormpletion Rig $ L0026 T s F_$ Chemicals _ s

Bop Rental $ /7¢_ Rods __ s L Ft_$ Cementing

Tank Rental " $ /70 _ Ponies & Pups —— 2% _____ Rig Anchorm $

Hot Ofer . $  Down Hole Pump_ 8 Cats & Gradems 3

Completion Fluid_____$ _  Ta Ma, sn,__ -y $

Log & perferate_ .8 WellHead Eqmp S $

Stmulation _ 8" valves & Flttmgs___m_ S $

Contract Labor | 8 ___. Treater / Separater s _ - $

Down Hole Tools (fental) § oo Tanks $ _ s

Equipment Rental _,S_}ZQ___M Pump “Unit 7 Engines _ § . S

Transportation $.2/ A7  DH Tools (Puchase) _ e Supemsnon s

Operations Supervisor . ){? Z & % 4 ’//’? .




JAH~1Z-597 MO 21143

3

4

| %of% I

EQUITABLE RESOURCES ENERGY COMPANY

DAILY COMPLETION & WORKOVER REPORT

Date: /. /3. 57

Well Name & No. MOMUNEN] FED, IF6-7 7Y rea promtimen s B 7%

Sec. 4 _Twp. 25 __ _Rng /6 £ _ Cowmly DULHESNE State ¢ 7

Td 4/2o Pbid. 442 Kbm. /2 Gmd. Level L2467  Fil Date - -

Tog Qia_ 2 T2 me -7/ _ Grade J b5 nud Z AP0, Wi S5 Rng 2.
Thbg. Size ., ... Grade Wt______ Rng
Csg, Size Mw__’l‘ype LZ:ZLC«W___.-W.__.._. Grade J— 55 ‘I‘lﬁu‘d % RP Wt /5.5 Rng. .3
Csg. Size __ ___Type .o, Grade Thed. Wt Rng._
Liner Slze S b T, Grade . Thrd._ _ Wt. Rng._

Perferations / Open Hole: __(/_ gYE~ 53 | HBIY -57 .,

, s L

», ». ». . s,

s, » 3 ’,

Reason For Job _[if[’/ AEC Present Operstion

Csg. Press. ____ TbgPress. _ Woather SN QW NG 3B F-

TIME DESCRIPTION OF OPERATIONS & COMMENTS

2P Bl TR BE/FYICES V FREC HEYE .57

REFER Te TRESTMENT fﬁ&ﬁo;&f USED 545 BBl (0758

0310|8I2K7T FHAC

042 EMY F ,95

SRRV T te//f B S T B ;’z//

1560 B of SOND (N (56,

oA SWIFD

Daily Costs:_______ Cumulative Costs: _ Load To Recover: 520 bbls. of WPIER
bbls. Of

Completion Rig_____ $.77%  Tog___ ks Ft_$ Chemicals s
Bop Rental $ /7€  Rods _ Js, Ft._$ Cementing s
Tank Rental § )22 Ponies & Pups __ _ . .S ______  Rig Anchors $
Hot Oiter . _ 8§ ?/,2' Down Hole Paip_ § = Cats & Graders s
Completion Flmd 8 _F)IO Ta, Ma, sn, I T $
log & perferste_ 8  _ _ WellHead qup _____ N s
Stimulation s ,Z.ﬁ 772 Valves & Fittings . _$__ $
Conlract Labor s __“__4___4 Treater / Separater  _§__ e, .3
Down Hole Tools (rental) §  Tanks .. 3 . 5
Equipment Rental $_ . Pump Unit 7 Engines__ $ $
Transportation  ___ $___ DH Tools (Puchase) _  _$__ _ Supervision ___ $___

Operations  Supervisor g)ﬂ’/ //h'/,%

-~



JAN-15-97 WED G:11

- ATTACHMENT G-T

9o I

Date: /) -/Y.97

EQUITABLE RESOURCES ENERGY COMPANY

DAILY COMPLETION & WORKOVER REPORT

Well Name & No. MON GHEN] FED 3369~/ _Fild Mopominy (3wITE

Se. £ __Twp. 2.5 Rng J4E _Cowly pucHésnE State_¢/ ),

Td _gro0 Db _éﬁ(/,t Kbm. ~L2__Gmd Level 5847 _ Fill Date

Tog Size 2 7% Type £4& ____ ___  Gmde J-£F Thid ERY, W .5 Rng 2
Thg. Size _Type e e Girade Thrd. Wt,

Csg. Size X %2 Type ATEC — Grade 7485 Thd @ AL, Wt /5.5 Rng 3
Cog. Size Type e Grade — Thrd, _ Wt. — Rng.
Liner Size . Type e e e Grade Thrd., ___.Wt‘____*_~_ R.ng.___

9,

Petferations / Open Hole: 444" ~E3 | YLy -5 R

[y

O

Reason For Job_f'zgf ffiC e Present mhon

Csg. Press. f/#C _ Tog. Press. Weather 73 /}’p DL SN G o
TIME DESCRIPTION OF OPERATIONS & COMMENTS

Qe | THow tofFL JIERD,

Ll ey 1D PRA,, 278 SEPT Al FFIE J-158 775, L 70 7BE To 4e9) KB
e \PID N7 ThL %Sy D.

— {Pald 4P PND SET PHR, #7 4770 FKB-
1220 \ I 28F § 5w P8 [Funs JBEFER 73 _sw58 BEFABT.
___|RECOVEBEY TRPLE BF cll, Zo PAL. w/)’DI/;" SEND,
—PERTED S4ND IINE FoPE S6cKET N G T,cz B
—|RELEASE PRA., 720l 13/ TBE. F PEA-

BETAIECE SHRER BFA ¥ 54,973

ITH &/ HP PAB. 275 3EST yiPHF F J75 T73. 2 T T A,
SE] LAA. P7 4770 "KE.

[BoO\ SwrFP
Daily Costs:.___ _ __ __ Cumulative Costs; . Load To Recover: DAL bbs, Of _WAHIER
bbls, Of
Completion Rig S__jf/ & Tog___ s, Ft__$ Chemicals $
Bop Rental /72 Rods __Jis. Ft._ $ . Cementing s
Tank Rental_ ,____s_é?_,q, . Ponies & Pups 8 Rig Anchors 3
Hot Oler . 8 JF2Z5 Down Hole Pump____§ '~ Cats & Graders $
Completion Fluid____$___ Ta, Ma, sn, _ R %
Log & perferate,  __ $_  WellHead Eqmp _$_ $
Stimulaion . $__ Valves & Fittings ¢ $
Contract Labor ooo...%_____ . Trealer { Separater $. . $__
Down Hole Tools(rent $ .. Tanks g _ 1 38
Equipment Rental _ 8 40 Pump Unit / Engines__ § 3
Transportation . . $ 247 _ DH Tools (Puchase) __ _§__ Supervision

Operations Supervisor /(/O&,:/é %g/}/fz{

- . Vs e e




LIRSS aT WED 2155y

A ATTAGHMENT G-
| , [0 _oQ \\

EQUITABLE RESOURCES ENERGY COMPANY

DAILY COMPLETION & WORKOVER REPORT -
Date ; / ER ?7

Well Name & No. M oW y MENT FEL, B3 ~6-5-/8 Y  Fild Mo U ENT B g E
See. £ _Twp. 7.5  _Rug /AL __Cownly LUCHESHE State_¢7 7,

™. __4ico Phtd. AoyZ Kbm. /2 Gmd Level 5567 _ Fil 5750 Date / -/5 - 27

Tbg. Size 2 Z% Type _E 4 & Grade J =25  Thd. g ZL, Wt _g.5 Rng .2
Thg. Size Type e Grade Thed. Wt. Rng.
Csg. Size 5 /4 Type LT FC .. . Grde J~25 Thd S HD W5 Rng 3
Csg. Size ___ . Type __ . _ . Grade Thrd. Wt. Rng._

Liner Size __ ___ . Type . _.

e Gmade Thed.. WL, Rng.

Perferations / Open Hole: &/ 8456 ~ 63 , Y854 -5,

3, ’,

Reason For Job BEFALEC e Present Operation

Csg Press. __ (3 _ TogPress. O Weather @ *F

TIME DESCRIPTION OF OPERATIONS & COMMENTS
20| FlulD. _LPvEL 0o’

AECOVEREL TASCE OF ¢,4y /)0 BBL. WETEER, TBECE SOND .
Fly/P LEVEL 450071857 D BuNs5s

| 3007 0 F Fluo ENTTY & Xy TIR-
RELEASE FHHe) TG SONVD J7 5220 KB,

il Nol C/RCulBlE SML owl ﬂffﬂ//fﬁ” o FREEZ /NG
Pall 4P 9 J73- )

/832w s F P

EoNLs )i oS

Daily Costs:_____  ___ Cumulative Costs:_____ Load To Recover:__4%/Z_ bbls. Of,,_.éﬂ_
e bblsOf
_ § Ry id

Completion Rig ___ $_ /427 Tog__ N Fi._$ Chemicals $ B
Bop Rental $ /78  Rods ___Its, Ft_$ Cementing $

Tank Rental  $ 42  Ponies & Pups _____ § Rig Anchors _ s

Hot Oilet  __ § A22 Down Hole Pamp__ S Cats & Graders $
Completmn l'-'lmd % . Ta Ma, sn _3 $

Log & perferate S WellHead Bquip. __ §_ $
Stmuletion ____ $_  Valves & Fittings_____ § $

Contract Labor ____$ 275 Tieater / Separster __ _$__ s o
Down Hole Tools(rental) $ __ Tenks R T $

Equipment Rental ms L NQ_._ Pump “Unit / Engmes $ s
Transportation $ DH Tools (Puchase) _ § Supervision $

Operations  Supervisor @é’ /j// 7/’///{;4

]




1._.

ATTACHMENT [
| I o?l[

EQUITABLE RESOURCES ENERGY COMPANY

DAILY COMPLETION & WORKOVER REPORT e
Date:_/ -/5‘7/

Well Name & No, MONUMENT FEL, BF-8~F7/8)Y  bidd MONdMENS Bw)7E

Sec. 4 Twp. 25  Rng JbE_ __ County DucHeSyE State_ 4/.))

Td. _g120 Pbhid gos/Z  Kbm. /&2 Gmd Level 5847 Fill Date .

Tbg. Size 2 7,/~¢_1___,_Type EyE Grade _J - 45 Thrd 2BL, Wt " a Rng
Tbg. Size o ____Grade

Csg. Size 5_&___1‘)1,1& L7 ¥ L Grade  J 45 Thrd -2 Wt L5 5 Rng_,z_
Cog. Bize ______ Type . . e Grade . Thd, Wt Rng.
Linet Size,  ___ Type . . __ N Grade . Thrd., Wt Rng.

Perferations / Open Hole: #4552 | 4854-5§

) Y *

2, s, », )

Reason For Job_/BE/ 4G  Present Opesation
Csg. Press.___ O Tbg Press. __ D Weather
TIME DESCRIPTION OF OPERATIONS &VCOMMENTS

o7ed Teol w/TBs. & FPhRe

N _PopP WO 5-M wiELL HESD, WU _F*M wELL VEAD, N U BoF.
T w71 ES. SIRING.

LENGIY | PEPTH KB

V= HNoTCHED =~ PINNEL Colle 17 . 4 HE 22,48

1=J7T, X Pa EBWE T -85 %ﬁPJui/ﬁ E-YE] HYI23.4%

— /'/’,EG’F SuB 27 X ¢ b/ A0 YP94, 25
) BT N PPLE 2 72

b ~J75, 278 EWE Jud  GRD. bt /21/ 60| 4¥T3 05

|
1~ TB6, ANCYeR 22 X 5/ ()B/C2) [ 2.7 J768. 45
S~ J78. 278 EUE J-55 ZBD. Au‘v#,l 47&9“70' Y245.70
KB Ll o0

WD BoP y SeT TBE, BNCHOR /)27 TENSIoW. P i weil DERD.
L NTLH Y BoD 57845

o\ d2LHP 22 X1k X b RAHPC w/sr) PLupsER (TRio ¥ [ ) .
|22 X2 oY ) 212 [yu/PE .

IR X 257 KB
e 7/8)( 27 Poplf wi1un” GUIPE B S
193 -2 ?X25"_ D _PLAIV .:
I~ 3~ X @’ PoNy
1 - Folosy fop 1 V57X 227
FAESS, TEST DFEP ¥ TBF, Jo 8020 Fs,, ok.
—4 A@;_W_wiuu o

t1o

JVOVSTBR] WELL PP il .

Daily Costs:____ .. Cumulative Costs: ______ Load To Recover: 42O whls, Of L2/ %R
. bbsoOf_
- . e

Completion Rig _______$ /Y49  Tbg____ Jts. Fti_$ Chemicals $ e
Bop Rental $ /7 _ Rods ___ Jis. Ft_$ Cementing $

Tank Rental == $ Ao Ponies & Pups | N R Rig Anchors s

Hot Oter __ """ """ '$.27]  pown Hole Pump __$ 997 Cats & Graders _ $
Completion Fluid _ S @ Me, (6, $ 77,,5’ . $

Log & perferate____ §__ 'Well Hea Equp. . $ _ $
Somwlaion % Valves & Fittings $_ $

Contract Labor ____§ .. Treater / Sepsrater % $

Down Hole Tools (rental)_$ — ._ Tanks . s s
Equipment Rental 8 __Q_ﬂ_ _ Pump “Unit / Engmes 5__.,__,,. - S
Transportation L DH Tools (Puchese) ____ $_  Supervision s

Operations  Supervisor 8ﬂ/ /.a//z / e




WORK

1.

2. Plug #1
3. Plug #2
4. Plug #3
5. Plug #4

Monument Federal #33-6-9-16Y

ATTACHMENT H

PROCEDURE FOR PLUGGING AND ABANDONMENT

Set CIBP @ 4356’
Set 100” plug on top of CIBP using 12 sx Class “G” cement

180’ balance plug using 21 sx Class “G” cement 50’ above Trona-Bird’s Nest
extending 50° below base of Mahogany Oil Shale

120" balance plug using 14sx Class “G” cement 60° above Uinta/Green River
and extending 60” below

Pump 38 sx Class “G” cement down 5 4 casing to 312’

The approximate cost to plug and abandon this well is $42,000.



ATTACHMENT |4-|

Spad Date: 6/496 Monument Federal #33-6-9-16Y

Put on Production: 7/10/96
GL: 5867’ KB: 5877

Initial Production: BOPD,

Proposed P&A MCFPD, BWPD
Wellbore Diagram

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55 Top of cement 226°
‘WEIGHT:24# Casing Shoe @ 262’

LENGTH: 6 jts (2527)

DEPTH LANDED: 262’

HOLE SiZE:12-1/4”

CEMENT DATA: 160 sxs. Class “G” cmt, 2% CaCl,, 1/4#/sx cello flake

PRODUCTION IN
CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 147 jts. (6070")
DEPTH LANDED: 6080
HOLE SIZE: 7-7/8”

CEMENT DATA: 390 sks Super “G”, 3% salt, 2% gel, 2#/sx kol-seal,
1/4#/sx cello flake. Tail w/290 sxs 50/50 poz, 2% gel, 1/4#/sx kol-seal.

CEMENT TOP: 226’

NEWFIELD

Monument Federal #33-6-9-16Y
1850’ FSL & 1850° FEL
NWY/SE Section 6-T9S-R16E
Duchesne Co, Utah
API #43-013-31589; Lease #UTU-74390

M

M

MM
yieali

JVL VY

M

Pump 38 sx Class “G” Cement down 5-1/2” casing to 312

120’ balance plug using 14 sx Class “G” cement 60°
above Uinta/Green River and extending 60” below
(1618°-1738")

180’ balance plug using 21 sx Class “G” cement 50
above Trona-Bird’s Nest extending 50’ below base of
Mah Oil Shale (2977°-3157")

A

il

I

LA

T

11§

100° (12 sx) Class G Cement plug on top of CIBP
CIBP @ 4356°
- 4406-4412

4845 -~ 4853’ reperfed
4854 - 4859’ reperfed

= 5256-5260°
- 5262-5268°

C” 5734-5742°

PBTD @ 6042’

TD @ 6100°

JL 1/11/2012



FORM 3160-5 UNITED STATES FORM APPROVED
(August 2007) DEPARTMENT OF THE INTERIOR OMB No. 10080137

Expires: July 31,2010
BUREAU OF LAND MANAGEMENT

5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-74390
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or

GMBU
1. Type of Well
oit Well [ Gas wett [ other 8. Well Name and No.

2. Name of Operator MON FED 33-6-9-16Y

NEWFIELD PRODUCTION COMPANY 9. APT Well No.
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301331589

Myton, UT 84052 435,646 3721 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) GREATER MB UNIT

1850 FSL 1850 FEL 11. County or Parish, State

NWSE Section 6 T9S RI16E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
& Notice of Intent 3 Acidize D Deepen [d Production (Start/Resume) I Water Shut-Off
[ Alter Casing D Fracture Treat [ Reclamation D Well Integrity
DSubsequent Report D Casing Repair L New Constrpction [J Recomplete O other
D Change Plans D Plug & Abandon D Temporarily Abandon
D Final Abandonment E Convert to Injector D Plug Back D Water Disposal

13. Describe Proposed or Completed Operation: (Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If the
proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion
of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only afier all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)

Newfield Production proposes to convert the above mentioned well from producing oil well to an injection well.

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)
Jill Lovle Regulatory Technician

Signature, ) Date
W 03/23/2012
N \

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approvedby . o0 Title Daie
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office

which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and sallfully to make to any department or agency of the United
tates anv falge_fictitious and fraudulent statements or representations as to anv matter within its jurisdiction -

(Instructions on page 2)



State of Utah

DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
GARY R. HERBERT Executive Director
Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

July 9, 2012

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: Monument Federal 33-6-9-16Y., Section 6, Township 9 South
Range 16 East. SLBM, Duchesne County, Utah, API Well # 43-013-31589

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the "Division") issues
its administrative approval for conversion of the referenced well to a Class II injection well. Accordingly, the
following stipulations shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and reporting for

Underground Injection Control ("UIC") Class II injection wells pursuant to Utah Admin. Code
R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application submitted by
Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

4. Pressure shall be monitored between the surface casing and the production casing on a regular
basis. Any pressure changes observed shall be reported to the Division immediately.

5. The top of the injection interval shall be limited to a depth no higher than 4,148 feet in the
Monument Federal 33-6-9-16Y well.

A final approval to commence injection will be issued upon satisfactory completion of the listed

stipulations. If you have any questions regarding this approval or the necessary requirements, please contact
Mark Reinbold at 801-538-5333 or Brad Hill at 801-538-5315.

Sincerely,

R

'ohn Rogers
Associate Director

JR/MLR/js
cc:  Bruce Suchomel, Environmental Protection Agency
Bureau of Land Management, Vernal

Duchesne County UTAH
Newfield Production Company, Myton DNR
Well File

N:AO&G Reviewed Docs\ChronFile\UIC ]

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801

OIL, GAS & MINING
telephone (801) 538-5340 e facsimile (801) 359-3940 « TTY (801) 538-7458 « www.ogm.utah.gov
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS
Applicant: Newfield Production Company Well: Monument Federal 33-6-9-16Y
Location: 6/9S/16E API: 43-013-31589

Ownership Issues: The proposed well is located on BLM land. The well is located in the
Greater Monument Butte Unit. Lands in the one-half mile radius of the well are administered by
the BLM. The Federal Government is the mineral owner within the area of review (AOR).
Newfield and other various individuals hold the leases in the unit. Newfield has provided a list of
all surface, mineral and lease holders in the half-mile radius. Newfield is the operator of the
Greater Monument Butte Unit. Newfield has submitted an affidavit stating that all owners and
interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 262 feet and has a cement top at the
surface. A 5% inch production casing is set at 6,080 feet. A cement bond log demonstrates
adequate bond in this well up to about 2,846 feet. A 2 7/8 inch tubing with a packer will be set at
4,356 feet. Higher perforations will be opened at a later date. A mechanical integrity test will be
run on the well prior to injection. Based on surface locations, there are 11 producing wells, 7
injection wells, 1 P/A well, and 1 shut-in well in the AOR. Five of the producing wells are
directionally drilled, with a surface locations inside the AOR and a bottom hole locations outside
the AOR. In addition, there are two directional wells with surface locations outside the AOR and
bottom hole locations inside the AOR. Also, there are 2 currently drilling directional wells with
surface locations outside the AOR and either a bottom hole location or a portion of the well
traverse inside the AOR. All of the wells have evidence of adequate casing and cement for the
proposed injection interval.

Ground Water Protection: As interpreted from the Utah Geological Survey’s DOE Project-
Uinta Basin Water Draft Map (Paul B. Anderson, December 2, 2011), the base of moderately
saline water (3000-10,000 mg/l TDS) is at a depth of approximately 1200 feet. Injection shall be
limited to the interval between 4,148 feet and 6,042 feet in the Green River Formation.
Information submitted by Newfield indicates that the fracture gradient for the 33-6-9-16Y well is
0.85 psi/ft., which was the lowest reported fracture gradient for the injection zone. The resulting
minimum fracture pressure for the proposed injection interval is 1,811 psig. The requested
maximum pressure is 1,811 psig. The anticipated average injection pressure is 1100 psig.
Injection at this pressure should not initiate any new fractures or propagate existing fractures in
the adjacent confining intervals. Any ground water present should be adequately protected.



Monument Federal 33-6-9-16Y
page 2

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Greater Monument Butte Unit on December 1, 2009. Correlative rights issues were addressed at
this time. Previous reviews in this area indicate that other mineral resources in the area have been
protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review

process.

Reviewer(s):__Mark Reinbold Date:_7/6/2012




BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES
STATE OF UTAH
NOTICE OF AGENCY ACTION
CAUSE NO. UIC-390

. IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FOR
ADMINISTRATIVE APPROVAL OF CERTAIN WELLS LOCATED IN SECTIONS 23, 24,25,
AND 26, TOWNSHIP 9 SOUTH, RANGE 15 EAST, AND SECTIONS 6, 13, 19, 22, 24, AND 27,
TOWNSHIP 9 SOUTH, RANGE 16 EAST, DUCHESNE COUNTY, UTAH, AS CLASSII
INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.
Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an
informal adjudicative proceeding to consider the application of Newfield Production Company, 1001
17% Street, Suite 2000, Denver, Colorado 80202, telephone 303-893-0102, for administrative approval

of the following wells located in Duchesne County, Utah, for conversion to Class II injection wells:

Greater Monument Butte Unit:

Ashley Federal 12-23-9-15 well located in NW/4 SW/4, Section 23, Township 9 South, Range 15 East
API 43-013-32830 :

Ashley Federal 10-24R-9-15 well located in NW/4 SE/4, Section 24, ‘l'ownship 9 South, Range 15 East
API 43-013-15781

Ashley Federal 14-24-9-15 well located in SE/4 SW/4, Section 24, Township 9 South, Range 15 East
API 43-013-32821

Ashley Federal 16-24-9-15 well located in SE/4 SE/4, Section 24, Township 9 South, Range 15 East
API 43-013-32944

Ashley Federal 4-25-9-15 well located in NW/4 NW/4, Section 25, Township 9 South, Range 15 East
API 43-013-32884

Ashley Federal 4-26-9-15 well located in NW/4 NW/4, Section 26, Township 9 South, Range 15 East
API 43-013-32900

Monument Federal 33-6-9-16Y well located in NW/4 SE/4, Section 6, Township 9 South, Range 16 East
API 43-013-31589

Federal 11-13-9-16 well located in NE/4 SW/4, Section 13, Township 9 South, Range 16 East
API 43-013-32652 ’

Federal 15-19-9-16 well located in SW/4 SE/4, Section 19, Township 9 South, Range 16 East
API 43-013-33162

Federal 13-22-9-16 well located in SW/4 SW/4, Section 22, Township 9 South, Range 16 East
API 43-013-33148

Federal 7-24-9-16 well located in SW/4 NE/4, Section 24, Township 9 South, Range 16 East
API 43-013-33085

Federal 11-24-9-16 well located in NE/4 SW/4, Section 24, Township 9 South, Range 16 East
API 43-013-33340

Federal 3-27-9-16 well located in NE/4 NW/4, Section 27, Township 9 South, Range 16 East
API 43-013-33352

The proceeding will be conducted in accordance with Utah Admin. R649-10, Administrative
Procedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requested
injection pressures and rates will be determined based on fracture gradient information submitted by
Newfield Production Company.



Any person desiring to object to the application or otherwise intervene in the proceeding, must file a
written protest or notice of intervention with the Division within fifteen days following publication of
this notice. The Division’s Presiding Officer for the proceeding is Brad Hill, Permitting Manager, at
P.O. Box 145801, Salt Lake City, UT 84114-5801, phone number (801) 538-5340. If such a protest or
notice of intervention is received, a hearing will be scheduled in accordance with the aforementioned
administrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at the
hearing how this matter affects their interests.

Dated this 10th day of April, 2012.

STATE OF UTAH
DIVISION OROIL, GAS & MINING

AN B~
Brad Hill
Permitting Manager




Newfield Production Company

ASHLEY FEDERAL 12-23-9-15, ASHLEY FEDERAL 10-24R-9-15, ASHLEY FEDERAL 14-24-9-15,
ASHLEY FEDERAL 16-24-9-15, ASHLEY FEDERAL 4-25-9-15, ASHLEY FEDERAL 4-26-9-15,

MONUMENT FEDERAL 33-6-9-16Y, FEDERAL 11-13-9-16, FEDERAL 15-19-9-16, FEDERAL 13-22-9-16

E]

FEDERAL 7-24-9-16, FEDERAL 11-24-9-16, FEDERAL 3-27-9-16

Publication Notices were sent to the following:

Newfield Production Company
1001 17th Street, Suite 2000
Denver, CO 80202

Uintah Basin Standard

268 South 200 East

Roosevelt, UT 84066

via e-mail legals@ubstandard.com

Salt Lake Tribune

P O Box 45838

Salt Lake City, UT 84145

via e-mail naclegal@mediaoneutah.com

Vernal Office

Bureau of Land Management
170 South 500 East

Vernal, UT 84078

Cause No. UIC-390

Duchesne County Planning
P O Box 317
Duchesne, UT 84021-0317

Bruce Suchomel

US EPA Region 8

MS 8P-W-GW

1595 Wynkoop Street
Denver, CO 80202-1129

Newfield Production Company
Rt 3 Box 3630
Myton, UT 84052
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BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES
STATE OF UTAH
NCTICE OF AGENCY ACTION
CAUSE NO. UIC-390

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUC-
TION COMPANY FOR ADMINISTRATIVE APPROVAL OF CERTAIN
WELLS LOCATED IN SECTIONS 23, 24, 25, AND 26, TOWN-

»

22, 24, AND 27, TOWNSHIP 9 SOUTH, RANGE 16 EAST,
DUCHESNE COUNTY, UTAH, AS CLASS Il INJECTION WELLS.
THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE
ABOVE ENTITLED MATTER.
Notice is hereby giver thar the Divisicr: of Oil, Gas ond Min-
ing (the 'Divisior’) is cmmencing o irfermal odjudicarive
praceeding To cersider the cpplication of Mewfield Produc-
ior. Compary, 1001 174 Seer, Suite 2000, Denver, Celo-
rode 80202, telepbore 303-893-0102, for odmnistrarive
approval of the following wells locored i Duchesre Cowrty,
Urot, for conversior to Class |l injectior wells:
Grearer Morumert Buite Unit:
Astiley Federal 12-23-9-15 well lecuted NW/4 SW/4,
Sectice 23, Township 9 Soutt, Range 15 Eost
APl 43-013-32830
Asbley Federal 10-24R-9-15 well locared in NW /4 SE/4,
Secticr. 24, Township 9 South, Ronge 15 Eost
AP1 43-013-15781
Astley Federal 14-24-9-15 well jocored in SE/4 SW/a, Sec-
tion 24, Township 9 Soutt, Rorge 15 Eost
AP| 43-013-32821
Askley Federal 16-24-9-135 well iccored in SE/4 SE/4, Sec-
vier 24, Township 9 South, Range 15 Eost
AP| 43-013-32944
Astley Federal 4-25-9-15 well locuted In NW /4 NW /4, Sec-
ien 25, Township 9 Scutt, Ronge 15 Easr
APl 43-013-32884
Astley Federal 4-26-9-15 well lccared in NW /4 NW /4, Sec-
fior 26, Township 9 South, Rarge 15 Eoer
APl 43-013-32900
Morvmert Federal 33-6-9-16Y well locuted it NW/4 SE/4,
Sectior. 6, Township 9 South, Range 16 Eost
AP| 43-013-31589
federal 11-13-9-16 well locored in NE/4 SW/4, Secior
13, Towrstip 9 Soutt, Rurge 16 East
APl 43-013-32652
Federal 15-19-9-16 well located ir SW/4 5E/4, Section 16,
Towrskip 9 South, Rarge 14 Eorr
APl 43-013-33162 X
Federal 13-22-9-16 well located in SW/4 SW/4, Secricr
22, Tewnship 9 Seuih, Range 16 Eost
AP| 43-013-33148
Federol 7-24-9-16 well locared in SW/4 NE/4, Sectior 24,
Towrship 9 Soutt, Range 16 Fost
AP| 43-013-33085
Federal 11-24.9-16 well locored in NE/4 SW/4, Section 24,
Tawrsdhip 9 Scutk, Range 146 Fosr
APl 43-013-33340
Federal 3-27-9-16 well locared in NE/4 NW /4, Secrion 27,
Township 9 Soutk, Rarge 16 Fast
APl 43-013-33352
The proceeding will be corducred i accerdarce with Utak
Admin. R649-10, Admiristrative Precedures.
Selected zones ir the Greer River Formation will be used for
warer injectior. The maximum requesred injecicr pressures
ond rares will be determired based o fracfure gradiert in-
formarion svbmitted by Newfield Production Cempony.
Ary persor desiring ¢ object 16 the application or oherwise
irrervene ir e proceedic g must file o written protest or no-
tice of intervestior with the Divison withir fifreer days fol-
towirg publication of this rotice. The Division's Presiding Offi-
cer for the preceedirg is Brod Hill, Permitting Manager, or
P.O. Box 145801, Salt Loke City, UT B411.4-5801, phore
romber (801) 538-5340. If such a protes or rotice of inrer-
vertior is received, o hearing will be schediled ir ocoord-
arce with the aforemertioned odministrative procedurl
rules. Prorestants ard/or irterverers stould be prepared
demonstrate of the hearing how this mater affects their in-
terests,
Dared this 10t day of Apil, 2012,
STATE OF UTAH
Dl‘v//ISlON OF OlL, GAS & MINING

s
rod il
Permitring Marager
3810

78381 UPAXLP



State of Utah

DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
Executive Director

GARY R. HERBERT

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

April 10,2012

VIA E-MAIL naclegal@mediaoneutah.com

Salt Lake Tribune
P. O. Box 45838
Salt Lake City, UT 84145

Subject: Notice of Agency Action — Newfield Production Company Cause No. UIC-390

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

on s

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR
]

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 o facsimile (801) 359-3940 « TTY (801) 538-7458 » www.ogm.utak.gov OIL, GAS & MINING



Page 1 of 1

Jean Sweet - Re: Notice of Agency Action — Newfield Production Company Cause No. UIC-390

From: Cindy Kleinfelter <classifieds@ubstandard.com>

To: Jean Sweet <jsweet@utah.gov>

Date: 4/12/2012 12:15 PM

Subject: Re: Notice of Agency Action — Newfield Production Company Cause No. UIC-390

On 4/10/2012 1:40 PM, Jean Sweet wrote:
To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice,
once only, as soon as possible. Please notify me via e-mail of the date it will be published.
My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing to:
Division of Oil, Gas and Mining

PO Box 145801

Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet, Executive Secretary
Utah Div. of Oil, Gas & Mining
1594 West Temple, Suite 1210
Salt Lake City, UT

801-538-5329

jsweet@utah.gov

Hello. It will be in the April 17th edition.
Thank you,
Cindy

file://C:\Documents and Settings\OGMUSER\Local Settings\Temp\XPgrpwise\4F86C753... 4/12/2012



State of Utah

DEPARTMENT OF NATURAL RESOURCES

Lpure
‘(“’,ﬁ ; GRE,

o

1320 MICHAEL R. STYLER
GARY R. HERBERT Executive Direcior .
Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R.BAZA
Lieutenant Governor Division Director
April 10, 2012
Via e-mail: legals@ubstandard.com

Uintah Basin Standard

268 South 200 East
Roosevelt, UT 84066

Subject: Notice of Agency Action — Newfield Production Company Cause No. UIC-390

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: 1sweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR
]

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801 ali——
telephone (801) 538-5340 « facsimile (801) 359-3940 « TTY (801) 538-7458 « www.ogm.utah.gov .



Sundry Number: 29146 API Well Number: 43013315890000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING

FORM 9

5.LEASE DESIGNATION AND SERIAL NUMBER:

U-74390

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7.UNIT or CA AGREEMENT NAME:
GMBU (GRRV)

1. TYPE OF WELL
Oil Well

8. WELL NAME and NUMBER:
MON FED 33-6-9-16Y

2. NAME OF OPERATOR:
NEWFIELD PRODUCTION COMPANY

9. API NUMBER:
43013315890000

3. ADDRESS OF OPERATOR:
Rt 3 Box 3630, Myton, UT, 84052

PHONE NUMBER:
435 646-4825 Ext

9. FIELD and POOL or WILDCAT:
MONUMENT BUTTE

4. LOCATION OF WELL
FOOTAGES AT SURFACE:
1850 FSL 1850 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:

Qtr/Qtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
DUCHESNE

STATE:
UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

l:‘ ACIDIZE

l:‘ CHANGE TO PREVIOUS PLANS

l:‘ ALTER CASING

l:‘ NOTICE OF INTENT
Approximate date work will start:

l:‘ CHANGE TUBING

J CHANGE WELL STATUS l:‘ COMMINGLE PRODUCING FORMATIONS

l:‘ DEEPEN

l:‘ OPERATOR CHANGE

( SUBSEQUENT REPORT
Date of Work Completion:

8/21/2012

l:‘ FRACTURE TREAT
l:‘ PLUG AND ABANDON

l:‘ PRODUCTION START OR RESUME l:‘ RECLAMATION OF WELL SITE

l:‘ SPUD REPORT
Date of Spud:

l:‘ REPERFORATE CURRENT FORMATION l:‘ SIDETRACK TO REPAIR WELL

l:‘ TUBING REPAIR l:‘ VENT OR FLARE

l:‘ DRILLING REPORT

Report Date: l:‘ SI TA STATUS EXTENSION

l:‘ OTHER

l:‘ WATER SHUTOFF

l:‘ WILDCAT WELL DETERMINATION

D CASING REPAIR

l:‘ CHANGE WELL NAME

J CONVERT WELL TYPE

D NEW CONSTRUCTION

l:‘ PLUG BACK

l:‘ RECOMPLETE DIFFERENT FORMATION
D TEMPORARY ABANDON

l:‘ WATER DISPOSAL

l:‘ APD EXTENSION

OTHER: I

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an
injection well on 08/20/2012. New intervals perforated, B1 sands -
5105-5108' 3 JSPF, B2 sands - 5146-5149' 3 JSPF, B.5 sands -
5073-5076' 3 JSPF, C sands - 5019-5022' 3 JSPF, & D3 sands -

4955-4956' 3 JSPF. On 08/21/2012 Chris Jensen with the State of Utah

DOGM was contacted concerning the initial MIT on the above listed
well. On 08/21/2012 the casing was pressured up to 1120 psig and

charted for 30 minutes with no pressure loss. The well was not injecting

during the test. The tubing pressure was 300 psig during the test.

Accepted by the
Utah Division of
Qil, Gas and Mining

FOR RECORD ON
August 24, 2012

There was an State representative available to witness the test - Chris Jensen.

LY

NAME (PLEASE PRINT)
Lucy Chavez-Naupoto

PHONE NUMBER
435 646-4874

TITLE
Water Services Technician

SIGNATURE
N/A

DATE
8/22/2012

RECEIVED: Aug. 22, 2012




Sundry Number: 29146 API Well Number: 43013315890000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630
Myton, UT 84052
435-646-3721

Witness: (“Zf“:é_r Date § 1.2/1/2- Time /éCZ\ (@m pm
Test Conducted by: /T lE Z’W /{25
Others Present:

Woll: it Por—3—6¥—9-16 Coid: Jlora ment Botte
Well Location: 171w SE,6,T 45 RIGE  APINo: 43013 31584

Time Casing Pressure
0 min /jﬂiﬁ@) psig
5 20 psig
10 /26 psig
15 /120 ~ psig
20 /[ 20 psig
25 1] =265 psig
30 min / / 2,@ psig
35 psig
40 ) psig
45 psig
50 psig
55 psig
60 min psig
Tubing pressure: /%@(:) psig
Result; (Pass) Fail

Signature of Witness: m )\Mﬁ\q M\ , ;A
v LANEAVA VLY =
Signature of PersMnducting Test: S!.)ﬂ«/\) @/Md/




Sundry Number: 29146 AP1 Well Number: 43013315890000
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Sundry Number: 29146 API1 Well Number: 43013315890000
Summary Rig Activity Page 1 of 6

Daily Activity Report

Format For Sundry
MON 33-6Y-9-16
6/1/2012 To 10/30/2012
8/14/2012 Day: 1 Conversion

WWS #7 on 8/14/2012 - MIRUSU, Pooh w/ rods change over to tbg. Equip. rls TAC - R/D
move from R-6-9-16, MIRUSU - Change over to tbg. Equip. rls TAC R/U work floor and prep.
To Pooh in AM SWIFN - Bleed well dwn. - Unseat pump flush w/ 40 bbls reseat & pres. Test to
3000# (good) - Pooh w/ rod string L/D as followes-1 1/2x 30' Polish rod,99-4per-3/4"-68 slk
3/4"- 58-4per 3/4"- 6-1 1/2 wt. bars & RHAC pump - Change over to tbg. Equip. rls TAC R/U
work floor and prep. To Pooh in AM SWIFN - Hold pre job saftey meeting, review JSA's - R/D
move from R-6-9-16, MIRUSU - Pump 60 bbls htd. wtr. Dwn csg. Well pres. Up to 1500+# after
pumping 20 bbls, - Bleed well dwn. - Unseat pump flush w/ 40 bbls reseat & pres. Test to
3000# (good) - Pooh w/ rod string L/D as followes-1 1/2x 30' Polish rod,99-4per-3/4"-68 slk
3/4"- 58-4per 3/4"- 6-1 1/2 wt. bars & RHAC pump - Change over to tbg. Equip. rls TAC R/U
work floor and prep. To Pooh in AM SWIFN - Hold pre job saftey meeting, review JSA's - Hold
pre job saftey meeting, review JSA's - R/D move from R-6-9-16, MIRUSU - Pump 60 bbls htd.
wtr. Dwn csg. Well pres. Up to 1500# after pumping 20 bbls, - Bleed well dwn. - Unseat pump
flush w/ 40 bbls reseat & pres. Test to 3000# (good) - Pooh w/ rod string L/D as followes-1
1/2x 30' Polish rod,99-4per-3/4"-68 slk 3/4"- 58-4per 3/4"- 6-1 1/2 wt. bars & RHAC pump -
Pump 60 bbls htd. wtr. Dwn csg. Well pres. Up to 1500# after pumping 20 bbls,

Daily Cost: $0

Cumulative Cost: $7,115

8/15/2012 Day: 2 Conversion
WWS #7 on 8/15/2012 - POOH w/tbg, RT bit & scraper - SITP 0, SICP 0. TOOH taling tbg,
breaking, inspecting & green doping every connection w/140 jts 2 7/8" J-55 tbg, LD 45 jts,
TAC, 1 jt, SN, 1 jt, NC - Crew travel & safety meeting: communication - Seat on bottom jts,
TAC missing springs, flushed 1 more time w/45 BW - Spot in trailer w/work string, tally & prep
tbg, eat lunch - PU & RIH w/4 3/4" mill, 5 1/2" csg scraper, 2 7/8" SN, 192 jts 2 7/8" N-80
tbg, tag fill @ 5999', 37' of fill on PBTD - Crew break - TOOH w/80 jts 2 7/8" N-80 tbg. SDFN -
Crew travel to WWS safety meeting - Crew travel & safety meeting: communication - SITP O,
SICP 0. TOOH taling tbg, breaking, inspecting & green doping every connection w/140 jts 2
7/8" 3-55 tbg, LD 45 jts, TAC, 1 jt, SN, 1 jt, NC - Seat on bottom jts, TAC missing springs,
flushed 1 more time w/45 BW - Spot in trailer w/work string, tally & prep tbg, eat lunch - PU
& RIH w/4 3/4" mill, 5 1/2" csg scraper, 2 7/8" SN, 192 jts 2 7/8" N-80 tbg, tag fill @ 5999,
37" of fill on PBTD - Crew break - TOOH w/80 jts 2 7/8" N-80 tbg. SDFN - Crew travel to WWS
safety meeting - Crew travel & safety meeting: communication - SITP 0, SICP 0. TOOH taling
tbg, breaking, inspecting & green doping every connection w/140 jts 2 7/8" J-55 tbg, LD 45
jts, TAC, 1 jt, SN, 1 jt, NC - Seat on bottom jts, TAC missing springs, flushed 1 more time
w/45 BW - Spot in trailer w/work string, tally & prep tbg, eat lunch - PU & RIH w/4 3/4" mill,
5 1/2" csg scraper, 2 7/8" SN, 192 jts 2 7/8" N-80 thg, tag fill @ 5999', 37' of fill on PBTD -
Crew break - Crew travel to WWS safety meeting - TOOH w/80 jts 2 7/8" N-80 tbg. SDFN
Daily Cost: $0

Cumulative Cost: $14,315

8/16/2012 Day: 4 Conversion

WWS #7 on 8/16/2012 - RU Frac crew & Frac B-2 sds, B-1 sds & B-.5 sds. - Rig Crew Travel.
- Rig Crew Travel. - Release pkr & reverse tbg clean. TIH & circulate sand off plug. Rlease

http://www.inewfld.com/denver/SumActRpt.asp?RC=152904& API=4301331589&MinDa... 8/22/2012



Sundry Number: 29146 APl Well Number: 43013315890000
Summary Rig Activity Page 2 of 6

tools & TOOH. Set plug @ 5048' Set pkr @ 5003'. Shut well in. SDFN - Release pkr & reverse
tbg clean. TIH & circulate sand off plug. Rlease tools & TOOH. Set plug @ 5048' Set pkr @
5003'. Shut well in. SDFN - RU flow back equipment. Open well to tank w/immediate flow
back to tank @ approx 3 bbls per minute. Recover 150 bbls fluid. - RU flow back equipment.
Open well to tank w/immediate flow back to tank @ approx 3 bbls per minute. Recover 150
bbls fluid. - Open well, Break & Frac B-.5 sds w/ 9597# of 20/40 sand w/ 151 bbls lightning
17 treating fluid. - Open well, Break & Frac B-.5 sds w/ 9597# of 20/40 sand w/ 151 bbls
lightning 17 treating fluid. - Release pkr & reverse tbg clean. TIH & circulate sand off plug.
Rlease tools & TOOH. Set plug @ 5090' Set pkr @ 5034' - Release pkr & reverse tbg clean.
TIH & circulate sand off plug. Rlease tools & TOOH. Set plug @ 5090' Set pkr @ 5034' - RU
flow back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls per
minute. Recover 150 bbls fluid. - RU flow back equipment. Open well to tank w/immediate
flow back to tank @ approx 3 bbls per minute. Recover 150 bbls fluid. - Open well, Break &
Frac B-1 sds w/ 5285# of 20/40 sand w/ 106 bbls lightning 17 treating fluid. - Open well,
Break & Frac B-1 sds w/ 5285+# of 20/40 sand w/ 106 bbls lightning 17 treating fluid. -
Release pkr & reverse tbg clean. TIH & circulate sand off plug. Rlease tools & TOOH. Set plug
@ 5135' Set pkr @ 5085' - Release pkr & reverse tbg clean. TIH & circulate sand off plug.
Rlease tools & TOOH. Set plug @ 5135' Set pkr @ 5085' - RU flow back equipment. Open well
to tank w/immediate flow back to tank @ approx 3 bbls per minute. Recover 50 bbls fluid. -
RU flow back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls
per minute. Recover 50 bbls fluid. - Open well, Break & Frac B-2 sds w/ 15529# of 20/40
sand w/ 237 bbls lightning 17 treating fluid. - Open well, Break & Frac B-2 sds w/ 15529# of
20/40 sand w/ 237 bbls lightning 17 treating fluid. - RU BJ frac crew. Have safety meeting &
pressure test frac equipment. - RU BJ frac crew. Have safety meeting & pressure test frac
equipment. - Rig crew travel to location. - Rig crew travel to location. - Crew travel - Crew
travel - MU new set of tools. TIH w/ tbg. Set plug @ 5185'. Set PKR @ 5128'. Pressure test
tools to 1000 psi. Good test. Release PKR. SDFN - MU new set of tools. TIH w/ tbg. Set plug @
5185'. Set PKR @ 5128'. Pressure test tools to 1000 psi. Good test. Release PKR. SDFN -
Relaes PKR. Latch onto & release RBP. Could not get tools to go down hole. Work tools for 1.5
hrs. Could not get plug to go down hole. TOOh w. tbg & tools. Get out of hole w/ thg. - Relaes
PKR. Latch onto & release RBP. Could not get tools to go down hole. Work tools for 1.5 hrs.
Could not get plug to go down hole. TOOh w. thg & tools. Get out of hole w/ tbg. - SeT PLUG
@ 5135' SET pkr @ 5070'. Attempt to break down Bl sds @ (5105'-08"). Could not get break.
Release tools. TOOH w/ thg. Set plug @ 5100' & PKR @ 5040'. Break down B.5 sds @ (5073'-
76") @ 4700 psi. - SeT PLUG @ 5135' SET pkr @ 5070'. Attempt to break down Bl sds @
(5105'-08"). Could not get break. Release tools. TOOH w/ tbg. Set plug @ 5100' & PKR @
5040'. Break down B.5 sds @ (5073'-76') @ 4700 psi. - MU & TIH w/ 5 1/2" Weatherford plug
& pkr. Set plug @ 5185', Set PKR @ 5110, Fill csg. RU hot oil trk. Break down zone B2 sds @
(5146'-49'), break @ 3950 psi. Release tools - MU & TIH w/ 5 1/2" Weatherford plug & pkr.
Set plug @ 5185', Set PKR @ 5110’ Fill csg. RU hot oil trk. Break down zone B2 sds @
(5146'-49"), break @ 3950 psi. Release tools - RU Extereme WLT. RIH w/wire line & perforate
B2 snd @ (5146'-49') & B1 snd @ (5105'-08'), B.5 snd @ (5073'-76"), Csds @ (5119'-22"), &
D3 sds @ (4955'-56"). POOH w/ wire line. RD WLT. - RU Extereme WLT. RIH w/wire line &
perforate B2 snd @ (5146'-49') & B1 snd @ (5105'-08"), B.5 snd @ (5073'-76"), Csds @
(5119'-22"), & D3 sds @ (4955'-56'). POOH w/ wire line. RD WLT. - Continue TOOH w/tbg &
LD scraper. - Continue TOOH w/tbg & LD scraper. - Crew travel & pre job safety meeting. -
Crew travel & pre job safety meeting. - Rig Crew Travel. - Rig Crew Travel. - Release pkr &
reverse tbg clean. TIH & circulate sand off plug. Rlease tools & TOOH. Set plug @ 5048' Set
pkr @ 5003'. Shut well in. SDFN - Release pkr & reverse tbg clean. TIH & circulate sand off
plug. Rlease tools & TOOH. Set plug @ 5048' Set pkr @ 5003'. Shut well in. SDFN - RU flow
back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls per
minute. Recover 150 bbls fluid. - RU flow back equipment. Open well to tank w/immediate
flow back to tank @ approx 3 bbls per minute. Recover 150 bbls fluid. - Open well, Break &
Frac B-.5 sds w/ 9597# of 20/40 sand w/ 151 bbls lightning 17 treating fluid. - Open well,
Break & Frac B-.5 sds w/ 95974# of 20/40 sand w/ 151 bbls lightning 17 treating fluid. -
Release pkr & reverse tbg clean. TIH & circulate sand off plug. Rlease tools & TOOH. Set plug
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@ 5090' Set pkr @ 5034' - Release pkr & reverse tbg clean. TIH & circulate sand off plug.
Rlease tools & TOOH. Set plug @ 5090' Set pkr @ 5034' - RU flow back equipment. Open well
to tank w/immediate flow back to tank @ approx 3 bbls per minute. Recover 150 bbls fluid. -
RU flow back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls
per minute. Recover 150 bbls fluid. - Open well, Break & Frac B-1 sds w/ 5285# of 20/40
sand w/ 106 bbls lightning 17 treating fluid. - Open well, Break & Frac B-1 sds w/ 5285# of
20/40 sand w/ 106 bbls lightning 17 treating fluid. - Release pkr & reverse tbg clean. TIH &
circulate sand off plug. Rlease tools & TOOH. Set plug @ 5135' Set pkr @ 5085' - Release pkr
& reverse tbg clean. TIH & circulate sand off plug. Rlease tools & TOOH. Set plug @ 5135' Set
pkr @ 5085' - RU flow back equipment. Open well to tank w/immediate flow back to tank @
approx 3 bbls per minute. Recover 50 bbls fluid. - RU flow back equipment. Open well to tank
w/immediate flow back to tank @ approx 3 bbls per minute. Recover 50 bbls fluid. - Open
well, Break & Frac B-2 sds w/ 15529# of 20/40 sand w/ 237 bbls lightning 17 treating fluid. -
Open well, Break & Frac B-2 sds w/ 15529# of 20/40 sand w/ 237 bbls lightning 17 treating
fluid. - RU BJ frac crew. Have safety meeting & pressure test frac equipment. - RU BJ frac
crew. Have safety meeting & pressure test frac equipment. - Rig crew travel to location. - Rig
crew travel to location. - Crew travel - Crew travel - MU new set of tools. TIH w/ tbg. Set plug
@ 5185'. Set PKR @ 5128'. Pressure test tools to 1000 psi. Good test. Release PKR. SDFN -
MU new set of tools. TIH w/ tbg. Set plug @ 5185'. Set PKR @ 5128'. Pressure test tools to
1000 psi. Good test. Release PKR. SDFN - Relaes PKR. Latch onto & release RBP. Could not
get tools to go down hole. Work tools for 1.5 hrs. Could not get plug to go down hole. TOOh
w. tbg & tools. Get out of hole w/ tbg. - Relaes PKR. Latch onto & release RBP. Could not get
tools to go down hole. Work tools for 1.5 hrs. Could not get plug to go down hole. TOOh w.
tbg & tools. Get out of hole w/ tbg. - SeT PLUG @ 5135' SET pkr @ 5070'. Attempt to break
down B1 sds @ (5105'-08"). Could not get break. Release tools. TOOH w/ tbg. Set plug @
5100' & PKR @ 5040'. Break down B.5 sds @ (5073'-76') @ 4700 psi. - SeT PLUG @ 5135’
SET pkr @ 5070'. Attempt to break down B1 sds @ (5105'-08"). Could not get break. Release
tools. TOOH w/ tbg. Set plug @ 5100' & PKR @ 5040'. Break down B.5 sds @ (5073'-76") @
4700 psi. - MU & TIH w/ 5 1/2" Weatherford plug & pkr. Set plug @ 5185', Set PKR @ 5110',
Fill csg. RU hot oil trk. Break down zone B2 sds @ (5146'-49'), break @ 3950 psi. Release
tools - MU & TIH w/ 5 1/2" Weatherford plug & pkr. Set plug @ 5185', Set PKR @ 5110', Fill
csg. RU hot oil trk. Break down zone B2 sds @ (5146'-49'), break @ 3950 psi. Release tools -
RU Extereme WLT. RIH w/wire line & perforate B2 snd @ (5146'-49') & B1 snd @ (5105'-08"),
B.5 snd @ (5073'-76'), Csds @ (5119'-22'), & D3 sds @ (4955'-56"). POOH w/ wire line. RD
WLT. - RU Extereme WLT. RIH w/wire line & perforate B2 snd @ (5146'-49') & B1 snd @
(5105'-08'), B.5 snd @ (5073'-76"), C sds @ (5119'-22"), & D3 sds @ (4955'-56"). POOH w/
wire line. RD WLT. - Continue TOOH w/tbg & LD scraper. - Continue TOOH w/tbg & LD
scraper. - Crew travel & pre job safety meeting. - Crew travel & pre job safety meeting. - Rig
Crew Travel. - Rig Crew Travel. - Release pkr & reverse tbg clean. TIH & circulate sand off
plug. Rlease tools & TOOH. Set plug @ 5048' Set pkr @ 5003'. Shut well in. SDFN - Release
pkr & reverse tbg clean. TIH & circulate sand off plug. Rlease tools & TOOH. Set plug @ 5048’
Set pkr @ 5003'. Shut well in. SDFN - RU flow back equipment. Open well to tank
w/immediate flow back to tank @ approx 3 bbls per minute. Recover 150 bbls fluid. - RU flow
back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls per
minute. Recover 150 bbls fluid. - Open well, Break & Frac B-.5 sds w/ 9597# of 20/40 sand
w/ 151 bbls lightning 17 treating fluid. - Open well, Break & Frac B-.5 sds w/ 9597# of 20/40
sand w/ 151 bbls lightning 17 treating fluid. - Release pkr & reverse tbg clean. TIH & circulate
sand off plug. Rlease tools & TOOH. Set plug @ 5090' Set pkr @ 5034' - Release pkr & reverse
tbg clean. TIH & circulate sand off plug. Rlease tools & TOOH. Set plug @ 5090' Set pkr @
5034' - RU flow back equipment. Open well to tank w/immediate flow back to tank @ approx 3
bbls per minute. Recover 150 bbls fluid. - RU flow back equipment. Open well to tank
w/immediate flow back to tank @ approx 3 bbls per minute. Recover 150 bbls fluid. - Open
well, Break & Frac B-1 sds w/ 5285# of 20/40 sand w/ 106 bbls lightning 17 treating fluid. -
Open well, Break & Frac B-1 sds w/ 5285# of 20/40 sand w/ 106 bbls lightning 17 treating
fluid. - Release pkr & reverse tbg clean. TIH & circulate sand off plug. Rlease tools & TOOH.
Set plug @ 5135' Set pkr @ 5085' - Release pkr & reverse tbg clean. TIH & circulate sand off
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plug. Rlease tools & TOOH. Set plug @ 5135' Set pkr @ 5085' - RU flow back equipment.
Open well to tank w/immediate flow back to tank @ approx 3 bbls per minute. Recover 50
bbls fluid. - RU flow back equipment. Open well to tank w/immediate flow back to tank @
approx 3 bbls per minute. Recover 50 bbls fluid. - Open well, Break & Frac B-2 sds w/ 15529#
of 20/40 sand w/ 237 bbls lightning 17 treating fluid. - Open well, Break & Frac B-2 sds w/
15529# of 20/40 sand w/ 237 bbls lightning 17 treating fluid. - RU BJ frac crew. Have safety
meeting & pressure test frac equipment. - RU BJ frac crew. Have safety meeting & pressure
test frac equipment. - Rig crew travel to location. - Rig crew travel to location. - Crew travel -
Crew travel - MU new set of tools. TIH w/ tbg. Set plug @ 5185'. Set PKR @ 5128'. Pressure
test tools to 1000 psi. Good test. Release PKR. SDFN - MU new set of tools. TIH w/ tbg. Set
plug @ 5185'. Set PKR @ 5128'. Pressure test tools to 1000 psi. Good test. Release PKR.
SDFN - Relaes PKR. Latch onto & release RBP. Could not get tools to go down hole. Work tools
for 1.5 hrs. Could not get plug to go down hole. TOOh w. tbg & tools. Get out of hole w/ tbg. -
Relaes PKR. Latch onto & release RBP. Could not get tools to go down hole. Work tools for 1.5
hrs. Could not get plug to go down hole. TOOh w. tbg & tools. Get out of hole w/ thg. - SeT
PLUG @ 5135' SET pkr @ 5070'. Attempt to break down Bl sds @ (5105'-08"). Could not get
break. Release tools. TOOH w/ tbg. Set plug @ 5100' & PKR @ 5040'. Break down B.5 sds @
(5073'-76') @ 4700 psi. - SeT PLUG @ 5135' SET pkr @ 5070'. Attempt to break down B1 sds
@ (5105'-08"). Could not get break. Release tools. TOOH w/ tbg. Set plug @ 5100' & PKR @
5040'. Break down B.5 sds @ (5073'-76') @ 4700 psi. - MU & TIH w/ 5 1/2" Weatherford plug
& pkr. Set plug @ 5185', Set PKR @ 5110’ Fill csg. RU hot oil trk. Break down zone B2 sds @
(5146'-49"), break @ 3950 psi. Release tools - MU & TIH w/ 5 1/2" Weatherford plug & pkr.
Set plug @ 5185', Set PKR @ 5110', Fill csg. RU hot oil trk. Break down zone B2 sds @
(5146'-49"), break @ 3950 psi. Release tools - RU Extereme WLT. RIH w/wire line & perforate
B2 snd @ (5146'-49") & B1 snd @ (5105'-08'), B.5 snd @ (5073'-76"), Csds @ (5119'-22"), &
D3 sds @ (4955'-56'). POOH w/ wire line. RD WLT. - RU Extereme WLT. RIH w/wire line &
perforate B2 snd @ (5146'-49') & B1 snd @ (5105'-08'), B.5 snd @ (5073'-76"), C sds @
(5119'-22"), & D3 sds @ (4955'-56'). POOH w/ wire line. RD WLT. - Continue TOOH w/tbg &
LD scraper. - Continue TOOH w/tbg & LD scraper. - Crew travel & pre job safety meeting. -
Crew travel & pre job safety meeting. Finalized

Daily Cost: $0

Cumulative Cost: $30,136

8/17/2012 Day:5 Conversion

WWS #7 on 8/17/2012 - Frac C-Sands & D-3 Sands, TOOH LD N-80 tbg. MU RIH w/
conversion pkr. - TOOH LD 191-jts 2 7/8" N-80 tbg & tools. - RU BJ frac crew. Have safety
meeting & pressure test frac equipment. - Open well, Break & Frac C- sds w/ 11984 +# of 20/40
sand w/ 163 bbls lightning 17 treating fluid. - RU flow back equipment. Open well to tank
w/immediate flow back to tank @ approx 3 bbls per minute. Recover 110 bbls fluid. - Release
pkr & reverse tbg clean. TIH & circulate sand off plug. Rlease tools & TOOH. Set plug @ 4990'
Set pkr @ 5003."' - Open well, Break & Frac D-3 sds w/ 21862# of 20/40 sand w/ 249 bbls
lightning 17 treating fluid. - RU flow back equipment. Open well to tank w/immediate flow
back to tank @ approx 3 bbls per minute. Recover 90 bbls fluid. Pumped total of 1364 bbls in
all stages. Recover 550 total bbils. END WATER 814 BBLS - Release pkr circulate tbg clean.
TIH circulate sand off plug. Release tools - TOOH LD 191-jts 2 7/8" N-80 tbg & tools. - MU &
RIH w/ BHA as follows: 2 3/8" wire line re-entry guide , 1.875 "XN" nipple, 4' x 2 3/8" tbg
sub, 2 3/8' x 2 7/8" x-over, 5 1/2" x 2 7/8' AS1X pkr w/ 1.875 "X" seal nipple, 2 7/8" on/off
tool, 2 7/8" PSN, & 60 jts. 2 7/8" j-55 tbg. SWI. SDFW - Crew Travel. - Crew Travel - RU BJ
frac crew. Have safety meeting & pressure test frac equipment. - Open well, Break & Frac C-
sds w/ 11984 # of 20/40 sand w/ 163 bbls lightning 17 treating fluid. - RU flow back
equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls per minute.
Recover 110 bbls fluid. - Release pkr & reverse tbg clean. TIH & circulate sand off plug. Rlease
tools & TOOH. Set plug @ 4990' Set pkr @ 5003.' - Open well, Break & Frac D-3 sds w/
218624# of 20/40 sand w/ 249 bbls lightning 17 treating fluid. - RU flow back equipment. Open
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well to tank w/immediate flow back to tank @ approx 3 bbls per minute. Recover 90 bbls fluid.
Pumped total of 1364 bbls in all stages. Recover 550 total bbls. END WATER 814 BBLS - Crew
Travel. - MU & RIH w/ BHA as follows: 2 3/8" wire line re-entry guide , 1.875 "XN" nipple, 4' x
2 3/8" tbg sub, 2 3/8' x 2 7/8" x-over, 5 1/2" x 2 7/8"' AS1X pkr w/ 1.875 "X" seal nipple, 2
7/8" on/off tool, 2 7/8" PSN, & 60 jts. 2 7/8" j-55 tbg. SWI. SDFW - TOOH LD 191-jts 2 7/8"
N-80 tbg & tools. - Release pkr circulate tbg clean. TIH circulate sand off plug. Release tools -
RU flow back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls
per minute. Recover 90 bbls fluid. Pumped total of 1364 bbls in all stages. Recover 550 total
bbls. END WATER 814 BBLS - Open well, Break & Frac D-3 sds w/ 21862# of 20/40 sand w/
249 bbls lightning 17 treating fluid. - Release pkr & reverse tbg clean. TIH & circulate sand off
plug. Rlease tools & TOOH. Set plug @ 4990' Set pkr @ 5003.' - RU flow back equipment.
Open well to tank w/immediate flow back to tank @ approx 3 bbls per minute. Recover 110
bbls fluid. - Open well, Break & Frac C- sds w/ 11984 4# of 20/40 sand w/ 163 bbls lightning 17
treating fluid. - RU BJ frac crew. Have safety meeting & pressure test frac equipment. - Crew
Travel - Crew Travel. - MU & RIH w/ BHA as follows: 2 3/8" wire line re-entry guide , 1.875
"XN" nipple, 4' x 2 3/8" tbg sub, 2 3/8' x 2 7/8" x-over, 5 1/2" x 2 7/8" AS1X pkr w/ 1.875 "X"
seal nipple, 2 7/8" on/off tool, 2 7/8" PSN, & 60 jts. 2 7/8" j-55 tbg. SWI. SDFW - Crew Travel
- Release pkr circulate tbg clean. TIH circulate sand off plug. Release tools Finalized

Daily Cost: $0

Cumulative Cost: $144,859

8/20/2012 Day: 6 Conversion

WWS #7 on 8/20/2012 - TIH W/ tbg & PKR. Land & test well. - SITP 400 psi. SICP 250 psi.
Circulate 60 bbls down tbg. Continue TIH w/ 80-jts 2 7/8" j-55 tbg. Drop std valve & pump to
seat w/ 25 bbls. Test tbg to 3000 psi. Good Test. ( 1 hr. to get test ) - RD rig & load out
eguip. RDMO - RU pump mix & pump 60 bbls pkr fluid & circulate down csg. RD work floor, ND
BOP, Set 5 1/2" AS1X pkr @ 4345' w/ 18000# tension. SN @ 4339', XN nipple @ 4354', EOT
@ 4355'. NU B-2 adapter flange & land tbg. RU Hot oil trk & test csg to 1500 psi. Good Test.
( 1.5 hrs. to get test ) - Crew Travel & Safety Meeting - SITP 400 psi. SICP 250 psi. Circulate
60 bbls down tbg. Continue TIH w/ 80-jts 2 7/8" j-55 tbg. Drop std valve & pump to seat w/
25 bbls. Test tbg to 3000 psi. Good Test. ( 1 hr. to get test ) - RIH w/ sand line & retrieve std
valve. POOH w/ sand line. - RU pump mix & pump 60 bbls pkr fluid & circulate down csg. RD
work floor, ND BOP, Set 5 1/2" AS1X pkr @ 4345’ w/ 18000+# tension. SN @ 4339', XN nipple
@ 4354', EOT @ 4355'. NU B-2 adapter flange & land tbg. RU Hot oil trk & test csg to 1500
psi. Good Test. ( 1.5 hrs. to get test ) - RD rig & load out eguip. RDMO - Crew Travel & Safety
Meeting - RIH w/ sand line & retrieve std valve. POOH w/ sand line. - RU pump mix & pump
60 bbls pkr fluid & circulate down csg. RD work floor, ND BOP, Set 5 1/2" AS1X pkr @ 4345’
w/ 18000# tension. SN @ 4339', XN nipple @ 4354', EOT @ 4355'. NU B-2 adapter flange &
land tbg. RU Hot oil trk & test csg to 1500 psi. Good Test. ( 1.5 hrs. to get test ) - RD rig &
load out eguip. RDMO - Crew Travel & Safety Meeting - SITP 400 psi. SICP 250 psi. Circulate
60 bbls down tbg. Continue TIH w/ 80-jts 2 7/8" j-55 tbg. Drop std valve & pump to seat w/
25 bbls. Test tbg to 3000 psi. Good Test. ( 1 hr. to get test ) - RIH w/ sand line & retrieve std
valve. POOH w/ sand line. Finalized

Daily Cost: $0

Cumulative Cost: $164,062

8/22/2012 Day: 7 Conversion

Rigless on 8/22/2012 - Conduct initial MIT - On 08/21/2012 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 08/21/2012
the casing was pressured up to 1120 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 300 psig during the test.
There was a State representative available to witness the test - Chris Jensen. - On
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08/21/2012 Chris Jensen with the State of Utah DOGM was contacted concerning the initial
MIT on the above listed well. On 08/21/2012 the casing was pressured up to 1120 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was 300 psig during the test. There was a State representative available to
witness the test - Chris Jensen. - On 08/21/2012 Chris Jensen with the State of Utah DOGM
was contacted concerning the initial MIT on the above listed well. On 08/21/2012 the casing
was pressured up to 1120 psig and charted for 30 minutes with no pressure loss. The well was
not injecting during the test. The tubing pressure was 300 psig during the test. There was a
State representative available to witness the test - Chris Jensen. Finalized

Daily Cost: $0

Cumulative Cost: $245,832

Pertinent Files: Go to File List
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Sundry Nunber: 31803 APl Well Nunber: 43013315890000

FORM 9

STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES 5.LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS, AND MINING 74390 '

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below

current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)
1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MON FED 33-6-9-16Y
2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315890000
3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630, Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE
1850 FSL 1850 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D ACIDIZE D ALTER CASING D CASING REPAIR
H NOTICE OF INTENT [ chanse To pRevious pLANS O chanee TusinG ] chance weLL nave
Approximate date work will start:
v/ CHANGE WELL STATUS D COMMINGLE PRODUCING FORMATIONS n/ CONVERT WELL TYPE
-/ SUBSEQUENT REPORT
Date of Work Completion: D DEEPEN D FRACTURE TREAT D NEW CONSTRUCTION
D OPERATOR CHANGE D PLUG AND ABANDON D PLUG BACK
|:| SPUD REPORT D PRODUCTION START OR RESUME D RECLAMATION OF WELL SITE D RECOMPLETE DIFFERENT FORMATION
Date of Spud:
D REPERFORATE CURRENT FORMATION D SIDETRACK TO REPAIR WELL D TEMPORARY ABANDON
D TUBING REPAIR D VENT OR FLARE D WATER DISPOSAL
D DRILLING REPORT
Report Date: D WATER SHUTOFF D SI TA STATUS EXTENSION D APD EXTENSION
D WILDCAT WELL DETERMINATION v/ OTHER OTHER: IPut on Injection I

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
The above reference well was put on injection at 2:45 PM on Accepted by the

11/06/2012. Utah Division of
0il, Gas and Mining

Date: November 13, 2012

NAME (PLEASE PRINT) PHONE NUMBER | TITLE

Lucy Chavez-Naupoto 435 646-4874 Water Services Technician
SIGNATURE DATE

N/A 11/7/2012

RECEI VED: Nov. 07, 2012




Spud Date: 6/4/96
Put on Production: 7/10/96
GL: 5867° KB: 5877

SURFACE CASING

Monument Federal 33-6-9-16Y

Injection Wellbore

CSG SIZE: 8-5/8”
GRADE: J-55
WEIGHT:24#
LENGTH: 6 jts (252°)
DEPTH LANDED: 262’
HOLE SIZE:12-1/4”
CEMENT DATA: 160 sxs Class “G” cmt, 2% CaCl,, 1/4#/sx cello flake

PRODUCTION CASING
CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 147 jts. (6070°)
DEPTH LANDED: 6080°
HOLE SIZE: 7-7/8”

CEMENT DATA: 390 sks Super “G”, 3% salt, 2% gel, 2#/sx kol-seal,
1/4#/sx cello flake. Tail w/290 sxs 50/50 poz, 2% gel, 1/4#/sx kol-seal.

CEMENT TOP: 226

TUBING

SIZE/GRADE/WT.: 2-7/8”/3-55/6.5#

NO. OF JOINTS: 140 jts. (4329.6”)
SEATING NIPPLE: 2-7/8” (1.10%)

SN LANDED AT: 4339.6’ KB

ON/OFF TOOL 5-1/27/J-55/6.5% AT: 4340.7°
PACKER: 43425’

XO AT: 43495

TBG SUB 2-3/8”/ J-55/ 4.7# AT: 4350.0°
XN NIPPLE AT: 4354.0°

TOTAL STRING LENGTH: EOT @ 4356’ w/ 10° KB

NEWFIELD

Monument Federal 33-6-9-16Y
1850’ FSL & 1850” FEL
NW/SE Section 6-T9S-R16E
Duchesne Co, Utah
API #43-013-31589; Lease #UTU-74390

Top of cement 226’
Casing Shoe @ 262’
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6-26-96  4845’-4859’

2/27/02

11/18/04  5734-5742°

11/19/04  5256-5268°

11/19/04  4845-4859

11/22/04  4406-4412°

9-17-08
131112

08/16/12  5146-5149°

08/16/12  5105-5108"

Packer @ 4342’
EOT @ 4356’

08/16/12  5073-5076’

08/17/12
20/40

08/17/12
20/40

4406-4412° 5019-5022°

4955-4956’

4845 - 4853” rcpcrfg&S/ZO/ 12

4854 - 4859” reperfeé)8/21/12

4955-4956°
4959-4961°
5019-5022°
5073-5076”
5105-5108°

12,6600 gal 2% KCL wir,

37280 Ibs 16/30 ss. ATP 2100 psi, ATR
19.4 bpm, screen out w/29,229 libs ss
on formation flow back 110 bbls wtr.

Rod job. Update rod and tubing details.
Frac CP.5 sands as follows:

24,608#s 20/40 sand in 239 bbls Lightning
Frac 17 fluid. Treated @ ave press of 3381
wi/avg rate of 14.4 BPM. ISIP 1880 psi. Calc
flush: 5732 gal. Actual flush: 1374 gal,

Frac A1 sands as follows: 4 500#’s
(designed for 20,000#) 20/40 sand in 80
bbls Lightning Frac 17 fluid. Treated @ ave
press of 3600 w/avg rate of 14.4 BPM. ISIP
7850 psi. Screen out.

Frac D1 sands as follows:

50,151#’s 20/40 sand in 405 bbls Lightning
Frac 17 fluid. Treated @ ave press of 5630
w/avg rate of 13.8 BPM. ISIP 5560 psi.
Screened out.

Frac GB6 sands as follows: 19,962#’s
20/40 sand in 240 bbls Lightning Frac 17
fluid. Treated @ ave press of 2396 w/avg
rate of 24.4 BPM. ISIP 1840 psi. Cale
flush: 4404 gal. Actual flush: 3481 gal.

Stuck pump. Updated rod & tubing details.

Parted rods: Updated rod & tubing detail.

Frac B2 sands as follows:  155284’s
20/40 sand in 237 bbls Lightning Frac 17
fluid.

Frac Bl sands as follows:  5285#’s 20/40
sand in 206 bbls Lightning Frac 17 fluid.
Frac B.5 sands as follows:  9597#s 20/40
sand in 152 bbls Lightning Frac 17 fluid.
Frac C sands as follows:  11984#’s
sand in 163 bbls Lightning Frac {7 fluid.

Frac D3 sands as follows: 21862#’s
sand in 249 bbls Lightning Frac 17 fluid

Convert to Injection Well

Conversion MIT Finalized — update tbg
detail

PERFORATION RECORD

6/25/96

6/25/96

11/17/04
11/17/04
11/17/04
11/17/04
11/17/04
11/17/04
08/16/12
08/16/12
08/16/12
08/16/12
08/16/12

5146-5149"
5256-5260"

5262-5268°

5734-5742°

PBTD @ 6042'

TD @ 6100°

48457-4853’
4854°-4859”
5734-5742°
5262-5268°
5256-5260°
4854-4859”
4845-4853"
4406-4412°
5146-5149°
5105-5108’
5073-5076”
5019-5022”
4955-4956°

4 JSPF
4 SPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF
3 ISPF
3 JSPF
3 JSPF
3 JSPF
3 JSPF

32 holes

20 holes

32 holes

24 holes

16 holes

20 holes (reperfed)
32 holes (reperfed)
24 holes

9 holes

9 holes

9 holes

9 holes

3 holes

LCN 08/22/12



State of Utah

DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
Executive Director

GARY R. HERBERT

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

UNDERGROUND INJECTION CONTROL PERMIT
Cause No. UIC-390
Operator:  Newfield Production Company
Well: Monument Federal 33-6-9-16Y
Location: Section 6, Township 9 South, Range 16 East
County: Duchesne
API No.: 43-013-31589
Well Type:  Enhanced Recovery (waterflood)
Stipulations of Permit Approval
1. Approval for conversion to Injection Well issued on July 9, 2012.
2. Maximum Allowable Injection Pressure: 1,811 psig
3. Maximum Allowable Injection Rate: (restricted by pressure limitation)
4, Injection Interval: Green River Formation (4,148° —6,042")
5. Any subsequent wells drilled within a % mile radius of this well shall have

production casing cement brought up to or above the top of the unitized interval
for the Greater Monument Butte Unit.

Approved by: x-ofﬁ\///zr\ - [ =5 =209

J@ ogers' J Date
AssoOciate Director
JR/MLR/js

cc:  Bruce Suchomel, Environmental Protection Agency
Bureau of Land Management, Vernal
Eric Sundberg, Newfield Production Company, Denver
Newfield Production Company, Myton

UTAH

Duchesne County
Well File DNR
N\O&G Reviewed Docs\ChronFile\UIC\Newficld At

1594 West North Temple, Suitc 1210, PO Box 145801, Salt Lake City, UT 84114 -5801
telephone (801) 538-5340 o facsimile (801) 359-3940 « TTY (801) 538-7458 » www.ogm.utah.gov OlIL, GAS & MINING
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Dated this 10th day of Apri, 2012,

STATE OF UTAH

48 NEWSPAPER AGENCY COMPANY . LLC dba MEDIAONE OF UTAH LEGAL BOOKER, 1 CERTIFY Ti m\/"S!ON OF OIL, GAS & MINING
BEFORE THE DIVISION OF 01, GAS ANID MINING DEPARTMENT OF NATURAL RESOURCES 4 brag s

CAUSE NO. UIC-390_IN THE MATTER OF THE APPLICA FOR DIV OF OLL-GAS & MINING, WAY Ja7ating Manager D
COMPANY. LLC dba MEDRIAONE OF UTAH. AGENT FOR THE SALT LAKE TRIBUNE AND DESERET N : 1
ENGLISH LANGUAGE WITH GENERAL CIRCULATION IN UTAH, AND PUBLISHED IN SALT LAKE CT

NOTICE IS ALSO POSTED ON UTAHLEGALS.COM ON THE SAME DAY AS THE FIRST NEWSPAPER P

UTAHLEGALS.COM INDEFINATELY.

Start  04/14/2012 End 04/14/2012 (o VIRGINIA CRAFT

i - - State of Urah |
PUBLISHED ON /_!/ /’/ Comm baIQn # 5314588 !

» A .. : .V /s My Commission Exairas
i y - Januam?? 20’4
SIGNATURE el -

_nsan_ w\“ UL U‘
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| Uintah Basin | Invoice Number Invoice Date
Send Payments to: Sta 21 'a 7 29586 4/1712012
Uintah Basin Standard n ar :
2688 200 E

Roosevelt, Utah 84066

Phone: 435-722-5131
Fax: 435-722-4140

Advertiser No. Invoice Amount Due Date

2080 $161.056 5/17/2012

DIVISION OF OIL GAS & MINING
Rose Nolton

1594 W. NTEMPLE STE 121

PO BOX 145801

SALT LAKE CITY, UT 84114-5801

1 1/2% fee will be charged to all Amount Enclosed
past due balances.

rsvigNaR oo

Please detach top porlion and refurn with your paymenl, INVOICE

Uintah Basin Standard DIVISION OF Ol GAS & MINING Invoica No. 29586 41712012

$161.05

14839 UBS

UBS Legal Notice: Natice of Agency Actio
Pub. April 17, 2012

Sub Totak $161.05
Total Transactions: 1 Total: $161.05

SUMMARY Advertiser No. 2080 Invoice No. 29586

1 112% fee will be charged to all past due balances.
Thank You for your business!

Thank you for advertising with us, we appreciate your business!

- r*‘ \ o~ -. ; o4 [ ot
2250\ M(‘\k Ve Ao O T e



19; Towriship 9 South,

AFFIDAVIT OF PUBLICATION

County of Duchesne,
STATE OF UTAH

I, Kevin Ashby on oath, say that I am the PUBLISHER
of the Uintah Basin Standard, a weekly newspaper of general |
circulation, published at Roosevelt, State and County aforesaid,
and that a certain notice, a true copy of which is hereto
attached, was published in the full issue such newspaper for

consecutive issues, and that the first publication was

onthe /7 dayof  AHpril , 20 /& , and that
the last publication of such notice was in the issue of such
newspaper dated the /7 day of f%@r}/ ,

20_/Z2 , and that said notice was published on Utahlegals.
com on the same day as the first newspaper publication and
the notice remained on Utahlegals.com until the end of the
scheduled run.

| / Publisher

" Subscribed and swom to before me on this

&Y of
by Kevin Ashby=

Notary Public

Manager, at
145801, Salt

17T 84114-5801,phone
SN :

rw»mvmmwmmmmﬁ’

Notary Public ‘
BOMME PARRISH i o

cbrussy 23, 16 |
Qggyammh j




Sundry Nunber: 40512 APl Well Nunber: 43013315890000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

FORM 9

DIVISION OF OIL, GAS, AND MINING

5.LEASE DESIGNATION AND SERIAL NUMBER:
U-74390

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

7.UNIT or CA AGREEMENT NAME:
GMBU (GRRV)

1. TYPE OF WELL
Water Injection Well

8. WELL NAME and NUMBER:
MON FED 33-6-9-16Y

2. NAME OF OPERATOR:
NEWFIELD PRODUCTION COMPANY

9. API NUMBER:
43013315890000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE
1850 FSL 1850 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
] acioize L] acTer casing [ casine repar
¥ NOTICE OF INTENT
Approximate date work will start: [ chanee To PReVios PLANS O chance Tusine O chanee weLt nave
] chance weLL staTus L] comMINGLE PRODUCING FORMATIONS [J convertweLL Tvee
[] susseqQueNT RePORT L] oeeren (] rraCTURE TREAT [J new consTrucTION
Date of Work Completion:
O] operaTor crance CJ pLuc anp ABanDON O ruseack
[ rrobuCTION START OR RESUME (] RecLamaTION OF weLL SITE [J RecompLETE DIFFERENT FORMATION
[ spuo reporT
Date of Spud: (] REPERFORATE CURRENT FORMATION (] sipETRACK TO REPAIR WELL [J remporary ABANDON
O tusine Repar O vent orFLare 0 warer pisposaL
[ oriLLinG RepoRT (] warer sHutore L] si7a sTaTus ExTENSION [J aro exrension
Report Date:
D WILDCAT WELL DETERMINATION v’ OTHER OTHER: ISqueeze Job I

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield proposes to perform a Polymer Squeeze. Squeeze A Half from
5256' - 5268’ to isolate for injection.

Accepted by the
Utah Division of
Qil, Gas and Mining

Date: AUugust 09, 2013

By: (Q&)\ (@ Q,ud{'

NAME (PLEASE PRINT) PHONE NUMBER | TITLE

Mandie Crozier 435 646-4825 Regulatory Tech
SIGNATURE DATE

N/A 7126/2013

RECEI VED: Jul . 26, 2013




Sundry Nunber: 41268 APl Well Nunber: 43013315890000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING

FORM 9

5.LEASE DESIGNATION AND SERIAL NUMBER:

U-74390

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7.UNIT or CA AGREEMENT NAME:
GMBU (GRRV)

1. TYPE OF WELL
Water Injection Well

8. WELL NAME and NUMBER:
MON FED 33-6-9-16Y

2. NAME OF OPERATOR:
NEWFIELD PRODUCTION COMPANY

9. API NUMBER:
43013315890000

3. ADDRESS OF OPERATOR:
Rt 3 Box 3630 , Myton, UT, 84052

PHONE NUMBER:
435 646-4825 Ext

9. FIELD and POOL or WILDCAT:
MONUMENT BUTTE

4. LOCATION OF WELL
FOOTAGES AT SURFACE:

1850 FSL 1850 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:

Qtr/Qtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
DUCHESNE

STATE:
UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

l:‘ ACIDIZE

l:‘ CHANGE TO PREVIOUS PLANS

l:‘ ALTER CASING

l:‘ NOTICE OF INTENT

- . I:‘ CHANGE TUBING
Approximate date work will start:

l:‘ CHANGE WELL STATUS l:‘ COMMINGLE PRODUCING FORMATIONS

l:‘ DEEPEN

l:‘ OPERATOR CHANGE

J SUBSEQUENT REPORT
Date of Work Completion:

8/6/2013

l:‘ FRACTURE TREAT
D PLUG AND ABANDON

l:‘ PRODUCTION START OR RESUME l:‘ RECLAMATION OF WELL SITE

l:‘ SPUD REPORT
Date of Spud:
l:‘ REPERFORATE CURRENT FORMATION l:‘ SIDETRACK TO REPAIR WELL

l:‘ TUBING REPAIR l:‘ VENT OR FLARE

l:‘ DRILLING REPORT

Report Date: l:‘ SI TA STATUS EXTENSION

J OTHER

l:‘ WATER SHUTOFF

l:‘ WILDCAT WELL DETERMINATION

|:| CASING REPAIR

D CHANGE WELL NAME

|:| CONVERT WELL TYPE

|:| NEW CONSTRUCTION

D PLUG BACK

|:| RECOMPLETE DIFFERENT FORMATION
|:| TEMPORARY ABANDON

D WATER DISPOSAL

|:| APD EXTENSION

OTHER: IMrr

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above subject well had workover procedures performed (water
isolation with polymer squeeze), attached is a daily status report. On
08/05/2013 Chris Jensen with the State of Utah was contacted
concerning the MIT on the above listed well. On 08/06/2013 the csg
was pressured up to 1260 psig and charted for 30 minutes with no
pressure loss. The well was not injecting during the test. The thg
pressure was 940 psig during the test. There was a State representative

available to witness the test - Chris Jensen.

Accepted by the
Utah Division of
Qil, Gas and Mining

FOR RECORD ONLY

August 13, 2013

PHONE NUMBER
435 646-4874

TITLE
Water Services Technician

NAME (PLEASE PRINT)
Lucy Chavez-Naupoto

SIGNATURE
N/A

DATE
8/13/2013

RECEI VED: Aug.

13, 2013




Sundry Nunber: 41268 APl Well Nunber: 43013315890000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630
Myton, UT 84052
435-646-3721

Witness: O\’”‘L)AUJ\,SU/\ Date 2 /s /(3 Time_// 0 (am jpm
Test Conductedby: 4, .. 2 _/ B
Others Present:

Well: /on, kecl. 336 7467

Well Location: vw/sz &-.6.745 RitE

Time Casing Pressure
0 min (2.6 O psig
5 | psig
10 psig
15 psig
20 psig
25 [ psig
30 min }260 psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig
Tubing pressure: éz/ [, psig

Result: Fail

i,

Signature of Person Conducting Test: / i //

‘Signature of Witness:




Sundry Nunber: 41268 APl Well Nunber: 43013315890000

000
08z
005}
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Sundry Nunber: 41268 APl Well Nunber: 43013315890000
Summary Rig Activity Page 1 of 3

Daily Activity Report

Format For Sundry
MON 33-6Y-9-16
5/1/2013 To 9/30/2013
7/29/2013 Day: 1 Water Isolation

Basic # 1629 on 7/29/2013 - r.i.h. with plug and packer set plug @ 5310' set packer at 5280
test to 1500 hold for 15 minutes 100% - 5:00-6:00 crew travel and safety meeting 6:00-7:00
flow well to tank 7:00-8:00 drop standing valve test tubing to 1500 p.s.i. retrieve standing
valve 8:00-9:00 nipple down well head nipple up b.o.p. rig up floor release packer 9:00-11:00
p.o.o.h. lay down packer 11:00-1:30 r.i.h. with plug and packer set plug @ 5310’ set packer
at 5280 test to 1500 hold for 15 minutes 100% 1:30-2:00 release packer p.o.o.h. to 5203’
2:00-3:00 rig down floor nipple down wellhead set paker 15k in compression nipple up well
head 3:00-4:00 rig down load trucks and trailers - 5:00-6:00 crew travel and safety meeting
6:00-7:00 flow well to tank 7:00-8:00 drop standing valve test tubing to 1500 p.s.i. retrieve
standing valve 8:00-9:00 nipple down well head nipple up b.o.p. rig up floor release packer
9:00-11:00 p.o.o.h. lay down packer 11:00-1:30 r.i.h. with plug and packer set plug @ 5310’
set packer at 5280 test to 1500 hold for 15 minutes 100% 1:30-2:00 release packer p.o.0.h.
to 5203' 2:00-3:00 rig down floor nipple down wellhead set paker 15k in compression nipple
up well head 3:00-4:00 rig down load trucks and trailers - 5:00-6:00 crew travel and safety
meeting 6:00-7:00 flow well to tank 7:00-8:00 drop standing valve test tubing to 1500 p.s.i.
retrieve standing valve 8:00-9:00 nipple down well head nipple up b.o.p. rig up floor release
packer 9:00-11:00 p.o.o0.h. lay down packer 11:00-1:30 r.i.h. with plug and packer set plug
@ 5310’ set packer at 5280 test to 1500 hold for 15 minutes 100% 1:30-2:00 release packer
p.o.o0.h. to 5203' 2:00-3:00 rig down floor nipple down wellhead set paker 15k in compression
nipple up well head 3:00-4:00 rig down load trucks and trailers - 5:00-6:00 crew travel and
safety meeting 6:00-7:00 flow well to tank 7:00-8:00 drop standing valve test tubing to 1500
p.s.i. retrieve standing valve 8:00-9:00 nipple down well head nipple up b.o.p. rig up floor
release packer 9:00-11:00 p.o.o.h. lay down packer 11:00-1:30 r.i.h. with plug and packer
set plug @ 5310’ set packer at 5280 test to 1500 hold for 15 minutes 100% 1:30-2:00 release
packer p.o.o.h. to 5203' 2:00-3:00 rig down floor nipple down wellhead set paker 15k in
compression nipple up well head 3:00-4:00 rig down load trucks and trailers Finalized

Daily Cost: $0

Cumulative Cost: $25,682

7/31/2013 Day: 2 Water Isolation

Basic # 1629 on 7/31/2013 - EOGA pumped polymer down well. - EOGA pumped polymer
down well. - EOGA pumped polymer down well. - EOGA pumped polymer down well. - EOGA
pumped polymer down well. Finalized

Daily Cost: $0

Cumulative Cost: $34,782

8/2/2013 Day: 3 Water Isolation

Basic # 1629 on 8/2/2013 - PU 3 JTS RETRIEVED RBP LD 31 JTS TOOH 140 JTS LD HD PKR
AND RBP - 5:30AM TO 7:00AM CREW TRAVEL 7:00AM TO 7:15AM JSA SAFETY MEETING
7:15AM TO 10:00AM BLEW DOWN WELL 10:00AM TO 11:00AM ND WH RELEASED PKR NU
BOPS 11:00AM TO 2:30PM PU 3 JTS RETRIEVED RBP LD 31 JTS TOOH 140 JTS LD HD PKR
AND RBP 2:30PM TO 4:30PM RIH W/ 1-REENTREYGUIDE, 1-XN NIPPLE, 1-2 3/8" TBG SUB, 1-
XO SWEDGE, 1-5 1/2" PKR, 1-RETRIEVING HEAD, 1-2 7/8" SEAT NIPPLE, 140 JTS TBG
4:30PM TO 6:00PM DROPPED STANDING VAVLE CHASED W/ 30 BBLS PT TBG TO 3K PSI HELD

http://www.inewfld.com/denver/SumActRpt.asp?RC=152904& API=4301331589&MinDate... 8/9/2013



Sundry Nunber: 41268 APl Well Nunber: 43013315890000
Summary Rig Activity Page 2 of 3

100% FOR 30 MIN GOOD TEST RIH W/ SL RETRIEVED STANDING VALVE 6:00PM TO 7:30PM
RU RIG FLOOR ND BOPS NU INJECTION WH LANDED WELL SIWFN 7:30PM TO 9:00PM CREW
TRAVEL - 5:30AM TO 7:00AM CREW TRAVEL 7:00AM TO 7:15AM JSA SAFETY MEETING
7:15AM TO 10:00AM BLEW DOWN WELL 10:00AM TO 11:00AM ND WH RELEASED PKR NU
BOPS 11:00AM TO 2:30PM PU 3 JTS RETRIEVED RBP LD 31 JTS TOOH 140 JTS LD HD PKR
AND RBP 2:30PM TO 4:30PM RIH W/ 1-REENTREYGUIDE, 1-XN NIPPLE, 1-2 3/8" TBG SUB, 1-
X0 SWEDGE, 1-5 1/2" PKR, 1-RETRIEVING HEAD, 1-2 7/8" SEAT NIPPLE, 140 JTS TBG
4:30PM TO 6:00PM DROPPED STANDING VAVLE CHASED W/ 30 BBLS PT TBG TO 3K PSI HELD
100% FOR 30 MIN GOOD TEST RIH W/ SL RETRIEVED STANDING VALVE 6:00PM TO 7:30PM
RU RIG FLOOR ND BOPS NU INJECTION WH LANDED WELL SIWFN 7:30PM TO 9:00PM CREW
TRAVEL - 5:30AM TO 7:00AM CREW TRAVEL 7:00AM TO 7:15AM JSA SAFETY MEETING
7:15AM TO 10:00AM BLEW DOWN WELL 10:00AM TO 11:00AM ND WH RELEASED PKR NU
BOPS 11:00AM TO 2:30PM PU 3 JTS RETRIEVED RBP LD 31 JTS TOOH 140 JTS LD HD PKR
AND RBP 2:30PM TO 4:30PM RIH W/ 1-REENTREYGUIDE, 1-XN NIPPLE, 1-2 3/8" TBG SUB, 1-
X0 SWEDGE, 1-5 1/2" PKR, 1-RETRIEVING HEAD, 1-2 7/8" SEAT NIPPLE, 140 JTS TBG
4:30PM TO 6:00PM DROPPED STANDING VAVLE CHASED W/ 30 BBLS PT TBG TO 3K PSI HELD
100% FOR 30 MIN GOOD TEST RIH W/ SL RETRIEVED STANDING VALVE 6:00PM TO 7:30PM
RU RIG FLOOR ND BOPS NU INJECTION WH LANDED WELL SIWFN 7:30PM TO 9:00PM CREW
TRAVEL - 5:30AM TO 7:00AM CREW TRAVEL 7:00AM TO 7:15AM JSA SAFETY MEETING
7:15AM TO 10:00AM BLEW DOWN WELL 10:00AM TO 11:00AM ND WH RELEASED PKR NU
BOPS 11:00AM TO 2:30PM PU 3 JTS RETRIEVED RBP LD 31 JTS TOOH 140 JTS LD HD PKR
AND RBP 2:30PM TO 4:30PM RIH W/ 1-REENTREYGUIDE, 1-XN NIPPLE, 1-2 3/8" TBG SUB, 1-
X0 SWEDGE, 1-5 1/2" PKR, 1-RETRIEVING HEAD, 1-2 7/8" SEAT NIPPLE, 140 JTS TBG
4:30PM TO 6:00PM DROPPED STANDING VAVLE CHASED W/ 30 BBLS PT TBG TO 3K PSI HELD
100% FOR 30 MIN GOOD TEST RIH W/ SL RETRIEVED STANDING VALVE 6:00PM TO 7:30PM
RU RIG FLOOR ND BOPS NU INJECTION WH LANDED WELL SIWFN 7:30PM TO 9:00PM CREW
TRAVEL Finalized

Daily Cost: $0

Cumulative Cost: $44,290

8/5/2013 Day: 4 Water Isolation

Basic # 1629 on 8/5/2013 - CIRCULATED 50 BBLS PKR FLUID ND INJECTION WH SET PKR W/
15K TENSION NU INJECTION WH LANDED WH - 5:30AM TO 7:00AM CREW TRAVEL 7:00AM
TO 7:15AM JSA SAFETY MEETING 7:15AM TO 10:00AM FLOWED WELL BACK 10:00AM TO
11:00AM CIRCULATED 50 BBLS PKR FLUID ND INJECTION WH SET PKR W/ 15K TENSION NU
INJECTION WH LANDED WH 11:00AM TO 3:30PM TESTED CSG TO 1400 PSI HELD FOR 30MIN
100% RD RIG MOSL 3:30PM TO 5:00PM CREW TRAVEL - 5:30AM TO 7:00AM CREW TRAVEL
7:00AM TO 7:15AM JSA SAFETY MEETING 7:15AM TO 10:00AM FLOWED WELL BACK 10:00AM
TO 11:00AM CIRCULATED 50 BBLS PKR FLUID ND INJECTION WH SET PKR W/ 15K TENSION
NU INJECTION WH LANDED WH 11:00AM TO 3:30PM TESTED CSG TO 1400 PSI HELD FOR
30MIN 100% RD RIG MOSL 3:30PM TO 5:00PM CREW TRAVEL - 5:30AM TO 7:00AM CREW
TRAVEL 7:00AM TO 7:15AM JSA SAFETY MEETING 7:15AM TO 10:00AM FLOWED WELL BACK
10:00AM TO 11:00AM CIRCULATED 50 BBLS PKR FLUID ND INJECTION WH SET PKR W/ 15K
TENSION NU INJECTION WH LANDED WH 11;00AM TO 3:30PM TESTED CSG TO 1400 PSI
HELD FOR 30MIN 100% RD RIG MOSL 3:30PM TO 5:00PM CREW TRAVEL - 5:30AM TO
7:00AM CREW TRAVEL 7:00AM TO 7:15AM JSA SAFETY MEETING 7:15AM TO 10:00AM
FLOWED WELL BACK 10:00AM TO 11:00AM CIRCULATED 50 BBLS PKR FLUID ND INJECTION
WH SET PKR W/ 15K TENSION NU INJECTION WH LANDED WH 11:00AM TO 3:30PM TESTED
CSG TO 1400 PSI HELD FOR 30MIN 100% RD RIG MOSL 3:30PM TO 5:00PM CREW TRAVEL
Finalized

Daily Cost: $0

Cumulative Cost: $50,572

http://www.inewfld.com/denver/SumActRpt.asp?RC=152904& AP[=4301331589&MinDate... 8/9/2013



Sundry Nunber: 41268 APl Well Nunber: 43013315890000
Summary Rig Activity Page 3 of 3

8/8/2013 Day:5 Water Isolation

Rigless on 8/8/2013 - Conduct MIT - On 08/05/2013 Chris Jensen with the State of Utah was
contacted concerning the MIT on the above listed well. On 08/06/2013 the csg was pressured
up to 1260 psig and charted for 30 minutes with no pressure loss. The well was not injecting
during the test. The tbg pressure was 940 psig during the test. There was a State
representative available to witness the test - Chris Jensen. - On 08/05/2013 Chris Jensen with
the State of Utah was contacted concerning the MIT on the above listed well. On 08/06/2013
the csg was pressured up to 1260 psig and charted for 30 minutes with no pressure loss. The
well was not injecting during the test. The tbg pressure was 940 psig during the test. There
was a State representative available to witness the test - Chris Jensen. - On 08/05/2013 Chris
Jensen with the State of Utah was contacted concerning the MIT on the above listed well. On
08/06/2013 the csg was pressured up to 1260 psig and charted for 30 minutes with no
pressure loss. The well was not injecting during the test. The tbg pressure was 940 psig
during the test. There was a State representative available to witness the test - Chris Jensen.
- On 08/05/2013 Chris Jensen with the State of Utah was contacted concerning the MIT on the
above listed well. On 08/06/2013 the csg was pressured up to 1260 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tbg pressure
was 940 psig during the test. There was a State representative available to witness the test -
Chris Jensen. Finalized

Daily Cost: $0

Cumulative Cost: $51,472

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=152904& API=4301331589&MinDate... 8/9/2013



Sundry Nunber :

41268 APl Vel |

Spud Date: 6/4/96
Put on Production: 7/10/96
GL: 5867° KB: 5877

Nunber :

Injection Wellbore

SURFACE CASING =
CSG SIZE 8-5/8

GRADE ]-55 Top of cement 226° o
WEIGHT 24# Casing Shoe @ 262'
LENGTH: 6 jts (252")

DEPTH LANDED: 262’

HOLE SIZE 12-1/4"

CEMENT DATA: 160 sxs Class “G"” cmt, 2% CaCl,, 1/4#/sx cello flake
PRODUCTION CASING

CSG SIZE 5-1/2"

GRADE JI-55

WEIGHT 15.5#

LENGTH 147 jts. (6070")

DEPTH LANDED: 6080’

HOLE SIZE 7-7/8"

CEMENT DATA: 390 sks Super “G”, 3% salt, 2% gel, 2#/sx kol-seal,

1/4#/sx cello flake. Tail w/290 sxs 50/50 poz, 2% gel, 1/4#/sx kol-seal

CEMENT TOP: 226"

TUBING

SIZE/GRADE/WT  2-7/8"/J-55/6 5%

NO OF IOINTS 140 jts (4329 6°)

SEATING NIPPLE: 2-7/8” (1 10%) i
SN LANDED AT 4339 6’ KB T
ON/OFF TOOL 5-1/2"/]-55/6.5# AT 43407

PACKER 4342 5”

XO AT 4349 5

TBG SUB 2-3/8"/1-55 /4 7# AT 43500’

XN NIPPLE AT 43540’

TOTAL STRING LENGTH: EOT @ 4356” w/ 10° KB

NEWFIELD

Monument Federal 33-6-9-16Y
1850" FSL & 1850 FEL
NW/SE Section 6-T9S-RI6E
Duchesne Co, Utah
API #43-013-31589: Lease #UTU-74390

)
bl

Diagram

43013315890000

Monument Federal 33-6-9-16Y

ERAC JOB

6-26-96

2/27/02
11/18/04

11/19/04

11/19/04

11/22/04

9-17-08
1731112

SN @ 4340' 08/16/12

On Off Tool @ 4341"

Packer @ 4346’ 08/16/12

X/N Nipple @ 4354'  08/16/12

EOT @ 4356

4406-4412° 08/17/12

20/40

08/17/12
20/40

4845 - 4853 reperfed8/20/12
1854 4859° reperfed > 2 /12
4955-4956" 08/06/13
49594961
5019-5022"
5073-5076"
5105-5108"
§146-5149"
5256-5260°

5262-5268"

5734-5742°

PBTD @ 6042

TD @ 6100"

4845-4859"

5734-5742"

5256-5268”

4845-4859"

4406-4412°

5146-5149"

5105-5108"

5073-5076"

5019-5022°

4955-4956"

5256-3268"

12,6600 gal 2% KCL wtr,

37280 1Ibs 16/30ss ATP 2100 psi, ATR
194 bpm, screen out w/29,229 llbs ss
on formation flow back |10 bbls wtr

Rod job Update rod and tubing details
Frac CP.5 sands as follows:

24,608#’s 20/40 sand in 239 bbls Lightning
Frac 17 fluid Treated @ ave press of 3381
w/avg rate of 14 4 BPM [SIP 1880 psi Calc
flush: 5732 gal Actual flush: 1374 gal

Frac Al sands as follows: 4,500#’s
(designed for 20,000#) 20/40 sand in 80
bbls Lightning Frac 17 fluid. Treated @ ave
press of 3600 w/avg rate of 14 4 BPM ISIP
7850 psi- Screen out

Frac D1 sands as follows:

50,151#’s 20/40 sand in 405 bbls Lightning
Frac 17 fluid Treated @ ave press of 5630
w/avg rate of 13 8 BPM ISIP 5560 psi
Screened out

Frac GB6 sands as follows: 19,962#s
20/40 sand in 240 bbls Lightning Frac 17
fluid. Treated @ ave press of 2396 w/avg
rate of 24 4 BPM. ISIP 1840 psi Calc
flush: 4404 gal Actual flush: 3481 gal

Stuck pump Updated rod & tubing details

Parted rods: Updated rod & tubing detail

Frac B2 sands as follows:  15528#'s
20/40 sand in 237 bbls Lightning Frac 17
fluid

Frac Bl sands as follows:  5285#'s 20/40
sand in 206 bbls Lightning Frac 17 fluid

Frac B.5 sands as follows: 9597#'s 20/40
sand in 152 bbls Lightning Frac 17 fluid
Frac C sands as follows: 11984#’s
sand in 163 bbls Lightning Frac 17 fluid
Frac D3 sands as follows:  21862#s
sand in 249 bbls Lightning Frac 17 fluid
Convert to Injection Well

Conversion MIT Finalized — update tby
detail

Workover MIT Completed — Water
Isolation with Polymer Treatment —
update details

PERFORATION RECORD

6/25/96

6/25/96

L1/17/04
11/17/04
11/17/04
11/17/04
L1/17/04
11/17/04
08/16/12
08/16/12
08/16/12
08/16/12
08/16/12
08/06/13
08/06/13

4845°-4853"
4854’-4859"
5734-5742"
5262-5268°
5256-5260’
4854-4859"
4845-4853"
4406-4412°
5146-5149
5105-5108"
5073-5076"
5019-5022" 3 ISPF 9 holes
4955-4956" 3 JSPF 3 holes
5256-5260" Polymer squeeze
5262-5268'

4 JSPF
4 SPF
4 JSPF
4 JSPF
4 JISPF
4 JSPF
4 JSPF
4 JSPF
3 JSPF
3 JSPF
3 JSPF

32 holes

20 holes

32 holes

24 holes

16 holes

20 holes (reperfed)
32 holes (reperfed)
24 holes

9 holes

9 holes

9 holes

Polymer squeeze

LCN 08/12/13



Sundry Nunber: 40378 APl Well Nunber: 43013315890000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING

FORM 9

5.LEASE DESIGNATION AND SERIAL NUMBER:
U-74390

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7.UNIT or CA AGREEMENT NAME:
GMBU (GRRV)

1. TYPE OF WELL
Water Injection Well

8. WELL NAME and NUMBER:
MON FED 33-6-9-16Y

2. NAME OF OPERATOR:
NEWFIELD PRODUCTION COMPANY

9. API NUMBER:
43013315890000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE
1850 FSL 1850 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D ACIDIZE D ALTER CASING |:| CASING REPAIR
J NOTICE OF INTENT
Approximate date work will start: [ chanee To PREVIOUS PLANS ] chance Tusine O] chance weLt nave
D CHANGE WELL STATUS D COMMINGLE PRODUCING FORMATIONS |:| CONVERT WELL TYPE
D SUBSEQUENT REPORT D DEEPEN D FRACTURE TREAT |:| NEW CONSTRUCTION
Date of Work Completion:
D OPERATOR CHANGE D PLUG AND ABANDON |:| PLUG BACK
D PRODUCTION START OR RESUME D RECLAMATION OF WELL SITE |:| RECOMPLETE DIFFERENT FORMATION
D SPUD REPORT
Date of Spud: D REPERFORATE CURRENT FORMATION D SIDETRACK TO REPAIR WELL |:| TEMPORARY ABANDON
D TUBING REPAIR D VENT OR FLARE |:| WATER DISPOSAL
D DRILLING REPORT D WATER SHUTOFF D SI TA STATUS EXTENSION |:| APD EXTENSION
Report Date:
D WILDCAT WELL DETERMINATION v’ OTHER OTHER: ISqueeze Job I

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield proposes to perform a Polymer Squeeze. Squeeze A Half from
5256' - 5268' to isolate for injection.

Accepted by the
Utah Division of
Qil, Gas and Mining

Date: AUgust 26, 2013

By: N

NAME (PLEASE PRINT) PHONE NUMBER | TITLE

Mandie Crozier 435 646-4825 Regulatory Tech
SIGNATURE DATE

N/A 7/23/2013

RECEI VED: Jul . 23, 2013




Sundry Number: 41268 API Well Number: 43013315890000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES e
§.LEASE DESIGNATION AND SERIAL NUMBER:

DIVISION OF OIL, GAS, AND MINING TEPETT)
SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells betow 7 UNIT oF CA4AGR|VEEMENT NAME -

current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION GMBU (GRRV
FOR PERMIT TO DRILL form for such proposals. ( )

1. TYPE OF WELL ' ' - |8, WELL NAME and NUMBER:
Water Injection Well MON FED 33-6-9-16Y
2. NAME OF OPERATOR: ‘ — 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315890000
3. ADDRESS OF OPERATOR: " ' PHONE NUMBER: _ |9, FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE
1850 FSL 1850 FEL )
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S UTAH

1.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
O aciorze [ acrercasive [ casin Rerair
O worice or nTent ] [ cuance To PREVIOUS PLANS O cnance tusine [ cranceweLL name
Approximate date work will start:
(3 chanceweLL sTatus [ commmere ProbuCING FORMATIONS 1 converrweLL Tvpe
< SUBSEQUENT REPORT
Date of Work Completion: [T oeeeen [ rracture TReEAT [ new consTrucTiON
(O operator crance [ pLuc anp AsaNDON [T puseack
7 spup report ] probuction sTART OR RESUME [ RecLamation oF weLL siTE [ RecompLETE DIFFERENT FORMATION
Date of Spud:
[T) RererFORATE CURRENT FORMATION [ sivemrack To REPARWELL [ temporary asanDON
[0 rusme repar [ venroreiare [ watermispasaL
[T priLunG ReporT O
Report Date: [ warer shutorr SI TA STATUS EXTENSION [ apo exvension
[ wiLocat weLL DETERMINATION v omHer oTHER: {MIT ]

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above subject well had workover procedures performed (water Accepted by the
isolation with polymer squeeze), attached is a daily status report. On Utah Division of
08/05/2013 Chris Jensen with the State of Utah was contacted Oil, Gas and Mining
concerning the MIT on the above listed well. On 08/06/2013 the csg FOR RECORD ONLY
was pressured up to 1260 psig and charted for 30 minutes with no August 13, 2013

pressure loss. The well was not injecting during the test. The tbg
pressure was 940 psig during the test. There was a State representativeApproved by the
available to witness the test - Chris Jensen. Utah Division of
Qil, Gas and Mining

Date: ;‘?// g / 2%
By: ///”/M 4 V//d_\/{/u

NAME (PLEASE PRINT) PHONE NUMBER |TITLE

Lucy Chavez-Naupoto 435 646-4874 Water Services Technician
SIGNATURE DATE

N/A 8/13/2013

RECEIVED: Aug. 13, 2013
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